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Finally a fuel filter relocation kit for Duramax! We promise to never spam you, and just use your
email address to identify you as a valid customer. Posted by Leo Holmes on May 17th Only
disappointed with hoses. Pictures of kit show prebent hoses which I believe is the best way to
mount this kit. When package arrived NO prebent hoses, just 6 feet of straight hose. This
creates the need to run the hoses further around engine bay to prevent kinking. This is not as
clean a look as I wanted. Posted by bbarth23 comcast. Posted by Doug Ahrenholz on Feb 17th
This kit was very easy to install, in my case everything could be done from the top. I would have
preferred hoses with the U-bend on one end to make a cleaner install which is why I gave it 4
stars. I would have paid the price if it was available. Anyone who has a Duramax knows what a
pain it is to change the filter, this kit makes it very easy to do. I didn't even need to take off the
wheel well liner to do the work. G M couldn't have picked a worse place to put this filter--If the
motors hot you probably aint going to change it till the next day With this relocation kit you can
do it in 10 min. This is by far one of the most complete kits I've ever ordered for a pickup as far
as every single piece that is needed is included, detailed instructions, super simple install, and
one heck of a time saver when it comes to changing fuel filters. Recommend to all Duramax
owners and definitely ordering for our other trucks. All prices are in USD. Please wait Call us on
Sign in or Create an account. All prices are in All prices are in USD. See 2 more pictures.
Customers also viewed. Add to cart. Product Reviews Write Review. Write Your Own Review
How do you rate this product? Enter your name: optional. Choose Your Options Quantity:. Buy
in bulk and save. If you have ever changed â€¦ Our first blog post! Newsletter Name Email. Read
more about fuel gelling, how to prevent it and what to do about it if it occurs. Cold weather can
be hard on a diesel engine, but as temperatures plunge into the teens-below-zero, diesel owners
must also deal with fuel gelling problems. Untreated diesel fuel will start to gel at just 32
degrees and be fully gelled around 15 degrees. This substance obviously cannot be pumped
into fuel lines, pumps or injectors, so the vehicle will not run. Like most things, it is better to
take things into your own hands and use a fuel additive that has anti-gel properties. The other
thing to pay attention to is your fuel filter. In addition to holding water, the fuel filter media holds
contaminants that have been filtered out of the fuel. The more contaminants in the filter, the
quicker the fuel will gel. That is why it is always a good idea to put in a new fuel filter every
winter â€” a clean fuel filter will help limit the chances of gelling. A dirty fuel filter, left, will gel
easier than a clean filter, right. While gelled fuel sounds bad, the good news is that diesel fuel
will return to normal as soon as the temperature goes back up above the gel point. Pushing a
vehicle into a garage and leaving it for a few hours is typically all that is required to fix the
gelling problem. Opti Lube Gel Melt is designed to fix a gelled fuel tank. There are a variety of
products that can be added to a gelled tank that can help return the fuel back to its normal state.
Simply add one of these to the tank, following the dosing instructions. Depending on tank size
and design, these can take some time to work. A big limitation is that the treated fuel in the tank
they may not be able to reach gelled fuel that is not in the tank â€” like in fuel lines and filters.
Collection of fuel filters clogged with gelled diesel fuel. If your fuel does gel in the filter, there
are a few options. You can try carefully heating the filter with a heat gun or hair dryer. Pre-fill the
filter with treated diesel fuel â€” or straight fuel additive â€” so that the treatment makes it to the
fuel pump and lines quickly. In short, preventing getting stuck with gelled fuel in your tank
starts at the prevention stage by buying good quality diesel fuel and using a fuel additive,
especially once the temperature drops below 32F. Being prepared means having a bottle of Gel
Melt and an extra fuel filter in your vehicle at all times, just in case you get an untreated batch of
fuel or temperatures drop lower than you had expected. View all posts by idparts. This site uses
Akismet to reduce spam. Learn how your comment data is processed. Like this: Like Loading
Share this: Twitter Facebook. Published by idparts. Leave a comment Leave a Reply Cancel
reply. Your satisfaction is very important to us. No refunds will be given on Products that have
been installed, tampered with, contaminated, or disassembled. Jacksonville, FL Shipping costs
to send the returned Products to us are the responsibility of the customer. If an item was
purchased with free shipping, the costs of shipping will be deducted from the refund amount. If
it applies, the cost of the core shipping label will also be deducted from the refund amount.
Orders returned beyond 60 days will fall under our Warranty Claim Policy. Please see the
Warranty Policy for details. Once we have inspected the Products and confirmed they are in
new and resalable condition as required by this Policy, we will process your refund. Dieselogic
does offer expedited shipping via UPS. It is important to note that the expedited shipping time
refers to the time from orders leaving our facilities to the shipment destination. Some orders will
require production, assembly, or procurement time before the order is ready to be shipped.
Please contact our team to discuss if your order will be subject to these limitations.
Manufactured Again takes products through a restorative process, using highly refined
industrial procedures in a factory setting to promote greater resource productivity, and aims to

reduce waste and avoid pollution. It is the only form of reuse, re-purpose, repair, or recycle that
produces warranted products that meet or exceed quality and performance expectations. Worn
out, missing or non-functioning components are replaced with new or manufactured again
components. After full disassembly is complete, the part is reassembled and tested for
compliance with OEM Bosch performance specifications with our patented Dieselogic NEO. The
NEO provides validity testing of Common Rail Injection internal calibration emission tolerances
and stimulates the aftermarket economy while lowering emissions for a greener environment.
For more info on the NEO click here. Omar, loved your customer service and thank you for
staying late to take care of the shipping dilemma. I appreciate you going above and beyond. Not
to mention my new turbo rocks and my truck is running like a beast! Thanks again for all you
do. Great customer service and working directly with an owner that cares about his clients is
sadly a rarity these days. Terry D. Chris at Dieselogic did an excellent job of finding the
information I needed to get right injectors for my truck when Dodge and Cummins couldn't.
Excellent product and great people to work with from the order desk to the tech. Thankful that I
found a company that backs up what they sell. Thank You! Very professional and
knowledgeable. Took the time to call me to make sure I ordered the correct parts. Miss , Brittany
at Dieselogic was very attentive to my injector needs , very knowledgeable on my 6. My truck is
running great. Good customer service, emailed with multiple questions and got responses,
called and talked to Chris there about some stuff and gave good clear explanations! I just
recently ordered a set of remanufactured injectors for my 06 duramax lbz and so far they are
performing flawlessly and it resolved my low fuel rail pressure code just took the truck on a mile
round trip and it never skipped a beat. Dieselogic was a great place to deal with, the person was
nice, the thing I really liked was I'm a do it yourself guy and a lot of the times when you call and
ask questions people want to make you feel stupid for the questions you asked and don't want
to deal with you but Dieselogic wasn't like that. Omar done an amazing job answering all my
questions and processing my order! Very good customer service! Highly recommend doing
business with this guy! Your Vehicle:. Choose your vehicle. Shop by vehicle Year:. Select Year
No Models Found. Find Parts Reset. SKU: Warning California Proposition 65 Information. Due to
FAA regulations flammable liquids fuel additive cannot be shipped via air freight; these items
must be shipped via UPS ground service. We make every effort to ship all orders within 48
hours, excluding weekends and National Holidays. International Shipping Shipping costs on
orders placed outside of the Contiguous US may not have accurate shipping charges assessed
at check out; in this case the shipping cost will be calculated and we will contact the customer
for confirmation of this charge. Buyer shall be responsible for all shipping, handling, insurance,
customs, duties and import fees, tariffs and taxes, and all other similar costs and charges.
Dieselogic reserves the right to pass any additional shipping expenses incurred from Buyers
shipping instructions to the Buyer. All orders for customers outside of the US for injectors,
turbos and pumps; must send us their cores in advance or pay for them in full. Please contact
us at Dieselogic cuts out the middle man, meaning the same quality at lower prices. Found a
better deal elsewhere? Give us a call at to talk about price matching. We pride ourselves in
superior craftsmanship, quality product lines, and responsive in-house customer service. As
leaders in the diesel injection system remanufacturing and refurbishing industry for over 5
decades, you can shop in confidence. Email Exclusives. Whether you currently own a Duramax
powered Silverado or Sierra, or you have considered purchasing a used GM diesel pickup, the
question will cross your mind regarding what problems you may experience with the engine.
Each version of the engine has its own issues and quirks, and some are less problematic than
others. This is by no means a comprehensive list of all the problems you may run into, so if you
are stumped by your Duramax or just need a little more information to help make the best
decision on which parts will help get you back on the road, give us a call at Diesel Power
Products, and our team of experts will be able to get you sorted out in no time. The first
Duramax V8 was introduced in and was given the code name LB7. The introduction of common
rail injection powered by the Bosch CP3 injection pump made the LB7 Duramax stand apart
from other diesels of the day with excellent power and efficiency. As the first batch of trucks
started reaching the , mile mark, it became apparent there were some issues with the new
engine, and one of the first symptoms exhibited would be a rough idle from the LB7, excessive
smoke from the exhaust, long cranking times, and even fuel diluting the oil in the crank case.
We know today LB7 injector failure is a common problem, and because the operating tolerances
inside the fuel system are so tight, proper lubrication from the diesel fuel is critical. If you
suspect yours are on the way out, the best way to identify which one s are at fault, you need to
hook up a scanner and read the balance rates. The trucks computer keeps track of how much
fuel needs to be added or subtracted from each individual cylinder to make the engine run
smoothly, and this value is called the balance rate. If one cylinder is contributing too much or

not as much as the rest, the cause is usually a bad injector and the cure is a replacement. One
of the biggest complaints on the LLY is it has a tendency to overheat, especially when the truck
is being worked hard with a heavier trailer or on a hot summer day. While it may not be the first
place you think to look, the stock air intake system can actually contribute to a hotter running
LLY. When the engine is working hard, the turbocharger is drawing in a ton of air, and the
restrictive stock turbo inlet tube can effectively choke the VGT turbocharger causing the
compressor outlet temperature to skyrocket, heating up the intercooler, and ultimately raising
the temperature of combustion and the coolant temp. However, if you install a stock LBZ or
aftermarket turbo inlet, you can let the engine breath freely which will lower air temps and keep
the coolant temps under control. The LBZ is often regarded as the greatest Duramax of all time
for a few reasons. It was the first to come bolted to the six-speed Allison transmission which
provides a lower cruising RPM and greater fuel efficiency when compared to the five-speed on
the LB7 and LLY. GM worked out most of the bugs by and the LBZ was much more reliable than
its older brothers, and on top of all that, the LBZ Duramax was built right before DPF emissions
equipment was mandated in While the LBZ was a stellar engine with very few major problems to
speak of, one of the biggest complaints is about something GM forgot to install. The CP3
injection pump sits in the valley of the engine between the cylinder heads and is driven by the
camshaft gear, and it has two main jobs: get fuel from the tank up to the engine, and pressurize
the fuel to 26,psi and ultimately inject it into the engine. Because the CP3 is doing two jobs at
once, it sometimes has a hard time keeping up, but you can help it out with a lift pump. By
installing a lift pump with extra filtration from FASS or Airdog you will extend the life of the
injection pump and injectors by allowing only the purest fuel into the system, and by feeding a
steady supply of low-pressure fuel into the injection pump, it can better focus on its main task
of generating high-pressure fuel. When GM changed body styles in , the redesign coincided
with some new regulations from the EPA regarding emissions equipment on light duty trucks.
Simply put, they can crack under pressure. The LBZ injector nozzle has seven holes for fuel to
spray out of, but the LMM has six which means there are two opposed streams of fuel directly
above the wrist pin area of the piston, which causes hot spots directly on top of the weakest
area which can lead to cracking. In an effort to keep up with the ever-tightening emission
regulations, GM redesigned its Duramax for the model year, and this time the code name was
LML. Power was at an all-time high coming in at hp and pounds of torque, and in order to
provide this much power while still keeping pollutants low, GM needed to be able to increase
the pressure in the fuel system to levels above what the tried-and-true CP3 could safely deliver.
You can be driving down the road and everything seems normal, and when the pump fails, the
truck just shuts off. At first you might think you can just swap out the pump for another and hit
the road, but sadly this is not the case. Because of the nature of the CP4 failure, large amounts
of metal shavings are produced inside the pump, and they get sent straight into the rest of the
fuel system which contaminates pretty much everything. Just like an LB7, you can install a lift
pump with better filtration which helps to clean air and debris out of your fuel which will
minimize wear and extend pump life. Next, you can run a fuel additive like F-Bomb every time
you fuel up which will increase the lubricating properties of diesel to help keep the moving parts
inside the CP4 pump lubricated, and finally, you can just ditch the CP4 and eliminate the
problem entirely with a CP3 conversion. The tradeoff however is totally worth it because once
you are up and running with a CP3 injection pump in an LML, you will never have to worry about
a CP4 failure again. All the problems associated with emissions system and injection pump
have been taken care of, and for GM switched suppliers of the injection pump from Bosch to
Denso. Mechanically, the L5P is stout and very few major problems have been reported. One
common problem is with the MAP sensor however, as it tends to clog with soot and throw a
check engine light, but a simple MAP sensor spacer and a can of electrical cleaner can get you
back on the road worry free and prevent the soot from building up again. Nearly all Duramax
powered pickup trucks were equipped with the Allison automatic transmission, with the
five-speed version running from to , and the six-speed starting in and running until At a stock
power level, the stock Allison usually does an OK job at transferring the torque from the
flywheel to the rear differential, but even a bone stock LB7 can put a hurting on the Allison, so
you can only imagine what happens when you turn up the wick or hook up an oversized as
many truck owners often do. The six-speeds have a lot of mechanical similarities with the
five-speed, but the few slight tweaks allow the trans to hold a bit more torque. Power is reduced
for about feet or so then it takes off and runs fine. When it is hooked up to the computer, it says
it is the mass air flow sensor. I have changed it twice and replaced the air cleaner. Did not fix
the issue. Any suggestions? Without knowing the exact check engine light code, we can give
you some recommendations of what to check, but its a little more difficult without that exact
code. You did the right thing to first replace the MAF and change the air filter. Beyond that an

inspection of the resonator box and PCV would be in order, possibly a smoke test to check for
any leaks. Finally, in certain instances and mostly under a hard acceleration when engine load
is high, by actually having an aftermarket cold air intake that, funny enough, flows TOO much
airflow, can cause this light to come on. First it was the lines, then the o-rings, and now we are
still having a leak! When slowing down and light braking the engine rpm increases for a short
time which increases the speed of the truck. Any ideas? Thanks for the question. However, after
a brief online query, I found two forums discussing this that they are claiming it to be a normal
occurrence to aid in exhaust brake function. Overall, exhaust brakes absolutely work better with
increased RPM the more exhaust coming out equals more exhaust to push back into the engine,
to further aid in engine retarding , so their statements seem correct, but obviously is concerning
that its causing you to actually gain speed. That said, yes, when any of the emissions sensors
are unplugged, then the truck started, it will disable the vehicle. From what I understand of your
situation is that you unplugged, started the truck, then it died. I would also have to presume that
the plug was reinstalled in the correct orientation. Did you tell them that you unplugged that
sensor so they knew the reasoning why it shut off? The miss is subtle but sometimes is more
noticeable. I am concerned that it might be a bad or clogged injector. That definitely could be an
injector that is misfiring. Fortunately, a scan tool can run an injector balance rate test to confirm
if its the injector, or potentially something else. Almost like a hiccup. Truck has 6, miles on it.
Just seems like it may be a fuel issue? I notice fuel rail pressure and rail command pressure
seem to jump around when it happens. Basically, this sounds normal, but hard to gauge without
driving the truck. Your email address will not be published. Search Cart 0. August 14, August
19, Duramax Engine LB7 to Tags GM Duramax , lb7duramaxrepairs , lmlduramaxrepairs. If you
have any questions or concerns, please call and our customer satisfaction team will be happy
to assist you. Your satisfaction is very important to us. No refunds will be given on Products
that have been installed, tampered with, contaminated, or disassembled. Jacksonville, FL
Shipping costs to send the returned Products to us are the responsibility of the customer. If an
item was purchased with free shipping, the costs of shipping will be deducted from the refund
amount. If it applies, the cost of the core shipping label will also be deducted from the refund
amount. Orders returned beyond 60 days will fall under our Warranty Claim Policy. Please see
the Warranty Policy for details. Once we have inspected the Products and confirmed they are in
new and resalable condition as required by this Policy, we will process your refund. Dieselogic
does offer expedited shipping via UPS. It is important to note that the expedited shipping time
refers to the time from orders leaving our facilities to the shipment destination. Some orders will
require production, assembly, or procurement time before the order is ready to be shipped.
Please contact our team to discuss if your order will be subject to these limitations.
Manufactured Again takes products through a restorative process, using highly refined
industrial procedures in a factory setting to promote greater resource productivity, and aims to
reduce waste and avoid pollution. It is the only form of reuse, re-purpose, repair, or recycle that
produces warranted products that meet or exceed quality and performance expectations. Worn
out, missing or non-functioning components are replaced with new or manufactured again
components. After full disassembly is complete, the part is reassembled and tested for
compliance with OEM Bosch performance specifications with our patented Dieselogic NEO. The
NEO provides validity testing of Common Rail Injection internal calibration emission tolerances
and stimulates the aftermarket economy while lowering emissions for a greener environment.
For more info on the NEO click here. Omar, loved your customer service and thank you for
staying late to take care of the shipping dilemma. I appreciate you going above and beyond. Not
to mention my new turbo rocks and my truck is running like a beast! Thanks again for all you
do. Great customer service and working directly with an owner that cares about his clients is
sadly a rarity these days. Terry D. Chris at Dieselogic did an excellent job of finding the
information I needed to get right injectors for my truck when Dodge and Cummins couldn't.
Excellent product and great people to work with from the order desk to the tech. Thankful that I
found a company that backs up what they sell. Thank You! Very professional and
knowledgeable. Took the time to call me to make sure I ordered the correct parts. Miss , Brittany
at Dieselogic was very attentive to my injector needs , very knowledgeable on my 6. My truck is
running great. Good customer service, emailed with multiple questions and got responses,
called and talked to Chris there about some stuff and gave good clear explanations! I just
recently ordered a set of remanufactured injectors for my 06 duramax lbz and so far they are
performing flawlessly and it resolved my low fuel rail pressure code just took the truck on a mile
round trip and it never skipped a beat. Dieselogic was a great place to deal with, the person was
nice, the thing I really liked was I'm a do it yourself guy and a lot of the times when you call and
ask questions people want to make you feel stupid for the questions you asked and don't want
to deal with you but Dieselogic wasn't like that. Omar done an amazing job answering all my

questions and processing my order! Very good customer service! Highly recommend doing
business with this guy! Your Vehicle:. Choose your vehicle. Shop by vehicle Year:. Select Year
No Models Found. Find Parts Reset. SKU: Warning California Proposition 65 Information. All
Racor filters are engineered and manufactured to meet all stringent quality requirements and
OEM specifications for correct fit, long service life, and outstanding performance. The
coalescing stage has multiple layers of specialized media that traps dirt and extracts finely
dispersed water out of diesel fuel. The secondary filter strips away remaining water and
polishes the fuel. The Racor coalescer system provides up to twice the life when compared to
standard pleated media filters. Due to FAA regulations flammable liquids fuel additive cannot be
shipped via air freight; these items must be shipped via UPS ground service. We make every
effort to ship all orders within 48 hours, excluding weekends and National Holidays.
International Shipping Shipping costs on orders placed outside of the Contiguous US may not
have accurate shipping charges assessed at check out; in this case the shipping cost will be
calculated and we will contact the customer for confirmation of this charge. Buyer shall be
responsible for all shipping, handling, insurance, customs, duties and import fees, tariffs and
taxes, and all other similar costs and charges. Dieselogic reserves the right to pass any
additional shipping expenses incurred from Buyers shipping instructions to the Buyer. All
orders for customers outside of the US for injectors, turbos and pumps; must send us their
cores in advance or pay for them in full. Please contact us at Dieselogic cuts out the middle
man, meaning the same quality at lower prices. Found a better deal elsewhere? Give us a call at
to talk about price matching. We pride ourselves in superior craftsmanship, quality product
lines, and responsive in-house customer service. As leaders in the diesel injection system
remanufacturing and refurbishing industry for over 5 decades, you can shop in confidence.
Email Exclusives. OEM Part Number. ParFit Part Number. Fuel Filter Replacement Element. A
common problem with high-mileage Duramax trucks is that the fuel filter head assembly begins
to develop air leaks. With age as well as use of ULSD and bio-diesel fuels, the O-rings in the
filter head assembly can begin to allow air to bleed into the system, causing the fuel system to
loose its prime. Early signs of a leak include extended cranking after the truck has been sitting
for long periods as well as the engine starting and then dying. As the problem worsens, it may
become impossible to restart the truck without manually priming it when parked on an incline.
External fuel leaks can develop as well, and will be evidenced by fuel puddles on the ground or
on top of the filter assembly. Your GM dealer will most likely suggest replacing the entire
assembly, but the team at Merchant Automotive has better and less expensive solutions: they
have developed several repair kits that require only hand tools and basic mechanical skill.
Remember, this is an overview of the process; if you have questions about the specifics you
can consult the team at Merchant Automotive or your local diesel performance shop. You can
also watch a video of the process on the Merchant Automotive website. If you plan to rebuild
the filter assembly yourself, set aside a couple hours and be sure to practice safe shop
techniques. After rebuilding and reinstalling the filter assembly you will need to prime the fuel
system before starting the truck. Prime the system by pumping the primer plunger repeatedly
until it becomes firm, and then start the engine. After starting, make a thorough check for fuel
leaks before driving the truck. A billet aluminum bleeder screw replaces the factory-installed
plastic bleeder screw, which is flimsy and prone to stripping and cracking. All of the billet
aluminum parts are anodized black for durability and good looks, and they feature a
laser-etched MA logo. You can rebuild your fuel filter assembly without the billet parts, but we
think the full kit is a wise investment. Phaff removed the filter assembly, rebuilt it and reinstalled
it in about an hour, including our typical photography slowdowns. Follow along over the next
few pages to see the basics of Phaff rebuilding the filter head assembly. The filter assembly on
this truck was not leaking fuel externally, but it was allowing air to bleed back into the fuel
system causing the CP3 to loose its prime. The truck would not start unless the fuel system was
manually primed. Jake Phaff began the installation by removing the passenger-side intercooler
tube to make it easier to access the fuel filter assembly. With clear access to the fuel filter
assembly, Phaff loosened the spring clamps on the fuel lines and slid the lines off the fittings.
Moving to the wheel well, he removed the fasteners from the forward portion of the inner fender
liner, and then pulled the liner back to allow him easy access to the underside of the fuel filter
assembly. Both the water-in-fuel sensor harness and the fuel heater harness must be
unplugged before the filter assembly can be removed from the engine. With everything
disconnected, Phaff was able to unbolt and remove the complete filter assembly from the truck.
Looking at the water-in-fuel sensor harness, it was obvious that it was ready to fail see arrow. In
fact, when positioning the harness for our photos, the corroded lead actually broke away from
the sensor. Before rebuilding the head, the filter and WIF sensor need to be removed from the
head. Be sure to dispose of remaining fuel properly. With the filter removed, Phaff removed the

screws securing the heater assembly with a T Torx bit. He then disconnected the heater power
lead and pushed the heater assembly out of the filter head, making sure not to loose the spring
or check ball in the process. Next, Phaff removed the Torx screws securing the plunger to the
filter head, noting the position of the fuel heater ground lead. The cap, retainer, primer and
spring could now be removed from the head. Using a pick tool, Phaff removes the old O-rings
from the fuel heater, filter head and primer assembly. After the filter head is completely
disassembled, Phaff cleans it with a steady stream of brake cleaner to dislodge any dirt or
debris that may have accumulated over the years in order to make sure it does not get inside
the fuel system during reassembly. The replacement O-rings from the kit are installed next.
They must be fully seated and not twisted, and lubricated with a small amount of clean engine
oil so they will slide into position during assembly without snagging and getting damaged.
When installing the new O-rings on the plunger section, the lips of the O-rings must face away
from each other as shown here. The plunger assembly is reinstalled on the top of the filter head
with the fuel heater ground lead in the same position as when it was removed. Phaff replaced
the flimsy plastic fuel bleeder with the new billet aluminum bleeder included in the Master Kit.
Pumping the primer with a finger covering the inlet port tests the new O-ring seals; it should
develop a vacuum. If it does not, one of the O-rings may be missing or cut. He then installed the
filter on the filter head. Phaff installs the complete assembly on the engine using the longer
mounting bolts supplied with the kit. He starts each bolt into the threads in the filter head,
leaving room for the spacer to be installed. After installing the spacer, the bolts are fully
tightened to secure the filter assembly to the engine. The next step is to reinstall the inlet and
outlet fuel lines and slide the clamps into position to secure the fuel lines. Moving back down to
the wheel well, Phaff plugs in the fuel heater harness and secures the WIF harness before
reinstalling the inner fender liner. To complete the installation the fuel system needs to be
primed again by pumping the plunger on top of the filter head then purging the air from the
system through the bleeder screw. This process may need to be repeated a few times to get all
of the air out of the system. After starting the truck, check for leaks before driving. Parts Rack
Diesel Engines. Live Feed. We use cookies to optimise our website and give you the best
experience on our website. If you want to ensure maximum protection for your GM diesel
engine's fuel system, then be sure to check out this upgraded Duramax fuel filter. Instead of a
the factory fuel filter, the Sinister Diesel Duramax fuel filter and adapter kit comes with
everything that you will need to upgrade to an ultra-fine 2 micron fuel filter on the to Chevrolet
Silverado and GMC Sierra and Heavy Duty pickup trucks equipped with the 6. The spin-on filter
from Caterpillar improves both the efficiency and capacity of the engine's fuel filtration system
reducing long-term repair and maintenance costs while prolonging the life of your fuel system
and diesel injectors. The adapter is made from CNC billet aluminum construction with Sinister
Diesel's signature blue anodized finish, and the upgrade does not require any modifications to
be inst
walmart rv plug
2002 grand prix problems
wiring diagram for electric radiator fan
alled. This Duramax fuel filter adapter kit includes the fuel filter adapter base, an ultra-fine 2
micron fuel filter from Caterpillar and all of the hardware and o-rings required for the install.
This adapter kit is manufactured and tested at Sinister Diesel's California headquarters, and it
comes with the legendary Sinister. Home - Return to Previous Page. Additional Images. Qty :.
Free Shipping! Add to Cart Add to Wishlist. Description Installation Instructions Details
Shipping Reviews Description If you want to ensure maximum protection for your GM diesel
engine's fuel system, then be sure to check out this upgraded Duramax fuel filter. A: This
product has a blue anodized finish for extra protection and a clean and stylish appearance.
Installation Instructions Download Installation Instructions. Package Dimensions: W7. You must
login to post a review. No attributes to narrow your search. Reset Filter. Password Forgot
Password? Also Recommended For You. New Customer Forgot Password.

