1996 astro van

The Chevrolet Astro is a van that was manufactured and marketed by the Chevrolet division of
American auto manufacturer General Motors from to Sold alongside the GMC Safari , the Astro
was marketed in multiple configurations, including passenger minivan and cargo van. The Astro
and Safari are GM M-body vehicles, using a rear-wheel drive chassis; all-wheel drive became an
option in For its entire production, the Astro and Safari were produced by Baltimore Assembly
in Baltimore, Maryland ; the vans would be the final model line produced by the facility. In total,
approximately 3. The Astro and Safari were introduced for as the first minivan from General
Motors. While marketed as a response to the first-generation Chrysler minivans , GM adapted a
rear-wheel drive layout, sizing the Astro and Safari closely to the short-wheelbase Chevrolet
G10 van. GMC sourced the Safari nameplate from Pontiac used by the latter to denote station
wagons. Initial advertising boasted that it was a vehicle that will "make you realize that life is
too big for a minivan ", referring to the Chrysler minivans. The van can have a seating
configuration between two and eight passengers. The 4-cylinder engine was only offered in
cargo versions of the Astro; it was dropped after For , the 4. For throttle body fuel injection TBI
was used. For and later years, central port injection was used. The lower ball joints were larger
than their B-body counterparts similar to Cadillac D platform vehicles, e. These ball joints were
later used in the final Chevrolet Caprice 9C1 police package cars manufactured in and Digital
dashboards were offered in the first generation Astro; this option did not continue after In a new
all-wheel drive AWD system the first U. The AWD models had a lower fuel economy: 17 miles
per gallon highway versus 20 to 21 miles per gallon for rear-wheel drive vans. The model year
also introduced a new analog dashboard and the hydroboost braking system, a system using
the same accessory belt driven pump to supply the power steering and brakes. In mid an
extended body option, sharing its wheelbase with the shorter version, also became available. In
, a new optional door form was introduced, colloquially known as Dutch doors. This form was
two bi-parting doors with a flip-up window above. Previously, Astro and Safari vans were
equipped only with bi-parting doors. An optional 4. In , the electronically controlled 4L60E
4-speed automatic transmission with overdrive became standard as the sole transmission
offering. As with many other model year GM vehicles, Scotchgard fabric protection also became
a standard feature on Astro vans equipped with cloth seats. For the model year, GM started
manufacturing most of their vehicles, including the Astro and Safari, with CFC-free
air-conditioning systems, which used Ra refrigerant instead of R refrigerant. In , the model was
facelifted with an extended nose that resembled the then-new full-size Express vans; while the
original square sealed beam headlights were retained for use on the cargo vans, the
passenger-carrying variants now used horizontally-mounted rectangular headlights that had
debuted on the full-size trucks in , and would eventually appear on the smaller trucks in Also for
, the shorter length body was dropped. In , a redesigned dash received a passenger side
air-bag. The vans remained mostly unchanged until the end of production in The Chevrolet
Astro and GMC Safari twins were originally scheduled to be discontinued after , but they
soldiered on because of good sales; the last Astro and Safari rolled off the assembly line on
May 13, The underbody of the test van buckled, pitching both front seats forward and shoving
the crash dummy into the dashboard and steering wheel , and resulting in a broken left leg,
leading the institute to comment that "[t]he collapse of the occupant compartment left little
survival space for the driver. In testing performed by the National Highway Traffic Safety
Administration NHTSA , however, the Astro and Safari fared better, improving from a single-star
rating in to a three-star driver and four-star passenger rating by In side impacts, the Astro and
Safari both received the highest, five-star rating in every year that the test was administered. In ,
the IIHS reported that the â€” model year Chevrolet Astro recorded during calendar years â€”
the fewest killed drivers of all passenger vehicles in the United States, as calculated per every
million units on the road. Driver's habits and vehicle usage might have influenced this result.
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from the original on March 3, Retrieved February 28, Archived from the original on January 5,
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Ten years after introducing the Astro mini-van, Chevrolet finally added leg room in the front for
its Astro. Also new on Chevy Astros are passenger-side airbags, new seats, a new instrument
panel, and an improved climate-control system throughout the van with air ducts under the
seats. The Astro also has side window defrosters. In , Chevrolet reduced the torque by 10
pound-feet on its 4. This change caused it to peak at a reduced rpm for improved driveability.
Many report trouble with the transmission, oxygen sensors, front torsion bars, and fuel pump. If
you want to take advantage of the maximum cargo space, you must remove two heavy seats;
owners report that this is no easy task. Some complain of poor visibility when backing up. Each
ranking was based on 9 categories. Here is the summary of top rankings. I'm unsure how to tell
if it's an "AWD" or not! It is an LS edition Average user score. Based on 4 reviews. Chevi Van by
Aaron. Updated Oct 19, by Anonymous. What's your take on the Chevrolet Astro? Have you
driven a Chevrolet Astro? Rank This Car. Cars compared to Chevrolet Astro. Have questions?
Ask a question. Browse questions. Favorite Favorite. Chevrolet Astro Experts. Know more,
shop wisely Search. Related Models For Sale. Other Years. Used Cars for Sale. Compare
Chevrolet Astro to Related Models. Select Year Make Model Year. Vehicle History. Vehicle
Listing Details. Trade must be present at time of transaction. We have a state of the art facility
that is ready to help you with your new or used Volkswagen purchase, used cars, used trucks,
used SUVs, and used vans wherever you live. Call us at or visit our website at All Wheel Drive,
never get stuck again!!! Big grins!! Are you interested in a simply great MiniVan? Then take a
look at this superb Chevrolet Astro LS! It looks like the only vehicles matching your search at
this time are over miles away. Consider expanding your search or save this search to get
notified when matching inventory is available. Popular searches. My notifications My Account.
Save Search. Filter All Wheel Drive. Enter your ZIP code to show only relevant vehicles for sale
nearby. Search radius. Home delivery available. Only show local listings. Year s. Trim Base 1 LS
1. Engine Details Transmission Automatic 2. Engine Type Gas 2. Cylinders 6 cylinders 2. Fuel
Economy. Vehicle Listing Details Recently added listings. Listings with recent price drops. No
accidents. Showing 1 - 3 out of 3 listings. Overall Consumer Rating. Worst Vehicle we have ever
owned! For the price and mileage you would expect a decent vehicle. However this van broke
down constantly. It has cost us thousands extra in repairs, including a new transmission. Broke
down out of state leaving us stranded hundreds of miles from home. Don't buy this van! A bad,
bad, bad vehicle. Horrible experience to own. The torsion bar broke on it, twice. Same thing
happened to my friend. The torsion bar broke while I was driving on a crowded interstate at
70mph, on a bridge, with no place to pull over. All my children were in the van. We are lucky that
I did not panic and that we didn't wreck. Read more. Read less. Sign Up. A majority of all used
US imports have either been in accidents, been stolen, been flooded, salvaged and rebuilt and
shipped to Europe or are subject to open recalls. For 30 years, CARFAX has been collecting
data on US vehicles from thousands of sources and has helped millions of used car shoppers
reduce their risk of getting stuck with a vehicle that has costly hidden problems. For more than
30 years, CARFAX has been helping millions of used car shoppers make better purchase
decisions and avoid expensive hidden problems. In addition, CARFAX has helped used car
dealers around the world to build trust with their customers and sell their American cars with
confidence. With more than 14 billion records, CARFAX has built up its database with the help
of its partners and sources, including government offices, law enforcement agencies, service
and repair shops, car dealerships, insurance companies and many more. In addition to publicly
available information, CARFAX has collected information from many independent reliable
sources. Thanks for the service, the price was absolutely worth. Immediately to the Internet,
paid with credit card and in 10 minutes I had the report. Vehicle imported from California to
Lithuania. For some weeks "Babs" is now with us and we have a lot of fun with the car. Buying
Used American Cars? Search by VIN. Instant Access. We offer you unique vehicle history to
help you make better purchase decisions. Trusted by millions of users. Worldwide market
leader. The most popular blog articles How to detect mileage rollback? Mileage rollback is one
of the most occurring types of fraud in the selling process of used cars. However, there are

ways to detect mileage fraud. Even though odometer fraud is difficult to detect for the untrained
eye, it is not an impossible task. Import a car from the USA. There are a few advantages to
buying a American used car. Check the Service History of a Car. How important is the service
history of a car? CARFAX takes a look at these questions and explains the importance of the
service history of a car, as well as where you can find the complete history of service records.
Make a VIN Search. Table of Contents. Customer Assistance Information This section tells you
how to contact Chevrolet for assistance and how get service and owner publications. Aux
propridtaires canadiens: Vous pouvez vous If you We use a box and the word CAUTION to tell
you about things that could hurt you if you were to ignore do this, it will help you learn about
the features and controls for your vehicle. Page 6: Vehicle Damage Warnings You will also find
a circle In the notice area, we tell you about something that can with a slash through it in
damage your vehicle. Many times, this damage would this book. This safety not be covered by
your warranty, and it could be costly. Page 7 Vehicle Symbols These are some of the symbols
you find on your vehicle. These symbols Here are some These symbols These symbols These
symbols For example, have to do with are on some of are used on other symbols these symbols
are important your lights: your controls You can also learn about some things you should not
do with air bags and safety belts. Page Reclining Seatbacks Reclining Seatbacks Power Seats
Option There is lever on the inside of the seat to adjust If you have this feature, there will be a
control pad on the the seatback. You can adjust the seatback by lifting the lever. Page 12 Sitting
in a reclined position when your vehicle is in motion can be dangerous. Instead, it will be in
front of you. Page Head Restraints unlock the seat by pushing forward on the lever, while Head
Restraints pushing down on the seat. Make sure the seatback is Head restraints are fixed on
some models and adjustable locked when it is put back in the upright position. Page 14 The
center and rear bench seats be adjusted forward or rearward by the lever at the front of the seat.
Page 15 To raise or lower the center console, press the button between the beverage holders.
Only sit in the center seating position when the console is in an upright position. To adjust your
seatback, pull up on the lever on the lower outside of the seat. Page 16 Removing the Rear
Seats you have a safety belt guide on your seat, pull To remove the rear seats, do the following:
the safety belt all the way out through guide. If you are removing the center seat, remove the
right lap-shoulder belt. Page 17 4. Lift up on the seat release latch. The latches are near 5. Lift
up on the rear of the seat to remove the seat the floor on the rear legs of the seat. To relieve
assembly from the rear latch pins. Then, pull back pressure on the latch, pull back on the seat.
Page 18 Replacing the Rear Seats To replace the rear seats, do the following: 2. Pull the seat
down to latch the rear retainers. Make sure the seat is locked in by pulling up and down on the
seat. Lower the seat into position. Make sure the front 3. If you are replacing the center seat,
connect the right lap-shoulder belt to the attachment on the seat This part of the manual tells
you how to use safety belts cushion. If you have a safety belt guide on your seat, properly. In
most states and Canadian provinces, the law says to wear safety belts. Page 21 Get it up to
speed. Then stop the vehicle. The rider Put someone on it. Page 22 The person keeps going
until stopped by something. Page 25 3. Pick up the latch plate and pull the belt across you. The
lap part of the belt should be worn low and snug on Don't let it get twisted. In a crash, this
applies force to the strong pelvic bones. Page 26 arrows Shoulder Belt Beight Adjuster move it
down, push in at the top of the move the height adjuster to the desired,position. You can Before
you begin to drive, move the shoulder belt move the adjuster up just by pushing up on the
shoulder adjuster to the height that is right for you. Page 27 e. In a crash, you would move
forward too much, which could increase injury. The shoulder belt should fit against your body.
The shoulder belt is too loose. It won't give nearly as much protection this way. In a crash, the
belt would go up over your abdomen. The belt forces would be there, not at the pelvic bones.
Page 29 What's wrong with this? The belt would be much too high. In crash, you can slide under
the belt. The belt force would then be applied abdomen, not at the pelvic bones, and that could
cause serious or fatal injuries. Page 30 What's wrong with this? You can be seriously injured if
you wear the shoulder belt under your arm. In crash, your body would move too far forward,
which would increase the chance of head and neck injury. Also, the belt would apply too much
force to the ribs, which aren't as strong as shoulder bones. Page 31 Q. If a belt is twisted, make
it straight so it can work properly, or ask your dealer to fix it. Page Supplemental Inflatable
Restraint Sir System Your vehicle has two air bags -- one air bag driver and another air bag for
the right front passenger. Air bags inflate with great force, faster than the blink of an eye. Safety
belts help keep you in position an air bag inflation in a crash. Where is the air bag? Page 35 it
can be somewhat above or below,this range. If your vehicle strikes something that will move or
deform, such as a parked car, the threshold level will be higher. Page 36 How does an air bag
restrain? The module records information There are parts of the air bag system in several
places about the readiness of the system, when the sensors are around your vehicle. As long as

the push bumper or bicycle rack is For pregnant women, as for anyone, the key to making
safety belts effective is wearing them properly. Page 40 If the belt stops before it reaches the
buckle, tilt the 1. Pull up on the latch plate to make sure it is secure. Page 41 3. To make the lap
part tight, pull down on the buckle The lap part of the belt should be worn low and snug on end
of the-belt as. Lap Belt If your vehicle has rear bench seats, someone can sit in the center
positions. Page 43 When you sit in a center seating position, you have a lap To make the belt
shorter, pull its free end as shown until safety belt, which has no retractor. To make the belt the
belt is snug. This feature will provide added safety belt comfort for children who have outgrown
child restraints and for small adults. When installed on a shoulder belt, the comfort guide pulls
the belt away from the neck and head. Page 45 3. Be sure that the belt is not twisted and it lies
flat. Slide the guide under and past the belt. The elastic The elastic cord must be under the belt
and the cord must be under belt. Then, place the guide guide on top. That includes infants and
all children smaller than adult size. In fact, the law in every state in the United States and in
every Canadian province says children up to some age must be restrained while in a vehicle.
The baby would be almost impossible to hold. Instead, the belt wiil likely be over the child's
abdomen. In a crash, the belt would apply force right on the child's abdomen, which could
cause serious fatal injuries. Page Top Strap secure any Keep in mind that unsecured child
restraint move the vehicle. Be sure to properly child around in a collision sudden stop and
injure people restraint in your vehicle even when no child is in it. Be sure to properly secure any
child Top Strap even when no child is in it. See the earlier part about the top strap if the child
restraint has one. Put the restraint on the seat. Follow the instructions Tilt the latch plate to
adjust the belt if needed. Page 52 4. Buckle the belt. Make sure the release button is 5. To
tighten the belt, pull up on the shoulder belt while positioned so you would be able to unbuckle
the you push down on the child restraint. Make the belt as long as possible by tilting the latch
plate and pulling it along the belt. It will be ready for an adult or larger child passenger. Make
sure the release button is positioned so you would be able to unbuckle the Your vehicle has
front passenger air bag. Page 55 4. The child restraint instructions will show you how. Page 56
6. Pull the rest of the lap belt all the way out of the 7. To tighten the belt, feed the lap belt back
into the retractor while you push down on the child restraint. Page Larger Children If you have
the choice, a child should sit next to a Larger Children window the child can wear a lap-shoulder
belt and get the additional restraint a shoulder belt can provide. Accident statistics show that
children are safer if they are restrained in the rear they Here two children are wearing the same
belt. A belt must be used by only one person at a time. Page Safety Belt Extender in a crash the
child might slide under the belt. That could cause serious or fatal injuries. Page Checking Your
Restraint Systems Checking Your Restraint Systems Now and then, make sure the safety belt
reminder light and all your belts, buckles, latch plates, retractors and anchorages are working
properly. Look for any other loose or damaged safety belt system parts. If you see anything that
might keep a safety belt system from doing its job, have it repaired. Page Section 2 Features
And Controls Section 2 Features and Controls Here you can learn about the many standard and
optional features on your vehicle, and information on starting, shifting and braking. Also
explained are the instrument panel and the warning systems that tell you if everything is
working properly -- and what to do if you have problem. Page 62 This vehicle has one When a
new vehicle is delivered, the dealer provides the double-sided key for the owner with a pair of
identical keys and a bar-coded tag. It The bar-coded tag has a code on it that tells your dealer
will fit with either side up. Page Front Doors Rear Doors Front Doors To open the front side door
from the outside, grasp the If you have the Dutch doors, you must open the handle and pull the
door open. To open the front side door To open the rear doors from from the inside, pull the the
outside, open the lever toward you and push Do this on each door. Page Door Locks To unlock
your door from the outside, use your key. To unlock the front doors and the sliding side
Unlocked doors can be dangerous. A pulse lock system works like this: If your vehicle has
power If the sliding door is open and you press the power door door locks, press the power lock
switch, the sliding door will not lock immediately. You may be too far from your vehicle. This
product has a maximum range. If your vehicle has this option, you can lock and unlock Check
the location. Other vehicles or objects may be your doors or unlock your trunk from up to 30
feet 9 m blocking the signal. If transmitter is lost or stolen, a replacement can be purchased
through your dealer. Remember to bring any remaining transmitters with you when you go to
your dealer. Page Sliding Door Sliding Door To close the sliding side door, pull the handle
toward the front to release the rear latch, and slide the door forward. To open the sliding side
door, pull the handle toward the back and slide the door to the rear until latches in the open
position. Page 70 Sliding Door Child Security Lock This feature prevents passengers from
opening the sliding side door from the inside. Move the lever all the way up. Arrow is pointing to
child security door lock, the lever that you must move. If your battery is dead, the It can be

dangerous to drive with the rear even hatch and Dutch doors will not open, Although your
vehicle has a number of theft-deterrent features, we know that nothing we put on it can make To
release the hatch and it impossible to steal. Remember to keep your valuables out of sight. The
ignition key lets you turn the ignition switch to five different positions. If moving. If you do, you
could damage the turn it, be sure it is all the way it is, then transmission. Page Fuel Regulator 2.
Page 77 4. If you have left the. You or others could be injured. Unless your foot is firmly on the
moving forward could damage your transmission. You can use it on very steep hills, or in deep
snow or mud. Page Locking Rear Axle Parking Brake Locking Rear Axle To set the parking
brake, hold the regular brake pedal If you have this feature, your rear axle can give you down
with your right foot. It works like a standard axle most of the time, but when Push down the
parking brake pedal with your left foot. You may have to replace them, and you could also
damage other It can be dangerous to get out of your vehicle if parts of your vehicle. Page 83 2.
Turn the ignition key to LOCK. Pull the lever toward you. Remove the key and take it with you.
Engine exhaust can kill. Your vehicle can roll. Tilt Wheel Option The lever on the driver's side of
the steering column includes your: Turn and Lane Change Signals A tilt steering wheel allows
you to adjust the steering wheel before you drive. To wipers by turning the band spray washer
fluid on the windshield, press the paddle. If you can wash your windshield, but not your rear
window, check the fluid level. Cruise Control Option from switch on your instrument panel, next
to With cruise control, you can maintain a speed of about the audio system. This, of course,
shuts the cruise control. But you don't need to reset it. When you take your foot off the pedal,
your vehicle will slow Use the accelerator pedal to get to the higher speed. Page 95 Turn the
knob to the master lamp symbol to turn on all Lamps the lamps listed as well as the headlamps.
Turn the knob to to turn your lamps. Rotate the dial next to the lamp switch down to dim your
instrument panel lights. The other A reminder tone will sound when your headlamps or lamps
that come on with your headlamps will also parking lamps turned on and your ignition is in the
come on. The dome lamps may come on when you open any of the doors. You can also turn on
the dome lamps by turning the dimmer dial up until clicks. The button is located next to the
lamp switch knob. Adjust your outside mirrors so you can just see the side out. Push the mirror
Mirrors can also be folded in of your vehicle. Page Storage Compartments Storage
Compartments If you have an optional sliding tray storage compartment, is under front
passenger seat. Page If you have rear storage compartments, pull up on the lid There is also a
maphtorage pocket on the passenger's side of the engine cover console. The lamps can also be
swiveled to point in the direction you want. Page Center the garage door opener activation
button over Installing a Garage Door Opener the console door button and press the opener
firmly If you have a garage door opener, the front overhead into place. Page Now, with the
compartment Temperature and Compass Display door closed, press the button again to make
sure the garage door opener operates properly. With the garage door opener positioned
properly and the right number of pegs in place, you should only have to press the button
slightly to operate the opener. Before you turn on the ignition and move the vehicle, the
temperature indicated will be the last outside temperature recorded with the ignition on. You
may have a convenience net in the rear of your vehicle to help keep small loads, like grocery
bags, in place during sharp turns or quick stops and starts. The net is not designed for larger,
heavier items. Loading cargo that weighs more than lbs. The luggage carrier has slats, side rails
and crossrails 91 kg on the luggage carrier may damage your attached to the roof to secure
cargo. Page Ashtl- ys and Cigarette Lighter To remove the front ashtray, open it and gently pull
it slightly past its stop. The cigarette lighter is on the left of the engine To remove the ashtray on
the sliding door, open it, press cover console. You can also swing them from side to side. Your
visors may have auxiliary electrical equipment. Just pull up from the an extension that can be
pulled out for additional glare bottom of the door and follow the proper installation protection
and a strap for holding small items, such as maps. Page Instrument Panel Instrument Panel
Page K. Rear WasherNiper M. Accessory Power Outlets 0. Audio System Rear Defogger R. Page
Instrument Panel Cluster Instrument Panel Cluster Your instrument panel cluster is designed to
let you know at a glance how your vehicle is running. Your your vehicle. The pictures will help
locate them. You may notice that the pedal is With the anti-lock brake harder to push. Or, the
pedal may go closer to the floor. Page If the Light Is On Steady If the Light Is Flashing You may
be able to correct the emission system The following may prevent more serious damage to
malfunction by considering the following: your vehicle: Did you just put fuel into your vehicle?
Reduce vehicle speed. Page Oil Pressure Gage Have you recently changed brands of fuel? Poor
fuel quality will cause your the engine oil pressure in engine not to run as efficiently as
designed. You may psi pounds per square inch notice this as stalling after start-up, stalling
when you when the engine is running. It means that your engine coolant has overheated. Page
Fuel Gage Check Gages Light The fuel gage tells you This light will come on how much fuel you

have remaining when the ignition is on. Be sure to read about the particular systems supplied
with your vehicle. Comfort Controls This section tells you how to make your air system work for
you. Page I ,. To turn the knob toward decrease airflow, move it vents. If you move the
temperature knob between hot toward LO. The function knob allows you to choose the direction
of air delivery. OFF: This setting turns the system off. VENT The air comes out at the vents on y
instrument panel. The three-speed You may have rear air conditioning. The rear air fan switch is
to the right of the radio. Turn the switch conditioning switch is located to right of the heater
toward HIGH for higher airflow in the rear area. Page Air Conditioning The rear air conditioning
system will only send cooled Air Conditioning air if the front system is on. The temperature
knob should be in the red area and the fan control toward high. The air conditioning
compressor may operate in this setting to dehumidify the air. The BLEND setting is useful for
cold weather with a large number of passengers or very humid conditions to help keep the
windshield clear. Page Rear Window Defogger Option Rear Window Defogger Option If you have
rear heating or rear air conditioning, you will have adjustable vents in the rear of the vehicle to If
your vehicle has this option, the rear window will help direct the airflow. The rear air
conditioning vents have lines running across the glass. If Press SET. SEEK: Press the right
arrow to. Just: 1. Tune in the desired station. Page 3. Press two adjoining buttons at the same
time, Finding a Station within five seconds. TUNE: Turn this knob to tune in radio stations.
Tapes longer than that are so thin they may not work well in this player. Each time you press
clockwise to adjust the SCV. Page P. SCAN: The preset scan button lets you scan through
Adjusting the Speakers your favorite stations stored on your pushbuttons. Page to reduce
cassette tape noise. It and Automatic Tone Control Option will still play tapes, but you should
clean it as soon as possible to prevent damage to your tapes and player. SCAN allows you to
knob. The receiver will knob clockwise to adjust the SCV. Select stored position. Turn the knob
clockwise to increase the or FM2 mode and then press either the AM, bass and
counterclockwise decrease the bass. Press it again within five seconds to see how PWR: Press
this knob to turn the system on. Elapsed time is Please note that you can also turn the system
on displayed in minutes and tenths of second. This allows you to listen and find out when the
disc is at the desired selection. Page 4 : Press this button to rapidly reverse the tape. The radio
you do for the radio. Press the down arrow to tune to the next lower station with enough
strength and stay there. The sound will mute while seeking. It works by using a secret code to
disable all radio Press this button to seek through your preset radio functions whenever battery
power is removed. Page Activating the Theft-Deterrent Feature 5. Press MN and will appear on
the display. The instructions which follow, explain how to enter your 6. It is with your code.
Page 1. Power Loss 2. Turn the radio off. Enter your secret code as follows; pause no more than
15 seconds between steps: 3. Press the 1 and 4 buttons together. Hold them down until SEC
shows on the display. Page Understanding Radio Reception Understanding Radio Reception
help avoid hearing loss or damage: Adjust the volume control to the lowest setting. Stereo
Increase volume slowly until you hear comfortably stereo will give you the best sound. But
signals and clearly. Page Care Of Your Cassette Tape Player Care of Your Cassette Tape Player
Cleaning may be done with a scrubbing action, non-abrasive cleaning cassette with pads which
scrub A tape player that is not cleaned regularly can cause the tape head as the hubs of the
cleaner cassette turn. It reduced sound quality, ruined cassettes or a damaged is normal for the
cassette to eject while cleaning. Store their original cases The fixed mast antenna can withstand
most car washes or other protective cases and away from direct sunlight without being
damaged. If the mast should ever become and dust. Please start with a very important safety
device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving The obvious way to
solve this highway safety problem is for people never drink alcohol and then drive. Death and
injury associated with drinking and driving But what if people do? Page Since alcohol is carried
in body water, this means that woman generally will reach a higher BAC level than man of her
same body weight when each has the same number of drinks. The law in many U. Page The
body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or number
of cold showers will speed that up. Page Control Of A Vehicle Braking Control of a Vehicle
Braking action involves perception time and You have three systems that make your vehicle go
where reaction time. They are the brakes, the steering and the accelerator. All three systems
have to do their work First, you have to decide to push the brake pedal. Some people drive in
spurts heavy acceleration followed by heavy Your vehicle has anti-lock brakes ABS. ABS is an
braking rather than keeping pace with traffic. This advanced electronic braking system that will
help is a mistake. Page The anti-lock system can change the brake pressure faster than any
driver could. The computer is programmed to make the most of available tire and road
conditions. Suddenly an animal jumps out in front of you. Page Steering In Emergencies Speed
limit signs near curves warn that you should adjust your speed. Of course, the posted speeds

are based on,good weather and road conditions. If you need to reduce your speed as you
approach a curve, do it before you enter the curve, while your front wheels are straight ahead.
For one of the right lane to pass. If you start steering quickly enough, your happens when the
three control systems brakes, steering vehicle may straighten out. Page Driving At Night Adjust
your inside rearview mirror to reduce the Driving at Night glare from headlamps behind you.
Slow down, especially on higher speed roads. Your headlamps light up only so much road
ahead. It can take a second or two, or even several seconds, for your eyes to readjust to the
dark. Page Driving too fast through large water puddles or even The heavier the rain, the harder
is to see. Even if your going through some car washes can cause problems, too. Try to avoid
puddles. So much water can build up under your tires that they can actually ride the water.
When your vehicle is hydroplaning, If you drive too quickly through deep puddles it has little or
no contact with the road. Page City Driving One of the biggest problems with city streets is the
City Driving amount of traffic on them. Here are ways to increase your safety in city driving:
Know the best way to get to where you are going. Page Freeway Driving The most important
advice on freeway driving is: Keep Freeway Driving up with traffic and keep to the right. Drive at
the same speed most of the other drivers are driving. Too-fast or too-slow driving breaks
smooth traffic flow. Treat the left lane on a freeway as a passing lane. If it needs allow a
reasonable following distance. Expect to move service, have it done before starting out. Of
course, slightly slower at night. Or is it just plain falling asleep at the wheel? Call it highway
hypnosis, lack of awareness, or whatever. There is something about an easy stretch of road
with the same scenery, along with the hum of the tires on the road, the drone of the engine, and
the rush of the wind against the vehicle that can make you sleepy. Keep your vehicle in good
shape. Page Here are some tips for winter driving: Have your vehicle in good shape for winter.
You may want to put winter emergency supplies in your vehicle. Page Whatever the condition -smooth ice, packed, blowing or loose snow -- drive with caution. Accelerate gently. Try not to
break the fragile traction. If you accelerate too fast, the drive wheels will spin and polish the
surface under the tires even more. Put on extra clothing or wrap blanket around you: If you have
no blankets or extrq clothing, make body insulators from newspapers, burlap bags, rags, floor
mats anything you can wrap around yourself or Page Run your engine only as long as you
must. This saves fuel. When you run the engine, make it go a little faster than just idle. That is,
push the accelerator slightly. This uses less fuel for the heat that you get and it keeps the Snow
can trap exhaust gases under your vehicle. To find out the actual loads on your front and rear
axles, you need to go to a weigh station and weigh your vehicle. Page Using heavier suspension
components to get added durability might not change your weight ratings. Ask your dealer to
help you load your vehicle the right way. Page Trailering Package Payload If your vehicle comes
with the Trailering Package, there is also a load rating which includes the weight of the The
Payload Capacity is shown on the Certificationflire vehicle and the trailer it tows. This rating is
called the label. Page Weight Of The Trailer Tongue Maximum trailer weight is calculated
assuming the driver and one passenger are in the tow vehicle and it has all the required
trailering equipment. The weight of additional optional equipment, passengers and cargo in the
tow vehicle must be subtracted from the maximum trailer weight. Page Towing a trailer requires
certain amount of experience. Acquaint yourself with the feel of would when driving your
vehicle without a trailer. Page Making Turns When towing trailer, the green arrows your Making
Turns instrument panel will flash for turns even if the bulbs on the trailer are burned out. If
something goes wrong, your rig Apply your regular brakes and hold the pedal down could start
to move. Your can occur on the road. Hazard Warning Flashers Press the button down to make
your front and rear turn signal lamps flash on and off. Page Other Warning Devices The hazard
warning flasher button is located on top of the steering column. Batteries can hurt you. Turn off
the ignition on both vehicles. Unplug 1. Check the other vehicle. It must have a volt
unnecessary accessories plugged into the cigarette battery with a negative ground system.
Page 5. If they do, you could get a shock. Before you connect the cables, here are some basic
Using a match near a battery can cause battery things you should know. Page 6. Connect the
red 8. Page Towing Your Vehicle Now start the vehicle with the good battery and run Towing
Your Vehicle the engine for a while. Try to have a GM dealer or a professional towing Try to start
the vehicle with the dead battery. If it service tow your vehicle. This can cause collision, Never
let passengers ride in vehicle that is serious personal injury and vehicle damage. The being
towed. The steering wheel should be clamped in a straight-ahead position, with clamping device
designed for towing service. Use wheel-lift or car-carrier equipment. Additional ramping be
required for car-carrier equipment. Do not tow with sling-type equipment or the front bumper
system will be damaged. Additional ramping may be required for car-carrier equipment. Towing
a vehicle over rough surfaces could damage a vehicle. Stay away from the engine if you see or
hear steam coming from it. Just to be safe, drive slower for about If you get the overheat

warning but or hear no minutes. Coolant contains ethylene glycol Use the recommended
coolant and the proper and it will burn if the engine parts are hot coolant mix. Page Steam and
scalding liquids from a hot cooling system can blow out and burn you badly. They are under
pressure, and if you turn the radiator pressure cap even a little they can come out at high speed.
Never turn the cap when the cooling system, including the radiator pressure cap, is hot. Then
keep turning How to Add Coolant to the Radiator ,the pressure cap, but 1. You can remove the
now push down as you radiator pressure cap when the cooling system, including the radiator
pressure cap and upper radiator hose, is no longer hot. Page Fill the radiator with the proper
mix, up to the base 4. Then fill the coolant recovery tank to the ADD mark. Put the cap back on
the coolant recovery tank, but leave the radiator pressure cap off. Start the engine and let it run
until you can feel the 8. Then replace the pressure cap. At any time during upper radiator hose
getting hot. Watch out for the this procedure if coolant begins to flow out of the engine fan. Turn
your hazard warning flashers. The vehicle can slip off the jack and roll over you or other people.
Remove the wheel, blocks by turning the top nut counterclockwise. Remove the nut and
washer, then pull the wheel blocks off the bolt. Always tighten the tire fully against the
underside of the vehicle when restowing. The ratchet has an UP side. Your spare tire is stored
underneath the rear of your vehicle. The extension has a socket end and flat chisel end. Put the
flat end of the extension on an angle through the Turn the ratchet counterclockwise to lower the
spare tire hole in the rear door frame, above the bumper. Page When the tire has been lowered,
tilt the retainer at the end of the cable and. Pull the tire out from under the vehicle. Page If you
have a standard steel wheel, carefully pry along Removing the Wheel Covers the edge of the
hub cap until it comes off. Be-carefu1,the may be sharp. You will have to take off hub caps or
wheel nut caps to rim edges try to the hub With the DOWN side facing you, use the ratchet and
socket to loosen all the wheel nuts. Don't remove them yet. Before you start, block the front and
rear of the tire The jack has a bolt on the end. Page Attach the ratchet to the extension with the
UP side 6. Position the jack under the vehicle. Rotate the ratchet to the right. That will raise the
jack lift head little. Page Getting under a vehicle when it is jacked up is dangerous. If the vehicle
slips off the jack, you could be badly injured or killed. Never get under a vehicle when it is
supported only by jack. Never use oil or grease on studs or nuts. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Page Tighten the wheel nuts firmly
in a criss-cross sequence as shown. Turn the ratchet clockwise with the UP mark facing you.
Lower the vehicle by turning the ratchet Incorrect wheel nuts or improperly tightened
counterclockwise. Lower the jack completely. Page Put the flat tire the ground at the rear of the
vehicle, with the valve stem pointed down. Tilt retaining bar downward and through the wheel
opening. Make sure it is fully seated across the underside of the wheel. Attach the ratchet, with
the UP side facing you, to the extension. It should be 60 psi your vehicle through an automatic
car wash with Wa. The method known as vehicle as well as the tires. This section begins with
service and fuel information, and Genuine GM parts have one of these marks: then it shows how
to check important fluid and lubricant levels. It tells you much more about how to service your
vehicle than this You can be injured and your vehicle could be manual can. At a minimum, it
should meet specifications specifications. Page Fuels In Foreign Countries Fuels in Foreign
Countries To provide cleaner air, all gasolines are now required to Contain additives that will
help prevent deposits from If you plan on driving in another country outside the forming in your
engine and fuel system, allowing your United States or Canada, the proper fuel may be hard
emission control system to function properly. It burns violently, and that can cause very bad
injuries. Keep sparks, flames and smoking materials away from gasoline. Gasoline can spray
,out on you if you open the fuel filler cap too quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather. Make sure you fully install the cap. The diagnostic
system can determine if the fuel cap has been left off or improperly installed. Page Hood
Release Hood Release Then go to the front of the vehicle and release the secondary hood
release. Page When you open the hood, this is what you will see: A. Oil Fill Location B. Coolant
Fill Location G. Brake Master Cylinder Reservoir C. Oil Dipstick Location H. Power Steering
Fluid Reservoir D. Page Remove the hood prop from the slot in the hood and return the prop its
retainer. Then just pull the hood down and close it firmly. Lift the hood, release the hood prop
from its retainer and put the hood prop into the slot in the hood. Before closing the hood, be
sure all the filler caps are on properly. You should check your engine oil level regularly; this is
an added reminder. But you must use the right kind. This cloth, then push it back in all the way.
These numbers on an oil thickness. Move both front seats as far back as they will go. Page The
nuts are located at the bottom of the extension Unscrew the screws located near the top on
each side on the driver and passenger side corners. Grasp the extension from both sides and
gently remove Grasp the top of the heater duct and pull downdgently 5. Disconnect the
electrical connectors set the to remove. Page 7. Remove the two bolts at the engine cover. The

bolts 8. Grasp the bottom of the cover and slide it rearward. Lift the engine cover into the
vehicle and slide it all the way forward. Make sure the rubber seal is over the latches. Install the
two bolts at the engine cover. Put the heater duct over the engine cover studs. Push up on the
duct gently until it snaps into place. Page Automatic Transmission Fluid Refer to the
Maintenance Schedule to determine when to Automatic Transmission Fluid replace the air filter
and the crankcase ventilation filter. A good time to check your automatic transmission fluid
level is when the engine oil is changed, Change both the fluid and filter every 15, miles 25 km if
the vehicle is mainly driven under one Page Checking Transmission Fluid Cold Then, without
shutting off the engine, follow these steps: A cold check is made after the vehicle has been
sitting more with the engine off and is used for eight hours only as a reference. Too much water
in the mix can freeze and crackthe engine, radiator, heater core and other parts. If you have to
add coolant more than four times a year, have your dealer check your cooling system. Page Add
coolant mix at the recovery tank, but be,careful not Adding Coolant to spill it. Coolant contains
ethylene glycol, Turnj the radiator pressure cap when the will burn if the engine parts are hot Be
sure the arrows on the cap line up with the overflow tube on the radiator filler neck. Page When
To Check Power Steering Fluid When to Check Power Steering Fluid Thermostat to reg,ularlY
check Power steering It is not necessary Engine coolant temperature is controlled by
thermostat fluid unless you suspect there is leak in the system or in the engine coolant system.
The thermostat stops the you hear an unusual noise. If you will be operating your vehicle in an
area where the temperature adding water. Page Brake Fluid leaking out of the brake system. Use
new brake fluid from sealed container only, and always clean the brake fluid reservoir ca. Also,
the rear brake drums Its many parts have to be of top quality and work well should be removed
and inspected each time the tires are together if the vehicle is to have really good braking. This
and the vehicle is not running. Install the new bulb into the connector. Headlamps 4. Reverse
Steps 1 and 2 to reinstall the headlamp. Sealed Beam Lamps Composite Headlamps 1. Remove
the four retainer screws and the retainer. Open the hood. Remove the two screws from the
sidemarkedturn signal lamp. Page 4. Remove the screw located behind the corner reflector in
order to remove the entire corner reflector. Completely remove the sidemarkedturn signal lamp
by pulling out the assembly and disconnecting the sidemarkedturn signal lamp sockets from
the lamp. Remove the composite assembly. Turn the halogen bulb counterclockwise to remove
from the assembly. Remove the remaining three screws; the first one 8. Install the new bulb into
the composite assembly by from the corner reflector pocket and the two turning it clockwise
until it is completely-tightened. Remove the two screws at the inside edge of the 1. Open the
door. Remove the two screws from behind the door. Remove the lamp assembly. Squeeze the
tab on the side of the lamp socket while turning the socket counterclockwise. Press the tab and
turn the socket counterclockwise to remove the socket from the bezel. If the socket does not
have tab, turn the socket counterclockwise to remove the socket from the bezel. Reverse Steps
1 through to reinstall the taillamp. Overloading your tires can cause overheating as a result of
too much friction. Page Buying New Tires The tire has a bump, bulge or split. Page Uniform Tire
Quality Grading not apply to deep tread, winter-type snow tires, space-saver or temporary use
spare tires, tires with nominal rim diameters of 10 to 12 inches 25 to 30 cm , or to some
limited-production tires. Others can burst into flame if you strike a match or get them a hot part
of the vehicle. Some are dangerous if you breathe their fumes in a closed space. In many uses,
these will damage your vehicle: If a ring forms after spot cleaning, clean the entire Alcohol area
immediately or will set. Greasy or Oily Stains Some spots and stains will clean off better with
just Stains caused by grease, oil, butter, margarine, shoe water and mild soap. You be removed
as follows: may have to do it more than once. Avoid placing decals on the inside rear Use only
mild soap and water to clean the top surfaces window, since they may have to be scraped off
later. If of the instrument panel.. Silicone grease weatherstrips will make them last cause High
pressure vehicle washes may water to enter longer, seal better, and not stick or squeak. Apply
silicone your vehicle. Page Protecting Exterior Bright Metal Parts Foreign materials such as
calcium chloride and other Aluminum Wheels If So Equipped salts, ice melting agents, road oil
and tar, tree sap, bird Keep your wheels clean using a soft clean cloth with droppings,
chemicals from industrial chimneys, etc. Bare metal will corrode quickly and may develop into a
major repair expense. NOTICE: Minor chips and scratches can be repaired with touch-up
materials available from your dealer or other service An electrical overload will cause the lamps
to go on and off, or in some cases to remain off. Page Fuses And Circuit Breakers Instrument
Panel Fuse Block Fuses and Circuit Breakers The wiring circuits in your vehicle are protected
from short circuits by a combination of fuses, circuit breakers and fusible thermal links. This
greatly reduces the chance of fires caused by electrical problems. Look at the silver-colored
band inside the fuse. Page Fuse Usage Usage Fuse All recommended mainteqance procedures
are important. It The remainder of this section is divided into five parts: also explains what you

can easily do to help keep your vehicle in good condition. Make sure whoever services your
vehicle Services uses these. All parts should be replaced and all necessary repairs done before
you or anyone else Using Your Maintenance Schedule drives the vehicle. Chassis one of these
conditions is true for your vehicle: Lubrication or 3 months, whichever occurs first. Page Short
TripKity Maintenance Schedule 3, Miles 5 km 6, Miles 10 km Change engine oil and filter or
every Change engine oil and filter or every 3 months, whichever occurs first. An Emission
Control Service. Page Short TripKity Maintenance Schedule 12, Miles 20 km 9, Miles 15 km
Change engine oil and filter or every Change engine oil and filter or every 3 months, whichever
occurs first. Page Short Tripkity Maintenance Schedule Short TripKity Maintenance Schedule
24, Miles 40 km 27, Miles 45 km Change engine oil and filter or every Change engine oil and filter
or evi 3 months, whichever occurs first. Change engine oil and filter or every 3 months,
whichever occurs first. Replace air cleaner filter. Lubricate chassis components; see An
Emission Control Service. Uses such as found in taxi, police or An Emission Control Service.
Lubricate chassis components; Inspect air cleaner filter if you are driving Change automatic
transmission fluid and in. Replace filter if filter if the vehicle is mainly driven under necessary.
Emission Control Service. Replace fuel filter. Page Short TripKity Maintenance Schedule 66,
Miles km 69, Miles km Change engine oil and filter or every Change engine oil and filter or every
3 months, whichever occurs first. Page Short TripKity Maintenance Schedule 72, Miles km 75,
Miles km Change engine oil and filter or every Change engine oil and filter or every 3 months,
whichever occurs first. Page Short TripKity Maintenance Schedule 81, Miles km 84, Miles km
Change engine oil and filter or every Change engine oil and filter or every 3 months, whichever
occurs first. Page Short. TripKity Maintenance Schedule 90, Miles km 87, Miles km Change
engine oil and filter or every Change engine oil and filter or every 3 months, whichever occurs
first. An Emission Control Sewice. Page Short TripKity Maintenance Schedule , Miles 1 66 km
99, Miles km Drain, flush and refill cooling system Change engine oil and filter or every or every
months since last service, 3 months, whichever occurs first. Page Long Tripmighway
Maintenance Schedule Long Tripmighway Maintenance Schedule The services sbown in this
schedule up to , miles Drive axle service: km should be performed after , miles Locking
Differential Drain fluid and refill at first km at the same, intervals. Page 7, Miles 12 km 15, Miles
25 km Change engine oil filter or every Change engine oil and filter or every 12 months,
whichever occurs first. Change engine oil and filter or every 12 months, whichever occurs first.
Uses such as found in taxi, police or Lubricate chassis components; Page Long Tripmighway
Maintenance Schedule 30, Miles 50 km Change engine oil and filter or every In hilly or
mountainous terrain. When doing frequent trailer towing. Page 37, Miles 62 km 45, Miles 75 km
Change engine oil and filter or e Change engine oil and filter or every ,veri 12 months,
whichever occurs first. Page 67, Miles km 60, Miles 1 00 km Continued Change engine oil and
filter or every Inspect engine accessory drive belt. An Emission Control Service.? Page Long
Tripmighway Maintenance Schedule 75, Miles km Change engine oil and filter or every In hilly or
mountainous terrain. When doing frequent trailer towing, An Emission Control Service. PCV
valve. If it does, you or others could be move suddenly. If it does, you or others could be
injured. Keeping your foot on the regular brake, set the While parked, and with the parking
brake set, try to turn parking brake. Inspect the body near the exhaust system. Look for broken,
damaged, Listed below are inspections and services which should missing or out-of-position
parts as well as open seams, be performed at least twice a year for instance, each holes, loose
connections other conditions which could Inspect brake lines and Check readfront axle fluid
level and add as needed. Check constant velocity joints and axle seals for leaking. GM dealer.
Also, you should retain all date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. This section also tells you how to obtain service
publications and how to report any safety defects. This section includes information on Page
Your satisfaction and goodwill are important to your For help outside of the United States and
Canada, call dealer and Chevrolet. Normally, any concern you may the following numbers as
appropriate: have with your vehicle can be handled by your selling or In Mexico: servicing
dealer. Any TTY user can communicate with prompt attention. Please see your selling dealer for
details. Vehicle location Page Canadian Roadside Assistance 21 years of age. If this mediation
is If NHTSA receives similar complaints, it may open an unsuccessful, an informal hearing will
be scheduled Box Toll-free telephone numbers for ordering
teardrop trailer wiring diagram
mini cooper parts catalog pdf
2008 dodge avenger egr valve
information: Troy, Michigan Page Service Bulletins Service Manuals number of vehicles. Some
will describe inexpensive service; others will describe expensive service. Some Service

,manuals contain diagnostic and repair will advise of new or unexpected conditions, and others
information for all chassis and body systems. They may help avoid future costly repairs.
Service bulletins may be useful for owners who wish to get a greater are meant for qualified
technicians. Page Section 9 Index Ashtrays Accessory'power Outlet Anti-Lock Cleaning Finish
Electrical Equipment. Adding 2- Finish Damage Halogen Bulbs First Gear Hatch Release Hazard
Warning Hazard Warning Flashers Flat Tire. Instrumentpanel Charging System Chemical Rear
Roadside Assistance. Seatback Spare Tire. Compact Tire Loading Safety Chains This manual is
also suitable for: Astro astro. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

