2001 pontiac grand am pcm location

Installing a PCM power-train control module is not a difficult task and can be done by almost
anyone. Make sure the PCM is specifically for the year model of your vehicle for the same
engine as yours 3. Disconnect the vehicle's battery. It is not recommended to work with vehicle
electronics while the battery is connected, even if the car is turned off. Remove the glove box
door. You do not need to remove the entire glove box, just the door. Remove the glove box by
opening the door any emptying its contents. Squeeze together the outside part of the glove box
that becomes visible while open. Squeezing it will release the clip from its fastener, and the
glove box will slip right off. Unhook the connection module that runs from the PCM to the
vehicle. Depress the outer clips and pull to release the connection module It is a six or eight pin
white connector. Use the socket wrench or screwdriver depending on the vehicle year to
remove the PCM from its mounting. There should be six bolts or screws. Keep the bolts or
screws in a safe location because you will need them to install the new PCM. Place the new
PCM in the exact position as the old one. Tighten the screws or bolts to secure it and then plug
the connection module back to the vehicle. Replace the glove box door and reconnect the
vehicle's battery. Start the vehicle to make it is operating normally. Leonardo R. Grabkowski has
been writing professionally for more than four years. Grabkowski attended college in Oregon.
He builds websites on the side and has a slight obsession with Drupal, Joomla and Wordpress.
Step 2 Disconnect the vehicle's battery. Step 3 Remove the glove box door. Step 4 Unhook the
connection module that runs from the PCM to the vehicle. Step 5 Use the socket wrench or
screwdriver depending on the vehicle year to remove the PCM from its mounting. Step 6 Place
the new PCM in the exact position as the old one. References PCM Information. Try to locate a
used PCM from a salvage yard to save money. Make sure the PCM comes from the same year
model of vehicle with the same engine. PCMs for use in other applications will not correctly
work. Do not touch the connection module or the PCM before disconnecting the vehicles
battery. This can result in electrical shock. Disconnect the vehicle's battery. It is not
recommended to work with vehicle Remove the glove box door. You do not need to remove the
entire glove box, just the door. Remove the glove box by opening the door any emptying its
contents. Squeeze together the outside part of the glove box that becomes visible while open.
Squeezing it will release the clip from its fastener, and the glove box will slip right off. Unhook
the connection module that runs from the PCM to the vehicle. Depress the outer clips and pull
to release the connection module It is a six or eight pin white connector. Use the socket wrench
or screwdriver depending on the vehicle year to remove the PCM from its mounting. There
should be six bolts or screws. Keep the bolts or screws in a safe location because you will need
them to install the new PCM. Place the new PCM in the exact position as the old one. Tighten
the screws or bolts to secure it and then plug the connection module back to the vehicle.
Replace the glove box door and reconnect the vehicle's battery. Start the vehicle to make it is
operating normally. GuruMLZL answered 3 years ago. I posted the question about cluster lights
not lighting up in the daytime. Mechanic and GM said that was never a function. The GM people
told the dealer's mechanic to cover the photo sensor and I want I didn't pass emission's
because of this. The code read it was the camshaft sensor. I have a different car. Content
submitted by Users is not endorsed by CarGurus, does not express the opinions of CarGurus,
and should not be considered reviewed, screened, or approved by CarGurus. Please refer to
CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it violates our
policies. Where is the PCM located on a Pontiac gran am 2. Report Follow. Mark helpful. Your
Answer:. Upload Photo Photo optional. Related Questions. Start a new Pontiac Grand Am
question. Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Pontiac
Grand Am Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For
Sale. Used Cars for Sale. Since the implementation of the OBD standard, each vehicle has a
standard pin connector, as described on our OBD presentation page. The norm states that the
port must be located inside the vehicle passenger compartment. Depending on the make and
model, it may or may not be easy to locate. Use our search engine below to locate your OBD2
port! Those pictures were sent by Ashley Thank you for your contribution. Is your vehicle not in
the list? If you would like to help up add to this page accessible to all, please send us your
photos via the app. DE FR. OBD What is it? What is it? Where is my OBD2 port? Home Where is
my OBD2 port? All vehicles are equipped with an OBD port to which you can connect your
klavkarr diagnostic case. Sometimes, the most difficult thing is to find this port! In order to save
you time, we have made available for free the information uploaded by our community of tens of
thousands of users. Go the the Pontiac OBD2 car scanner. Grand AM - OBD Connector is under
the steering wheel. Connector is located above the driver footrest. OBD Connector. Grand AM Pursuit - Vibe - Post a comment. Get a New battery if yours is older than five years old knock-off
labels on top of battery Guru8GJGF answered 8 months ago. Hi I believe I have a issue with
Ecm on my Pontiac grand am, have 3 codes p p and p These other codes came up when I put it

on a code scanner besides the 3 above. C, c,c, p , u c c c and c So I was told that my speed
sensors where ok, I was told with all these codes it has to be the Ecm to replace first. Any
thoughts. I just need to pass emissions at this point what should I do? I posted the question
about cluster lights not lighting up in the daytime. Mechanic and GM said that was never a
function. The GM people told the dealer's mechanic to cover the photo sensor and I want I have
a different car. Content submitted by Users is not endorsed by CarGurus, does not express the
opinions of CarGurus, and should not be considered reviewed, screened, or approved by
CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if CarGurus
becomes aware that it violates our policies. Where is the PCM located on a Pontiac gran am 2.
Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions.
Start a new Pontiac Grand Am question. Sell Your Car Yourself With a simple, secure
transaction. Get Started. Search Pontiac Grand Am Questions. CarGurus Experts. Know more,
shop wisely Search. Related Models For Sale. Used Cars for Sale. It is located under driver
dash,left of steering column. Then turn it off, and try - it should start then. Numbers of people
then have the car towed to a shop, only to find that the car easily starts after being towed, but
no cause is ever found. The problem is that the RKE remote keyless entry system has a defect
in it that causes car not to start. As of now there is no recall on the passlock systems. As for a
fix, the experts are honestly not sure. Randyhelton answered 3 years ago. The problem with thar
is car wont start and battery has to b connected to relearn. New ignition. How can i turn on key
when its cranking without key in ignition when i hook up the batter just cranks. No matter what.
When battery is connect. Subbjka answered about a year ago. I took it to a locksmith and they
hooked up a tool to check fuse s and computer etc, checked the remote itself I posted the
question about cluster lights not lighting up in the daytime. Mechanic and GM said that was
never a function. The GM people told the dealer's mechanic to cover the photo sensor and I
want Hi I just got my car check out and was told that I need a new brake pressure modulator
valve that mine is bad dose any one no where it is located at on a 99 grand am so I can replace
it my self th I have a different car. Content submitted by Users is not endorsed by CarGurus,
does not express the opinions of CarGurus, and should not be considered reviewed, screened,
or approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if
CarGurus becomes aware that it violates our policies. Where is computer located on gran am
Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions.
Start a new Pontiac Grand Am question. Sell Your Car Yourself With a simple, secure
transaction. Get Started. Search Pontiac Grand Am Questions. CarGurus Experts. Know more,
shop wisely Search. Related Models For Sale. Used Cars For Sale. I had a mechanic come out
and look at it and he told me that the computer wasn't sending a negative energy charge to the
fuel injectors. The positive charge from the fuse works fine. My question is, where is it, and is
there any way I can test the computer myself to make sure the computer works and that the
problem is just a faulty wire? My understanding of it is that will make a big difference in the
price. PCM location. My car won't start. Do you. The PCM is below left side of dash near steering
column If it has power going to the injectors and its not synchronizing could be a wiring
problem or the computer's ground drivers. Was this answer. I just bought a PCM from a local
parts store. I had to give them the VIN , mileage, etc. I was informed that it would be flashed.
After installing it. The engine would not crank. A to 10 minute relearn procedures was done for
the passlock. Fuel pump operates, gauges work. What am I doing wrong? I seriously doubt that
is completely programmed out of the car. That usually has to be done in the car. Do you have a
security light on or flashing when you try to start it? I would also suspect that this will require
the 30 minute relearn procedure rather than the 10 minute. I wasn't aware if a 30 minute
process. Can you provide instructions? The security light was on steady the entire time.
Everything else seemed to be normal. Reinstalled the original PCM, engine cranked and started.
The 30 minute process is repeating the 10 minute 3 times but the light has to go out after 10
minutes and it should have been flashing, not on steady. You have been very helpful. Thank
you! How labor intensive is the installation of an engine control module for my car. Disconnect
the negative battery cable. Loosen the powertrain control module PCM connector screws 1. Do
not remove the integrated circuit boards from the carrier. Disconnect the PCM electrical
connectors. Depress the PCM retaining tabs. Install the PCM electrical connectors. Tighten the
PCM connector screws 1. M 71 lb ft. Connect the negative battery cable. Program the PCM. See:
Testing and Inspection Programming and Relearning 7. It's 1. It's not too hard to replace you
have to have the new one reprogramed. I was wondering the location and what it looks like? Its
below left side of dash near steering column-See pic below-Good Luck Was this answer. Good
morning, There is no prom in the ECM. That stopped in Yes, they must be programmed to your
car and the VIN. If you do not, certain functions will not work and you will get codes for VIN
mismatch. They both need to be done. Why are you replacing them? Roy Images Click to

enlarge. I am replacing them because it started out with a bunch of the warning lights on dash
coming on and then the chime buzzer started coming on and it got worse it started staying on
almost all the time. So annoying and I was told that that is what the problem was and that if I
changed one that I would have to change the other. So I went to wrecking yard and got them
both out of same car that was same year and everything, but now I keep getting the check
engine light and it keeps telling me different codes every time it goes on. I'm trying to get it
smoked but I can't the car only has about 70, miles on it. I just replaced o2 sensors and now it is
telling me that bank 1 sensor is not heating up correctly. Okay, can you please list the codes for
me? Roy Was this answer. Computer problem Pontiac Grand Am 6 cyl Front Wheel Drive
Automatic
f150 alternator fuse
2003 bmw 335xi
wiring diagram for kitchen extractor fan
I have a check engine light that keeps coming on and the code was an emission leak. Took to
my mechanice and replaced vent solinoid which was bad also replaced gas cap and replaced
purge valve. Had to smoke tests done on car and showed no vapor leaks. Reset check engine
light with scan tool and light came back on within one week. Same code appeared. Car runs
perfectly fine. Mechanic says the only thing it could be would be the ECM unit will not clear for
some reason and the only thing he can think of is to replace the ECM. Put the old one back in
car starts fine. Do I have to clear it out and if so how? The EVAP system can be tested by dealer
or garage with necessary equipment, each solenoid, relay can be tested individually. To say the
PCM is bad without proper testing is a conclusion, not a diagnosis. Please login or register to
post a reply. Related Engine Computer Location Content. Pcm Location? At A Buddys Garage
We I'm Guessing This Sponsored links. Ask a Car Question. It's Free!

