2002 buick lesabre thermostat

Here are the symptoms associated with this trouble code:. Here are the most common causes of
P Also, a mechanic will typically check under the hood where the radiator hose meets the
thermostat housing. If it is easy to pinch the hose, typically water will be flowing through it. If
you pinch your hose make sure that you are aware of the belted accessories and the fan. The
fan can come on at any time. P is not a serious threat to the immediate drivability of your
LeSabre. Letting them run too cool can problems after an extended period of time. Good luck
figuring out what is going on with your LeSabre! Here are the symptoms associated with this
trouble code: Lack of heat â€” The biggest symptom of the P trouble code in the Buick LeSabre
is going to be lack of heat. Service Engine Soon â€” Other than the heater not working as good,
the only other symptom of P is typically the service engine soon light itself. When a thermostat
is stuck open, it allows coolant to flow through the engine at all times. How to Replace a
Thermostat video. Conclusion P is not a serious threat to the immediate drivability of your
LeSabre. The Buick engine, used in several Buick models over the years including the Le Sabre,
sported a V6 engine configuration. The thermostat on the General Motors-designed engine is
located on the intake manifold. This is the easiest thermostat location for a do-it-yourself repair
since you do not have to drain the radiator and work from under the car as you would with a
vehicle with an engine block-mounted thermostat. Locate the metal thermostat cover on top of
the Buick's intake manifold by following the upper radiator hose from the radiator to the
location where the hose clamps to the engine. The hose clamps to the thermostat cover.
Remove the radiator hose from the thermostat cover. If the clamp is original, use pliers to
squeeze the compression tabs together then pull the hose off the cover. If the clamp is an
aftermarket band clamp, loosen the clamp using a socket and ratchet. With the clamp loosened,
pull the hose off the thermostat cover. Lift the hose vertically so any fluid in the hose flows into
the radiator. Remove the two bolts that hold the thermostat cover onto the intake. Inspect the
bolts. If they have heavy corrosion or rounded heads, discard them. Lift the thermostat cover off
the intake. Sometimes the cover sticks to the intake. Push on the side of the thermostat cover to
break it loose. Scrape the old thermostat gasket off the intake manifold with a small scraper.
Some of the thermostat gasket may stick to the bottom of the thermostat. Inspect it and remove
any gasket stuck to the bottom with the scraper. Pull the thermostat out of the intake manifold
and place a new one into the manifold. The thermostat sits on a lip inside of the hole. The end of
the thermostat with the large spring on it sits inside the hole. Place a new thermostat gasket
onto the intake manifold and secure the thermostat cover on top of it. Slide the radiator hose
onto the thermostat cover and secure it with the clamp. He has extensive experience working in
supervisory roles within the wireless and Internet technologies fields. Silket is pursuing a
Bachelor of Arts in business management and network technologies at Lehigh Carbon
Community College. Step 1 Locate the metal thermostat cover on top of the Buick's intake
manifold by following the upper radiator hose from the radiator to the location where the hose
clamps to the engine. Step 2 Remove the radiator hose from the thermostat cover. Step 3
Remove the two bolts that hold the thermostat cover onto the intake. Step 4 Lift the thermostat
cover off the intake. Step 5 Scrape the old thermostat gasket off the intake manifold with a small
scraper. Step 6 Pull the thermostat out of the intake manifold and place a new one into the
manifold. Step 7 Place a new thermostat gasket onto the intake manifold and secure the
thermostat cover on top of it. Pliers Socket set Scraper Thermostat Thermostat gasket. Here are
the symptoms associated with this trouble code:. Here are the most common causes of P Also,
a mechanic will typically check under the hood where the radiator hose meets the thermostat
housing. If it is easy to pinch the hose, typically water will be flowing through it. If you pinch
your hose make sure that you are aware of the belted accessories and the fan. The fan can
come on at any time. P is not a serious threat to the immediate drivability of your LeSabre.
Letting them run too cool can problems after an extended period of time. Good luck figuring out
what is going on with your LeSabre! Here are the symptoms associated with this trouble code:
Lack of heat â€” The biggest symptom of the P trouble code in the Buick LeSabre is going to be
lack of heat. Service Engine Soon â€” Other than the heater not working as good, the only other
symptom of P is typically the service engine soon light itself. When a thermostat is stuck open,
it allows coolant to flow through the engine at all times. How to Replace a Thermostat video.
Conclusion P is not a serious threat to the immediate drivability of your LeSabre. Your Buick
LeSabre relies on a thermostat to control the temperature of the engine. Some of the most
common symptoms of a bad thermostat are no heat, a spiked temp gauge, blown head gasket,
and more. There are a few ways that your LeSabre will tell you that your thermostat is bad.
Thermostats are very inexpensive , f you do end up needing one. Here are the most common
signs of a bad thermostat. The most common symptom of a bad thermostat is overheating. This
keeps the coolant from entering the engine. When this happens, the coolant in the radiator
stays relatively cool, and the engine overheats fast. If your LeSabre runs too long without

coolant circulating through the engine, the head gasket can blow. Signs of a bad head gasket
include:. A head gasket is a very costly and time consuming repair. If your LeSabre has no heat
at all, it is entirely possible that the thermostat is stuck open. When this happens, coolant
constantly cycles through the engine. On very cold days, this cooling capacity is not needed,
and the engine never warms up. The first sign of a bad head gasket that most people are going
to notice is a warning light or spiked temperature gauge. A bad thermostat can cause the temp
gauge or warning lights to come on. Other things that can cause the temp gauge to spike are:.
Replacing a thermostat is a relatively affordable repair. Good luck diagnosing your Buick
LeSabre. If there is anything that you would like to add, please leave a comment below.
Overheating The most common symptom of a bad thermostat is overheating. Blown Head
Gasket If your LeSabre runs too long without coolant circulating through the engine, the head
gasket can blow. Signs of a bad head gasket include: rough idle bad fuel mileage water in the oil
a lot of white smoke from the exhaust A head gasket is a very costly and time consuming repair.
Warning Light or Temp Gauge Spiked The first sign of a bad head gasket that most people are
going to notice is a warning light or spiked temperature gauge. Bad Radiator- If the radiator has
been clogged enough that coolant can no longer pass through efficiently, your LeSabre will
overheat. Search our online thermostat catalog and find the lowest priced discount auto parts
on the web. We sell wholesale to the public. We specialize in a wide-variety of high-quality car
parts and accessories for your car, truck or SUV. Call toll free to order or place your order
online via our secure checkout system. Our online parts catalog uses real-time inventory, so
you can be assured the parts you buy are in stock at the time of ordering. Most orders are
shipped the same day. They are available for the following Buick LeSabre years: , , , , , , , , , , , , ,
, , , , , , , , , , , , , , , , , , , , , , , , , , , , , , 05, 04, 03, 02, 01, 00, 99, 98, 97, 96, 95, 94, 93, 92, 91, 90, 89,
88, 87, 86, 85, 83, 82, 81, 80, 79, 78, 77, 76, 75, 74, 73, 72, 71, 67, 66, 65, 64, 63, 62, 61, 60, This
part is also sometimes called Buick LeSabre Thermostats. I received it faster than expected! I
will definitely order from here again. The prices are great and it was a super easy process! Skip
to main content Menu. Close X. Call To Order: To return a part, simply submit a support ticket
within 30 days of ordering and we will issue you an RMA number to return your product. See
customer service page for refund and return details. We scour the web to make sure PartsGeek
always has low prices. You can buy with confidence! Click to Enlarge. Temperature F Degrees.
AC Delco W Thermostat. Product SKU: W Shipping Options: Ground, Overnight, 2 Day. Stant W
Thermostat. Product Note: High Performance Thermostat -- deg. API Thermostat. Product SKU:
Temperature Rating Degree. Shipping Options: Free Ground Shipping. Gates Thermostat. Read
more reviews. Perfect so happy came very quick and was just what I needed! Great price.
Catalog: B. Vehicle Engine Buick LeSabre. Catalog: A. Vehicle Buick LeSabre. Catalog: F.
Catalog: H. Catalog: C. Catalog: T. Catalog: P. Catalog: Q. Catalog: N. Search our online
thermostat housing catalog and find the lowest priced discount auto parts on the web. We sell
wholesale to the public. We specialize in a wide-variety of high-quality car parts and
accessories for your car, truck or SUV. Call toll free to order or place your order online via our
secure checkout system. Our online parts catalog uses real-time inventory, so you can be
assured the parts you buy are in stock at the time of ordering. Most orders are shipped the
same day. They are available for the following Buick LeSabre years: , , , , , , , , , , , , , , , , , , , , , , , ,
, , , , , 05, 04, 03, 02, 01, 00, 99, 98, 97, 96, 94, 93, 92, 91, 90, 89, 88, 87, 86, 85, 84, 83, 82, 81, 78,
77, 76, 75, Ordering from PartsGeek was easy. I found everything I needed for a great price and
recieved it all within a few days. They had the part I needed I was told it was a dealer only part ,
they shipped it quickly and it fit just fine! Thank you! Skip to main content Menu. Close X. Call
To Order: To return a part, simply submit a support ticket within 30 days of ordering and we will
issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Click to Enlarge. Four Seasons W Thermostat Housing. Product SKU: W
Shipping Options: Ground, Overnight, 2 Day. Package Contents Thermostat Housing with
Gasket. Features: Directly replaces the original housing Specifically designed to withstand
extreme temperature changes and resist cracking and leaking Offers original manufacturer
quality at lower cost than getting replacement at dealer Industry-leading design. Dorman
Thermostat Housing. Air Vent Bleeder Valve No. Mr Gasket Thermostat Housing. Shipping
Options: Free Ground Shipping. Read more reviews. Catalog: A. Vehicle Buick LeSabre.
Catalog: B. Vehicle Engine Buick LeSabre. Catalog: C. Catalog: F. Catalog: Q. Engine Coolant
Thermostat Housing. Water Neck. Engine Coolant Housing where a Thermostat is used but not
included. Two Bypass Ports. Buick; 3. Olds, Pontiac; 3. Engine Coolant Thermostat Housing Repair or Replace A failed thermostat housing will likely result in a cooling system leak, or will
cause the engine in your Buick Lesabre to overheat. Consider replacing your engine coolant
thermostat or having our staff of expert techs handle it for you. Your cart will be set to In-Store

Pickup By adding this item to your cart, the shipping option will not be available for your order.
The In-Store Pickup option will now be defaulted at checkout. Find Parts That Fit:. Part Number :
All Models; 2. All Models; 3. Pontiac; 3. Your Price. Fulfillment Options. In Store Pickup.
Shipping Not Available. Dealer Rating: 4. See Reviews. People Also Bought. Engine Coolant
Temperature Sender. Accepted Payments. Email this product. Email Address. Legal Policies
Data Requests. Links My Information Testimonials. Data Agreement While every reasonable
effort is made to ensure the accuracy of this data, we are not responsible for any errors or
omissions contained on these pages. Please verify any information in question with a sales
representative. The thermostat in a Buick motor is a valve that controls the flow of water
between the engine and radiator. When you first start your car, the thermostat is closed,
blocking coolant from the radiator and allowing the engine to heat up to normal operating
temperature quickly. Once normal temperature is reached, the thermostat opens and allows
coolant to circulate through the engine. A stuck thermostat is a common cause of overheating,
and should be replaced immediately to prevent damage to the engine. If you are concerned that
your thermostat is malfunctioning, check a few things before replacing it. Check the coolant
level in the radiator, but make sure the engine has completely cooled down before doing so.
Also check the tension on the water pump drive belt. Place a straight edge against the water
pump and crankshaft pulleys and then press down on the belt. Measure the distance between
the belt and the straight edge. Next turn on the engine. If it takes a long time to heat up, the
thermostat is most likely stuck in the open position. If the engine is running too hot, carefully
place your hand on the upper radiator hose. If the hose is not hot while the engine is, the
thermostat is most likely stuck in the closed position. Wait until the engine has completely
cooled off and begin by draining the cooling system. Locate the petcock valve on the lower
corner of the radiator. Place a waste oil collection pan underneath the valve and open it. Next,
locate the thermostat housing; it will be mounted to the intake manifold and connected to the
upper radiator hose. Remove the upper radiator hose by loosening the hose clamp and pulling
the hose off the housing. Then remove the bolts that connect the thermostat housing to the
intake manifold. Once you remove the housing you can si
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mply lift the thermostat out of the intake manifold. Note the position of the thermostat before
removing it. Clean the gasket material off both the intake manifold mounting surface and the
thermostat housing, using a razor blade. Drop the new thermostat into position. Then apply a
thin coat of gasket sealant to both sides of the new gasket and place it in position on the intake
manifold. Reinstall the housing over the thermostat and reinstall the two bolts that connect it to
the intake manifold. Reconnect the upper radiator hose to the housing and tighten the hose
clamp. Lastly, fill the radiator with fresh coolant. Jeffrey Caldwell has been a freelance writer for
over five months and has published over articles on websites like eHow and Trails. Caldwell
writes articles on a wide range of topics including travel, camping and automotive mechanics.
Installation Clean the gasket material off both the intake manifold mounting surface and the
thermostat housing, using a razor blade. Haynes;

