2002 mercury sable fuel pump

Mercury Sable owners have reported 15 problems related to fuel pump under the gasoline fuel
system category. The most recently reported issues are listed below. Also please check out the
statistics and reliability analysis of Mercury Sable based on all problems reported for the Sable.
I purchased a Mercury Sable in September, The dealer has refused to assist me saying I bought
the car "as is". They told me to file the claim with my insurance company. The insurance
company said they could do nothing "there was no impact". Ford motor company said there
was a 50, mile warranty. Your department sent me a service technical bulletin stating that Ford
knew of this problem in may, I have been unable to get anyone dealer, insurance company,
finance company, or manufacturer to help me with this issue. In February of this year , the fuel
pump, driver, computer, and transmission went out in this car. Due to the depreciation of the
car, the mechanical failures, and the safety issue of no airbags the vehicle is worth nothing. I
was recently directed to research the consumer rights act of , the magnuson-moss warranty act,
sale of goods act , alabama lemon laws, buyers remorse law, trade commission act, uniform
commercial code, and consumer rights when buying a used car by the bbb. I have been denied
my rights. No consumer should have to experience what I have. Every consumer has the right to
expect a car they purchase to meet reasonable standards. There was a grave issue of safety for
me and my granddaughter when the airbags deployed. Thank god we were not injured. All of
these failures have significantly impaired the use, value, and safety of this vehicle! The motor
vehicle is out of service and in the custody of the dealer due to repair attempts, one of which
occurred during the lemon law rights period. See all problems of the Mercury Sable. There were
no injuries and a police report was filed. The vehicle intermittently restarts after a few minutes,
other times if may be up to an hour. It was towed once because it would not restart. This occurs
more often when it's raining. The vehicle has been to the dealership five times. On one occasion
the fuel pump and fuel injection sensor were replaced. On every other occasion the dealership
could not duplicate the problem. I own a Mercury Sable. In August of the car would not start and
was towed to the dealer. It had miles. The fuel pump was replaced with no charge to me due to
the manufacturers warranty. On October 3, , my Mercury Sable would not start. Again it was
towed with only miles. Once again the dealer informed me that the fuel pump was bad and
replaced it. On top of all of this, I own a Ford taurus with only miles on it. In September of , it
would not start. The fuel pump was replaced on it. I will put this incident into a different
complaint. This complaint concerns a Mercury Sable stationwagon. It was purchased 5 days
before the incident. I was driving in rural poway on August 3, I apparently drove over a pebble
or something - I heard a "thunk" under the car. Almost immediately the car lost power, and
came to a complete stop a few feet later. And most of a tankful of gas spewed out into the road.
I managed to get out of the car safely, this time. No one hit the car, this time. No fire resulted
from all of that gasoline, this time. I should add, in case you are wondering - I'm not a ditzy
teenager. I'm a 54 year old woman, and up to now a pretty good driver. The engine on my Sable
wagon accelerates on its own after it is put into park, and many times before I take it out of park.
It is very dangerous!. In March while driving 52 mph vehicle was involved in a collision where
front end was damaged, and front air bags did not deploy. Dealer stated that front air bags
should have deployed. The vehicle check engine light illuminated and it's experiencing problem
with the egr valve and fuel pump. Wire connecting fuel pump was without sleeve and wire was
burnt almost into which could have led to an explosion costing me my life. I have the fuel pump
in my possession that was removed. I need someone in charge to view this fuel pump in order
to protect lives. I also would like compensation for my expenses. While driving vehicle stalled at
any speed. Vehicle was serviced, and fuel pump was the cause as stated by service technician.
Consumer recommended that the wiring inside the tank be enclosed into a protective covering
over all wires. When stepping on gas pedal rpms go up but engine doesn't respond. This
happens in the morning and acts intermittently. Contacted dealer, and dealer fuel pump needed
replacement. Started car, proceeded to leave parking lot and Sable stalled. Unable to restart.
Had vehicle towed to dealership where vehicle was purchased. First attempt at repair replaced
fuse to fuel pump. Left dealership and vehicle stalled again, 3 miles away from dealership.
Vehicle towed back to same dealership. Invoice reads "previous repair as stated on ro-fuse
blown. Found und faulty sender and pump to fuel tank. Performed med extensive tests to reveal
problem. Removed fuel tank from vehicle and tested sender unit and pump assembly. Found
chaffed wires inside fuel cell which could have caused a fire. Repair parts and reassembled tank
to vehicle. Retested and parts seem to be working as designed. Vehicle stalled in traffic due to 2
wires in fuel pump that got caught underneath a clamp, causing wires to fray and short circuit
and blow fuse, resulting in possible fire hazard. Fuel pump wire within fuel tank which was
rubbing on the outgoing metal supply line shorted out, causing a fuse to blow out. The car
stalled while driving due to a blown fuse and shorted wire on fuel pump. Fuel pressure regulator
failure due to a short in the power wire fuel pump, no fuel pressure. Car Problems. Fuel Pump

problem of the Mercury Sable 1. Fuel Pump problem of the Mercury Sable 2. Fuel Pump problem
of the Mercury Sable 3. Fuel Pump problem of the Mercury Sable 4. Fuel Pump problem of the
Mercury Sable 5. Fuel Pump problem of the Mercury Sable 6. Fuel Pump problem of the Mercury
Sable 7. Fuel Pump problem of the Mercury Sable 8. Fuel Pump problem of the Mercury Sable 9.
Fuel Pump problem of the Mercury Sable Tank Assembly problems. Gasoline Fuel System
problems. Fuel Injection problems. Fuel Delivery problems. Carburetor problems. Gasoline
Storage problems. Tank Filler Pipe And Cap problems. Fuel Injector problems. For a unique look
with lots of zip consumers turn to Mercury for their extraordinary car wishes. To raise the
horsepower of your vehicle's motor, purchase a few of these optional components that are
especially engineered to raise performance. Whether you race or just appreciate driving a
high-performance vehicle, the best quality parts are critical. A Mercury Sable Fuel Pump pumps
air the gas system to transfer gas from the fuel reservoir into the engine. The Fuel Pump helps
force gasoline from the fuel tank to the vehicle's injection system, where it's combined with air
for use inside the cylinders. Fuel Pumps sit in your gas tank; being as liquid fuel isn't
flammable, this is the safest position for installation. Because electronic precision injectors
have almost entirely replaced old-fashioned carburetor mechanisms, today's Fuel Pumps need
to deliver fuel under pressure; they are thus electronic. The Fuel Pump is a vacuum device that
operates to move gasoline out of the tank into the motor. To get a high level of performance out
of your car or truck, you know that good parts are part of outstanding performance - PartsGeek.
They are available for the following Mercury Sable years: , , , , , , , , , , , , , , , , , , , 05, 04, 03, 02,
01, 00, 99, 98, 97, 95, 94, 93, 92, 91, 90, 89, 88, 87, This part is also sometimes called Mercury
Sable Gas Pumps. Was pleased that the part arrived so rapidly after placing the order. It fit
perfectly, and is doing the job. Great price, great part, and great service. Happy, Happy, Happy.
This product was in really good condition And was a good price I will always buy from this site
very happen with the products will recommend to every one. Fast shipping very accurate fit
perfect had no problem with the fittings the pump works great very happy. Skip to main content
Menu. Close X. Call To Order: To return a part, simply submit a support ticket within 30 days of
ordering and we will issue you an RMA number to return your product. See customer service
page for refund and return details. We scour the web to make sure PartsGeek always has low
prices. You can buy with confidence! Click to Enlarge. Replacement Electric Fuel Pump.
Shipping Options: Free Ground Shipping. Airtex EM Fuel Pump. Features: Carter Electric Fuel
Pumps and Electric Fuel Pump Assemblies are made with all new materials under rigorous
quality controlled manufacturing and testing procedures. Most applications include the
necessary accessories such as tank seals, patented high-gradient density strainers and wiring
harnesses. Fuel sensor design provides resistance to corrosive fuel blends and additives.
Autobest FA Fuel Pump. Autobest F Fuel Pump. Features: Universal Intank Fuel Pump. Product
SKU: W Features: Carter Electric Fuel Pumps are made with all new materials under rigorous
quality controlled manufacturing and testing procedures. Quality Carter Electric Fuel Pumps
deliver optimum performance while providing long life. Carter Fuel Systems replacement
Electric Pumps consistently deliver fuel at the precise pressure and flow rate the vehicle
demands. Delphi FG Fuel Pump. Product Note: Fuel Pump Module Assembly -- Fuel tank
contamination is the leading cause of premature fuel pump failure. To reduce risk of
contaminating the replacement pump, Delphi recommends cleaning the fuel tank before
installing a new pump. Use of fuel tank cleaning kit FC01 is recommended. Features: years of
OE experience, supplier to the world's top automakers, OE Heritage and knowledge built into
every aftermarket part, comprehensive portfolio for a wide range of vehicles and model years.
Delphi is a global OE manufacturer and all fuel pumps are built to Delphi's OE standards Empty
float height and float retention matches OE specifications and guarantees correct gas gauge
reading Lower amperage draws less load on vehicle's electrical system Lower failure rates due
to its innovative design and durability Part is validated, tested and matched to the right vehicle
application. Product SKU: Features: Meet or exceed OE specifications. The fuel pump on your
Mercury Sable ensures that you get adequate fuel pressure to deliver gasoline to you engine.
Several things can cause your fuel pump to fail before its time, and being aware of these can
help you to increase the longevity of your fuel pump, which will save you money in the long run.
Where is the Fuel Pump Located on a Car? Older vehicles with mechanical fuel pumps would
have them installed in the engine bay, but modern cars have electronic fuel pumps, which are
located in the fuel tank. So your Mercury Sable fuel pump location is in the fuel tank. This can
make replacing the fuel pump difficult since you will have to drain the fuel tank before removing
it to take out the old fuel pump and install a new one. If you are replacing the fuel pump
yourself, it's best to wait until your gas tank is below one-quarter full. Signs of Mercury Sable
Fuel Pump Problems There will be several signs that your fuel pump is not performing
adequately. Most of the symptoms involve a failure of the fuel pump to properly send the right

amount of gas to the engine at the correct pressure. You might feel a loss of power when you
hit the accelerator or are going uphill. Sometimes, it might seem like the engine is sputtering or
suddenly has a power surge. If your Sable's fuel pump has completely failed, your engine won't
start at all. How to Protect Your Fuel Pump Though it might seem like fuel pump failure is
inevitable, it does not have to be. Many car owners never have to replace their fuel pumps, while
others go through two or three, or more, over the lifespan of their vehicle. Even if you drive an
older vehicle, like a Mercury Sable, fuel pump problems may be avoided in the future by taking
precautions after you install a new fuel pump. First, make sure to replace the fuel filter when
you install a new pump. This will help to keep sediments out. Another thing that will help keep
your fuel tank running is to always keep at least a quarter of a tank of gas at all times. The fuel
pump is submerged in the gasoline, which helps to keep the pump at a cooler operating
temperature. If you constantly run the gas tank to empty, the fuel pump will work at a higher
temperature, leading to premature wear. It also draws up sediment from the bottom of the tank,
which could damage the fuel pump. This price includes replacing the fuel pump but not the
filter. Why not save money and have both replaced for a lot less by installing them yourself. The
most difficult part is removing the fuel tank, which you would have to do to change the filter or
pump anyway. To help keep your price as low as possible, check out PartsGeek. Read more
reviews. I was very satisfied with my product. I will recommend your company to my family and
friends. Catalog: E. Vehicle Engine Notes Mercury Sable. With plastic pump outlet tube; Strainer
required to validate the warranty: FS. Catalog: B. Vehicle Engine Mercury Sable. Catalog: D.
Vehicle Notes Mercury Sable. Catalog: F. Vehicle Mercury Sable. Catalog: A. Catalog: H.
Catalog: C. Delphi is a global OE manufacturer and all fuel pumps are built to Delphi's OE
standards Empty float height and float retention matches OE specifications and guarantees
correct gas gauge reading Lower amperage draws less load on vehicle's electrical system
Lower failure rates due to its innovative design and durability Part is validated, tested and
matched to the right vehicle application Condition: New Shipping Options: Ground Fitment
Information:. Catalog: T. Catalog: P. Catalog: Q. Catalog: K. Catalog: N. This listing is for part or
sub-assembly number given below only. Premature failures are most commonly caused by one
of the following reasons:. Prior to Replacing Pump, check:. We only accept payment through
PayPal. Any question, please contact us by email on working days. If you are satisfied with the
product you received, please leave us positive feedback and 5 scores DSR. Skip to main
content. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add to
Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Seller information landmonstershop Contact seller. Visit store. See other
items More See all. Item Information Condition:. Make Offer. Resume making your offer , if the
page does not update immediately. Add to Watchlist Remove from watch list. Watch list is full.
Does not ship to Ukraine See details. Item location:. Ontario, California, United States. Ships to:.
This amount is subject to change until you make payment. For additional information, see the
Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab. Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens
in a new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored items.
Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. This translation
tool is for your convenience only. The accuracy and accessibility of the resulting translation is
not guaranteed. Note: The accuracy and accessibility of the resulting translation is not
guaranteed. Seller assumes all responsibility for this listing. My Garage. Go to My Garage.
Please wait. We were unable to complete your request. Please try again later. This part is not
compatible with this. Compatibility information is not available for this item. Oops, something
went wrong. This part is compatible with below vehicle s. This part is compatible with below
vehicle s matching this. A quantity of 2 is recommended. Portions of the information contained
in this table have been provided by landmonstershop. Fuel Pump for Ford Taurus 3. Local pick
up is not available. All of our brand new items come with a Days money-back guarantee. Fuel
Pump For Chevrolet S10 2. USD Fuel Pump For Nissan Altima 2. Fuel Pump For Ford Ranger 2.
Fuel Pump for Chrysler Sebring 2. Fuel Pump for Chevrolet Silverado 4. Fuel Pump for Plymouth
Neon L4 2. Fuel Pump for Audi A4 2. Fuel Pump for Mini Cooper L All rights reserved. Shipping

and handling. The seller has not specified a shipping method to Ukraine. Contact the seller opens in a new window or tab and request shipping to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: United States. No additional import
charges at delivery! This item will be shipped through the Global Shipping Program and
includes international tracking. Learn more - opens in a new window or tab. There are 5 items
available. Please enter a number less than or equal to 5. Select a valid country. Please enter 5 or
9 numbers for the ZIP Code. This item does not ship to Ukraine. Domestic handling time. Taxes
may be applicable at checkout. Learn more. Return policy. Payment details. Payment methods.
Seller's payment instructions We only warranty cost of parts. Back to home page Return to top.
Back to home page. Listed in category:. Email to friends Share on Facebook - opens in a new
window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a
new window or tab Add to Watchlist. Image not available Photos not available for this variation.
Quick Links. Summary of Contents for Mercury Sable Page 1 Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. Page 5: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. Page 6 Introduction Fuel pump
shut-off switch In the event of an accident the safety switch will automatically cut off the fuel
supply to the engine. The switch can also be activated through sudden vibration e. To reset the
switch, refer to the Fuel pump shut-off switch in the Roadside emergencies chapter. During the
first 1, km 1, miles of driving, vary speeds frequently. This is recommended to give the moving
parts a chance to break in. Page 9 Introduction These are some of the symbols you may see on
your vehicle. Page 12 Instrument Cluster If the light remains on, have your vehicle serviced at
the first available opportunity. Note: The light will illuminate if vehicle refueling is conducted
with the engine running. Never refuel vehicle with the engine running. Light is blinking: Engine
misfire is occurring which could damage your catalytic converter. It also illuminates if the
parking brake is engaged. If the brake system warning light does not illuminate as described,
seek service immediately. Illumination after the parking brake is released indicates low brake
fluid level or a brake system malfunction and the brake system should be serviced immediately
by a qualified technician. Page 14 Instrument Cluster Charging system Illuminates when the
battery is not charging properly. Engine oil pressure Illuminates when the oil pressure falls
below the normal range. Check the oil level and add oil if needed. Refer to Engine oil in the
Maintenance and specifications chapter. Page 15 Instrument Cluster Check transaxle
Illuminates when a transaxle problem has been detected and shifting may be restricted. If this
lamp remains on, have your vehicle serviced immediately. Turn signals Illuminates when the
turn signals or the hazard lights are turned on. If the lights stay on continuously or flash faster,
check for a burned-out bulb. Page 17 Instrument Cluster This gauge indicates the temperature
of the engine coolant, not the coolant level. If the coolant is not at its proper level the gauge
indication will not be accurate. Fuel gauge Displays approximately how much fuel is in the fuel
tank. The fuel gauge may vary slightly when the vehicle is in motion or on a grade. Page 18
Instrument Cluster Trip odometer Registers the kilometers miles of individual journeys. To
reset, depress the control. Driving with your tachometer pointer continuously at the top of the
scale may damage the engine. Turn control to raise or lower volume. Scan function in radio
mode Press the SCAN control to hear a brief sampling of all listenable stations on the frequency
band. Press the control again to stop the scan mode. Scan function in tape mode Press the
SCAN control to hear a short sampling of all selections on the tape. Page 22 Entertainment
Systems Radio station memory preset The radio is equipped with six station memory preset
controls. Setting memory preset stations 1. Hold the control to move through the frequencies
quickly. Press the COMP control to activate and deactivate compression adjust. Shuffle feature
The shuffle feature operates in CD mode and plays all tracks on the current disc in random
order. Press the AM or FM control to enter into radio mode. When the desired hour appears,
release the control. To set the minute, press and hold the minute M control. When the desired
minute appears, release the control. Do not insert any promotional odd shaped or sized discs,
or discs with removable labels into the CD player as jamming may occur. Slide the door to
access the CD changer magazine. Press to eject the magazine. Page 32 Entertainment Systems
If you pull too hard on the disc holder, the disc holder may come completely out of the
magazine. If this happens, reinsert the disc holder back into the magazine while pressing on the
lever A. Line up the CD with the groove of the disc holder. The magazine may be stored in the
glove box when not being used. The CD magazine may be inserted or ejected with the radio
power off. CD units are designed to play commercially pressed 12 cm 4. Due to technical

incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. The further an FM signal travels, the weaker it is. The listenable
range of the average FM station is approximately 40 km 24 miles. Temperature control knob
Controls the temperature of the airflow inside the vehicle. Mode Selector Control Controls the
direction of the airflow to the inside of the vehicle. Page 37 Climate Controls The air
conditioning compressor can operate in all modes except. Since the air conditioner removes
considerable moisture from the air during operation, it is normal if clear water drips on the
ground under the air conditioner drain while the system is working and even after you have
stopped the vehicle. It can be used to clear ice or fog from the windshield. Select the position
that distributes air through the Panel and Floor. Set the temperature control to full heat. Set the
fan speed to full fan. The EATC will only operate when the vehicle is running. Page 41 Climate
Controls Temperature selection The display window indicates the AUTO selected temperature,
function AUTO or one of the override controls and manual control of fan speed if automatic fan
speed is not desired. You can override fan speed at any time. To control fan speed manually,
press the fan control or the steering wheel fan speed control if equipped to cancel automatic fan
speed operation. For short periods of time only, use this mode to reduce undesirable odors
from entering the vehicle. Page 45 Climate Controls cooling the vehicle if driven for two or three
minutes with the windows open. This will force most of the hot, stale air out of the vehicle. For
more information, or to replace the filter, contact your Ford, Lincoln or Mercury Dealer. Rotate
to the second position to turn on the headlamps. Autolamp control if equipped The autolamp
system provides light sensitive automatic on-off control of the exterior lights normally
controlled by the headlamp control. Page 48 Lights Always remember to turn on your
headlamps at dusk or during inclement weather. The Daytime Running Lamp DRL system does
not activate with your tail lamps and generally may not provide adequate lighting during these
conditions. Failure to activate your headlamps under these conditions may result in a collision.
If your vehicle has been in an accident the alignment of your headlamps should be checked by a
qualified service technician. Vertical aim adjustment 1. Page Turn Signal Control Lights To see a
clearer light pattern for adjusting, you may want to block the light from one headlamp while
adjusting the other. Locate the vertical adjuster on each headlamp. Using a 4 mm wrench, turn
the adjuster either clockwise to adjust down or counterclockwise to adjust up. Page 51 Lights
The dome lamp will stay on if the control is moved to the passenger side position. When the
control is in the middle position, the lamp will only come on when a door is opened. Replacing
headlamp bulbs To remove the headlamp bulb: 1. Make sure headlamp switch is in OFF
position. Page 55 Lights 5. Disconnect the electrical connector from the bulb by pulling
rearward. Remove the bulb retaining ring by rotating it counterclockwise. Remove the old bulb
from the lamp assembly by pulling it straight out of the lamp assembly. Page 56 Lights 2. Install
the bulb retaining ring over the plastic base and lock the ring by rotating clockwise until it
snaps into place. Connect the electrical connector to the bulb. Install the protective dust shield
and lock the shield by rotating it clockwise until it locks into position. Page 57 Lights 5.
Carefully pull bulb straight out of the socket and push in the new bulb. Install the bulb socket
into the lamp assembly by rotating it clockwise. Carefully position the headlamp assembly onto
the vehicle. Hold the headlamp assembly snugly against the vehicle and install the retainer pins
straight down to lock the lamp into place. Page 58 Lights Replacing high-mount brakelamp
bulbs â€” Wagon only 1. Open liftgate. Remove two screw covers, screws and handle from
liftgate. Remove two screws and the lower trim panel from the liftgate. Remove the upper trim
panel. Remove the rubber plug from the lower access hole in the upper portion of the liftgate.
Page 59 Lights 7. Carefully lift the lamp assembly away from the liftgate. Remove the bulb
socket by rotating it counterclockwise and pulling it out from the lamp assembly. Carefully pull
the bulb straight out of the socket and push in the new bulb. Page 60 Lights 3. On the underside
of the spoiler, remove the two decorative screw covers on the LED module. Remove the two
screws that are holding the LED module in place. Remove the wiring harness grommet and
disengage the electrical connector. Page 61 Lights Sedan 1. Make sure headlamp switch is in
OFF position and remove two screws, grommets and the license plate lamp assembly from the
trunk lid. Carefully pull the bulb from the socket and push in the new bulb. Page 62 Lights 6.
Install the lamp assembly on the vehicle with four nut and washer assemblies ensuring the
washers on the nuts are flush with the body to prevent water from entering the trunk. The bars
of varying length are for intermittent wipers. When in this position rotate the control upward for
fast intervals and downward for slow intervals. Page 64 Driver Controls Press the washer
control to activate the rear washer. The wiper will come on when the washer control is pressed,
if it is not already on. Windshield wiper blades Check the wiper blades for wear at least twice a
year or when they seem less effective. Hold the control while adjusting the wheel to the desired
position, then release the control. Never adjust the steering wheel when the vehicle is moving.

Page Power Windows Driver Controls Do not plug optional electrical accessories into the
cigarette lighter. Use the power point. Page Mirrors Driver Controls Window lock The window
lock feature allows only the driver to operate the power windows. Press the right side to restore
the window controls. Accessory delay if equipped With accessory delay, the window switches
may be used for up to ten minutes after the ignition switch is turned to the OFF position or until
Most geographic areas zones have a magnetic north compass point that varies slightly from the
northerly direction on maps. Page 69 Driver Controls 2. Page Speed Control Cruise Control
Driver Controls Heated outside mirrors if equipped Both mirrors are heated automatically to
remove ice, mist and fog when the rear window defrost is activated. Do not remove ice from the
mirrors with a scraper or attempt to readjust the mirror glass if it is frozen in place. Page 71
Driver Controls Do not use the speed control in heavy traffic or on roads that are winding,
slippery, or unpaved. Once speed control is switched off, the previously programmed set speed
will be erased. Each press will increase the set speed by 1. Disengaging the speed control will
not erase the previously programmed set speed. Pressing OFF will erase the previously
programmed set speed. Hard objects can injure you in a collision. Page 76 Driver Controls To
avoid potential distraction and increased risk of injury or accident, Ford recommends you do
not use the phone while driving. Please pull off the road and park before making or answering a
call. To prevent damage to the antenna or your car, remove the cellular phone antenna mast
before using an automatic car wash. Page 78 Driver Controls Cargo cover if equipped Your
vehicle may be equipped with a cargo area shade that covers the luggage compartment of your
vehicle. To install the shade: 1. Fasten the cover into the mounting brackets make sure the
cover is right side up. Page 79 Driver Controls 2. Wrap the vinyl around the roller tube twice.
Tuck the edges of the vinyl inside the end cap with each wrap. Fold the edges of the vinyl
towards the center, making sure that the edges clear the end cap slots. The front cross-bar does
not move. Do not load more than 44 kg lbs. To adjust cross-bar position: 1. In case of loss,
replacement keys are available from your dealer. You should always carry a second key with
you in a safe place in case you require it in an emergency. The handle is composed of a material
that will glow for hours in darkness following brief exposure to ambient light. The remote entry
system allows you to lock or unlock all vehicle doors, trunk and liftgate without a key. Page 84
Locks and Security Sounding a panic alarm Press this control to activate the alarm. Panic alarm
will only operate with the ignition in the OFF position. Page 85 Locks and Security 1. Twist a
thin coin between the two halves of the transmitter near the key ring. Refer to the diagram
inside the transmitter unit. If more than 20 seconds pass before pressing a remote transmitter
button, the programming mode will exit and the procedure will have to be repeated. Page 87
Locks and Security 1. Page 88 Locks and Security Programming your own personal entry code
1. Enter the factory-set code keypad will illuminate when pressed. Enter your personal 5 digit
code. Enter each digit within five seconds of the previous one. Page 89 Locks and Security 2.
This system is designed to prevent the engine from being started unless a coded key
programmed to your vehicle is used. Page 91 OFF and restart the engine with all other objects
on the key ring held away from the ignition key. Check to make sure the coded key is an
approved Mercury coded key. Page 92 Locks and Security Please read and understand the
entire procedure before you begin. Insert the first previously programmed coded key into the
ignition and turn the ignition from 3 OFF to 4 ON maintain ignition in 4 ON for at least one
second. Page 93 Locks and Security The system is ready to arm whenever the key is removed
from the ignition. The purpose of these head restraints is to help limit head motion in the event
of a rear collision. To properly adjust your head restraints, lift the head restraint so that it is
located directly behind your head or as close to that position as possible. Do not pile cargo
higher than the seatbacks to reduce the risk of injuring people in a collision or sudden stop.
Always drive and ride with your seatback upright and the lap belt snug and low across the hips.
Do not pile cargo higher than the seatbacks to avoid injuring people in a collision or sudden
stop. To lower the seatback s from inside the vehicle, pull tab to release seat back and then fold
seatback down. Lift the remote latch release on the left side of the compartment and fold the
remaining floor panel until it latches. Make sure the seatback is locked in the upright position.
To close the seat, make sure the safety belts are properly stowed, then lift the remote latch
release and push the seat down until it latches. Page Seating and Safety Restraints How does
the personal safety system work? Page Seating and Safety Restraints safety belt pretensioner
activation depending upon safety belt usage. Refer to Safety Belt section in this chapter. This
maximizes the effectiveness of the safety belts and helps properly position the occupant
relative to the air bag to improve protection. Page Seating and Safety Restraints Safety belt
precautions Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. To reduce the risk of injury, make sure children sit where they can be properly
restrained. Never let a passenger hold a child on his or her lap while the vehicle is moving. Page

Seating and Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue into
the proper buckle the buckle closest to the direction the tongue is coming from until you hear a
snap and feel it latch. Make sure the tongue is securely fastened in the buckle. Page Seating
and Safety Restraints response to vehicle movement. Automatic locking mode In this mode, the
shoulder belt is automatically pre-locked. As the belt retracts, you will hear a clicking sound.
This indicates the safety belt is now in the automatic locking mode. Page Seating and Safety
Restraints Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at
the driver and front outboard passenger seating positions. The safety belt pretensioners are
designed to activate only when the safety belts are fastened during certain frontal or
near-frontal collisions with sufficient longitudinal deceleration. Page Seating and Safety
Restraints Front safety belt height adjustment Your vehicle has safety belt height adjustments
for the driver and front passenger. Adjust the height of the shoulder belt so the belt rests across
the middle of your shoulder. To lower the shoulder belt height, pull the control down and slide
the height adjuster down. Page Seating and Safety Restraints Insert the tongue into the correct
buckle the buckle closest to the direction the tongue is coming from. To lengthen the belt, turn
the tongue at a right angle to the belt and pull across your lap until it reaches the buckle. Page
Seating and Safety Restraints grasp the tongue so that it is parallel to the webbing and slide the
tongue upward. Provide enough length so that the tongue can reach the buckle. To fasten the
belt, pull the combination lap and shoulder belt from the retractor so that the shoulder belt
portion of the safety belt crosses your shoulder and chest. Page Seating and Safety Restraints
If The purpose of the BeltMinder is to remind occasional wearers to wear safety belts all of the
time. Page Seating and Safety Restraints Reasons given Page Seating and Safety Restraints
Safety belt extension assembly If the safety belt is too short when fully extended, there is a 20
cm 8 inch safety belt extension assembly that can be added part number C This assembly can
be obtained from your dealer at no cost. Use only extensions manufactured by the same
supplier as the safety belt. Page Seating and Safety Restraints Personal Safety System has
determined the occupant conditions and crash severity are appropriate to activate these
devices. Refer to the Personal Safety System section in this chapter. Important supplemental
restraint system precautions Air bags DO NOT inflate slowly or gently and the risk of injury from
a deploying air bag is greatest close to the trim covering the air bag See your Ford or Lincoln
Mercury dealer. The front passenger air bag is not designed to offer protection to an occupant
in the center front seating position. Page Seating and Safety Restraints How do the air bag
supplemental restraints work? The air bags inflate and deflate rapidly upon activation. After air
bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. Page Do not attempt to service, repair, or modify the air bag supplemental
restraint system, its fuses or the seat cover on a seat containing an air bag. All occupants of the
vehicle including the driver should always Page Do not attempt to service, repair, or modify the
air bag SRS, its fuses or the seat cover on a seat containing an air bag. All occupants of the
vehicle should always wear their safety belts Page Seating and Safety Restraints How does the
side air bag system work? Do not touch them after inflation. If the side air bag has deployed, the
air bag will not function again. The side air bag system including the seat must be inspected
and serviced by a qualified technician in accordance with Page Seating and Safety Restraints
Never let a passenger hold a child on his or her lap while the vehicle is moving. The passenger
cannot protect the child from injury in a collision. Always follow the instructions and warnings
that come with any infant or child restraint you might use. Generally this is when they weigh
about 80 lbs about 8 to 12 years old. If you do not install and use the safety seat properly, the
child may be injured in a sudden stop or collision. Page Seating and Safety Restraints Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. For more information on
top tether straps, refer to Attaching safety seats with tether straps in this chapter. Page Seating
and Safety Restraints 2. Pull down on the shoulder belt and then grasp the shoulder belt and lap
belt together. Page Seating and Safety Restraints 5. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt is pulled out
and a click is heard. Allow the belt to retract. The belt will click as it retracts to indicate it is in
the automatic locking mode. Page Seating and Safety Restraints Installing child safety seats in
the lap belt seating positions 1. Lengthen the lap belt. To lengthen the belt, hold the tongue so
that its bottom is perpendicular to the direction of webbing while sliding the tongue up the
webbing. Page Seating and Safety Restraints 1. Position the child safety seat on the seat
cushion. Route the child safety seat tether strap over the back of the seat. For vehicles with
adjustable head restraints, route the tether strap under the head restraint and between the head
restraint posts, otherwise route the tether strap over the top of the seatback. The guides hold

the seat trim away to expose the anchor and make it easier to attach some child seats. LOCK,
locks the steering wheel, automatic transmission gearshift lever and allows key removal. OFF,
shuts off the engine without locking the steering wheel. Page Driving Do not park, idle, or drive
your vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Do not start your vehicle in a closed
garage or in other enclosed areas. Page Driving 4. Make sure the parking brake is set. Page
Driving 1. Turn the key to 5 START without pressing the accelerator pedal and release as soon
as the engine starts. The key will return to 4 ON. Page Driving tank will improve cold starting
performance. Your vehicle is designed to operate on E 85 ethanol alone, unleaded gasoline
alone, or any mixture of the two. If the engine fails to start using the preceding instructions 1.
WARNING: Engine exhaust, some of its constituents, and certain vehicle components contain
or emit chemicals known to the State of California to cause cancer and birth defects or other
reproductive harm. Page Driving Anti-lock brake system ABS if equipped On vehicles equipped
with an anti-lock braking system ABS , a noise from the hydraulic pump motor and pulsation in
the pedal may be observed during ABS braking events. Page Driving With the ABS light on, the
anti-lock brake system is disabled and normal braking is still effective unless the BRAKE brake
warning light also remains illuminated with parking brake released. If your brake warning lamp
illuminates, have your vehicle serviced immediately. Parking brake Apply the parking brake
whenever Page Traction Control Driving Pull the release lever to release the brake. Driving with
the parking brake on will cause the brakes to wear out quickly and reduce fuel economy. Park
brake warning chime Sounds when the parking brake is set, the engine is running and the
transaxle is not in P Park or N Neutral. This is normal system behavior. Page Driving Always set
the parking brake fully and make sure the gearshift is latched in P Park. Turn the ignition to the
LOCK position and remove the key whenever you leave your vehicle. If the parking brake is fully
released, but the brake warning lamp remains illuminated, the brakes may not be working
properly. Page Driving Hold the brake pedal down while you move the gearshift lever from P
Park to another position. If you do not hold the brake pedal down, your vehicle may move
unexpectedly and injure someone. Hold the brake pedal down while in this position. Overdrive
Overdrive position is the P R N normal driving position for an automatic overdrive transaxle.
Page Driving When to use D Drive The D Drive position eliminates P R N the needless shifting
back and forth between third and fourth gears that your vehicle may do when driving on hilly
terrain. It also gives more engine braking than overdrive to slow your vehicle on downgrades.
Page Vehicle Loading Driving When parking, do not use the gearshift in place of the parking
brake. Always set the parking brake fully and make sure that the gearshift is securely latched in
Park P. Turn off the ignition whenever you leave your vehicle. Never leave your vehicle
unattended while it is running. Page Trailer Towing Your vehicle does not come from the factory
fully equipped to tow. Do not tow a trailer until your vehicle has been driven at least km miles. If
towing with a station wagon, inflate the rear tires to 35 psi. Page Driving 3. Load - kg lbs. The
trailer brakes must meet local and Federal regulations. When turning, make wider turns so the
trailer wheels will clear curbs and other obstacles. Page Roadside Emergencies In the United
States, this card is found in the Owner Guide portfolio in the glove compartment in Ford
vehicles and is mailed to you if you own a Mercury or Lincoln. In Canada, the card is found in
the Owner Information Guide in the glove compartment. Page Hazard Flasher Switch If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call ;
Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who need to obtain
reimbursement information, call 1â€”â€”â€” Page Roadside Emergencies If your vehicle is a
sedan, the fuel pump shut-off switch is located on the right side of the trunk behind the trunk
liner. If your vehicle is a wagon, the fuel pump shut-off switch is located behind the service
panel on the right side of the cargo area. Blown fuses are identified by a broken wire within the
fuse. Check the appropriate fuses before replacing any electrical components. Note: Always
replace a fuse with one that has the specified amperage rating. Page Roadside Emergencies
Passenger compartment fuse panel The fuse panel is located below and to the left of the
steering wheel by the brake pedal. Remove the panel cover to access the fuses. To remove a
fuse use the fuse puller tool provided on the fuse panel cover. Page Roadside Emergencies To
reduce risk of electrical shock, always replace the cover to the Power Distribution Box before
reconnecting the battery or refilling fluid reservoirs. If the battery has been disconnected and
reconnected, refer to the Battery section of the Maintenance and specifications chapter. The
high-current fuses are coded as follows. Page Roadside Emergencies The use of tire sealants is
not recommended and may compromise the integrity of your tires. Temporary spare tire
information The temporary spare tire for your vehicle is labeled as such. It is smaller than a
regular tire and is designed for emergency use only. Replace the temporary spare tire with a

full-size tire as soon as possible. Page Roadside Emergencies To prevent the vehicle from
moving when you change a tire, be sure the parking brake is set, then block in both directions
the wheel that is diagonally opposite other side and end of the vehicle to the tire being changed.
If the vehicle slips off the jack, you or someone else could be seriously injured. Page Roadside
Emergencies 3. Remove the center ornament or wheel cover from the wheel with the tapered
end of the wheel lug nut wrench that came with your vehicle. Insert and twist the handle, then
pry against the wheel. Page Jump Starting Roadside Emergencies Remove the jack and fully
tighten the lug nuts in the order shown. Return the flat tire, jack and lug wrench to their proper
storage locations. Make sure the jack is fastened so it does not rattle when you drive. Page
Roadside Emergencies Preparing your vehicle When the battery is disconnected or a new
battery is installed, the transmission must relearn its shift strategy. This operation is considered
normal and will not affect function or durability of the transmission. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Page Roadside Emergencies 4. Make the final connection of the negative - cable. Do not use
fuel lines, engine rocker covers or the intake manifold as grounding points. Page Roadside
Emergencies Removing the jumper cables Remove the jumper cables in the reverse order that
they were connected. Remove the jumper cable from the ground metal surface. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page P. Page
Warranty expires. There are several plans available in various time, distance and deductible
combinations which can be tailored to fit your own driving needs. Ford ESP also offers
reimbursement benefits for towing and rental coverage. Page What kinds of cases does the
Board review? The dealership Board member is chosen from Ford and Lincoln Mercury
dealership management, recognized for their business leadership qualities. What the Board
needs Page Customer Assistance Oral presentations If you would like to make an oral
presentation, indicate YES to question 6 on the application. While it is your right to make an oral
presentation before the Board, this is not a requirement and the Board will decide the case
whether or not an oral presentation is made. Telephone: FAX: If you are in another foreign
country, contact the nearest Ford dealership. If the dealership employees cannot help you, they
can direct you to the nearest Ford affiliate office. Page Reporting Safety Defects U. Only
Customer Assistance vehicle with one substantially identical or repurchase the vehicle and
reimburse the buyer in an amount equal to the actual price paid or payable by the consumer
less a reasonable allowance for consumer use. The consumer has the right to choose whether
to receive a refund or replacement vehicle. Department of Transportation Washington, D. These
products are available from your dealer. If the wiper does not wipe properly, substances on the
windshield, rear window or the wiper blades may be the cause. These may include hot wax
treatments used by commercial car washes, tree sap, or other organic contamination. These
quality products have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your dealership can provide the necessary parts and service.
Inside the vehicle, pull the hood release handle located under the bottom of the instrument
panel. Go to the front of the vehicle and release the auxiliary latch located in the center between
the hood and the grille. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter
assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Engine coolant reservoir 8.
Page Maintenance and Specifications 3. Engine oil dipstick 6. Engine oil filler cap 7. Windshield
washer fluid reservoir 9. The reservoir is highlighted with a symbol. Add fluid to fill the reservoir
if the level is low. In very cold weather, do not fill the reservoir completely. Page Engine Oil
Maintenance and Specifications Checking and adding washer fluid for the liftgate if equipped
The opening for the reservoir is located on the passenger side under the tail lamp. Refill this
reservoir with the same fluid you use for your windshield. Page Maintenance and Specifications
5. Locate and carefully remove the engine oil indicator dipstick. Wipe the indicator clean. Insert
the indicator fully, then remove it again. Page Maintenance and Specifications Adding engine oil
1. Check the engine oil. For instructions, refer to Checking the engine oil in this chapter. If the
engine oil level is not within the normal range, add only certified engine oil of the recommended
viscosity. Remove the engine oil filler cap and use a funnel to pour the engine oil into the
opening. Page Battery Maintenance and Specifications that does not meet Ford material and
design specifications, start-up engine noises or knock may be experienced. It is recommended
you use the appropriate Motorcraft oil filter or another brand meeting Ford specifications for

your engine application. Lift the battery with a battery carrier or with your hands on opposite
corners. Follow your local authorized standards for disposal. Call your local authorized
recycling center to find out more about recycling automotive batteries. Page Maintenance and
Specifications When the engine is cold, check the level of the engine coolant in the reservoir.
Page Maintenance and Specifications Do not put engine coolant in the windshield washer fluid
container. If sprayed on the windshield, engine coolant could make it difficult to see through the
windshield. Page Maintenance and Specifications For vehicles with overflow coolant systems
with a non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. For all other vehicles, which have a coolant degas system
with a pressurized cap, or if it is necessary to remove the coolant pressure relief cap on the
radiator of a vehicle with an overflow system, follow these steps to add engine coolant. Page
Maintenance and Specifications Recycled engine coolant Ford Motor Company recommends
the use of a recycled engine coolant produced by Ford-approved processes in vehicles
originally equipped with Motorcraft Premium Engine Coolant green-colored. Fuels such as
gasoline and ethanol are highly toxic and if swallowed can cause death or permanent injury.
Page Maintenance and Specifications and sugar cane. When ethanol is used in the making of
motor fuels, a small amount of a bad tasting chemical is added to discourage beverage use.
When fueling your vehicle: 1. Page Maintenance and Specifications Do not use fuel containing
methanol. It can damage critical fuel system components. Your vehicle was not designed to use
fuel or fuel additives with metallic compounds, including manganese-based compounds
containing MMT. Repairs to correct the effects of using a fuel for which your vehicle was not
designed may not be covered by your warranty. Gasolines that meet the World-wide Fuel
Charter should be used when available. Running out of fuel Avoid running out of fuel because
this situation may have an adverse affect on powertrain components. Page Maintenance and
Specifications amount of fuel in a full tank and a tank when the fuel gauge indicates empty.
Empty reserve is the small amount of fuel remaining in the fuel tank after the fuel gauge
indicates empty. The amount of usable fuel in the empty reserve varies and should not be relied
upon to increase driving range. Page Maintenance and Specifications economy under current
driving conditions. Additionally, keeping records during summer and winter will show how
temperature impacts fuel economy. In general, lower temperatures give lower fuel economy.
Driving style â€” good driving and fuel economy habits Give consideration to the lists that
follow and you may be able to change a number of variables and improve your fuel economy.
Follow the recommended maintenance schedule and owner maintenance checks found in your
vehicle scheduled maintenance guide. The scheduled maintenance items listed in the
scheduled maintenance guide are essential to the life and performance of your vehicle and to its
emissions system. Page Maintenance and Specifications description in the Warning lights and
chimes section of the Instrument Cluster chapter. Page Maintenance and Specifications 4.
Check the fluid level in the reservoir. Do not add fluid if the level is within this range. Note: The
3. Page Maintenance and Specifications 2. Visually inspect the fluid level. If necessary, add
brake fluid from a clean un-opened container until the level reaches MAX. Do not fill above this
line. Refer to Lubricant specifications in this chapter. With the parking brake engaged and your
foot on the brake pedal, start the engine and move the gearshift lever through all of the gear
ranges. Allow sufficient time for each gear to engage. Latch the gearshift lever in P Park and
leave the engine running. If an overfill occurs, excess fluid should be removed by a qualified
technician. Page Maintenance and Specifications conditions of their use, however, and may
depart significantly from the norm due to variations in driving habits, service practices, and
differences in road characteristics and climates. Page Maintenance and Specifications
Improperly inflated tires can affect vehicle handling and can fail suddenly, possibly resulting in
loss of vehicle control. To make sure your tires wear evenly and last longer, rotate them as
indicated in the scheduled maintenance guide. Page Maintenance and Specifications Make sure
that all replacement tires are of the same size, type, load-carrying capacity and tread design e.
Failure to follow these precautions may adversely affect the handling of the vehicle and make it
easier for the driver to lose control and roll over. Page Maintenance and Specifications Please
note that in the graphic XXXX is representative of your vehicle identification number. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Accessories Travel equipment Electrochromic inside mirror with compass Electrochromic
inside mirror with compass and temperature Emergency kit Factory luggage rack adaptors First
aid kit Fog lamps Framed luggage carrier HomeLink Removable luggage rack Removable
luggage rack adapters Soft luggage cover Speed control Track rider bars Protection and
appearance equipment Page Index Index maintenance-free Page Index instrument panel Page
Index octane rating Page Index Lane change indicator Power adjustable foot pedals.. Page

Index child safety seats This manual is also suitable for: Cougar Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. I'm trying to replace the fuel filter on a mercury sable. Why do you
need to know where to fuse for the fuel pump relay is. Do not need to remove to replace fuel
filter. Just have to be careful when disconnecting the line remove slowly line is under pressure
would put a catch pan under filter before removing. Hkydaf answered 5 years ago. So I put the
new filter in but the clips that came with the filter don't fit the hose connection. Any idea what
size retaining clip will actually fit? If the old clips are not broken reuse them if they are broken
take one of the old ones with you to the parts store and get the same size. The old ones
snapped as soon as I tried getting them off. Is there a trick to putting the new clips on? With out
actually being there to show you how it goes the clips should slide into the hole in the end of
the line and the filter automatically locks the filter on to line when installed. I know you said the
old ones broke when you took them off but you should be able to take it with you to the parts
store and they should be able to tell you want size it is. Here is something that may help Google
this question how to replace fuel filter on the year ,make and model of your vehicle maybe a
video on utude showing you how to install the clips. Well it took 4 trips to Autozone and 1 trip to
O'Reillys Auto Parts to get the right clips but the fuel filter is finally changed. Lesson learned for
my next set of parts - the front brake pads and rotors. After putting in the new clips and starting
the car to make sure it wasn't leaking, ran the car around the block. No hesitations whatsoever.
GuruWS48M answered 2 years ago. I only have one speed on my heater blower, is there a recall
on this problem. The only speed I have is have is high. The first three speeds do not work at all.
Thank you. CarGurus has 1 nationwide Sable listings and the tools to find you a great deal.
Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. You can read more here and make your cookie choices. By continuing to
use this site you agree to us doing so. Report Follow. Best Answer Mark helpful. Mark helpful.
Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Mercury Sable
question. Search Mercury Sable Questions. CarGurus Experts. Find great deals from top-rated
dealers Search. Related Models For Sale. Our mobile mechanics offer services 7 days a week.
Upfront and transparent pricing. Our certified mobile mechanics can come to your home or
office 7 days a week between 7 AM and 9 PM. The pressure and output of the pump are
controlled by a regulator. Filtration of the fuel occurs either in the fuel tank using a pickup
screen or externally with a replaceable filter mounted in the fuel supply line. A high quality, OEM
fuel pump can last indefinitely. However, as with any electro-mechanical component, a fuel
pump will eventually degrade and fail. If it fails to produce adequate pressure or completely
quits operating, it will need to be replaced. This failed condition can sometimes be preceded or
accompanied by one or more of the following symptoms:. However, if the fuel pump problem
involves leaks of gasoline or vapors, it is unsafe to continue driving, and should immediately be
checked by a qualified mechanic. Mercury Sable Fuel Pump Replacement at your home or
office. Estimate price near me. Service Location. YourMechanic Benefits Online Booking.
Mechanic comes to you. Free 50 point safety inspection. See availability. Fuel Pump
Replacement Service What is the fuel pump and how does it work? When to consider replacing
the fuel pump? A failed fuel pump may prevent a car from starting or stall it. Check engine light
is on. Sometimes a fuel pump will fail slowly, and that means the fuel pressure and volume
slowly degrades. The lack of fuel may result in the engine operating without enough fuel relative
to the amount of air, causing the check engine light to appear. Whirring noise from fuel tank. As
a fuel pump fails, you may notice a whirring or humming noise coming from the fuel tank area,
toward the rear of the car. If the noise is from the fuel pump, failure of the pump is often
imminent and you should replace the fuel pump at your earliest convenience. How do
mechanics replace the fuel pump? Should the fuel pump be faulty, it is removed from the tank
through an access panel above the tank in the passenger compartment. When no access panel
exists, fuel is first drained from the tank and then the fuel tank must be lowered from the vehicle
to gain access to the pump. In all cases, fuel pump supply and return hoses, as well as EVAP
system hoses, and electrical connections to the pump must be removed. Once the pump is out,
any reusable brackets and pick up screens are attached to the new pump, then the new pump is
installed. If the fuel system uses an in-line external filter, a filter is often replaced. All hoses and
electrical connections are re-established. Fuel is added to the tank and the engine is run to test
for leaks. Is it safe to drive with a fuel pump problem? When replacing the fuel pump keep in
mind: Prior to replacing, the mechanic will power the fuel pump directly to confirm that the
issue is a failed pump versus a faulty power supply to the pump. Unless the fuel filter was
replaced recently, whenever the fuel pump is replaced a new fuel filter should be installed.

When failing earlier than expected, the power supply should be verified because a voltage drop
in the fuel pump circuit can lead to overheating. Should the fuel tank be lowered during the
repair, the fuel tank straps and fasteners should be checked for excessive corrosion and
replaced as needed. The fuel in the gas tank cools and lubricates the fuel pump. Yourmechanic
was featured in. Popular Mercury Jobs. Auto service in Your City. Plymouth Turismo 2. Meet
some of our expert Mercury mechanics Real customer reviews from Mercury owners like you.
Excellent Rating. Rating Summary. How can we help? Read FAQ. Service type Fuel Pump
Replacement. For more information go to We've Made a Site Update. Refresh to the latest
version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports.
Texas Relief Efforts. Select your vehicle. Mercury Sable Fuel Pump. Select your vehicle year.
Refine by:. Fuel Pump part. Returns Policy. Quantity Sold. Recommen
2008 f250 headlights
05 suzuki katana 600
1jz wiring diagram
ded Use. Fuel Sending Unit Included. Product Fit. Shop Mercury Sable Fuel Pump. Showing 1 15 of 80 results. Display item:. Sort by:. Vehicle Info Required to Guarantee Fit. Core Charge.
Add to cart. Part Number: AFE Page 1 of 6 Showing 1 - 15 of 80 results. Dec 29, As advertised.
Part fit perfectly. Connector modification was all that was required and included the extra parts.
Thank you for low price and fast shipping. Seth Garcia. Purchased on Dec 10, Purchased on
Dec 12, Nov 07, It was perfect I recommend car parts!!! Jerome Owen. Purchased on Oct 16,
Show More. Helpful Automotive Resources. You might be surprised to find out how many
issues can potentially prevent your car from starting. And consult the previous article in this
series regarding fuel pump symptoms to understand how both continuous and returnless fuel
systems. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

