2003 subaru impreza stereo wiring diagram

Declining to take the correct precautions or to use the right tools can put you you in danger.
Common dangers include electrocution and possible electrical fireplace. When you use your
finger or perhaps stick to the circuit along with your eyes, it is easy to mistrace the circuit. A
single trick that I 2 to print a similar wiring plan off twice. Electricity is very dangerous and can
easily lead to electrocution, so you need to call an emergency electrical contractor for sensitive
electrical wiring cases. However, you are able to work on minimal electrical wiring at home
provided you follow safety precautions. To make you better at wiring, here are some reliable
tips and techniques you need to master. Likely to be in a much better position to safeguard
yourself and work more effectively. An RCD residual current device is one of the most important
things to have in your circuits. RCDs are devices that are employed to monitor the flow of
current through a particular circuit, and they cut off the current whenever it flows through an
unintended path. So if you accidentally touch a live cable, the RCD would find the unusual flow
of the current and immediately turn off the circuit. This particular keeps both your family safe.
Having the right tools at hand is also a important aspect of power work. For occasion, avoid
knives as opposed to stripdance when stripping your wires. Knives may weaken the cable by
notching the copper inside. Go for linesman pliers as opposed to the ordinary slip-joint pliers
when intending to twist wires. The particular ordinary pliers would give you a loose connection
that may cause trouble in future. Also, ensure you've obtained a tester to test the volt quality of
the cables before and after working on them. Terminal connections are the end details of wires,
where a connection with an external circuit occurs. These are some of the most frequent
connections, especially if you're dealing with receptacles and changes. Terminal connections
go through a lot of stress, and weak joints easily relax. So here's the trick. When wrapping a
wire around the terminal screw, do it in a clockwise direction. Of which way, the attach tightens
the relationship as it will go in. Also ensure that all the wire that's covered around the mess is
stripped. Within case which airport terminal slot, you need to be extra careful. Strip the wire
ideal such that no insulating material goes underneath the slot, and no bare wire is left. Any
problems here might lead to the wire to the touch the ground wire or box. You must be logged
in to post a comment. Print the cabling diagram off in addition to use highlighters to trace the
circuit. Facebook Tweet Pin. Use proper tools Having the right tools at hand is also a important
aspect of power work. Watch your terminal cable connections Terminal connections are the end
details of wires, where a connection with an external circuit occurs. Leave a Comment Cancel
reply You must be logged in to post a comment. One of the most time consuming tasks with
installing a car stereo, car radio, car speakers, car amplifier, car navigation or any mobile
electronics is identifying the correct wires for a Subaru Impreza. The Modified Life staff has put
their heads together to create an invaluable resource containing free car stereo wiring diagram,
free car wiring diagram and free radio wiring diagram. Use of the wiring information is at your
own risk. Always verify all wires, wire colors and diagrams before applying any information
found here to your Subaru Impreza. Hi, I am having trouble installing a Pioneer Stereo, the issue
is that the Radio Tuner does not pick up any radio stations. I spoke to a guy in a car accessory
shop and he told me that the antenna was a powered antenna and needs to be wired to the new
harness. Does this mean I need a new antenna? Any help is appreciated. Thanks in advance,
Mark. Now i can install it and listen to the radio. Thank you very much Colin. Could you tell me
what the original speakers were for the subaru impreza wagon? I would also like to know the
stats. I just bought this car and one speaker is blown. I think i might want to buy new speakers
on line and install them myself. So, any info will be helpfull. Thank You, Ruthie. Your email
address will not be published. Skip to content. Leave a Comment Cancel Reply Your email
address will not be published. Follow Us. Copyright by ModifiedLife. Table of Contents.
Automobile Subaru legacy Service Manual 38 pages. We urge you to read this manual carefully
so that you may understand your vehicle and its operation. Page 3 This manual describes the
following vehicle types. Page 4 Warranties J Warranties for U. Chapter 9: In case of emergency
Page 6 Please read these safety warnings as well as all oth- er portions of this manual carefully
in order to gain a better understanding of how to use your SUBARU vehicle safely. Vehicle
symbols There are some of the symbols you may see on your vehicle. Otherwise, the possibility
of serious in- jury becomes greater in the event of a sudden stop or accident. Page Child Safety
the SRS airbag needs enough space for de- ployment, the driver should always sit upright and
well back in the seat as far from the steer- ing wheel as practical while still maintaining full
vehicle control and the front passenger should move the seat as far back as possible and sit
upright and well back in the seat. Failure to follow this procedure could result in injury to a child
operating the power window. Page Drinking And Driving D If at any time you suspect that
exhaust fumes are entering the vehicle, have the prob- lem checked and corrected as soon as
pos- sible. If you must drive under these condi- tions, drive only with all windows fully open. D
Keep the trunk lid or rear gate closed while driving to prevent exhaust gas from entering the

vehicle. Page 13 your doctor. Never drive if you are under the influence of any illic- it
mind-altering drugs. For your own health and well- being, we urge you not to take illegal drugs
in the first place and to seek treatment if you are addicted to those drugs. Page Driving With
Pets J Driving with pets Unrestrained pets can interfere with your driving and distract your
attention from driving. In a collision or sudden stop, unrestrained pets or cages can be thrown
around inside the vehicle and hurt you or your passengers. Besides, the pets can be hurt under these situations. Warning light Accessory power outlet. Page 27 Area cover Tie-down hooks
Catalytic converter. Page 28 Index Door locks Door open warning lights. Page 30 Index Manual
transmission oil Map light Maximum load limits. Page 31 Spark plugs Remote keyless entry
system. Page 32 Index Storage compartments Sun visors Brake system Page 35 Fuel: 2. If
premium un- leaded gasoline is not available, regular un- leaded gasoline with octane rating of
87 AKI or higher may be temporarily used. Page 36 Front seats Fore and aft adjustment. D
Before adjusting the seat, make sure the hands and feet of rear seat passengers are clear of the
adjusting mechanism. Then release the lever and make sure the seatback is securely locked
into place. The seatback placed in a reclined position can spring back upward with force when
released. The height of the seat can be adjusted by moving the seat cushion adjustment lever
up and down. Do not put cushions or any other materi- als between occupants and seatbacks or
seat cushions. If you do so, the risk of sliding under the lap belt and of the lap belt sliding up
over the abdomen will increase, and both can result in serious internal injury or death.
WARNING To avoid the possibility of serious injury, pas- sengers must never be allowed to sit
on the center armrest while the vehicle is in motion. To lower it, push the head rest down while
depressing the release button on the top of the seatback. To lower it, push the headrest down
while pressing the release button on the top of the seatback. When the rear-center seating
position is occupied, place the headrest in its highest position. Lower the headrests. Unlock the
seatback by pulling the release knob and then fold the seatback down. To return the seatback to
its original position, raise the seatback until it locks into place and make sure that it is securely
locked. Page 48 pecially if they are 12 years of age and under and are not restrained or
improperly re- strained. Because children are lighter and weaker than adults, their risk of being
injured from deployment is greater. For that reason, we strongly recommend that ALL children
in- cluding those in child seats and those that have outgrown child restraint devices sit in the
REAR seat properly restrained at all times They should consult their doctor for specific recommendations. The lap belt should be worn securely and as low as possible over the hips, not
over the waist. If an accident occurs, this can increase the risk or severity of injury. Page 52 4.
Insert the tongue plate into the buckle until you hear a click. Seat, seatbelt and SRS airbags 5.
To make the lap part tight, pull up on the shoul- der belt. Place the lap belt as low as possible on
your hips, not on your waist. Page 53 Seat, seatbelt and SRS airbags n Adjusting the front seat
shoulder belt anchor height The shoulder belt anchor height should be adjusted to the position
best suited for you. To lower the anchor height, push the release button and slide the anchor
down. To raise the anchor height, slide the anchor up. Page 54 retracted properly to avoid
catching the belt web- bing in the door. B Rear seatbelts except rear center seatbelt on Wagon
1. Sit well back in the seat. Pick up the tongue plate and pull the belt out slowly. Do not let it get
twisted. If the belt stops be- fore reaching the buckle, return the belt slightly and pull it out more
slowly. Page 55 Seat, seatbelt and SRS airbags n Adjusting the rear seat shoulder belt anchor
height window-side seating positions only The shoulder belt anchor height should be adjusted
to the position best suited for you. To adjust the an- chor height, push the release button and
slide the anchor up or down. Page 56 Before closing the door, make sure that the belts are
retracted properly to avoid catching the belt web- bing in the door. Page 58 2. After drawing out
the seatbelt, pass it through the belt guide as follows: First insert one edge of the belt into the
open gap in the comfort guide; then slide the rest of the belt in, so that the whole belt fits inside.
Page 59 Seat, seatbelt and SRS airbags 4. Page 60 Seat, seatbelt and SRS airbags n Unfastening
the seatbelt Push the release button of the center seatbelt buckle on the left-hand side to
unfasten the seat- belt. NOTE When the seatback is folded down for greater luggage space, it is
necessary to disconnect the connector. Page 61 Seat, seatbelt and SRS airbags slot in the
connector buckle on the right-hand side and push it in, and the connector tongue plate will
disconnect from the buckle. Allow the retractor to roll up the belt. You should hold the webbing
end and guide it back into the re- tractor while it is rolling up. Page Seatbelt Maintenance J
Seatbelt maintenance To clean the seatbelts, use a mild soap and luke- warm water. Never
bleach or dye the belts because this could seriously affect their strength. Inspect the seatbelts
and attachments including the webbing and all hardware periodically for cracks, cuts, gashes,
tears, damage, loose bolts or worn areas. Page System Monitors In the event of a malfunction
indicated by any of fol- lowing, the vehicle should be taken promptly to your nearest SUBARU
dealer to have the system checked. Unless checked and repaired, the seatbelt pretensioners

and SRS airbag will not function reli- ably: D Flashing or flickering of the indicator light. Page
Child Restraint Systems Child restraint systems Infants and small children should always be
placed in an infant or child restraint system in the rear seat while riding in the vehicle. Never
allow a child to stand up, or to kneel on any seat. Unrestrained children will be thrown forward
during sudden stop or in an accident and can be injured seriously. Additionally, children
standing up or kneeling on or in front of the front seat are exposed another serious danger. Set
the child restraint system in the seating posi- tion. Run the lap and shoulder belt through or
around the child restraint system following the instructions provided by its manufacturer. Page
70 The belt will return to the ELR mode. Page 71 Seat, seatbelt and SRS airbags J Installation of
child restraint systems by use of lower and tether anchor- ages Some types of child restraint
systems can be installed on the rear seat of your vehicle without use of the seatbelts. Such
child restraint systems are se- cured to the designated anchorages provided on the vehicle
body. Page 72 The tether anchorages upper anchorages are pro- vided for all the seating
positions middle and both window-side ones of the rear seat. These marks indicate the
positions of the lower anchorages bars. Seat, seatbelt and SRS airbags 1 For left seat 2 For
center seat 3 For right seat Wagon: There is an anchorage for the center seat- ing position at the
rear end of the ceiling, and Page 75 Seat, seatbelt and SRS airbags anchorages for each of the
two window-side seating positions on the rear wall of the cargo area. B To hook the top tether n
Sedan F: Front of vehicle 1 Top tether hook 2 Upper anchorage Fasten the top tether hook of the
child restraint sys- tem to the appropriate upper anchorage. Fasten the top tether hook of the
child restraint system to the appropriate upper anchorage. Page 78 SRS airbag contacts an
occupant not in prop- er position such as one thrown forward during pre-accident braking. Even
when properly positioned, there remains a possibility that an occupant may suffer mi- nor injury
such as abrasions and bruises to the face or arms because of the SRS airbag deployment force.
The SRS airbag deploys with considerable force and can in- jure or even kill the child. The SRS
airbag deploys with considerable force and can injure or even kill the child. Occupants who are
out of proper position when the SRS airbag deploys could suffer very serious injuries. Because
the SRS airbag needs enough space for de- ployment, the driver should always sit upright and
well back in the seat as far from the steer- ing wheel as practical while still maintaining If the
SRS airbag deploys, those ob- jects could become projectiles that could seri- ously injure
vehicle occupants. If the front sub sensors inside the both front fenders and the impact sensors
in the airbag control module detect a certain predetermined amount of force dur- ing a frontal
collision, the control module sends sig- nals to the frontal airbag modules instructing them to
inflate the SRS frontal airbags. Page 87 Seat, seatbelt and SRS airbags collision to another, and
it may have no bearing on the visible damage done to the vehicle itself. Page 88 hicle plunges
into a deep ditch, is severely bumped or knocked hard against an obstacle on the road such as
a curb. There are many types of collisions which might not necessarily require SRS frontal
airbag deployment. The SRS frontal airbag is basically not designed to Example: In the case of a
double collision, first with another vehicle, then against a concrete wall in im- mediate
succession, once the SRS frontal airbag is activated on the first impact, it will not be activated
on the second. The SRS side airbag is stored in both front seat seatbacks next to the door, and
it provides protection by deploying rapid- ly faster than the blink of an eye in the event of a side
impact collision. B After deployment, SRS side airbag starts to deflate immediately. Page 95
Seat, seatbelt and SRS airbags sult of the deployment. This smoke does not indi- cate a fire in
the vehicle. Doing so can cause burns because the components can be very hot as a result of
deployment. Page 96 n When is the SRS side airbag unlikely to deploy? Seat, seatbelt and SRS
airbags 1 The vehicle is involved in an oblique side-on impact. In the event of accidents like
those illustrated, the SRS side airbag may not deploy depending on the level of accident forces
involved. Page Srs Airbag System Monitors The SRS side airbag is basically not designed to
deploy if the vehicle is involved in a frontal collision or is struck from behind. Examples of such
acci- dents are illustrated. Unless checked and repaired, the SRS airbags will not function
reliably: D Flashing or flickering of the indicator light. Page Precautions Against Vehicle
Modification D Attachment of any equipment side steps or side sill protectors, etc. Page Keys
Key number. The master key and submaster key fit all locks on your vehicle. Page Door Locks
Door locks J Locking and unlocking from the out- side 1 Lock 2 Unlock To lock the door from
the outside with the key, turn the key toward the rear. To unlock the door, turn the key toward
the front. Pull the outside door handle to open an unlocked door. Page Keys and doors NOTE
Make sure that you do not leave the key inside the vehicle when locking the doors from the outside without the key. J Locking and unlocking from the inside 1 Lock 2 Unlock To lock the door
from the inside, rotate the lock lever rearward. To lock the doors, push the front side of the
switch. To unlock the doors, push the rear side of the switch. The remote keyless entry system
has the following functions. D Locking and unlocking the doors and rear gate on the wagon

without a key D Sounding a panic alarm D Arming and disarming the security system if your
vehicle is equipped with an optional security sys Press and Hold to activate panic alarm. B2
Press a second time to Unlock all other doors and rear gate on the Wagon. These lights stay
illumi- nated for approximately 30 seconds if any of the doors or the rear gate on the wagon is
not opened. Page To replace the battery: 1. Remove the two screws on the back of the transmitter case by using a phillips screwdriver. Separate the case. Remove the old battery from the
holder. D Be careful not to damage the printed circuit board in the transmitter when replacing
the battery. J Replacing lost transmitters If you lose a transmitter or want to purchase additional transmitters up to four can be programmed , you should re-program all of your
transmitters for Page 2. Page Keys and doors To program the transmitters: 1. Press and release
any button on the transmitter that you wish to program into the system. The horn will sound two
times to indicate that the transmitter has been programmed. Page Keys and doors 2. Make sure
that the keyless entry system properly access to your vehicle. B Deleting old transmitter codes
The control unit of the keyless entry system has four memory locations to store transmitter
codes, giving it the ability to operate with up to four transmitters. Page System Operation Keys
and doors Security system if equipped The security system helps to protect your vehicle and
valuables from theft. The horn sounds and the parking lights flash if someone attempts to break
into your vehicle. The starter motor is also inter- rupted to prevent starting the vehicle without a
key. Close all windows. Remove the key from the ignition switch. Open the doors and get out of
the vehicle. Make sure that the engine hood and the trunk lid are locked. Unlock the door with
the key and then open the door. The alarm will sound. Page Keys and doors B To enter the
passive mode 1. Doing so could result in accidental inflation of the SRS airbag or could make
the SRS airbag system inoperative, which may result in seri- ous injury. Page Keys and doors 3.
Before closing the doors, lock all doors with the inside door lock levers. Close the doors. The
system will automatically arm after one minute. In the passive mode, the system can also be
armed with the remote transmitter or with the power door locking switches. Page Child Safety
Locks The indicator light provides the following indications. Flashing one time: Any door, the
rear gate or the trunk lid has been opened. Serious injury could result if a child accidentally
opened the door and fell out. Page Keys and doors To close: Pull the switch up lightly and hold
it. The window will close as long as the switch is held. To close the trunk lid, lightly press the
trunk lid down until the latch engages. Page J To cancel the trunk lid release The inside trunk lid
release can be cancelled to help prevent unauthorized entry into the trunk. Page Keys and
doors space after it is exposed to ambient light even for a short time. If the driver starts the
vehicle without knowing that a child is inside the trunk and the child opens the lid using the
release handle, the child could fall out and be killed or seriously injured. Page 3. Move the
release handle, from outside the ve- hicle, in the direction of the arrow to check if the latch is
released. In that case, use the key to release the latch, then close the trunk lid. Page Keys and
doors Rear gate Wagon 1 Lock 2 Unlock To unlock the rear gate, insert the key in the keyhole
and turn it clockwise. To lock the rear gate, insert the key in the keyhole and turn it
counterclockwise. If your vehicle is equipped with power door locking switches, the rear gate
can also be locked and unlocked through use of the power door locking switches. Page Ignition
switch The ignition switch will lock the steering wheel when you remove the key. J ON This is
the normal operating position after the engine is started. The starter cranks the engine to start
it. Page Instruments and controls 3. Turn the ignition key while pressing the key inter- lock
release lever. Page Hazard Warning Flasher Instruments and controls Hazard warning flasher
The hazard warning flasher is used to warn other drivers when you have to park your vehicle
under emergency conditions. The hazard warning flasher works with the ignition switch in any
position. To turn on the hazard warning flasher, push the haz- ard warning button on the
instrument panel. Page B Odometer The odometer shows the total distance that the ve- hicle
has been driven. B Double trip meter 1 A trip meter 2 B trip meter The trip meter shows the
distance that the vehicle has been driven since you last set it to zero. To change the mode
indication, briefly push the knob. Page Fuel Gauge Instruments and controls after the engine
speed is reduced below the red zone. J Fuel gauge 1 Low fuel warning light The fuel gauge
shows the approximate amount of fuel remaining in the tank. Page Warning And Indicator
Lights If any lights fail to come on, it indicates a burned-out bulb or a malfunction of the
corresponding system. Continued vehicle operation without having the emission control
system checked It may take several driving trips. B If the light is blinking Page Abs Warning
Light If the light flashes after the engine starts, it may indi- cate that the automatic transmission
control system is not working properly. D If at all in doubt about whether the brakes are
operating properly, do not drive the ve- hicle. J Front-wheel drive warning light for AT vehicles
â€” if equipped This light comes on when All Wheel Drive is disen- gaged and the drive
mechanism is switched to Front Wheel Drive for maintenance or similar purposes. To switch

back to low beam, pull the lever back to the detent position. J Daytime running light system The
low beam headlights will automatically come on at reduced brightness when the engine has
started, under the following conditions: D The parking brake is fully released. Page Illumination
Brightness Control up or down slightly and hold it during the lane change. The turn signal
indicator lights will flash in the direction of the turn or lane change. The lever will return
automatically to the neutral position when you release it. Page Parking Light Switch Instruments
and controls Parking light switch The parking light switch operates regardless of the ignition
switch position. By pushing the front end of this switch, following lights will come on. Also,
when driving the vehicle when there are freezing temperatures, use non-freezing type wiper
blades. D Clean your wiper blades and window glass periodically with a washer solution to
prevent streaking, and to remove accumulations of road salt or road film. Page down. The
operating interval can be adjusted continuously from the shortest interval to the longest. The
washer fluid sprays until you release the washer button. The wip- ers operate while you push
the button. To turn it off, push the switch again. The indicator light located on the switch lights
up while the rear window defogger is operating. NOTE If your vehicle is equipped with the
outside mir- ror defogger, the outside mirror defogger oper Page Mirrors Mirrors Always check
that the inside and outside mirrors are properly adjusted before you start driving. J Inside
mirror 1 Tab The inside mirror has a day and night position. Pull the tab at the bottom of the
mirror toward you for the night position. Page Instruments and controls the button will
illuminate. D By pressing and releasing the right button, the compass display is toggled on or
off. When the compass is on, an illuminated compass reading will appear in the lower part of the
mirror. Even with the mirror in anti-glare mode, the mirror surface turns bright if the
transmission is shifted into reverse. Page Outside Mirrors n Compass zone adjustment
Compass calibration zones 1. The zone setting is factory preset to Zone 8. Page Instruments
and controls lanes. Use the inside mirror or glance back- wards to determine the actual size and
dis- tance of objects that you view in convex mir- ror. Page Tilt Steering Wheel cator light
located on the switch lights up while the outside mirror defogger is operating. The defogger will
automatically shut off after about 15 minutes. If the mirror clears before that time, push the
switch to turn it off. This may cause loss of vehicle control and result in personal injury. Page
Climate control Ventilator Air flow selection. B Side ventilators 1 Open 2 Close Move the knob in
any direction you prefer to adjust the flow direction. Page Heater Operation Climate control
Outside air : Outside air is drawn into the passenger compartment. Switch to the tion as soon as
the outside dusty condition clears. J Heater operation B Defrosting or defogging the windshield
To direct warm air to the windshield and front door windows: 1. Page B Heating and defrosting
To direct warm air toward the floor and the wind- shield: 1. Set the temperature control dial to
the most com- fortable level. Page Climate control 3. Set the fan speed control dial to the
desired speed. NOTE Warm air also comes out from the right and left air outlets. To stop warm
air flow from these out- lets, turn the corresponding knob clockwise. Page Air Conditioner
Operation To force outside air through the instrument panel outlets: 1. Set the temperature
control dial all the way left. Page Climate control 4. Set the temperature control dial to the blue
side. Set the fan speed control dial at the highest speed. B Defrosting or defogging To direct
warm air to the windshield and front door windows: 1. Page Operating Tips For Heater And Air J
Checking air conditioning system before summer season Check the air conditioner unit for
refrigerant leaks, hose conditions, and proper operation each spring. Therefore, the method of
adding, chang- ing or checking the refrigerant is different from the method for CFC12 Freon.
Repairs needed as a result of using the wrong refrigerant are not covered under warranty.
Replacement schedule: Every 12 months or 7, miles 12, km Page Antenna system FM reception.
Such devices may cause the elec- tronic control system to malfunction if they are incor- rectly
installed or if they are not suited for the ve- hicle. See the pages indicated in this section for
operating details. Page Display Control mode Bass control Treble control Balance con- To
increase left speaker volume and decrease trol Fader control To increase rear speaker volume
and decrease Volume con- trol Turn counterclockwise For less bass For less treble right
speaker volume front speaker volume For less volume Audio Each time this button is pressed,
the band will change in the fol- lowing order: The display indicates which one is currently Page
Audio 3. Press one of the preset buttons 5 for at least 2 seconds to store the frequency. The
frequency of the station will flash once on the display at this time. If the button is pressed for
less than 2 seconds, the preceding selection will remain in memory. Page B To play back a
compact disc n When CD is not in the player Hold a disc with a finger in the center hole while
gripping the edge of the disc, then insert it in to the slot with the label side up and the player will
auto- matically pull the disc into position. Page An optional CD changer can be connected to
this audio unit. Consult the instructions that accompany the CD changer for operating the CD
changer itself e. The display shows the current disc number, track number and the elapsed time

during playback. Page ing and start playback beginning with the first track on the current disc.
Release the button to stop fast reverse. If you continue fast reverse to the beginning of the disc,
the CD changer will automatically stop fast reverse and start playback beginning with the first
Page Audio Display Control mode Bass control Treble control Balance control Fader control
Volume control Turn counterclockwise For less bass For less treble To increase left speaker
volume and decrease right speaker volume To increase rear speaker volume and decrease front
speaker volume For less volume Turn clockwise For more bass Page n Tone control The
volume control dial 7 normally function as vol- ume control. The dial become a control for Bass
or Treble when you select the appropriate tone control mode. Choose desired level for each
mode by turning the volume control dial. Page Audio B Manual tuning TUNE "" : Tuning to a
higher frequency : Tuning to a lower frequency "" : Seeking the next higher station AA : Seeking
the next lower station n Manual tuning Turn the tuning knob 4 clockwise and release it immediately to increase the tuning frequency and turn the tuning knob counterclockwise and
release it im- mediately to decrease the tuning frequency. Page Audio B How to preset stations
1. Press one of the preset buttons 5 for at least 1. D Put cassettes back in their boxes
immediately after use to protect them from dust and dirt and to prevent the tape from
unwinding. D Never expose cassettes to heat, direct sunlight or moisture. If a disc is inserted
with the label side down, it might be ejected or the player might shut off. Each time the knob is
turned and released, the indicated track number will increase. To remove more discs in
succession, repeat Steps 1 and 2. Doing so can cause me- chanical damage to the CD changer.
D Use only music CDs identified by a mark. Page will be ejected and the indicator light will
begin blinking. CD-RWs cannot be used. Also, some CD-Rs cannot be played. Page Interior light
Dome light. Page Interior Equipment Interior equipment Interior light When leaving your vehicle,
make sure the light goes out to avoid battery discharge. DOOR middle position : The dome light
comes on when any of the doors or the rear gate on wagon is opened. Page Sun Visors Map
light if equipped To turn on the spotlight, push the switch. When leaving the vehicle, make sure
the light is turned off to avoid battery discharge. Sun visors To block out glare, swing down the
visors. To use the sun visor at a side window, swing it down and move it sideways. J Vanity
mirror if equipped To use the vanity mirror, swing down the sun visor and open the vanity
mirror cover. D Do not store spray cans, containers with flammable or corrosive liquids or any
other dangerous items in the storage compartment. J Coin tray To open the coin tray, pull the
upper edge of the lid. Page Cup Holder Cup holder J In instrument panel To use the cup holder,
push its front surface and pull it out completely. Beverages, if hot, might burn you or your
passengers. Spilled beverages may also damage upholstery, car- pets or audio equipment.
Page Cigarette Lighter Socket A cigarette lighter plug is an optional accessory. The cigarette
lighter socket may also be used as a power source for an in-car use electrical appliance. Do not
use non-genuine cigarette lighter plugs in the socket. Doing so may cause a short-circuit and
overheating, result- ing in a fire. Interior equipment â€” Fully close the ashtray after using it to
help reduce residual smoke. To remove the ashtray for cleaning, open it and pull it out while
pushing the inner plate down. The floor mat is secured using the built-in grommet, by placing
the grommet over the pin and pushing downward. And do not hang items on the coat hook that
weigh 2. Page To Remove The Cover it is rewinding. Putting excessive weight on the extended
cover can break it and an object on the cover could tumble forward in the event of a sudden
stop or collision. This could cause serious injury. Insert the projections located on the both
ends of the sleeve into the recesses of the retainers. Never try to secure cargo that exceeds the
capacity of the hooks. The maximum load capacity is 44 lbs 20 kg per an hook. Under-floor
storage compartment if equipped The storage compartment is located under the floor of the
cargo area and can be used to store small Page Fuel Fuel requirements. J Fuel requirements B
2. Starting and operating In addition, some gasoline suppliers are now pro- ducing reformulated
gasolines, which are designed to reduce vehicle emissions. J Fuel filler lid and cap B Refueling
1. Page 1 Open 2 Close 2. Remove the fuel filler cap by turning it slowly counterclockwise.
Before refueling, always first stop the engine and make sure that there are no lighted cigarettes,
open flames or electrical sparks in the adja- cent area. Page State Emission Testing U. If you
use the wrong cap, it may not fit or have proper venting, and your fuel tank and emission
control system might be damaged. Page Subaru AWD vehicles from the portion of the testing
program that involves a two-wheel dynamometer. There some states that dynamometers in their
testing programs. When properly used, that equipment will not damage an AWD Subaru vehicle.
Preparing to drive You should perform the following checks and adjust- ments every day before
you start driving. If the engine fails to start after operating the starter for five to ten seconds,
wait for ten seconds or more be- fore trying again. J Manual transmission vehicle 1. Confirm
that all warning and indicator lights have gone out after the engine has started. The fuel injection system automatically lowers the idle speed as the engine warms up. Page Stopping The

Engine Stopping the engine The ignition switch should be turned off only when the engine is
idling. This will cause loss of power to the power steering and the brake booster, making
steering and braking more difficult. Page Shifting Speeds Starting and operating in neutral,
release the clutch pedal momentarily, and then try again. Engine braking has no effect in either
of these conditions and the risk of an accident is consequently increased. Page Automatic
Transmission Starting and operating labor. On steep downgrades, downshift the transmission
to 4th, 3rd or 2nd gear as necessary; this helps to maintain a safe speed and to extend brake
pad life. In this way, the engine provides a braking effect. Shifting while the vehicle is moving
may cause dam- age to the transmission. Page Starting and operating With the brake pedal
depressed, move the lever along the gate. Move the lever along the gate. The selector lever has
seven positions. B P Park This position is for parking the vehicle and starting the engine. In this
position, the transmission is mechanically locked to prevent the vehicle from rolling freely.
Engine braking has no effect in this condition and the risk of an accident is consequently
increased. B D Drive This position is for normal driving. The transmission automatically shifts
into a suitable gear from 1st to 4th according to the vehicle speed and the acceleration you
require. Page Starting and operating B 3 Third This position is for using engine braking when
going down a hill or for climbing a grade. The transmission automatically shifts into a suitable
gear from 1st to 3rd according to the vehicle speed and the acceleration you require. Page Shift
Lock Release NOTE In order to prevent over-revving during decelera- tion of the vehicle, the
transmission will remain in the current gear if the speed of the vehicle is in excess of the
Maximum Allowable Speed for the gear to which the selector lever has been moved. Page 5.
Remove the screwdriver from the hole. Depress the brake pedal and start the engine. Page Rear
Viscous Limited Slip Differential Lsd Wrx Rear viscous limited slip differential LSD WRX The
LSD provides optimum distribution of power ac- cording to the difference in revolutions
between the right and left rear wheels that may be caused by certain driving conditions, thereby
improving driving stability on snow-covered, muddy or other slippery roads. This can cause
dangerous overheat- ing of the brakes and needless wear on the brake pads and linings. B
When the brakes get wet When driving in rain or after washing the vehicle, the brakes may get
wet. You should always main- tain a safe following distance from other ve- hicles. D When
driving on badly surfaced roads, grav- el roads, icy roads, or over deep newly fallen snow,
stopping distances may be longer for a vehicle with the ABS system than one without. Page D
The warning light comes on during driving. Page Parking Your Vehicle Starting and operating
Parking your vehicle J Parking brake To set the parking brake, press the brake pedal firm- ly
and hold it down while fully pulling up the parking brake lever. To release the parking brake, pull
the lever up slight- ly, press the release button, then lower the lever while keeping the button
pressed. Page When parking on a hill, always turn the steering wheel. When the vehicle is
headed up the hill, the front wheels should be turned away from the curb. Starting and operating
When facing downhill, the front wheels should be turned into the curb. Page Cruise Control If
Equipped Starting and operating as they may burn easily if they come near hot engine or
exhaust system parts. D Be sure to stop the engine if you take a nap in the vehicle. If engine
exhaust gas enters the passenger compartment, occupants in the ve- hicle could die from
carbon monoxide CO contained in the exhaust gas. The indicator light on the switch will come
on. Depress the accelerator pedal until the vehicle reaches the desired speed. Starting and
operating 3. Page 4 mph 6. This occurs because the cruise control system unit regards this
lever operation as that intended to decrease the ve- hicle speed. Page New vehicle break-in
driving â€” the first 1, miles 1, km Fuel economy hints Engine exhaust gas Carbon monoxide
Catalytic converter. Page Driving Tips Driving tips New vehicle break-in driving â€” the first 1,
miles 1, km The performance and long life of your vehicle are dependent on how you handle and
care for your ve- hicle while it is new. Follow these instructions during the first 1, miles 1, km : D
Do not race the engine. Engine ex- haust gas contains carbon monoxide, a color- less and
odorless gas which is dangerous, or even lethal, if inhaled. D Always properly maintain the
engine ex- haust system to prevent engine exhaust gas from entering the vehicle. Page
Catalytic Converter Driving tips Catalytic converter Turbo models Non-turbo models The
catalytic converter is installed in the exhaust system. To avoid damage to the catalytic
converter: D Use only unleaded fuel. Page Periodic Inspections D Keep your engine tuned-up. If
you feel the engine running rough misfiring, backfiring or incomplete combustion , have your
vehicle checked and re- paired by an authorized SUBARU dealer. D Do not apply undercoating
or rust prevention treatment to the heat shield of catalytic converter and the exhaust system.
Page safety purposes as well as to avoid damaging the AWD system, you should keep the
following tips in mind: D An AWD vehicle is better able to climb steeper roads under snowy or
slippery conditions than a two wheel drive vehicle. There is little difference in han- dling,
however, during extremely sharp turns or sud- den braking. Page Off Road Driving Subaru can

be driven on ordinary roads or off-road. If you do take your Subaru off-road, certain Page aid kit
and portable phone or citizens band radio. D Drive carefully. Do not take unnecessary risks by
driving in dangerous areas or over rough terrain. D Slow down and employ extra caution at all
times. When driving off-road, you will not have the benefit of marked traffic lanes, banked
curves, traffic signs and the like. Remember that damage done to your Subaru while operating it
off-road and not using common sense precautions such as those listed above is not eligi- ble
for warranty coverage. Page cold weather. Heavy summer oil will cause harder starting. Keep
the door locks from freezing by squirting them with deicer or glycerin. Forcing a frozen door
open may damage or sepa- rate the rubber weather strips around the door. If the door is frozen,
use hot water to melt the ice, and af- terwards thoroughly wipe the water away. This may cause
loss of vehicle control. B Wiper operation when snowing Before driving in cold weather, make
sure the wiper blades are not frozen to the windshield or rear win- dow. Page Tire Chains
Driving tips gerous and lead to loss of vehicle control. D You must install four winter tires that
are of the same size, construction, brand, and load range. Page Loading Your Vehicle chains
â€” overconfidence because you are driving with tire chains could easily lead to a serious accident. J Rocking the vehicle If you must rock the vehicle to free it from snow, sand, or mud,
depress the accelerator pedal slightly Page Vehicle Capacity Weight Driving tips WARNING D
When you carry something inside the ve- hicle, secure it whenever you can to prevent it from
being thrown around inside the vehicle during sudden stops, sharp turns or in an ac- cident. D
Do not pile heavy loads on the roof. Page The load capacity of your vehicle is determined by
weight, not by available cargo space. It includes the total weight of driver and all passengers
and their belongings, any optional equipment such as a trailer hitch, roof rack or bike carrier,
etc. Therefore, the GVW changes depending on the situation. The GVWR equals Curb Weight
actual weight of your vehicle â€” including standard equip- ment, fluids, emergency tools and
spare tire assem- bly plus the vehicle capacity weight. The maximum load limit of the cargo,
cross- bars and carrying attachment must not exceed lb. Page Driving tips 2. Carefully raise the
crossbar from roof rails. Load Label on left- hand side. Page Driving tips Rear crossbar: F Front
of vehicle 1 T30 torxR head screw 2 Front arrow label 3 Rear crossbar 4 0 inch 0 mm 5 Roof rail
end support 6 Joint line 7 Front arrow label Install the rear crossbar in the same manner as the
front crossbar. Page Trailer Hitch If Equipped the four T crossbar clamp screws have been
checked, and retightened if necessary to 35 inch lbs. Trailer hitch if equipped The trailer hitch is
designed to tow a Class 1 rated load. Page Connecting A Trailer Driving tips for positive locking
placement before towing a trailer. If the ball mount comes off the hitch re- ceiver, the trailer
could get loose and create a traffic safety hazard. D Use only the ball mount supplied with this
hitch. Page 1 Hitch ball installation point 2 Hooks for safety chains 5. Use only a hitch ball that
is appropriate for the ball mount and your trailer. The hitch ball must be securely installed on
the ball mount. Connect your trailer to the hitch ball. Page Driving tips Hitch harness connector
â€” Wagon 8. Confirm proper function of the hitch wire harness by individually activating the
brake, right turn signal, left turn signal, stop, and parking lights on the trailer. In addition, Page
Driving tips B Total trailer weight Total trailer weight The total trailer weight trailer weight plus
its cargo load must never exceed the maximum weight shown below. When towing a trailer with
brakes. Gross Vehicle Weight GVW is the combined total of the weight of the vehicle, driver,
passengers, lug- gage, trailer hitch, trailer tongue load and any other optional equipment
installed on your vehicle. The front and rear GAWs can be adjusted by relocating passengers
and luggage inside the vehicle. Page B Tongue load Tongue load Ensure that the trailer tongue
load is from 8 to 11 percent of the total trailer weight and does not exceed the maximum value
of lbs 90 kg. Page Trailer Hitches Driving tips F Front of vehicle The tongue load can be
adjusted by proper distribu- tion of the load in the trailer. Never load the trailer with more weight
in the back than in the front; approximately 60 percent of the trailer load should be in the front
and approximately 40 percent in the rear. If use of a non-genuine hitch is unavoidable, be sure
the hitch is suited to your vehicle and trailer. Check for proper operation of the turn sig- nals,
the brake lights and parking lights each time you hitch up. You should also keep the follow- ing
tips in mind: B Before starting out on a trip D Check that the vehicle and vehicle-to-hitch mounting are in good condition. B Driving on grades D Before going down a steep hill, slow down and
Page Driving tips D If your vehicle has an automatic transmission, avoid using the accelerator
pedal to stay stationary on an uphill slope instead of using the parking brake or foot brake. That
may cause the transmission fluid to overheat. Page In case of emergency If you park your
vehicle in case of an emergency Temporary spare tire if equipped Flat tires. Page In Case Of
Emergency In case of emergency If you park your vehicle in case of an emergency The hazard
warning flasher should be used in day or night to warn other drivers when you have to park
your vehicle under emergency conditions. Avoid stopping on the road. It is best to safely pull
off the road if a problem occurs. Page Temporary Spare Tire If Equipped Temporary spare tire if

equipped The temporary spare tire is smaller and lighter than a conventional tire and is
designed for emergency use only. Remove the temporary spare tire and re- install the
conventional tire as soon as possible be- cause the spare tire is designed only for temporary
use. Page Flat Tires Flat tires If you have a flat tire while driving, never brake sud- denly; keep
driving straight ahead while gradually reducing speed. Then slowly pull off the road to a safe
place. Take out the spare tire, jack, and wheel nut wrench. The spare tire is stored under the
floor of the trunk or cargo area. Page Sedan: Remove the floor cover from the trunk. Re- move
the storage compartment if so equipped. Turn the attaching bolt counterclockwise, then take
the spare tire out. In case of emergency Wagon: Open the lid and hang the hook provided on the
under side of the lid on the rear edge of the roof to keep the lid open. Page In case of
emergency Remove the storage compartment. Page wise to loosen it, then remove the jack. If
the jackscrew is too tight to be loosened by hand, loosen it using a screwdriver or the jack
handle. The jack handle is stored under the spare tire cover. NOTE Make sure the jack is well
lubricated before us- ing it. Page In case of emergency 7. Loosen the wheel nuts using the
wheel nut wrench but do not remove the nuts. Vehicle with side sill skirt Page In case of
emergency 8. Place the jack under the side sill at the front or rear jack-up point closest to the
flat tire. Turn the jackscrew by hand until the jack head en- gages firmly into the jack-up point.
Page In case of emergency Before putting the spare tire on, clean the mounting surface of the
wheel and hub with a cloth. Put on the spare tire. Replace the wheel nuts. Tighten them by hand.
Page the wheel nuts to the specified torque, following the tightening order in the illustration.
The torque for tightening the nuts is 58 to 72 ft-lb 80 to N-m, 8 to 10 kg-m. This torque is
equivalent to applying about 88 to lbs 40 to 50 kg at the top of the wheel nut wrench. In a
sudden stop or collisions, loose equipment could strike occupants and cause injury. Store the
tire and all tools in the proper place. Do not jump start unless cables in suitable condition are
available. D A running engine can be dangerous. Keep your fingers, hands, clothing, hair and
tools away from the cooling fan, belts and any other moving engine Page In case of emergency
1 Booster battery 2 Engine lifting bracket Observe the following procedures for safety. Page will
cause the vehicle to spin away due to the operation or deterioration of the center differ- ential. J
Towing and tie-down hooks The towing hooks should be used only in an emer- gency e. Page In
case of emergency taching the towing hook. Screw the towing hook into the threaded hole until its thread can no longer be seen. Tighten the towing hook securely with a wheel nut wrench.
After towing, remove the towing hook from the vehicle and stow it in the tool bag. Never use
suspension parts or other body parts for towing or tie-down pur- poses. D Never use the
tie-down hook on the under- side of the vehicle closest to the muffler for towing purposes. Pull
up the parking brake lever firmly. Secure the vehicle onto the carrier properly with safety
chains. D Remember that the brake booster and pow- er steering do not function when the
engine is not running. To take out the jack, turn the jackscrew counter- clockwise to loosen it,
then remove the jack. Sedan 1 Jack 3 Spare tire Page Wagon 1 Jack 3 Spare tire 2 Jack handle
The jack handle is stored under the spare tire cover. Page Appearance Care Appearance care
Exterior care Wash the vehicle at least once a month to avoid contamination by road grime.
Wash dirt off with a wet sponge and plenty of luke- warm or cold water. NOTE Be careful not to
block with windshield washer nozzles with wax when waxing the vehicle. Special materials and
protective finishes have been used on most parts of the vehicle to help maintain fine
appearance, strength, and reliable op- eration. J Most common causes of corrosion The most
common causes of corrosion are: 1. Page Cleaning The Interior Use the cleaner according to its
instructions. J Leather seat materials The leather used by SUBARU is a high quality natu- ral
product which will retain its distinctive appear- ance and feel for many years with proper care.
Page Synthetic Leather Upholstery If your SUBARU is to be parked for a long time in bright
sunlight, it is recommended that the seats and headrests be covered, or the windows shaded, to
prevent fading or shrinkage. Page Maintenance And Service Maintenance schedule Maintenance
precautions Engine hood. Page Maintenance and service Tire inspection Tire pressures and
wear. Page Maintenance Schedule If you perform maintenance and service by yourself, you
should familiarize yourself with the information provided in this section on general maintenance
and service for your SUBARU. Incorrect or incomplete service could cause improper or unsafe
vehicle operation. Any problems Page This will cause a fire. D Wear adequate eye protection to
guard against getting oil or fluids in your eyes. If something does get in your eyes, thoroughly
wash them out with clean water. Page Engine Hood suddenly even when the engine is stopped.
J When you do checking or servicing in the engine compartment while the engine is running A
running engine can be dangerous. Keep your fingers, hands, clothing, hair and tools away from
the cooling fan, belts and any other moving engine parts. Page Maintenance and service 2.
Release the secondary hood release located under the front grille by moving the lever toward
the left. Page WRX: 1. Lift the hood slightly and remove the hood prop from the slot in the hood

and return the prop to its retainer. Lower the hood until it approaches about 12 in. After closing
the hood, be sure the hood is securely locked. Park the vehicle on a level surface and stop the
engine. Pull out the dipstick, wipe it clean, and insert it again. Page Changing The Oil And Oil
Filter If you check the oil level just after stopping the en- gine, wait a few minutes for the oil to
drain back into the oil pan before checking the level. Just after driving or while the engine is
warm, the engine oil level reading may be in a range between the upper level and the notch
mark. Page Maintenance and service ing washer after the oil has completely drained out.
Remove the oil filter with an oil filter wrench. Before installing a new oil filter, apply a thin coat
of engine oil to the seal. Use of improper coolants may result in corrosion in the cooling
system. Page Engine Coolant Check the fuse and re- place it if necessary. If the fuse is not
blown, have the cooling system checked by your SUBARU deal- If frequent addition of coolant
is necessary, there may be a leak in the engine cooling system. It is rec- ommended that the
cooling system and connections be checked for leaks, damage, or looseness. Page 1 Rubber
gaskets 3. After refilling the reserve tank and the radiator, re- install the caps and check that the
rubber gaskets inside the radiator cap are in the proper position. Since the coolant is under
pressure, you may suffer serious burns from a spray of boiling hot coolant when the cap is
removed. Page Guideline of coolant quantity including coolant in reser- voir tank : Non-turbo
models: MT. Under extremely dusty conditions, replace it more frequently. Page 1 Bolt 1.
Remove the bolt securing the rear air cleaner ele- ment case. Unsnap the three clamps holding
the rear air cleaner element case. Maintenance and service 1 Air cleaner element 3. Separate the
rear air cleaner element case from the front cleaner element case and remove the air cleaner
element. Page Maintenance and service B Turbo models 1. Unsnap the two clamps holding the
air cleaner case cover. Open the air cleaner case cover and remove the air cleaner element.
Page Spark Plugs Spark plugs It may be difficult to replace the spark plugs. D Make sure the
cables are replaced in the correct order. Deflection New belt 0. Page Maintenance and service
Turbo model Check the oil level monthly. Page Automatic Transmission Fluid Maintenance and
service Automatic transmission fluid J Checking the fluid level The automatic transmission fluid
expands largely as its temperature rises; the fluid level differs according to fluid temperature.
Therefore, there are two differ- ent scales for checking the level of hot fluid and cold fluid on the
dipstick. Pull out the dipstick and check the fluid level on the gauge. Pull out the dipstick again
and check the oil level on it. If it is below the lower level, add oil to bring the level up to the
upper level. Page Power Steering Fluid Maintenance and service J Recommended grade and
viscosity Each oil manufacturer has its own base oils and ad- ditives. Never use different
brands together. If the fluid level is extreme low, it may indicate pos- sible leakage. Page Brake
Fluid D If the vehicle requires frequent refilling, there may be a leak. With the engine off,
depress the brake pedal sev- eral times, applying the same pedal force each time. The distance
the pedal travels should not vary. Page Brake Pedal N, 30 kg and measure the distance between the upper surface of the pedal pad and the floor. When the measurement is smaller than
the specifi- cation, or when the pedal does not operate smooth- ly, contact with your SUBARU
dealer. Page Parking Brake Stroke about 44 lb, N, 20 kg. If the parking brake le- ver stroke is not
within the specified range, have the brake system checked and adjusted at your SUBARU
dealer. Page Tires And Wheels Check on a daily basis that the tires are free from serious
damage, nails, and stones. At the same time, check the tires for abnormal wear. D The tires are
considered cold when the vehicle has been parked for at least three hours or has been driven
less than one mile 1. Page Maintenance and service D Abnormally low tire pressure tread worn
at shoulders Rolling resistance is high, so fuel consumption is also higher. Also, the tire
magnifies the effects of road-surface bumps and dips, possibly resulting in vehicle damage.
Also have them ad- justed after tire repairs and after tire rotation. Page Tire Rotation
Maintenance and service be replaced when the tread wear indicator appears as a solid band
across the tread. With a tire in this condition, driving at high speeds in wet weather can cause
the vehicle to hydro- plane. Page Tire Replacement You are advised to replace the tires with
new ones that are identical to those fitted as standard equip- Maintenance and service ment.
Wheels not meeting specifica Page Wheel Covers J Wheel covers B Removing the wheel cover
Insert the wheel cover remover into the notch pro- vided, and pry the wheel cover off.
Maintenance and service B Installing the wheel cover Align the valve with the valve hole in the
cover, then fit the cover on the wheel by tapping your hand evenly around the circumference of
the cover. Replacement of windshield wiper Freezing blades Grease, wax, insects, or other
material on the wind- shield or the wiper blade results in jerky wiper operation and streaking on
the glass. Page Maintenance and service 1 Stopper 2. Remove the wiper blade assembly by
holding its pivot area and pushing it in the direction shown by the arrow while depressing the
wiper blade stopper. Grasp the locked end of the blade rubber as- sembly and pull it firmly until
the stoppers on the rubber are free of the metal support. Page 1 Metal spines 4. If the new blade

rubber is not provided with two metal spines, remove the metal spines from the old blade
rubber and install them in the new blade rub- ber. Maintenance and service 5. Align the claws of
the metal support with the grooves in the rubber and slide the blade rubber as- sembly into the
metal support until it locks. Page Battery Maintenance and service 1 Stopper Be sure to position
the claws at the end of the metal support between the stoppers on the rubber as shown. If the
rubber is not retained properly, the wiper blade may scratch the windshield. Page battery
terminal and anything connected to it WHILE you are at the same time in contact with any other
metallic portion of the vehicle because a short circuit will result. D Keep everyone including
children away from the battery. D Charge the battery in a well-ventilated area. D Battery posts,
terminals and related acces- sories contain lead and lead compounds, chemicals known to the
State of California to The fuses are designed to melt during an overload to prevent damage to
the wiring harness and electri- cal equipment. Page Maintenance and service To remove the
coin tray, open the cover and pull the The other one is housed in the engine compartment. Page
Maintenance and service 1 Fuse puller 2 Spare fuse The fuse puller and spare fuses are stored
in the main fuse box cover in the engine compartment. Page Main Fuse 5. Inspect the fuse. If it
has blown, replace it with a spare fuse of the same rating. If the same fuse blows again, this
indicates that its system has a problem. Maintenance and service Such accessories may cause
the elec- tronic system to malfunction if they are incorrectly installed or if they are not suited for
the vehicle. Page Headlight HB3 moistened with alcohol. Page 1 Push 2 Pull 1. Disconnect the
electrical connector while press- ing the lock release tab. Maintenance and service 2. Remove
the bulb holder from the headlight as- sembly by turning it counterclockwise. Page Maintenance
and service 3. Remove the bulb from the headlight assembly. Install the new bulb. Install the
bulb holder in the headlight assembly by turning it clockwise until it locks. Reconnect the
electrical connector. Page It may be difficult to replace the bulbs. Page Maintenance and service
1. Remove the front grille. Use a screwdriver to de- 2. Loosen three clips to remove the grille
side cover. Page Maintenance and service and then detach headlight assembly. Remove the
bulb socket from the headlight as- sembly by turning it counterclockwise. Pull the bulb out of
the socket. Install a new bulb. Set the bulb socket into the headlight assembly and turn it
clockwise until it locks. Page Maintenance and service J Front fog light if equipped 1. Remove
the front fog light assembly by removing the three bolts. Disconnect the connector. Remove the
front fog light case cap by turning it counterclockwise. Disconnect the connector behind the
case cap. Release the retainer spring. Replace the bulb with a new one. Then reconnect the
connectors and reinstall the removed parts in the reverse order of removal. Page Rear
Combination Lights Maintenance and service prying the edge of the lens with a regular
screwdriv- er. At this time, use a cloth to protect the body from being damaged by the
screwdriver. Remove the bulb holder from the front side mark- er light assembly by turning it
counterclockwise. Page B Wagon 1. Using a Phillips screwdriver, remove the upper and lower
screws that secure the side cover of the rear combination light assembly. Remove the upper
and lower screws. Then, slide the rear combination lamp assembly to the rear and remove it
from the vehicle. Remove the bulb holder from the rear combina- tion light assembly by turning
it counterclockwise. Remove the bulb from the socket by pushing it and turning
counterclockwise. Page Trunk Light Maintenance and service 1. Remove the lens by prying the
edge of the lens with a regular screwdriver. Reinstall the lens. J Trunk
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light 1. Remove the cover by squeezing its sides and pulling it. Remove the mounting screw
covers by prying the edge with a screwdriver. Remove the mounting screws using a phillips
screwdriver and then remove the high mount stop light cover. Page Specifications
Specifications Specifications Page Specifications Specifications Specifications These
specifications are subject to change without notice. J Dimensions Item 2. Uniform tire quality
grading standards This information indicates the relative performance of passenger car tires in
the area of treadwear, trac- tion, and temperature resistance. Page WARNING The traction grade
assigned to this tire is based on straight-ahead braking traction tests, and does not include
acceleration, cor- nering, hydroplaning, or peak traction charac- teristics. This manual is also
suitable for: outback sport. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

