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Owner's Manual pages. Symbols, used on your vehicle, Notice: These mean there is something
that could are shown along with the text describing the operation damage your vehicle. The
sudden movement could startle adjust the seat forward or and confuse you, or make you push a
pedal rearward. Release the lever to lock the seatback where you want it. By using the levers
and straps in the correct order, you can easily remove the seats from the vehicle. When you put
the seats back in the vehicle, follow the label on the back of the seat for proper location. There
are and the seats can be removed individually. Page 15 The other lever is located Folding or
Reclining the Seatbacks on the rear of the seat. That could cause injury to the person sitting
there. Always press rearward on the seatback to be sure it is locked. Page Removing The Split
Bench Seat To return the seatback to an upright position, pull on the nylon strap or lift the
recliner lever without putting any pressure on the seatback. Push and pull on the seatback to be
sure it is locked into place. Removing the Split Bench Seat Make sure the seatback is in the
upright position. Page 17 4. If the seat is in the second row, lift one of the adjustment levers and
slide the seat fully rearward. To unlatch the front latches, squeeze the angled bar toward the
straight crossbar. Remove the seat by rocking it slightly forward, 5. The person forward in a
sudden stop or crash. That could wearing the belt could be seriously injured. Page 19 2. Page
20 5. Lift the seatback recliner lever or pull the nylon strap on the back of the seat and raise the
seatback until it locks upright. Push and pull on the seatback to check that it is locked. If your
vehicle has the bucket seats, the seatbacks can be folded down or reclined. The seats can also
be adjusted forward or rearward and removed. One of the bucket seats may be equipped with a
built-in child restraint. Page Removing The Bucket Seats To recline the seatback, pull the nylon
strap or lift the recliner lever. Press back on the seatback until you reach the desired position,
then let go of the strap or lever. To return the seatback to an upright position, pull on the nylon
strap or lift the recliner lever without putting any pressure on the seatback. Page 24 You can
also lift the lever on the side of the seat to 4. Do not let go of the strap or lever until the seat is
folded all the way forward. Page 26 The bucket seats have seat position labels, located on 2.
Make sure the bucket the back of the seat, showing where the seat must seat is angled so that
go. Follow that diagram. The seat must be placed in the the front hooks proper location for the
legs to attach correctly. There are two adjustment levers on each seat. One is located below the
center, in front of the seat. Page 31 1. Push and pull on the seat to be sure it is properly
attached. Page Stowable Seat Stowable Seat To fold down the seatback, pull up on the lever
located on the back of the seat, Your vehicle may have a stowable seat. The stowable and push
the seatback seat is a full bench seat and comes with the down until it is locked convenience
center. From behind the bench seat, push up the release handles at the base of the seat to
release the 1. See Convenience Center on page for more information. Be sure forward in a
sudden stop or crash. Page 35 The seat must be placed in the proper location for the legs to
attach correctly. A safety belt that is improperly routed, not 1. In a belts properly. It tells you
some things you should not collision, people riding in these areas are more do with safety belts.
When you ride in or on anything, you go as fast as But most crashes are in between. In many of
them, it goes. Page 38 Put someone on it. Get it up to speed. Then stop the vehicle. Page 39 The
person keeps going until stopped by something. In a real vehicle, it could be the windshield
This part is only for people of adult size. Page Driver Position Driver Position 3. Pick up the
latch plate and pull the belt across you. The shoulder belt may lock if you pull the belt across
you very quickly. If this happens, let the belt Lap-Shoulder Belt go back slightly to unlock it.
Page 43 5. To make the lap part tight, pull down on the buckle The lap part of the belt should be
worn low and snug on end of the belt as you pull up on the shoulder belt. In a crash, this applies
force to the strong pelvic bones. You can Before you begin to drive, move the shoulder belt
move the adjuster up just by pushing up on the shoulder adjuster to the height that is right for
you. In a crash, you would move forward too much, which could increase injury. The shoulder
belt is too loose. In a crash, the belt would go up over your abdomen. The belt forces would be
there, not at the pelvic bones. The belt would be much too high. In a crash, you can slide under
the belt. The belt force would then be applied at the abdomen, not at the pelvic bones, and that
could cause serious or fatal injuries. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. Page 50 To unlatch the belt, just push the
button on the buckle. The belt should go back out of the way. Before you close the door, be
sure the belt is out of the way. If you slam the door on it, you can damage both the belt and your
vehicle. Page Safety Belt Use During Pregnancy Safety Belt Use During Pregnancy A pregnant

woman should wear a lap-shoulder belt, and the lap portion should be worn as low as possible,
below the rounding, throughout the pregnancy. Safety belts work for everyone, including
pregnant women. If you ever pull the shoulder portion of the belt out all the way, you will
engage the child restraint locking feature. Page 53 When you sit in the center position bucket
seat, you have a lap safety belt which has a retractor. Pick up the latch plate and, in a single
motion, pull the belt across you. Position and release it the same way as the lap part of a
lap-shoulder belt. Make sure the release button on the buckle is positioned so you would be
able to unbuckle the safety belt quickly if you ever had to. Page Lap Belt Lap Belt If your vehicle
has a third row rear bench seat, someone can sit in the center position. To make the belt
shorter, pull its free end as shown until the belt is snug. Buckle, position and release it the same
way as the lap part of a lap-shoulder belt. Accident statistics show that unbelted people in the
rear seat are hurt more often in crashes than those who are wearing safety belts. Page 57 In the
third row, if the belt stops before it reaches Make sure the release button on the buckle is the
buckle, tilt the latch plate and keep pulling positioned so you would be able to unbuckle the
until you can buckle it. Page 58 The lap part of the belt should be worn low and snug on the
hips, just touching the thighs. In a crash this applies force to the strong pelvic bones. If you slid
under it, the belt would apply force at your abdomen. In a crash, you would move booster seats
and for small adults. Page 60 1. Remove the guide from its storage pocket on the 2. Place the
guide over the belt and insert the two side of the seatback. Page 61 3. Buckle, position and
release the safety belt as The guide must be on top of the belt. Make sure that the shoulder belt
crosses the shoulder. If possible, an older child should wear a Older Children lap-shoulder belt
and get the additional restraint a shoulder belt can provide. The shoulder belt should not cross
the face or neck. Here two children are wearing the same belt. In a crash, the two children can
be crushed together and seriously injured. A belt must be used by only one person at a time.
Here a child is sitting in a seat that has a lap-shoulder belt, but the shoulder part is behind the
child. If the child wears the belt in this way, in a crash the child might slide under the belt.
Instead, they need to use a child restraint. People should never hold a baby in their arms while
riding in a vehicle. Air bags plus lap-shoulder belts offer outstanding protection for adults and
older children, but not for young children and infants. Page 68 For most basic types of child
restraints, there are many different models available. If it is, the restraint will have a label saying
that it meets federal motor vehicle The body structure of a young child is quite safety standards.
Page Child Restraint Systems Child Restraint Systems A rear-facing infant seat B provides
restraint with the seating surface against the back of the infant. The harness system holds the
infant in place and, in a crash, An infant car bed A , a special bed made for use in a acts to keep
the infant positioned in the restraint. Some with surfaces such as T-shaped or shelf-like shields.
Page 71 When choosing a child restraint, be sure the child How do child restraints work? If it is,
it A child restraint system is any device designed for will have a label saying that it meets
federal use in a motor vehicle to restrain, seat, or position motor vehicle safety standards.
Accident statistics show that children are safer if they Keep in mind that an unsecured child
restraint can are restrained in the rear rather than the front seat. We, move around in a collision
or sudden stop and injure therefore, recommend that child restraints be secured people in the
vehicle. Page 73 Anchor the top strap to one of the following anchor points. Be sure to use an
anchor point located on the same side of the vehicle as the seating position where the child
restraint will be placed. If you have an adjustable head restraint, route the top strap under it.
Page Top Strap Anchor Location Top Strap Anchor Location Third Row An anchor bar for a top
strap is located at the rear of Second Row the seat cushion for each second and third row
outboard seating position, and for the center position of the second row. Use the center seating
position to use the anchor bar properly. If the convenience center is in the vehicle, you must lift
the tray sill to use the anchor. Find the LATCH anchorages for the seating position you want to
use, where the bottom of the seatback meets the back of the seat cushion. Do not secure a child
seat in this position if a national or local law requires that the top strap be anchored, or if the
instructions that come with the child restraint say that the top strap must be anchored. Page 80
3. Buckle the belt. Make sure the release button is 4. Pull the rest of the shoulder belt all the way
out of positioned so you would be able to unbuckle the the retractor to set the lock. Page 81 5.
To tighten the belt, push down on the child restraint, pull the shoulder portion of the belt to
tighten the lap portion of the belt and feed the shoulder belt back into the retractor. Make the
belt as long as possible by tilting the latch plate and pulling it along the belt. Put the restraint on
the seat. Page 83 5. To tighten the belt, pull its free end while you push down on the child
restraint. Be sure to follow the instructions that came with the child restraint. Page 85 4. Make
sure the release button is 5. To tighten the belt, feed it back into the retractor positioned so you
would be able to unbuckle the while you push down on the child restraint. Never put a
rear-facing child restraint in this seat. Page 87 A rear seat is a safer place to secure a

forward-facing child restraint. If you need to secure a forward-facing child restraint in the right
front seat, you will be using the lap-shoulder belt to secure the child restraint in this position.
Page 88 5. Pull the rest of the lap belt all the way out of the 6. To tighten the belt, push down on
the child restraint, retractor to set the lock. The safety belt will move freely again and be ready
to work for an adult or larger child passenger. Rotate the head restraint rearward until it touches
the top of the seatback. Make sure there is no gap between the lower edge of the head restraint
and the top of the seatback. Lower the child restraint cushion. Page 94 6. Select only one side of
the harness. Place the Push the latch plate B into the buckle until it clicks. Be sure the buckle is
free of any foreign objects that may prevent you from securing the latch plates. Page 96 On
each side of the the child. Unlatch the harness by pushing the button on the buckle. Unfasten
the shoulder harness clip. Fold the child restraint cushion and leg rest up into the seatback.
Page 99 4. Rotate the head restraint forward and push it all the and secure it by pressing the
upper corners way down. Just like the other restraint systems in your vehicle, your built-in child
restraint needs to be periodically checked and may need to have parts replaced after a crash.
Air bags plus lap-shoulder belts offer the best protection for adults, but The system checks the
air bag electrical system for not for young children and infants. There are parts of the air bag
systems in several places Now and then, make sure the safety belt reminder light around your
vehicle. Be sure to do so. Then the new buckle assembly will be there to help protect you in a
collision. They could operate the power windows or other controls or even make the vehicle
move. The children or others could be badly injured or even killed. If equipped, the keyless
entry system operates on a If a replacement key or any additional key is needed, radio
frequency subject to Federal Communications you must purchase this key from your dealer.
This is Remote Keyless Entry System normal for any remote keyless entry system. Page Battery
Replacement Battery Replacement Under normal use, the battery in your remote keyless entry
transmitter should last about three years. You can tell the battery is weak if the transmitter will
not work at the normal range in any location. If you have to get close to your vehicle before the
transmitter works, it is probably time to change the battery. Always lock your vehicle whenever
you leave it. If your vehicle has power door locks, you may be able to unlock all of the doors
and the liftgate by inserting the key, turning it toward the front of the vehicle, and holding it
there for one second. Page Power Door Locks Power Door Locks You can lock all doors and the
liftgate from the inside by pressing the rear of the power lock switch on either front door. With
the content theft-deterrent system, the power door lock switch may cause the system to arm.
See Content Theft-Deterrent on page for more details. Page Sliding Door Delayed Locking
Sliding Door Delayed Locking Leaving Your Vehicle If either sliding door is open when you use
the power If you are leaving the vehicle, take your keys, open your door locks to lock the
vehicle, the sliding door that door and set the locks from the inside. Then get out is open will
not lock. To make sure the door does not slam shut be sure to hold it open until everyone is
clear of the door, and only then allow it to slowly close. Page Sliding Door Security Lock Sliding
Door Security Lock Your vehicle is equipped with a sliding door security lock that helps prevent
young children or other passengers from opening the sliding door s using the inside door
handle. To use one of these locks, do the following: 1. Page Power Sliding Door Psd 4. Repeat
Steps 1 through 3 for the other door. Power Sliding Door PSD If your vehicle has the power
sliding door s , you can If your vehicle has this feature, you can open and close override the
security lock by pressing either power door the sliding door s using the switches inside of your
lock switch while the power sliding door override vehicle. Page If you have the dual sliding
doors, your vehicle has these switches. The power sliding door and the power sliding door
override is one switch. This is a warning that the sliding door s is not completely closed. If this
ever happens, do not try to force the sliding door. Page To open the power sliding door s when
the power sliding door override switch es is on, pull the inside or CAUTION: outside handle and
slide the door all the way back. If your vehicle is facing downward on a steep grade 15 percent
or more , the door may not stay open and could slam shut, possibly injuring someone. If the
power sliding door override is on, press the textured end of the power sliding door override The
power sliding door may operate incorrectly or not at switch to turn it off. For more information,
see Remote Keyless Entry System Operation on It can be dangerous to drive with the liftgate
page See Engine Exhaust on page A message in your instrument panel cluster will warn you if
the liftgate is not completely closed. They can be overcome by the extreme heat and suffer
permanent injuries or even death from heat stroke. Never leave a child, a helpless adult, or a pet
alone in a vehicle, especially with the windows closed in warm or hot weather. Your vehicle may
have power rear quarter windows. To open, pull the latch This switch, located in the forward to
release it, then overhead console swing the window switchbank, is used for outward. You
Vehicle theft is big business, especially in some cities. Transmitter Once armed, the alarm will
go off if someone tries to Your alarm system will arm when you use your remote enter the

vehicle without using the remote keyless entry keyless entry transmitter to lock the doors, if the
key transmitter or a key, or turns the ignition to ON. Operation is subject to the following two
conditions: Entry Transmitter 1. Turn the ignition off and try again. Page Canadian Owners: If
you lose or damage your keys, 5. It may not be apparent that the have new keys made. Turn the
key only with windows, audio system and the automatic level control your hand. Page Engine
Coolant Heater 2. If the engine does not start in 10 seconds, push the Engine Coolant Heater
accelerator pedal about one-quarter of the way down while you turn the key to START. Do this
until the engine starts. As soon as it does, let go of the key. The answer depends on the outside
temperature, the 1. Turn off the engine. Instead of trying to list everything here, we ask that you
contact 2. To restart when you are normal driving. Page Parking Brake Parking Brake To release
the parking brake, hold the regular brake pedal down with your right foot while you push down
on the parking brake pedal with your left foot. To release the The parking brake is tension on the
parking brake cable, you will need to apply located under the about the same amount of
pressure to the parking brake instrument panel on the Your vehicle can roll. If you have left the
engine running, the vehicle can move suddenly. It contains the gas carbon monoxide CO ,
which you can not see or smell. It can cause unconsciousness and death. But if It can be
dangerous to get out of your vehicle if you ever have to, here are some things to know. Page
Mirrors Mirrors Then use the control to adjust each mirror so that you can see a little of the side
of your vehicle and the area beside and behind your vehicle when you are Manual Rearview
Mirror sitting in a comfortable driving position. If you are not adjusting either mirror, leave the
control in To reduce glare from lights behind you, pull the lever the center off position. Page 2.
Press and hold down the two outside buttons until transmission. To open the glove box, lift the
latch release. Page Compact Overhead Console Compact Overhead Console Overhead Console
The front overhead console includes two reading lamps, a storage compartment and a
switchbank. Peel the protective backing from the hook and loop Storage compartments. Page
Front Seat Storage Net 4. Once the opener is installed, use the black pegs Front Seat Storage
Net inside the compartment door to make sure the lined area on the compartment door will
contact the control button on your garage door opener when pressed. There may be a storage
net that stretches between the front seats. Page Luggage Carrier Luggage Carrier CAUTION: If
you try to carry something on top of your vehicle that is longer or wider than the luggage carrier
â€” like paneling, plywood, a mattress and so forth â€” the wind can catch it as you drive along.
Page Rear Storage Area When you carry cargo on the luggage carrier of a Convenience Net
proper size and weight, put it on the slats, as far forward as you can. You can then tie it down.
Your vehicle may have a convenience net. People in the vehicle could be injured. Be sure to
secure any such item properly. Your vehicle may have a convenience center. It comes with the
stowable seat. Make sure that all items are off of the convenience 1. Make sure the stowable
seat is properly installed in center and that it is empty. See Stowable Seat on page for more
information. Page 3. Lift the convenience center up and into the rear of 7. Turn the hand knob
clockwise until it is tight. Pull up on the convenience center to make sure it is locked into place.
The tray sill can be folded down onto the stowable seat to close the space between the two
while the stowable seat is folded down. The features you can program depend on the options
that came with your vehicle. The following chart shows the features that can be programmed.
To determine which features your vehicle is equipped with, follow the steps listed for entering
the programming mode. Follow these steps: This feature allows you to customize the interior
lamps 1. The content theft-deterrent system must be when entering and exiting the vehicle. This
combines Automatic Door Locks Modes 2 and 3. This feature allows you to customize the
automatic Your vehicle was originally programmed to Mode 4. The locking and unlocking of the
doors when using the shift mode may have been changed since then. This feature allows you to
customize the automatic locking of the doors when exiting the vehicle. The button on the
remote keyless entry transmitter. To determine the current mode, or to change the mode, do the
Programmable Modes following The Remote Lock and Unlock mode may have been changed
since then. The mode may have been changed since then. Turn the parking lamps on, then off.
Count the number of chimes you hear. The key To arm or disarm the content theft-deterrent
system, the must be removed from the ignition when you lock system must be turned on by
using Modes 1, 2, or 4 the doors or the content theft-deterrent system If you do not wish to
change either power door lock switch while any door or the the current mode, you can either
exit the liftgate is open and the key is removed from the Page The main components of the
instrument panel are the K. See Horn on page Ignition Switch. See Ignition Positions on page
Side Outlets. See Outlet Adjustment on page Climate Controls. See Climate Control System on
B. Horn You can sound the horn by pressing the horn symbols on your steering wheel. These
positions allow you to signal a turn or a lane change. To signal a turn, move the lever all the way
up or down. If the arrows do not go on at all when you To change the headlamps from high to

low beam or signal a turn, check for burned-out bulbs and check the from low to high, pull the
turn signal lever all the fuse. When the headlamps are off, pull the lever toward you DELAY:
Turn the band away from you to one of the to momentarily switch on the high beams. The
washers and wipers will operate. Press in the bottom of the switch to continue the intermittent
wiper cycle after the washing cycle is completed. You could be startled and even lose control.
Keep the cruise control switch off until you want to use cruise control. Hold it there until you get
up to the speed you want, Suppose you set your cruise control at a desired speed and then
release the switch. To increase your speed and then you apply the brake. When you take your
foot off the pedal, your vehicle will slow down to the cruise control speed you set earlier. Using
Cruise Control on Hills How well your cruise control will work on hills depends upon your
speed, load and the steepness of the Then start the vehicle. The DRL This switch is located in
and automatic headlamps will stay off until you release the overhead console the parking brake.
Page Entry Lighting Entry Lighting Delayed Lighting With entry lighting, the interior of your
vehicle is The delayed lighting feature will continue to illuminate illuminated so that you can see
inside before you enter the interior for 25 seconds after all doors have been your vehicle. Page
Exit Lighting Exit Lighting Front Reading Lamps With exit lighting, the interior lamps will come
on for about 25 seconds whenever you remove the key from the ignition. The lamps will also
fade out if you lock the doors with the power door lock switch or the remote keyless entry
transmitter. To turn either reading lamp on or off, press draining the battery, in case you
accidentally leave the the lens of the lamp. Page Switchbanks Switchbanks The instrument
panel switchbank is located in the instrument panel below the comfort controls. This
switchbank may include the following: There are two sets of switchbanks located in the front of
the vehicle. URPA can help make parking easier and to help you avoid colliding with objects
such as parked vehicles. While the Even with the Ultrasonic Rear Park Assist system is
disabled, system, the driver must check carefully before an indicator light will be lit backing up.
Page Accessory Power Outlets Accessory Power Outlets Certain electrical accessories may not
be compatible with the accessory power outlet and could result in blown vehicle or adapter
fuses. If you experience a With accessory power outlets you can plug in electrical problem see
your dealer for additional information equipment such as a cellular telephone or CB radio. With
this system you can control the heating, cooling Floor : This mode directs most of the air to the
and ventilation for your vehicle. Page On hot days, open the windows to let hot inside air
Recirculation : This mode keeps outside air escape; then close them. This helps to reduce the
time from coming in the vehicle. It can be used to prevent it takes for your vehicle to cool down.
It also helps outside air and odors from entering your vehicle or help the system to operate
more efficiently. Page Rear Window Defogger Defogging and Defrosting Rear Window Defogger
Fog on the inside of windows is a result of high humidity, The rear window defogger uses a
warming grid to or moisture, condensing on the cool window glass. Page Outlet Adjustment
Outlet Adjustment Rear Climate Control System Without Entertainment System Your vehicle
may have a rear climate-control system that allows the driver to adjust the fan speed or a
rear-seat passenger to set a separate temperature and adjust the fan speed, for the rear-seating
area. This system works with the main climate-control system in your vehicle. For more
information, see Rear Seat Operation To increase or decrease the temperature for the entire on
page Page Rear Climate Control System Rear Climate Control System With Entertainment
System Your vehicle may have a rear climate-control system that allows the driver to adjust the
fan speed or a rear-seat passenger to set a separate temperature and adjust the fan speed, for
the rear-seating area. This system works with the main climate-control system in These controls
are overhead, on the control panel your vehicle. Page Passenger Compartment Air Filter The
outlet behind the left rear seat is the cold air return outlet. Be sure to keep it free from
obstructions. To remove the second, reach in and slide it toward the opening. When one of the
warning lights comes on and stays on Warning Lights, Gages, and when you are driving, or
when one of the gages shows Page Instrument Panel Cluster Instrument Panel Cluster Your
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
The indicator warning lights and gages are explained on the following pages. Page Cluster with
Tachometer Page Tachometer Retro-Active Reset Tachometer Each of the two trip odometers
has a feature called retro-active reset. This feature can be used to set either or both trip
odometer s to the number of miles kilometers driven since the ignition was last turned on. This
can be used if you forget to reset your trip odometer at the beginning of a trip. The system
fasten their safety belts. Page Brake System Warning Light If the air bag readiness light stays
on after you start the Brake System Warning Light vehicle or comes on when you are driving,
your air bag system may not work properly. Have your vehicle When the ignition is on, the brake
system warning light serviced right away. You may notice that the pedal is Light harder to push.
It may take longer to stop. If the light is still on, have the vehicle towed for service. If the gage

pointer moves into the red area, your engine is too hot! If you have been operating your vehicle
under normal driving conditions, you should pull off the road, stop your vehicle and turn off the
engine as soon as possible. Find a safe place to park your vehicle. These conditions may go
away once the engine is warmed up. Page Fuel Gage Fuel Gage When the indicator nears
empty, you still have a little fuel left, but you should get more soon. Cluster with Tachometer
United States Canada If your fuel is low, the warning message in the message center will come
on. See Low Fuel Warning Message on page For example, the gage reads half a problem with
your traction control system. You may too hot. Page Charging System Indicator Message Low
Oil Pressure Message The charging system battery symbol will come on in the message center
when you turn on the ignition as a check to show you it is working. United States Canada It will
remain on as long as the engine is not running. It Your vehicle is equipped with a low oil
pressure warning should go out once the engine is running. Page Maintenance Schedule When
the engine is running and this message appears, Change Engine Oil Message the engine oil
level may be too low. There may also be another problem causing low oil pressure. If you do,
your engine can become so hot that it United States Canada This is a warning that the power
sliding door is not completely closed. If it does, it will you turn it off. If the warning message is
still on after adding fuel, you need to reset the warning message. Off: No driver information is
displayed in this mode of operation. When the vehicle is sender will cause -E- to be displayed.
Press and hold the minute button until the correct minute appears on the display. The display
will show your selection. TUNE: Turn this knob to select radio stations. SEEK : Press the right
or the left arrow to go to the next or to the previous station and stay there. In rare cases, a radio
station PWR Power : Press this knob to turn the system on may broadcast incorrect information
that will cause and off. Time display is available with the ignition turned off. You can set up to
30 stations or TREB appears on the display. Your system is working properly. The later in this
section. Press and hold this current track has been playing. ET and the elapsed time
pushbutton for less than two seconds to advance at six of the track will appear on the display.
When the temperature returns to normal, the CD should play. Page 5. Whenever you arrow for
more than two seconds. SCAN will appear on press that numbered pushbutton, the station the
display and the radio will produce one beep. This feature is not supported by the last station
you were listening to. Press and hold this advance through tracks. The track number will appear
pushbutton for less than two seconds to advance at six on the display for each track. Page
Order of Play File System and Naming Tracks will be played in the following order: The song
name that will be displayed will be the song name that is contained in the ID3 tag. Pressing this
ignition or radio, the CD will start to play where it button while in folder random mode will take
you to the stopped, if it was the last selected audio source. In rare cases, a radio station may
broadcast incorrect information that will cause the radio features to work improperly. If this
happens, contact the radio station. Tune in the desired station. The radio will go to a station,
play for 5. AF OFF will appear on the you want to interrupt with. When selected, an asterisk
display. You must return to the dealer for service. If If any error occurs repeatedly or if an error
cannot be CAL ERR appears on the display it means that your corrected, contact your dealer. If
this station was one of your presets, you may need to choose another station for that preset
button. Consult with your dealer. When a CD is inserted, the CD symbol will be displayed. If you
select an equalization setting for your CD, it will If more than one CD has been loaded, a number
for be activated each time you play a CD. If the CD is not removed, after 25 seconds, the or an
entire CD. To use repeat, do the following: CD will be automatically pulled back into the
receiver. To change the default a CD. The equalization will be automatically set on the display
track and elapsed time , press the knob whenever you play a CD. Select the desired CD by
pressing the numbered To delete tracks from the song list, perform the following pushbutton
and then use the SEEK SCAN right steps: arrow button to locate the track that you want 1. Turn
the CD player on. The includes a DVD player, a video display screen, headphones have an
headphones and a remote control. Page Video Screen To use the auxiliary function, connect a
camcorder or a Video Screen video game unit to the RCA jacks and turn on the auxiliary device.
The system will automatically switch to DVD and start to play. The DVD player stop and a
second time to eject the disc. These buttons may not work when the DVD is playing the
copyright information or the previews. Menu: Press this button to view the media menu. The
media menu is different on every disc. However, the rear seat passengers can only control the
music sources that the front seat passengers are not listening to. Press the left arrow to go
back to the start of the current track, if more than eight seconds have played. These arrows are
inactive if the CD mode on the front radio is in use. Store them in their original cases When
cleaning the video screen, use only a clean cloth or other protective cases and away from direct
sunlight dampened with clean water. Use care when directly and dust. Page According to the
American Medical Association, a lb It is the amount of alcohol that counts. Page But the ability

to drive is affected well below a BAC of There is something else about drinking and driving that
0. Research shows that the driving skills of many people do not know. Page Control Of A
Vehicle Control of a Vehicle Braking You have three systems that make your vehicle go where
Braking action involves perception time and you want it to go. They are the brakes, the steering
and reaction time. All three systems have to do their work at First, you have to decide to push
on the brake pedal. ABS is an braking â€” rather than keeping pace with traffic. This is
advanced electronic braking system that will help a mistake. Page The anti-lock system can
change the brake pressure faster than any driver could. The computer is programmed to make
the most of available tire and road conditions. This can help you steer around the obstacle while
braking hard. Let us say the road is wet and you are driving safely. Suddenly, an animal jumps
out in front of you. This will give you maximum braking while decrease stopping distance. If you
get too close to maintaining steering control. Page If your vehicle is in cruise control when the
traction should turn the system off if your vehicle ever gets control system begins to limit wheel
spin, the cruise stuck in sand, mud or snow and rocking the vehicle is control will automatically
disengage. Page Steering In Emergencies The same thing can happen if you are steering
through Steering in Emergencies a sharp curve and you suddenly accelerate. Those There are
times when steering can be more effective two control systems â€” steering and acceleration
â€” can than braking. An emergency like this requires close attention and a quick decision. For
one The driver of a vehicle about to pass another on a thing, following too closely reduces your
area of two-lane highway waits for just the right moment, vision, especially if you are following a
larger accelerates, moves around the vehicle ahead, then When you are far enough happens
when the three control systems brakes, ahead of the passed vehicle to see its front in your
steering and acceleration do not have enough friction Any sudden changes could cause the
tires helps avoid only the acceleration skid. If you do not have to slide. You may not realize the
surface is slippery this system, or if the system is off, then an acceleration until your vehicle is
skidding. It can take a second or two, or even several seconds, for your eyes to readjust to the
dark. When you are faced with severe glare as from a driver who does not lower the high beams,
or a vehicle with misaimed headlamps , slow down a little. Page The heavier the rain, the harder
it is to see. Even if your Driving too fast through large water puddles or even windshield wiper
blades are in good shape, a heavy going through some car washes can cause problems, rain
can make it harder to see road signs and too. So much water can build up Notice: If you drive
too quickly through deep under your tires that they can actually ride on the puddles or standing
water, water can come in water. Get a city map and plan your trip into an unknown part of the
city just as you would for a cross-country trip. Page Freeway Driving Freeway Driving The most
important advice on freeway driving is: Keep up with traffic and keep to the right. Drive at the
same speed most of the other drivers are driving. Treat the left lane on a freeway as a passing
lane. Page Before Leaving On A Long Trip When you want to leave the freeway, move to the
Here are some things you can check before a trip: proper lane well in advance. Drive Are all
windows clean inside and outside? Or is it just plain falling asleep at the wheel? Page Hill And
Mountain Roads Hill and Mountain Roads If you drive regularly in steep country, or if you are
planning to visit there, here are some tips that can make your trips safer and more enjoyable.
Drive at speeds that let you stay in your own lane. But wet Most of the time, those places where
your tires meet ice can be even more trouble because it may offer the road probably have good
traction. If you do have anti-lock, see Braking on page Whether you have the anti-lock braking
system or not, you will want to begin stopping sooner than you would on dry pavement. If you
have no blankets or extra clothing, make Snow can trap exhaust gases under your body
insulators from newspapers, burlap bags, rags, vehicle. But do it as little as possible. That will
Recreational vehicle towing means towing your vehicle clear the area around your front wheels.
If your vehicle behind another vehicle â€” such as behind a motorhome. Page Dinghy Towing
Dinghy Towing Dolly Towing Your vehicle was not designed to be towed with all of its If you
have a two-wheel-drive vehicle, it can be towed wheels on the ground. If you have a
two-wheel-drive with two of its wheels on the ground. To dolly tow vehicle, it can be towed with
two of its wheels on your vehicle, do the following: the ground. This weight is called the vehicle
capacity weight and includes the weight of all occupants, cargo, and all nonfactory-installed
options. Page The Tire and Loading Information label also tells you 4. For example, if the the
original equipment tires on your vehicle. See Loading Your Vehicle on page Then be sure you
do not go over the GVW limit for your vehicle, including the weight of the trailer tongue. If you
do not seal them, deadly carbon monoxide CO from your exhaust can get into your vehicle.
Page Making Turns Towing a trailer requires a certain amount of experience. Passing Before
setting out for the open road, you will want to You will need more passing distance up ahead
when you get to know your rig. Acquaint yourself with the feel of are towing a trailer. See the
Maintenance Schedule for more 1. Apply your regular brakes and hold the pedal down on this.

Any change as recommended. See Additional Required Services on page and Maintenance We
at General Motors want to help you keep your Footnotes on page for further information. Page
Scheduled Maintenance Owner Checks and Services on page tells you what If the engine oil life
system is ever reset accidentally, should be checked, when to check it and what you you must
service your vehicle within 3, miles can easily do to help keep your vehicle in good 5 km since
your last service. Reset oil life system. See Engine Oil on page An Emission Control Service.
Lubricate chassis components. See footnote. Visually check for any leaks or damage. See
footnote k. See footnote i. Inspect engine accessory drive belt. Page c Visually inspect hoses
and have them replaced if they f Lubricate all key lock cylinders, hood latch are cracked,
swollen or deteriorated. Inspect hoses. It is important to perform these underhood checks
Pressure test the cooling system and pressure cap. Before you start, be sure you have enough
room around the vehicle. Firmly apply both the parking brake and the regular brake. See
Parking Brake on page if Visually inspect your tires and make sure tires are necessary. With the
engine off, turn the key to the RUN position, but do not start the engine. Page Parking Brake and
Automatic Transaxle Park on a fairly steep hill, with the vehicle facing downhill. Keeping your
foot on the regular brake, set the Park P Mechanism Check parking brake. Page Maintenance
Record Maintenance Record After the scheduled services are performed, record the date,
odometer reading, who performed the service and the type of services performed in the boxes
provided. See Maintenance Requirements on page in this section. Any additional information
from Owner Checks and Services on page can be added on the following record pages. Page
Service Service Doing Your Own Service Work If you want to do some of your own service work,
you Your dealer knows your vehicle best and wants you to will want to use the proper service
manual. It tells be happy with it. We hope you will go to your dealer you much more about how
to service your vehicle than for all your service needs. If this occurs, use other fasteners. Page
Fuels In Foreign Countries Gasolines containing oxygenates, such as ethers and Fuels in
Foreign Countries ethanol, and reformulated gasolines may be available in your area to
contribute to clean air. Fuel can spray out remove the nozzle. Static electricity discharge from
An electric fan under the hood can start up the container can ignite the gasoline vapor. Page
Hood Release Hood Release 1. To open the hood, do the following: 2. Go to the front of the
vehicle and push up on the underhood release, located near the center under the grille. Page 4.
Then follow these steps: The hood prop may be hot due to increased engine 1. Page A.
Underhood Fuse Block. See Fuses and Circuit G. Engine Oil Dipstick. Breakers on page
Transaxle Fluid Dipstick. See Automatic Transaxle B. See Jump Starting on Fluid on page Page
Engine Oil Engine Oil Pull out the dipstick and clean it with a paper towel or cloth, then push it
back in all the way. Remove it again, keeping the tip down, and check the level. Checking
Engine Oil It is a good idea to check your engine oil every time you get fuel. Do not let used oil
stay on your skin for very long. Align the tabs located on the bottom of the panel with the slots
at the bottom of the housing. Keep the engine running. Page Adding Coolant Add coolant
mixture at the coolant recovery tank, but be careful not to spill it. Page Radiator Pressure Cap
Radiator Pressure Cap Overheated Engine Protection Operating Mode Notice: The radiator cap
on your vehicle is a pressure-type cap and must be tightly installed to This emergency
operating mode allows your vehicle to prevent coolant loss and possible engine damage be
driven to a safe place in an emergency situation. Stay awayfrom the engine if you see or hear
steam comingfrom it. Just turn it off and get everyone away from the vehicle until it cools down.
The costly repairs would not be 1. Page Cooling System Cooling System CAUTION: When you
decide it is safe to lift the hood, here is what you will see: An electric engine cooling fan under
the hood can start up even when the engine is not running and can injure you. Keep hands,
clothing and tools away from any underhood electric fan. Page Notice: Engine damage from
running your engine without coolant is not covered by your warranty. Heater and radiator
hoses, and other engine parts, can be very hot. Page How to Add Coolant to the Coolant Notice:
In cold weather, water can freeze and crack the engine, radiator, heater core and other parts.
Recovery Tank Use the recommended coolant and the proper coolant mixture. Never turn the
cap when the You can be burned if you spill coolant on hot cooling system, including the
radiator pressure engine parts. Coolant contains ethylene glycol cap, is hot. Wait for the cooling
system and and it will burn if the engine parts are hot radiator pressure cap to cool if you ever
have enough. Failure to follow this procedure could cause your engine to overheat and be
severely damaged. Then keep turning the pressure cap, but now push down as you turn it.
Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. Do not spill
coolant on a hot engine. Page 6. Start the engine and let it run until you can feel the 8. Then
replace the pressure cap. At any time during upper radiator hose getting hot. Put the cap back
on the coolant recovery tank. Also, water does not washer symbol on it. This could cause a
crash. Page Brake Wear Brake Wear Properly torqued wheel nuts are necessary to help prevent

brake pulsation. When tires are rotated, inspect Your vehicle has front disc brakes and may
have rear brake pads for wear and evenly tighten wheel nuts in drum brakes or rear disc brakes.
When it is time for a new battery, get the vehicle is to have really good braking. Page Jump
Starting Vehicle Storage Jump Starting If you are not going to drive your vehicle for 25 days If
your battery has run down, you may want to use or more, remove the black, negative cable from
the another vehicle and some jumper cables to start your battery. Open the hoods and locate
the batteries. You will not need to access your battery for jump starting. People have been hurt
doing you badly. Keep your hands away from moving this, and some have been blinded. Use a
parts once the engine is running. Page 7. Do not let the other end 8. Now connect the black
touch metal. Use a remote battery. Page 9. Connect the other end Now start the vehicle with the
good battery and run of the negative the engine for a while. Try to start the vehicle that had the
dead battery. Disconnect the black negative cable from the vehicle that had the dead battery.
For any bulb changing procedure not listed in this section, contact your dealer. You or others
could be injured. Page Headlamps Headlamps 6. Unhook the electrical connector by lifting up
the blue tabs and pulling the bulb out. Open the hood. Page 8. Carefully put the bulb assembly
back into the lamp 9. Align the pins on the bottom of the headlamp housing. Be careful not to
damage the bulb on the assembly with the holes in the lamp support headlamp aiming bar.
Parking Lamps 1. Page Front Sidemarker Lamp 7. To reinstall the lamp assembly, line up and
insert the tabs on the back of the assembly in the slots in 4. Unscrew the bulb socket from the
lamp assembly the fender. Engage the lower clip on the back of by pressing the tab while
turning it the lamp assembly into the fender, keeping counterclockwise. Open the liftgate.
Remove the two screws from the taillamp housing on the inboard side. Pull off the entire
taillamp housing. While holding the wiper arm away from the Replacement glass, push the
release clip from under the Windshield wiper blades should be inspected at least blade. See
Scheduled Maintenance on page for more information. Replacement blades come in different
types and are removed in different ways. Push the release clip at the connecting point of the
blade and the arm up. Then pull the blade assembly down toward the glass to remove it from
the wiper arm. If you ever have questions about your tire warranty and where to obtain service,
Poorly maintained and improperly used tires see your GM Warranty booklet for details. For
additional are dangerous. P-Metric Tire Page F Tire Ply Material: The type of cord and number of
plies in the sidewall and under the tread. G Single Tire Maximum Load: Maximum load that can
be carried and the maximum pressure needed to support that load when used as a single. E Rim
Diameter: Diameter of the wheel in inches. Cords may be made axle, see Loading Your Vehicle
on page Page Normal Occupant Weight: The number of occupants a Sidewall: The portion of a
tire between the tread and vehicle is designed to seat multiplied by pounds the bead. Speed
Rating: An alphanumeric code assigned to a Occupant Distribution: Designated seating
positions. Recheck the tire pressure with the tire gage. Be sure to put the valve caps back on
the valve stems. They help prevent leaks by keeping out dirt and moisture. Buying New Tires
Mixing tires could cause you to lose control while driving. Page Used Replacement Wheels If
you need to replace any of your wheels, wheel bolts Used Replacement Wheels or wheel nuts,
replace them only with new GM original equipment parts. That would be the tire, on the other
side, at the opposite end of the vehicle. Jack B. Strap To remove the tools, do the following: C.
Bracket 1. Hoist Assembly The compact spare tire is located under the rear of the C. Retainer
vehicle. Turn the folding wrench counterclockwise to lower 4. If your vehicle is an AWD vehicle,
after removing the compact spare tire to the ground. Continue to the compact spare tire, turn
the wrench clockwise turn the wrench so the compact spare tire can to raise the cable back up.
It is designed to stop a tire from suddenly falling off your Before beginning this procedure read
all the vehicle if the cable holding the spare tire is damaged. Lower the jack by turning the
folding wrench counterclockwise. Keep lowering the jack until the compact spare tire is resting
on the folding wrench. Place the jack under the vehicle, ahead of the rear bumper. Position the
center lift point of the jack under the center of the compact spare tire. Then, with the other end
of 1. Loosen the wheel the folding wrench, loosen the nuts. Rust or dirt on the wheel, or on the
parts to which it is fastened, can make the wheel nuts become loose after a time. Install the
compact spare tire and put the wheel 9. Tighten each nut by hand until sequence, as shown. Lay
the tire near the rear of the vehicle with the valve stem down. If the vehicle has aluminum
wheels, remove the small center cap by tapping the back of the cap with the extension of the
shaft. Page To put the cover back on, line up the tabs on the right Store the center cap or the
plastic bolt-on wheel covers of the cover with the slots in the cover opening. Push the until a
full size tire is put back on the vehicle. When cover in place and push down the tab so that it
rests you replace the compact spare with a full-size tire, in the groove. Hook the cable onto the
outside portion of the liftgate hinges. Pull on the cable to make sure it is secure. Make sure the
metal tube is centered at the A. Cable striker. Push the B. Liftgate Hinges tube towards the front

C. Keep your spare tire your vehicle was new, it can lose air after a time. Vacuum and brush the
area to remove any loose dirt. Your dealer has cleaners for the cleaning of fabric and carpet.
They will clean normal spots and stains very well. Always clean a whole trim panel or section.
Mask surrounding trim along stitch or welt lines. You and blood can be removed as follows:
may have to do this more than once. You can remove the pad Use only mild soap and water to
clean the top surfaces and hand wash it with mild soap and water. Page Finish Care Finish Care
Exterior painted surfaces are subject to aging, weather and chemical fallout that can take their
toll over a Occasional waxing or mild polishing of your vehicle by period of years. Page
Cleaning Aluminum Wheels Cleaning Aluminum Wheels Sheet Metal Damage Keep your wheels
clean using a soft clean cloth with If your vehicle is damaged and requires sheet metal mild
soap and water. Rinse with clean water. After repair or replacement, make sure the body repair
shop rinsing thoroughly, dry with a soft clean towel. If these are not the following products.
Spray on from carpets, vinyl and wipe off. If the motor overheats due to heavy snow, etc. Page
Instrument Panel Fuse Block Fuses and Circuit Breakers Instrument Panel Fuse Block The
wiring circuits in your vehicle are protected from The instrument panel fuse short circuits by a
combination of fuses, circuit breakers, block is located to the right and fusible thermal links.
Please refer to Recommended Fluids and Lubricants on page for more information. Page
Customer Assistance And Information Your satisfaction and goodwill are important to the
windshield. To enhance your and your family. Warranty service can generally be completed
while you wait. However, if you are unable to wait Chevrolet helps minimize your inconvenience
by providing several transportation options. Depending on the circumstances, your dealer can
offer you one of the following Page Vehicle Data Collection And Event Data Records Vehicle
Data Collection and Event In a crash or near crash event, computer systems, such as the Airbag
Sensing and Diagnostic Module SDM Data Records in your vehicle may record information
about the condition of the vehicle and how it was operated, such Your vehicle, like other
modern motor vehicles, has a as engine speed, brake applications, throttle position, number of
sophisticated computer systems that monitor Department of Transportation P. Box Washington,
D. Each bulletin contains instructions to assist in the diagnosis and service of your vehicle.
Service Manuals have the diagnosis and repair In Canada, information pertaining to Product
Service information on engines, transmission, axle, suspension, Bulletins can be obtained by
contacting your General Box past model GM vehicles. To request an order form, Detroit, MI
please specify year and model name of the vehicle. Page Audio System s Page Bulb
Replacement Page Child Restraints cont. Page Customer Assistance Information cont.
Disarming with Your Key Driving Through Flowing Water Page Fuel cont. Filling Your Tank Page
Message cont. Charging System Indicator Page Odometer Page Power cont. Sliding Door
Warning Message Page Service cont. Page Vehicle Personalization cont. Delayed Illumination
and Exit Lighting Page What Washer Fluid to Use Wheels Side Window Latches Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. For more information go to Safety, practicality
and durability-these are the aims that fuelled the production of General Motor's Chevy Venture.
These aims are materialized by the Chevy Venture parts making up the vehicle. Several
impressive comments and reviews from users and critics proved the company's success in
imbibing the mentioned traits in every Chevy Venture make. Safety is given priority by having
added packages to ensure protection for the car's users and passengers. Aside from standard
safety parts, there is also the all-wheel drive package offered for Chevy Venture which features
the Versatrak all-wheel drive, four-wheel disc brakes, inch aluminum wheels and tires and a fully
independent rear touring suspension for a more controlled and responsive driving. The auto
parts making up the car's interiors are well-matched with the eight seat capacity and spacious
cargo space to accommodate more stuff and packages. Standards amenities to provide comfort
and ease are front air conditioning unit, front bucket seats that can be adjusted to suit the
desired position of the passengers, digital clock and a lot more! Storage for CDs, cellular
phone, planner, notebook, files and much other stuff are also available together with loads of
juice box and cup holders. Anyone interested to mount a Chevy Venture part on their vehicle
can search for it in any store although nowadays it is preferable to have access on the net for
easier selection and purchase. On-line stores lined up in the internet offers varied types of
Chevy Venture parts for replacement, repair, maintenance or enhancement of style and
performance. I can smell an electrical smoke while driving, though I'm really not sure where it is
coming from. I know this is quite alarming but then I am not that knowledgeable when it comes
to this matter. Can you tell me the possible sources of this smoke? You can probably smell this
kind of smoke when two surfaces are rubbing each other intensely. There are lots of causes as
to why you smell an electrical kind of smoke. Notice if the smell comes out when you are using
the clutch, and this can happen when you are changing gears. When the face of the clutch

burns as the clutch slips, it will result in a papery kind of smell since the clutch surface is made
out of a type of paper composition. A very strong friction from the brake due to hard braking
can also cause burnt smell. An electrical short circuit might also be the reason for that smell.
This will happen if the plastic around the wires, fuses, and other connections start to melt.
Check if you have an oil leak. When you have a leak and then the oil drops off into the very hot
exhaust, you will probably smell it. If none of the above-mentioned was the cause, you may also
want to check your heater vent. There might be some clogged dirt or debris inside or perhaps
some part of the heater is already worn out. I've bought my Chevrolet Venture last month, and it
is now having a coolant leak. What's your best advice? You have to repair and cure the leak
before it gets worse. It can be an internal or external leak or just a leaky radiator cap, so you
have to identify what kind of leak your coolant system is suffering from. Do some pressure
testing to your cooling system by tightening the radiator cap. You may start the engine, and if
you notice that the radiator cap cannot hold the pressure, it is the time to replace it with a more
stable one. Carefully observe the coolant reservoir if there are leaks. These leaks can cause the
engine to overheat. Consider getting a new coolant hose if needed. Corroded coolant hose will
just lead to some serious problems as well. How can I prevent my van from overheating,
especially on long drives? I will be out of town next week, and I am thinking of ways to prevent
overheating problems. Top off your fluids to avoid low level problems. Check if your mechanical
fan has broken blades or if there are any signs of wear out. Before going for a long drive, it is
recommended to check and clean your radiator first. This will prevent clogs that can lead to
inefficient radiator output. When you are on the road already, be mindful of the temperature
gauge because this will be your best buddy. Avoid riding your brakes too hard, especially when
you are in the middle of the traffic because this can also trigger your vehicle to overheat. If you
notice that the temperature gauge is reaching a higher degree, carefully park your vehicle, stop
the engine, and let your Chevrolet Venture cool on its own. When the Chevrolet Venture was
introduced to the minivan market in the late 90s, its superb steering and easy handling garnered
positive attention. However, with the stiffer competition brought on by the minivans of the new
millennium, the Venture was restyled and renamed to the Chevrolet Uplander. The first
Chevrolet Venture minivans were released as short wheelbase base models that are exactly 4.
The LS had both a short and long wheelbase option and various upgrades on the base model
such as adjustable headrests, aluminum wheels, standard power windows, a remote keyless
entry system, and different seating arrangements. The LT offered even more features including
optional leather seats and a power drive seat. After getting seat-mounted, side-impact airbags in
, the Venture got heated power mirrors, a rear-window defogger, and an eight-passenger seating
configuration for the model year. For the next couple of years the Chevrolet Venture did a lot to
build up its entertainment system. A limited edition Warner Bros. Apart from going all-out with
the entertainment, the new Ventures also had standard dual sliding doors, an optional child
safety seat, a stowable third row seat, and a rear parking aid. As the Chevy Venture prepares its
swan song for the model year, it received a final styling upgrade that made it look a little more
like an SUV. Retaining only the long wheelbase models, the Venture bows out as the restyled
Chevrolet Uplander minivan takes its place. We've Made a Site Update. Refresh to the latest
version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports.
Texas Relief Efforts. Select your vehicle. Select Your Vehicle Part. Chevrolet Venture Alternator.
Chevrolet Venture Axle Assembly. Chevrolet Venture Ball Joint. Chevrolet Venture Blower
Motor. Chevrolet Venture Brake Booster. Chevrolet Venture Brake Caliper. Chevrolet Venture
Brake Disc. Chevrolet Venture Brake Master Cylinder. Chevrolet Venture Brake Pad Set.
Chevrolet Venture Cabin Air Filter. Chevrolet Venture Catalytic Converter. Chevrolet Venture
Engine Control Module. Chevrolet Venture Fender. Chevrolet Venture Floor Mats. Chevrolet
Venture Fuel Filter. Chevrolet Venture Fuel Line. Chevrolet Venture Fuel Pump. Chevrolet
Venture Headlight. Chevrolet Venture Instrument Cluster. Chevrolet Venture Muffler. Chevrolet
Venture Power Steering Pump. Chevrolet Venture Serpentine Belt. Chevrolet Venture Spark
Plug. Chevrolet Venture Starter. Chevrolet Venture Steering Knuckle. Chevrolet Venture
Steering Rack. Chevrolet Venture Sway Bar Link. Chevrolet Venture T Connector. Chevrolet
Venture Tail Light. Chevrolet Venture Third Brake Light. Chevrolet Venture Valance. Chevrolet
Venture Water Pump. Chevrolet Venture Window Motor. Chevrolet Venture Window Regulator.
Chevrolet Venture Wiper Blade. Chevrolet Venture Wiper Motor. Refine by:. See All. Shop
Chevrolet Venture Parts. Showing 1 - 15 of results. Display item:. Sort by:. Vehicle Info Required
to Guarantee Fit.
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Core Charge. Add to cart. Part Number: RC Page 1 of Showing 1 - 15 of results. Chevrolet
Venture Customer Reviews. Replacement Direct Fit Horn - Tone. Feb 15, Works great. Andrew
Deeks. Purchased on Feb 07, Feb 10, Fast services and quality part thank you. Kerry Lepley.
Purchased on Feb 02, Replacement Horn, Low note - Direct Fit. Jan 30, Very satisfied. Nadesh
Amaranang. Purchased on Jan 21, Chevrolet Venture Guides. FAQsâ€”Chevrolet Venture. The
Evolution of the Chevrolet Venture. Helpful Automotive Resources. Chevrolet Faces Oversupply
of Equinox in the US In an article shared by GM Authority, which cited sources privy to
company operations, the current national inventory for the Equinox is at a day supply. It is not
as bad as the day supply of the Blazer that indicates an inability to meet demand. However, an
inventory that. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

