2004 hyundai tiburon sunroof assembly

Hyundai Spares gives you access to a large network of Hyundai scrap yards to help you find a
Hyundai Tiburon stripping for spares. Making a part request from our website, instantly sends
an email to all the listed suppliers. Whether you looking for a Hyundai Tiburon engine for sale or
just a few nuts and bolts, we will make you part search quick and painless! Contact us for any
part enquiries. Hyundai Tiburon in this body for the first time off the assembly line in late and
was available for sale in several countries with engines of 1. In the United States, Tiburon was
first offered to buyers in The car was equipped with an engine from another model of Hyundai
â€” Elantra. Version gave out hp 97 kW. The following models that received the FX prefix were
completed with two-liter four-cylinder engines, whose power was already hp kW. The
acceleration dynamics of this motor due to the low weight of the car about kg in total was quite
decent â€” 8. Since , the old 1. There were various options, with or without ABS, 2 airbags,
leather, and a sunroof. The magazine Auto, Motor und Sport in , on its pages, said that the
Tiburon suspension and the body design were developed and assembled together with
specialists from Porsche. The previous generation Hyundai Coupe was taken off the assembly
line after the end of In , Hyundai updated the appearance of the Coupe. The wheelbase and
overall length increased slightly compared with the previous version, increasing its own weight
by 91 kg. In the base car came with front airbags. Engine range: 2-liter with four cylinders, liters.
A five -speed manual transmission was standard, while a four- speed automatic was optional.
Also, in addition to the luxury version of the GT V6 put a six-speed mechanics. Versions of the
GT V6 with a 6-speed manual transmission externally could be distinguished by a high spoiler
on the trunk, as well as an extended shift knob. The sunroof and aluminum pedals were always
optional. This version was completed only 6-speed manual or automatic transmissions. The
new design was highly appreciated by automotive journalists, and some of them compared it
with Ferrari Cosmetic changes affected the front and rear bumpers, as well as optics. The front
bumper received curved cuts under the bonnet and in the lower part with plastic mesh inserts,
which gave a more aggressive and stylish look to the front of the car. Rear bumper received
decorative melting under the frame number. Taillights have become two-tone. The main red part
with single-tube layout was supplemented with a white petal â€” a turn signal. Removed yellow
turn signals. Combined seats with leather inserts were standard. To this list was added a forked
exhaust and a six-speed gearbox for a model with a V6. In , designers also released a new color
for the new body, which complemented the line of existing ones. Exclusive Tiburon received a
sports suspension, inch wheels, a new exhaust system, reinforced brakes, air conditioning and
cruise control. Engine 2. Over the latest facelift for the model designers have worked
thoroughly. Changes affected the optics, bumpers, as well as the interior. The front grille has
acquired a horizontal design slots and side stamping. Headlights became drop-shaped, located
on a much larger area compared to the previous model Coupe. Rear optics has been seriously
reworked and turned out modern and interesting. The rear bumper curled up and got oval slots
for the exhaust system. Installed new side turn signals in the form of a circle. Inside, updated
appliances and design of the front panel. All these changes have made the car relevant.
Whether its been in an accident or just a non runner, our supplier network will make an offer.
We are connected with a large network of scrap yards. This is the easiest way to get your car
sold. Submit the form with the relevant details and sit back and await the quotes! Used Hyundai
Tiburon Parts Hyundai Spares gives you access to a large network of Hyundai scrap yards to
help you find a Hyundai Tiburon stripping for spares. Hyundai Part Request Form. More Info 1st
Generation Hyundai Tiburon in this body for the first time off the assembly line in late and was
available for sale in several countries with engines of 1. Sell Your Car For Parts. Sell Your
Hyundai For Cash! Quick Links Download this manual. Table of Contents. Automobile Hyundai
Tiburon Workshop Manual pages. Summary of Contents for Hyundai Tiburon Page 1 However,
Hyundai reserves the right to make changes at any time so that our policy of continual product
improvement may be carried out. This manual applies to all Hyundai Tiburon models and
includes descriptions and explanations of optional as well as standard equipment. As the
owner, it is your responsibility to see that all maintenance operations specified by the
manufacturer are carried out at the appropriate intervals. Page 6 Your Owner's Manual will
introduce you to the features and operation of your new Hyundai. It is suggested that you read it
carefully because the information it contains can contribute greatly to the satisfaction you
receive from your new car. Page 7 Your Hyundai should not be modified in any way. Such
modifications may adversely affect the performance, safety or durability of your Hyundai and
may, in addition, violate conditions of the limited warranties covering the vehicle. Certain
modifications may also be in violation of regulations established by the U. Department of
Transportation and other federal or state agencies. These titles indicate the following:
WARNING: This indicates that a condition may result in harm, serious injury or death to you or
other persons if the warning is not heeded. Page 9 Hyundai Warranty. How can you tell if you

are purchasing Hyundai Genuine Parts? Look for the Hyundai Genuine Parts Logo on the
package see below. Hyundai Genuine Parts exported to the United States are packaged with
labels written only in English. Page 12 1. Traction Control System If installed 2. Multi-Function
Light Switch 4. Front Fog Light switch If installed 6. Hazard Warning Switch 7. Digital Clock 8.
Passenger's Air Bag 9. Glove Box This type of fuel can reduce vehicle performance and damage
components of the fuel system. This key number plate should be kept in a safe place, not in the
vehicle. The key number should also be recorded in a place where it can be found in an
emergency. Close all doors. Push the "LOCK" button on the transmitter. At the same time all
doors lock, the turn signal lights will blink once to indicate that the system is armed. Page 20
After completing one of steps above, the turn signal light will blink twice to indicate that the
system is disarmed. Remove the old battery from the case and note the polarity. NOTE: Install a
new battery within 30 seconds after removing the old one. Page Seats Never attempt to adjust
the seat while the vehicle is moving. This could result in loss of control or an accident which
may cause death, serious injury or property damage. Now lean back until the desired seatback
angle is achieved. Page 24 The driver's seat is equipped with adjustable lumbar support. To
increase the amount of lumbar support, pull the lever forward. To decrease it, push the lever
toward the rear. Thus, never permit more than two occupants to ride in the rear seat because
Page 26 When you return the seatback to its upright position, always be sure it has locked into
position by pulling and pushing on the top of the seatback. In addition, do not place objects on
the rear shelf as they may move forward during braking or in an accident and strike vehicle
passengers. Page 28 Two people including children should never attempt to use a single seat
belt. This could increase the severity of injuries in case of an accident. Page 29 This should be
done even if no damage is visible. Additional ques- tions concerning seat belt operation should
be directed to your Hyundai Dealer. Page 30 It will also lock if you try to lean forward too
quickly. Page 31 Combination retractor type seat belts are in- stalled in the rear seat positions
to help accom- modate the installation of child restraint sys- tems. Hyundai strongly
recommends that chil- dren always be seated in the rear seat. NEVER place any infant restraint
system in the front seat of the vehicle. Page Child Restraint System If this does not happen,
check the belt to be sure it is not twisted, then try again. Page 33 If the seat belt will not properly
fit the child, Hyundai recommends the use of an approved booster seat in the rear seat in order
to raise the child's seating height so that the seat belt will properly fit the child. Page 34 And,
connect the child restraint tether strap hook to the child restraint hook holder through the hole
on the covering shelf. Page 36 If the seat belt does not operate as de- scribed, have the system
checked imme- diately by your authorized Hyundai dealer. The purpose of the pre-tensioner is
to make sure that the seat belts fit tightly against the occupant's body in certain frontal
collisions. Page Supplemental Restraint Airbag System Do not attempt to inspect or replace the
pre-tensioner seat belts yourself. This must be done by an authorized Hyundai dealer. Page 39 If
the airbags deploy, they must be re- placed by an authorized Hyundai dealer. Page 40 "ON" to
determine if a frontal or near-frontal impact is severe enough to require airbag deployment.
Further opening of the covers then allows full inflation of the airbags. BB03L A fully inflated
airbag in combination with a Page 43 The SRS is virtually maintenance free and there are no
parts you can safely service by yourself. The entire SRS system must be inspected by an
authorized Hyundai dealer 10 years after the date that the vehicle was manufactured. Page 44 If
you sell your vehicle, make certain that this manual is transferred to the new owner. Page 46
Seat Belt Warning Light High Beam Indicator Light Oil Pressure Warning Light Malfunction
Indicator Light Low Fuel Warning Light Cruise Indicator If installed Tailgate Open Warning Light
If this occurs, have your vehicle checked by your Hyundai dealer as soon as possible. The
normal braking system will still be operational, but without the assistance of the anti-lock brake
system. Page 48 After adding fluid, if no other trouble is found, the car should be immediately
and care- fully driven to a Hyundai dealer for inspection. If further trouble is experienced, the
vehicle should not be driven at all but taken to a dealer by a professional towing service or
some other safe method. Page 49 "ON" position, but should go out after three seconds. See
section 2 for more information about the TCS. Page 50 It may also be heard when the brake
pedal is pushed down firmly. Excessive rotor damage will result if the worn pads are not
replaced. See your Hyundai dealer immediately. Page 51 Then open the hood and after the
engine has cooled, check the coolant level and the water pump drive belt. If you suspect cooling
system trouble, have your cooling system checked by a Hyundai dealer as soon as possible.
Odometer The odometer records the total driving distance in kilometers or miles, and is useful
for keeping a record for maintenance intervals. NOTE: Any alteration of the odometer may void
your warranty coverage. HGKA Instantaneous fuel Consumption gauge It shows instantaneous
fuel consumption ac- cording to the driving condition. To turn them "ON" again you must
simply turn the ignition key to the "ON" When the washer lever is operated, the wipers auto-

matically make two passes across the wind- shield. The washer continues to operate until the
lever is released. Page 59 Do not hold the cigarette lighter pressed in. This can damage the
heating element and create a fire hazard. If it is necessary to replace the cigarette lighter, use
only a genuine Hyundai replacement or its approved equivalent. Push the end of the cover to
open or close the spectacle case. Page 64 Push the switch again to turn the heater off. The
outside rearview mirror heater automatically turns itself off after 15 minutes. The "night"
position is selected by flipping the tab at the bottom of the mirror toward you. In the "night"
position, the glare of headlights of cars behind you is reduced. Pull the release knob to unlatch
the hood. Press the safety hook lever up and lift the hood. Raise the hood by hand. When
closing the hood, slowly close the hood and make sure it locks into place. Page 68 If you need
to replace the filler cap, use a genuine Hyundai re- placement part. The tail gate compartment
light illuminates when the tail gate is opened. To reduce glare or to shut out direct rays of the
sun, turn the sun visor down. Use the luggage net on the floor If installed or at the back of the
luggage compartment to prevent objects from sliding. Page Cruise Control When you remove
your foot from the accelerator pedal, the vehicle will return to the speed you have set.
Additionally, the following actions will disengage the system: o Depress the brake pedal. Page
74 This is an indication of normal system operation. This delay is normal. Side Defrost Nozzle 2.
Side Ventilator 3. Windshield Defrost Nozzle 4. Page 76 3. Rear window defroster switch 4. Air
flow control switch 5. Fan speed control switch 6. This makes it possible to have cooler air from
the dashboard vents and warmer air from the floor outlets at the same time. If the "Floor" mode
is selected, the "Fresh" mode will be activated. HGK Floor-Defrost Level Air is discharged
through the windshield defrost nozzle, the floor vents, side defroster nozzle, side ventilator. The
air conditioning indicator light should come on at the same time. Page 82 position. The o Set the
temperature control to warm. The , it may cause fog to form Temperature Control Button 2. Push
the "AUTO" switch. Page 86 The function of the buttons which are not se- lected will be
controlled automatically. Press the "AUTO" button in order to convert to automatic control of
the system. S This is used to select fresh outside air or recirculation inside air. To change the
air intake control mode, Fresh mode, Recirculation mode push the control button. Air can be
directed to the floor, dashboard outlets, or windshield. HGK Bi-Level When selecting the
"Bi-Level" mode, the indica- tor light will come on and the air will be dis- charged through the
face vents and the floor vents. Page 90 Page Stereo Sound System These long, low frequency
radio waves can follow the curvature of the earth rather than travelling straight out into the
atmosphere. In addition, they curve around obstructions so that they can provide better signal
coverage. When this occurs, we suggest that you select another stronger station. SCAN Button
6. BAND Selector 7. Press the knob to switch the power on. The audio system mecha- nism may
be damaged if you spill them. SCAN Button 1. Playing CD 3. Page 98 6. Do not attempt to
disassemble or adjust any parts. CD Select Button 3. Page "CD" button and the CD changer can
be used even if the radio is being used. The Hyundai CD changer can hold up to eight discs. The
disc number will be lit, and the track number, and elapsed time will be displayed. When using
the compact disc changer, genuine CDs are recommended. Page Press the side or side to
increase or to decrease the frequency. Press either button and hold down to continuously
scroll. Release button once the desired station is reached. CD Select Button 2. When using the
compact disc player, genuine CDs are recommended. EQ Button 3. Page If you see any error
indication in the display while using the system in the CD or Tape mode, find the cause in the
chart below. If you cannot clear the error indication, take the car to your Hyundai dealer. Do not
drop the disc. Hold the disc so you will not leave finger- prints on the surface. If the surface is
scratched, it may cause the pickup to skip signal tracks. Do not affix tape, paper, or gummed
labels on the disc. If the tape is loose, tighten it by turning one of the hubs with a pencil or your
finger. If the label is peeling off, do not put it in the drive mechanism. Page Driving Your
Hyundai Hyundai dealer. If the engine is not running, the key should not be left in the "ON" This
shift pattern is im- printed on the shift knob. The transaxle is fully synchronized in all forward
gears so shifting to either a higher or a lower gear is easily accom B Type: 6 speed type NOTE:
o To shift into reverse, rest the lever in neutral for at least 3 seconds after your car is completely
stopped. Page Instead, slow down before pulling back into the travel lanes. The individual
speeds are selected au- tomatically, depending on the position of the speed selector lever. The
selector lever has 2 gates; The transaxle will auto- matically shift through a four gear sequence.
Page Good Braking Practices If the braking action does not return to normal, stop as soon as it
is safe to do so and call your Hyundai dealer for assistance. This is extremely hazardous. Keep
the car in gear at all times, use the brakes to slow down, then shift to a lower gear so that
engine braking will help you maintain a safe speed. Be sure to decelerate the car sufficiently
before entering curves. Page see Section 5 for details. For maximum service, your Hyundai
should be kept clean and free of corrosive materials. It is especially impor- tant that mud, dirt,

ice, etc. Page Winter Driving Winter puts additional burdens on the battery system. Visually
inspect the battery and cables as described in Section 6 See page The level of charge in your
battery can be checked by your Hyundai dealer or a service station. Page Window washer
anti-freeze is avail- able from Hyundai dealers and most auto parts outlets. Do not use engine
coolant or other types of anti-freeze as these may damage the finish. Page Trailer Or Vehicle
Towing Since laws vary from State to State, the require- ments for towing trailers, cars, other
types of vehicles, or apparatus may differ. Ask your Hyundai dealer for further details before
towing. Page To eliminate this potentially dan- gerous situation, safety chains, attached between your car and the trailer or towed vehicle, are required in most states. The total gross
vehicle weight with trailer must not exceed the Gross Vehicle Weight Rating GVWR shown on
the vehicle identification plate see page 8- 1. The total gross vehicle weight is the Page 1. Turn
off the air conditioner. Reduce highway speed. Select a lower gear when going uphill. While in
stop and go traffic, place the gear selector in park or neutral and idle the engine at a higher
speed. Check the fuel line in the engine room. If engine still refuses to start, call a Hyundai
dealer or seek other qualified assistance. If these instructions are not followed exactly, serious
personal injury and damage to the vehicle may occur! If you are not sure how to follow this
procedure, seek qualified assistance. Page If The Engine Overheats 5. If the water pump drive
belt is broken or engine coolant is leaking out, stop the engine immediately and call the nearest
Hyundai dealer for assistance. Page Spare Tire Page to bring the fluid level in the reservoir up
to the halfway mark. Proceed with caution, keeping alert for fur- ther signs of overheating. If
overheating happens again, call a Hyundai dealer for assistance. To replace the spare tire in its
storage compartment, tighten the bolt firmly with your fingers until there is no more play in the
spare tire. Wrap a piece of cloth around the tip of the wrench bar to avoid scratching. Insert the
wrench bar into the groove of the wheel cap and pry gently to remove the wheel cap. Remove
the jack cover by un- screwing the bolts. Turn the jack end counter- clockwise to lower the jack
height by using a screw driver or wrench bar and remove it from the bracket. The jack should be
positioned as shown in the drawing. Raising the Car Wrench bar Wheel nut wrench HFC After
inserting a bar into the wheel nut wrench, install the bar into the jack as shown in the Changing
Wheels Loosen the wheel nuts and remove them with your fingers. Slide the wheel off the studs
and lay it flat so it cannot roll away. To put the wheel on the hub, pick up the spare tire, line up
the holes with the studs and slide the wheel onto them. If your car has to be towed, it should be
done by your Hyundai dealer or a commercial tow truck service. This will help assure that your
car is not damaged in towing. Also, professionals are generally aware of state and local laws
govern- ing towing. If you lock the keys inside your car and you cannot obtain a new key, many
Hyundai dealers can use special tools to open the door for you. Page Corrosion Protection
Corrosion By using the most advanced design and con- struction practices to combat
corrosion, Hyundai produces cars of the highest quality, However, this is only part of the job.
Page Washing And Waxing Use a good quality car-washing solu- tion and follow the
manufacturer's directions on the package. These are available at your Hyundai dealer or auto
parts outlet. Don't use strong household detergents, gasoline, strong solvents or abrasive
cleaning powders as these may damage the finish. Page To protect the paintwork of the car
against corrosion, you must clean your Hyundai at least once a month. Give special attention to
the removal of salt, mud and other sub- stances on the underside of the splashboards of the
car. Page Cleaning The Interior Maintaining Bumpers Special precautions must be observed to
pre- serve the appearance of the bumpers on your Hyundai. They are: o Be careful not to spill
battery electrolyte or hydraulic brake fluid on the bumpers. If you do, wash it off immediately
with clear water. Page However, when cleaning the in- side of the rear window be careful not to
damage the rear window defroster wiring. If you have any questions about the care of your car,
consult your Hyundai dealer. A list of these items will be found on page Page Scheduled
Maintenance Hyundai dealer. A copy of this publication may be purchased at your Hyundai
dealer's parts department. Keep receipts for all vehicle emission services to protect your
emission warranty. Where both mileage and time are shown, the frequency of service is
determined by whichever occurs first. Refer to the chart below for the appropriate maintenance
intervals. Page Check the automatic transaxle fluid level with the engine running and the
transaxle in neutral, with the parking brake properly applied. Start the engine and listen
carefully for any exhaust gas leakage. Tighten connections or replace parts as necessary.
Engine oil filler cap 2. Brake Booster 3. Brake fluid reservoir 4. Clutch fluid reservoir If installed
5. Relay box 6. Windshield washer fluid reservoir cap 7. Power steering fluid reservoir 8. Power
steering fluid reservoir 2. Air Cleaner 5. Engine coolant reservoir 8. Engine oil level dipstick 9.
Page General Checks Seat control condition and operation o Seat belt condition and operation
o Sunvisor operation If you notice anything that does not operate correctly or appears to be
functioning incor- rectly, inspect it carefully and seek assistance from your Hyundai dealer if

service is needed. It is suggested that you check the oil level at least once a week in normal use
and more often if you are on a trip or driving in severe conditions. To add oil: 1. Remove the oil
filler cap by turning it counter- clockwise. Page Checking And Changing The Engine Coolant Be
sure that the mounting surface on the engine is clean and that the old gasket is removed
completely. Lubricate the new gasket on the filter with clean engine oil before installation. Refill
the crankcase with the recommended engine oil. Refer to the specification in chap- ter 9 for
engine oil capacity. If the level is low, inspect for coolant leaks and recheck the fluid level
frequently. If the level drops again, visit your Hyundai dealer for an inspection and diagnosis of
the reason. Replace the radiator and reservoir caps and check to be sure the drain cocks are
fully closed and not leaking. Page When spark plugs are replaced, always use spark plugs
recommended by Hyundai. The use of other spark plugs can result in loss of perfor- mance,
radio interference or engine damage. When this is done, the cover can be lifted off, the old filter
removed and the new filter put in its place. Genuine Hyundai Replacement Parts are
recommended. Manual Transaxle Oil Capacity The oil capacity of the manual transaxle: 5 speed:
2. Damage caused by a nonspecified fluid is not covered by your new vehicle limited warranty.
This means that the engine, radiator, exhaust system etc. Page Checking The Brakes Because
brakes are essential to the safe operation of the car, it is suggested that they be checked and
inspected by your Hyundai dealer. The brakes should be checked and inspected for wear at
those intervals specified in the vehicle mainte- nance schedule in Section 5. Fill as required.
Fluid loss indicates a leak in the clutch system which should be inspected and repaired immediately. Consult your Hyundai dealer. Page Air Conditioning Care 2. If the air coming out of the
in-dash vents is not cold, have the air conditioning system inspected by your Hyundai dealer. If
you have the instruments to check it, with a force of 22 lb. If the belt is too loose, have it
adjusted by your Hyundai dealer. Page Use very light finger pressure and be sensitive to
changes in resistance that mark the limits of the free-play. If the free-play is greater than
specified, have it inspected by your Hyundai dealer and adjusted or repaired if necessary. Page
Checking Drive Belts This is the brake pedal free-play. The free-play should be within the limits
speci- fied in the illustration. If it is not, have it inspected by your Hyundai dealer and adjusted
or re- paired if necessary. Page Checking And Replacing Fuses If this ever happens, have a
Hyundai dealer determine the cause, repair the system and replace the fusible link. The fusible
links are located in a relay box for easy inspection. Page Checking The Battery The fuse should
be a snug fit. If it is not, have the fuse clip repaired or replaced by a Hyundai dealer. If you do
not have a spare fuse, you may be Always ob- serve these warnings to prevent injuries from
occurring: o Charge batteries only in a well ventilated area. This is the same manual used by
dealership technicians and while it is highly technical it can be useful in obtaining a better
understanding of your car and how it works. Page 7. Page HGK 5. Turn the plastic cover
counterclockwise and remove it. HGK 6. Disconnect the connector from the bulb base in the
back of the headlight. HGK 7. Push the bulb spring to remove the headlight bulb. Remove the
protective cap from the re- placement bulb and install the new bulb by matching the plastic base
with the headlight hole. To replace the front turn signal light bulb, remove from the bulb holder
and install the new bulb. Always wear eye protection when servicing the bulb. Page HGK 2. To
remove the cover of the rear luggage trim, turn the knob by hand to the counterclock- wise.
HGK 3. Remove the nut 8mm with a spanner. HGK 4. To detach the rear combination light hit it
strongly by hand. Open the tail gate. Take off the luggage board. Extract the mounting screws
10mm around the woofer speaker with a spaner. Disconnect the power cord from the woofer
speaker. To remove the cover of the rear luggae trim, turn the knob by hand to the
counterclock- wise. Remove the nut 8mm with a spaner. Remove the cover with a flat-head
screw- driver. Disconnect the power cord. Replace with a new bulb. Open the glove box and
remove the mount- 2. HGK ing screws on the upside of the glove box. Remove the mounting
screws on the down- side of the glove box. Remove the glove box by pulling strongly. Remove
the glove box illuminated light by pushing the clip. It is accurate at the time of printing. When
you inspect the fuse box on your vehicle, refer to the fuse box label. Page In order to ensure the
proper function of the emission control systems, it is recommended that you have your car
inspected and main- tained by an authorized Hyundai dealer in ac- cordance with the
maintenance schedule in this manual. Caution for the Inspection and Maintenance Page
Remember that your Hyundai dealer is your best source of assistance. These materials might
contact the hot catalytic co
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nverter and a Page Tire Rotation Page Tire Chains Tires should be rotated every 6, miles 10,

km. If you notice that tires are wearing unevenly between rotations, have the car checked by a
Hyundai dealer so the cause may be corrected. After rotating, adjust the tire pressures and be
sure to check wheel nut torque. The tires on your Hyundai were balanced before the car was
delivered but may need balancing again during the years you own the car. It's written for professional technicians, but is simple enough for most mechanically-inclined owners to understand. These quality grades are molded on the sidewall. Treadwear - The tread wear grade is a
com- parative rating based on the wear rate of the tire when tested under controlled conditions
on a specified government test course. Page Spark Plugs Then check the level of fluid on the
dipstick. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

