2006 nissan murano service manual

Nissan Murano â€” repair manual, wiring diagrams, operation manual, service manual free
download. First of all, these service repair manuals are distinguished by convenient for
practical use arrangement of sections and chapters, as well as a large number of well-made
drawings and photographs, which give clarity to the instructions given in the book for
diagnostics and repair. At the same time, the Nissan Murano repair manual considers both
special repair works that are performed in the workshop for service stations and car service
professionals , and methods available to every driver for solving diagnostic and repair tasks.
These procedures can be carried out in the garage or on the road, with only a standard set of
tools. All practical recommendations and theoretical information are set out in the manual as
detailed, consistent and accessible, so that even an inexperienced driver in these matters will
be able to apply the information in practice. Considered in detail the design of the machine,
indicating the location and purpose of all the main components of the car. Also included are full
Nissan Murano operating instructions, maintenance intervals and rules for optimal use of the
machine in various conditions. Reducing the load on the main units and components of the car
will maximize the service life of the car and provide yourself with hundreds of pleasant,
trouble-free trips. The Nissan Murano color wiring diagrams will help the user to decide on the
operation of the electrical equipment and make the necessary adjustments, provided with
explanations for example, the principles of grouping the circuit elements are indicated. Since
during the drive the probability of car breakdown increases, then this manual can become the
best assistant for the driver on the road. After all, it takes a lot of time to go to a car service and
can turn into a large sum of money, which the driver may not have. Therefore, independent
actions will help him save money and not spend extra time waiting for the final result of repairs
in the workshop. Thus, based on the recommendations given in the repair manual for Nissan
Murano , a motorist will be able to identify the cause of the malfunction and then correctly
assemble, disassemble, adjust, lubricate, replace and repair all the main components and
components of the car engine, steering , gearbox, transmission, brake system and everything
else. All content on the site Carmanualsclub. The site administration does not bear any
responsibility for illegal actions, and any damage incurred by the copyright holders. Your email
address will not be published. Save my name, email, and website in this browser for the next
time I comment. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Nissan Murano. Leave a Reply Cancel reply Your email address will not be published.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website
uses cookies to improve your experience while you navigate through the website. Out of these,
the cookies that are categorized as necessary are stored on your browser as they are essential
for the working of basic functionalities of the website. We also use third-party cookies that help
us analyze and understand how you use this website. These cookies will be stored in your
browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. Slideshare uses cookies to improve functionality
and performance, and to provide you with relevant advertising. If you continue browsing the
site, you agree to the use of cookies on this website. See our User Agreement and Privacy
Policy. See our Privacy Policy and User Agreement for details. Published on Jan 19, This
Service Manual has easy-to-read text sections with top quality diagrams and instructions. Save
time and money by doing it yourself, with the confidence only a Nissan Murano Service Repair
Manual can provide. It is great to have, will save you a lot and know more about your Nissan
Murano, in the long run. All pages are printable. Thanks for visiting! SlideShare Explore Search
You. Submit Search. Home Explore. Successfully reported this slideshow. We use your LinkedIn
profile and activity data to personalize ads and to show you more relevant ads. You can change
your ad preferences anytime. Upcoming SlideShare. Like this document? Why not share!
Nissan murano electrical wiring dia Embed Size px. Start on. Show related SlideShares at end.
WordPress Shortcode. Published in: Automotive. Full Name Comment goes here. Are you sure
you want to Yes No. Be the first to like this. No Downloads. Views Total views. Actions Shares.
No notes for slide. This Service Manual has easy-to-readtext sections with top quality diagrams
and instructions. Save time and money by doing it yourself, with theconfidence only a Nissan
Murano Service Repair Manual canprovide. It is great to have, will save you a lot and know more

aboutyour Nissan Murano, in the long run. You just clipped your first slide! Clipping is a handy
way to collect important slides you want to go back to later. Now customize the name of a
clipboard to store your clips. Visibility Others can see my Clipboard. Cancel Save. These are the
Official Service Manuals that the dealers and shops use. These are the real thing, written by the
manufacturer for their service technicians specifically for the vehicle s listed. This ensures you
get the job done right the first time. These factory manuals cover specifications, diagnosis and
testing, in vehicle repairs, component removal and installation and complete wiring diagrams.
They are incredibly detailed with good diagrams, photos and exploded views. A must for
anyone who insists on Genuine OEM quality parts. Recent Posts. Drivers who live in cold and
wet climates are all too familiar with what happens to roadways when th â€¦. The Car
Maintenance Checklist Here are 7 easy steps to a long-running car you can rely on. Rating
Required Select Rating 1 star worst 2 stars 3 stars average 4 stars 5 stars best. Review Subject
Required. Comments Required. Current Stock:. Quantity: Decrease Quantity: Increase Quantity:.
Frequently bought together:. Select all Add selected to cart. Condition Brand New. These
factory manuals are brand new from Nissan. Choose Options. Quick view. Official Repair
Manual of the Dealerships! Slideshare uses cookies to improve functionality and performance,
and to provide you with relevant advertising. If you continue browsing the site, you agree to the
use of cookies on this website. See our User Agreement and Privacy Policy. See our Privacy
Policy and User Agreement for details. Published on Aug 18, Classic Cars Nissan offers you
excellent sales and service on new or used Nissan vehicles. Only 20 minutes from Philadelphia.
SlideShare Explore Search You. Submit Search. Home Explore. Successfully reported this
slideshow. We use your LinkedIn profile and activity data to personalize ads and to show you
more relevant ads. You can change your ad preferences anytime. Upcoming SlideShare. Like
this presentation? Why not share! Embed Size px. Start on. Show related SlideShares at end.
WordPress Shortcode. Classic Cars Nissan Follow. Published in: Automotive , Sports. Full
Name Comment goes here. Are you sure you want to Yes No. Magda Guevara. No Downloads.
Views Total views. Actions Shares. No notes for slide. This vehicle is delivered to you with safe
operation of your vehicle. It was produced using the latest This vehicle should not be modified.
Modi-techniques and strict quality control. There-ering your vehicle. Refer to notice. This will for
important safety information. They are used in the following ways: WARNING WARNING Engine
exhaust, some of its constituents, and certain vehicle components contain or emit chemicals
known to the State ofThis is used to indicate the presence of a California to cause cancer and
birth de-hazard that could cause death or serious fects or other reproductive harm. In
ad-personal injury. To avoid or reduce the dition, certain fluids contained in ve-risk, the
procedures must be followed hicles and certain products of com-precisely. This is used to
indicate the presence of ahazard that could cause minor or moder-ate personal injury or
damage to your If you see a symbol similar to these in anvehicle. To avoid or reduce the risk,
the illustration, it means the arrow points to the frontprocedures must be followed carefully.
Arrows in an illustration that are similar to these indicate movement or action. Box For U. Hood
Page 2. Windshield wiper and washer switch P. Headlight and turn signal switch P. Interior light
P. Power windows P. Recovery hook P. Tires â€” Wheel and tires P. Mirrors P. Doors â€” Keys
P. Fuel-filler door P. Rear window defroster switch P. High-mounted stop light P. Rear window
wiper and washer switch P. Luggage light P. Back-up light Bulb replacement P. Lift gate opener
switch P. Seat belts P. Head restraints P. Supplemental curtain side-impact air bags P. Interior
lights P. Front passenger air bag status light P. Inside mirror P. Seats P. Supplemental
side-impact air bags P. Console box P. Trip odometer reset button P. Instrument brightness
control switch P. Windshield P. Hazard warning flasher switch P. Center ventilator P. Audio
control P. Display P. Display screen control P. Passenger supplemental air bag P. Side
ventilator P. Fuse box cover P. Tilting steering wheel lock lever P. Driver supplemental air bag
P. Coin box P. Outside mirror remote control P. Cellular phone holder P. Power outlet cover P.
Glove box P. Tachometer P. Turn signal indicator P. Speedometer P. Engine coolant
temperature gauge P. Fuel gauge P. Reset button for trip odometer P. CVT shift position
indicator P. Power steering fluid reservoir P. Engine oil filler cap P. Brake fluid reservoir P. Air
cleaner P. Windshield washer fluid reservoir P. Engine coolant reservoir P. Drive belts P.
Radiator filler cap P. Engine oil dipstick P. Battery P. Always sit the seatback is reclined. This
can be well back in the seat and adjust the dangerous. The shoulder belt will not seat belt
properly. You could also slide under the lap belt and receive serious internal injuries. SSSA
Forward and backward Reclining Pull the lever up k while you slide the seat 1 To recline the
seatback, pull the lever up k and 2 forward or backward to the desired position. To bring the
seatback forward again, Release the lever to lock the seat in position. The seatback moves
forward. The reclining feature allows adjustment of the seatback for occupants of different sizes
for added comfort and to help obtain proper seat belt fit. The seatback may also be reclined to

allow occupants to rest when the vehicle is parked. They could unknow- ingly activate switches
or controls. Unattended children could become involved in serious accidents. To bring the
seatback protection circuit. If the motor stops during sired position. The operation, wait 30
seconds, then reactivate seatback will move forward. This will discharge the battery. Pull up or
push down the switch k to adjust 1 The lumbar support feature provides lower back the seat
height. Push each side of the 1. Secure the seat belt at the belt hooks on the switch to adjust the
seat lumbar area. Tilt up or down the switch k to adjust the 1 section. Secure the center seat belt
and tongues into the retractor base. Put the seat belt buckles into the seat cush- ion. Remove
the head restraints. In a sudden stop or collision,5. Remove any cups from the rear cup holder
unsecured cargo could cause per- and make sure the rear cup holder is empty. Close the
tonneau sub cover if so equipped equipped with seats and seat belts. Be sure everyone in your
vehicle is in upright position, be certain they are7. Pull the strap on the rear seat k or pull the A
a seat and using a seat belt properly. If they are not completely se- seatback. When returning
the seatbacks, be sure to an accident or sudden stop. Do not secured. This can be sudden stop.
The shoulder belt will not be against your body. In an accident, you could be thrown into it and
re- ceive neck or other serious injuries. You could also slide under the lap belt and receive
serious internal inju- ries. Always sit Pull the reclining strap k and position the seat 1 well back
in the seat and adjust the back at the desired angle k. Release the 2 seat belt properly. The seatback may also be reclined to allow occupants to rest when the vehicle is parked. Check the
adjustment after someone else uses the seat. To raise the head restraint, just pull it up. To
remove the head restraint when folding downthe rear seat or using certain child restraints,push
the lock knob k and pull the head 1restraint out. Always wear seat belts. No system can prevent
all injuries in any acci- dent. Doing so could im- pair active head restraint function. The head
restraint moves forward utilizing the force that the seatback receives from the occu- pant in a
rear-end collision. Failure to do so can reduce Properly adjust the active head restraints as the
effectiveness of the active head described in the previous section. NISSAN strongly
en-courages you and all of your passengers tobuckle up every time you drive, even if
yourseating position includes a supplemental air bag. Most states, provinces or territories
re-quire that seat belts be worn at all timeswhen a vehicle is being driven. Children should be
properly your shoulder and across your chest. Failure to do so face and neck, but not falling off
your may reduce the effectiveness of the shoulder. A lap belt worn too high could increase the
risk of internal injuries in an accident. Doing so may reduce its effectiveness. The child
restraints activated, it cannot be reused and semblies in use during a collision be should be
replaced if they are dam- must be replaced together with the replaced unless the collision was
mi- aged. Infants and children need special pro- In addition to the general information in this
tection. The shoulder belt may many other sources, including doctors, teachers, government
traffic safety offices, and community come too close to the face or neck. The organizations.
Every child is different, so be sure lap belt may not fit over their small hip to learn the best way
to transport your child. In an accident, an improperly fitting seat belt could cause serious or
There are three basic types of child restraint fatal injury. Always use appropriate systems: child
restraints. Generally, infants up to about 1 year and less than 20 lb 9 kg should be placed in rear
facing Also, there are other types of child restraints child restraints. Front facing child restraints
are available for larger children for additional protec- available for children who outgrow rear
facing tion. According to accident statistics, children are safer when properly restrained in the
rear seat than in the front seat. This is especially important because your vehicle has a
supplemental restraint system air SSS bag system for the front passenger. The seat belt may
not Never let a child stand or kneel on anyInfants up to at least one year old should be seat and
do not allow a child in the fit properly if the child is less than 4 feet 9 inchesplaced in a rear
facing child restraint. A booster seat should be The child could be seriously injured orrestraints
that comply with Federal Motor Ve- used to obtain proper seat belt fit. The booster seat seat
belts. The seat belt should be worn snug,Small children should raise the child so that the
shoulder belt is and always position the lap belt as low asChildren that are over one year old
and weight properly positioned across the top, middle por- possible around the hips, not the
waist. Placebetween 20 lbs 9 kg and 40 lbs 18 kg can be tion of the shoulder and the lap belt is
low on the the shoulder belt over your shoulder and acrossplaced in a forward facing child
restraint. Refer hips. A booster seat can only be used in seating your chest. Contact your doctor
forand maximum weight and height recommenda- The booster seat should fit the vehicle seat
and specific recommendations. You the child has grown so the shoulder belt is no seat belts,
depending on the injury. Check withshould choose a child restraint that fits your longer on or
near the face and neck, use the your doctor for specific recommendations. This can be
dangerous. Adjust the seat. Then smoothly pull ries. Slowly pull the seat belt out of the retractor
when the vehicle is in motion, the and insert the tongue into the buckle until it seat should be

upright. Always sit clicks. A slow pulling motion will permit the belt to move, and allow you
some freedom of movement in the seat. If they are not completely se- cured, passengers may be
injured in an accident or sudden stop. The automatic locking mode should be used only for
child restraint installation. Pull the shoulder belt portion toward the and the seatbacks are not
secured in retractor to take up extra slack. Make sure the During normal seat belt use by a
passen- ger, the locking mode should not be acti- the correct position, serious personal
shoulder belt is routed over your shoulder vated. If it is activated it may cause uncom- injury
may result in an accident or and across your chest. It can also sudden stop. The front
passenger and rear seat belts have a change the operation of the front passen-locking
mechanism for child restraint installation. When the locking mechanism is activated theseat belt
cannot be extended again until the seatbelt tongue is detached from the buckle and
fullyretracted. The retractor should lock and restrict further belt movement. If the retractor does
not lock during this check or if you have any questions about belt operation, see a NISSAN
dealer. The seat belt will automatically retract. The shoulder belt anchor height should be adjusted to the position best suited for you. The belt should be retractor. Failure to do so may
reduce the effectiveness of the entire restraint system and increase the SSS SSS chance or
severity of injury in an accident. Both the con- 1 2 nector tongue and the seat belt tongue must
be securely latched for proper seat belt operation. The connector tongue k should always be 1
connected except when folding down the rear seat. Stowing rear center seat belt When folding
down the rear seat, the rear center seat belt can be retracted into a stowed position as follows:
1. Hold the connector tongue k so that the 1 seat belt does not retract suddenly when the
tongue is released from the connector buckle. Inserting a suitable tool such as key k into A the
connector buckle and release the con- nector tongue k. Secure the seat belt tongue into the
retractor base first k. This could result in belt connector, be certain that the serious personal
injury in case of an seatbacks are completely secured in accident or a sudden stop. Attaching
rear center seat belt center seat belt connector is com- pletely secured. Always be sure the rear
center seat belt connec- tor tongue and connector buckle are attached. Pull out the connector
tongue from the re- tractor base k. Pull out the seat belt tongue from the retrac- tor base k. Pull
the seat belt and secure the connector buckle until it clicks k. The center seat belt connector
tongue can be attached only into the rear center seat belt connector buckle. Such unnecessary
use sudden stop. If the child re- Before folding down the seat, put the buckles in straint is not
secured properly, the the storage of the seat cushion to avoid drop- child could be seriously
injured in a ping it under the seat cushion. The ex- mild soap solution or any solution recomtender adds approximately 8 inches mm of mended for cleaning upholstery or carpets. Do not
allow dealer for assistance if the extender is required. Wipe the shoulder belt guide restraint be
installed in the rear seat. Failure to use a child restraint should be replaced. It is not installed
with the lap portion of a three-point type possible for even the strongest adult seat belt. In
addition, this vehicle is equipped to resist the forces of a severe acci- with a universal child
restraint lower anchor dent. Some hicle. Also, do not put the same seat child restraints include
two rigid or webbing- belt around both your child and your- mounted attachments that can be
connected to self. A rear facing sizes are offered by several manufacturers. Choose a child
restraint that is de- greatly increases. Always follow all recommended procedures. Remember
that a child restraint left in aated. Push it from side to side. Try to tug it closed vehicle can
become very hot. You may need to try pants of the vehicle. The re- Rear outboard seat Rear
center seat straint could tip over or otherwise be Front facing head restraint when the child
restraint is unsecured and cause injury to the removed. If the seating position does not child in
a sudden stop or collision. Position the child restraint on the seat. Al- child restraint. If necessary, adjust or remove the head restraint to obtain the correct child restraint fit. If the head
restraint is removed, store it in a secure place. Route the seat belt tongue through the child 3.
Pull on the shoulder belt until all of the belt is 4. Allow the belt to retract. Pull up on the restraint
and insert it into the buckle until you fully extended. At this time, the belt retractor shoulder belt
to remove any slack in the belt. Check to make sure that the child restraint is properly secured
prior to each use. If the belt is not locked, repeat steps 3 through 6. After the child restraint is
removed and the seat belt is allowed to wind back into the retractor, the automatic locking mode
child restraint mode will be canceled. Before placing the child in the child restraint, Rear facin
2012 caliber
4 pin relay wiring diagram
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g use force to push the child restraint from side to side, and tug it forward to make sure that it
When you install a child restraint in a rear is securely held in place. It should not move outboard
or center seat, follow these steps: more than 1 inch 25 mm. If it does move 1. If unable to

properly secure the restraint, move the restraint to another rear seating position and try again,
or try a differ- ent child restraint. Not all child restraints fit in all types of vehicles. Check that the
retractor is in the automatic locking mode by trying to pull more belt out of the retractor. Pull on
the shoulder belt until all of the belt is restraint and insert it into the buckle until you fully
extended. At this time, the belt retractor hear and feel the latch engage. You just clipped your
first slide! Clipping is a handy way to collect important slides you want to go back to later. Now
customize the name of a clipboard to store your clips. Visibility Others can see my Clipboard.
Cancel Save.

