2007 hyundai sonata serpentine belt diagram

Changing the serpentine belt on your Hyundai car is an important part of maintaining the
engine. If the belts become damaged or worn, it can fail or break while you are driving the car.
Since the belt turns the alternator, water pump and power steering in your car, failure of the belt
can cause the engine to overheat, be hard to steer and allow the battery to discharge very
rapidly. Inspect the belt often. Every time you change the oil you should check it. How to
Change a Serpentine Belt on a Hyundai. Locate the tensioner pulley on the front of your engine.
The tensioner looks like the other pulleys but is mounted on a spring loaded arm. Place a
socket and ratchet on the bolt in the center of the tensioner pulley and move the ratchet
counterclockwise to relieve the tension on the belt. Slide the old belt off the pulleys and slowly
let the tension back on the tensioner. Position a new belt on the pulleys making sure that you
follow the same path with the new belt that the old one followed. If the serpentine belt gets
reversed on the pulleys, the accessories will spin the wrong direction and can be damaged.
Move the ratchet on the belt tensioner counterclockwise again and slide the belt onto the
tensioner. Slowly move the ratchet clockwise to release the tensioner and tighten the belt. Start
the engine and watch the belt. Visually verify that the belt is running true across all the pulleys.
Open the hood of your Santa Fe and locate the negative battery cable at the battery. Loosen the
retaining bolt that secures the cable end to the battery terminal using a wrench, and then
remove the battery cable from the terminal. Position yourself in front of the truck and look at the
front of the engine just behind the radiator, in the center of the engine. The serpentine-belt
tensioner sits on the engine just below the power-steering pump. Place a socket and breaker
bar on the bolt in the center of the idler pulley on the belt tensioner. Rotate the tensioner
clockwise, releasing the tension from the belt. Remove the belt and discard it, then rotate the
tensioner counterclockwise to the free arm position. Install a new belt over the pulleys on the
front of the engine, leaving it off the tensioner for now. Rotate the tensioner clockwise, then
slide the belt onto the idler pulley on the tensioner and rotate the tensioner counterclockwise,
allowing the tensioner to tighten the belt. Remove the socket and breaker bar from the
tensioner, then move back to the battery. Install the negative battery cable onto the negative
terminal and tighten the retaining bolt with a wrench. Close the hood. How to Replace a
Serpentine Belt on a Hyundai. Remove the engine cover using a socket wrench and then set
aside. Make note of the belt routing. Check for a belt diagram routing sticker within the engine
compartment or the owner's manual. If no diagram exists, draw your own detailed diagram
before you remove the belt. Insert the serpentine belt tool into the square hole of the tensioner
pulley. Standing in front of the engine compartment, grab the handle of the tool and push or pull
as required, releasing tension from the tensioner pulley. While holding the tension off the belt,
grasp the serpentine belt and remove it from one pulley. Then release the tension from the
tensioner pulley. Compare the new belt length against the old belt. The new belt should not be
longer. It may be slightly shorter as the old belt has stretched over time. Install the new belt
following belt diagram. Starting with the lowest pulley, route the belt up and around the pulleys
until the belt slack is gone. Grab the serpentine belt tool and push or pull as required to release
tension from the tensioner pulley. Then finish routing the belt around the remaining pulleys.
Check for proper installation of the serpentine belt. Verify the routing of the belt against the
routing diagram. Remove the serpentine belt tool. Verify the belt lays centered on each pulley.
Check for belt tension by grabbing and pulling on the belt between two pulleys. Perform
operational test. Reinstall the engine cover and start the engine. Listen for abnormal sounds or
vibrations. Find the tensioner. The serpentine belt tensioner is what holds the belt in place with
the correct tension: it is held to the engine by two bolts. Some describe the Hyundai Sonata
tensioner pulley as attached to a teardrop shape, with the bolts holding the structure to the
engine. Remove the two bolts near the tensioner with your wrench bolt size may vary by model.
Take off the tensioner and the belt. Use a belt routing diagram or your own sketches to replace
the serpentine belt. This is helpful for some models: from the power steering pump, the belt
goes to the left of the idler pulley, then over and around the right side of the air conditioner
compressor pulley, around the left side of the crank pulley, to the right of the tensioner pulley,
and down to the alternator. Replace the tensioner and the new belt together. Mechanics
recommend seating the belt on the tensioner before replacing the tensioner onto the engine
rather than trying to pry the belt over the pulley. Check to see that the belt is seated correctly on
all of the pulleys. Run the engine and observe to check for proper installation. Items you will
need Wrench set Socket set Breaker bar. Items you will need Replacement belt Wrench Set with
variable wrench sizes for different models. The kind of serpentine belt diagrams you will see on
our site will be easily understandable diagrams for your make and model vehicle. The
serpentine belt track to the right uses a tensioner and is from a 7. Notice that the smooth side of
the belt is always against the smooth surface of the pulley. A serpentine belt is one distinct belt,
which is used to drive 1 or more devices in a car, truck, van, or SUV engine. Some of the

components driven by a serpentine belt are an air pump, water pump, power steering, air
conditioner, and most importantly the alternator. The Serpentine belt is controlled by either a
serpentine belt tensioner or an idle pulley. The new serpentine belt, which was invented in is a
much wider belt then the traditional automotive belt. This wider belt can be put under much
tighter tension, which removes a lot of slippage and friction experienced by older belt systems.
The major benefit to the serpentine belt is that gas mileage is increased due to reduced engine
load. Even with the decreased engine load your belt will wear over time. If you have a complete
belt failure you will need the belt diagrams to go along with your make and model. This is a
great little movie, which is done by a mechanic and explains how to go about changing your
serpentine belts. He points out how most new vehicle have a serpentine belt diagram under the
hood. This diagram shows which pulleys each belt goes on and how to thread the belt onto the
pulleys. One good thing to note is that when replacing your belt there will be one nut that is
reverse threaded ie Righty loosy Lefty tighty. Remember this is the case for most drive belt
installations. Serpentine Belt Diagram Over diagrams for most every vehicle on the road.
Serpentine Belt Diagrams. Quick Links. Table of Contents. Automobile Hyundai Accent Owner's
Manual pages. As the owner, it is your responsibility to see that all maintenance operations
specified by the manufacturer are carried out at the appropriate intervals. When the vehicle is
used in severe driving conditions, more frequent main- tenance is required for some operations.
However, Hyundai reserves the right to make changes at any time so that our policy of continual
product improvement may be carried out. This manual applies to all Hyundai models and
includes descriptions and explanations of optional as well as standard equipment. Page 4 Your
Hyundai should not be modified in any way. Such modifications may adversely affect the
performance, safety or durability of your Hyundai and may, in addition, violate conditions of the
limited warranties covering the vehicle. Certain modifications may also be in violation of
regulations established by the U. Department of Transportation and other federal or state
agencies. These titles indicate the following: WARNING: This indicates that a condition may
result in harm, serious injury or death to you or other persons if the warning is not heeded.
Page 6 To retrieve this information, special equipment is needed and access to the vehicle or
the device that stores the data is required. Hyundai will not access information about a crash
event or share it with others except Page 7 Your Owner's Manual will introduce you to the
features and operation of your new Hyundai. It is suggested that you read it carefully because
the information it contains can contribute greatly to the satisfaction you receive from your new
car. Page 8 Hyundai Warranty. How can you tell if you are purchasing Hyundai Genuine Parts?
Look for the Hyundai Genuine Parts Logo on the package see below. Hyundai Genuine Parts
exported to the United States are packaged with labels written only in English. Page 11 1. Hood
Release Lever 5. This type of fuel can reduce vehicle performance and damage components of
the fuel system. This key number tag should not be left with the keys but kept in a safe place,
not in the vehicle. The key number should also be recorded in a place where it can be found in
an emergency. Page 19 To discourage theft, always remove the ignition key, close all windows
and lock all doors when leaving your vehicle un- attended. When the lock mechanism is
engaged, the rear door cannot be opened from the inside. Its use is recommended whenever
there are small children in the rear seat. Page 21 If Activated When the speed of the vehicle
keeps above the specific speed for 1 second, it will automatically lock all doors and for
activation of this feature, contact your authorised Hyundai Dealar. Page Theft-Alarm System
When the transmitter does not work cor- rectly, open and close the door with the ignition key. If
you have a problem with the transmitter, contact an authorized Hyundai Dealer. NOTE: Keep the
transmitter away from water or any liquid. Page 23 When the system is disarmed while the
"DOOR" button of the interior light is de- pressed, the interior light will illuminate for 30
seconds. Replace the battery as soon as possible. Driver's door power window switch 2. Front
passenger's door power window switch 3. Rear passenger's door power window switch left side
4. Rear passenger's door power window switch right side 5. Window lock switch The main
switches are located on the driver's armrest and control the front and rear windows on both
sides of the vehicle. Any sudden or unex- pected movement of the seat could cause you to lose
control of the vehicle result- ing in an accident. Page Adjustable Headrests Drivers and
passengers should always sit well back in their seats, properly belted, and with the seatbacks
upright. For this reason, the Release the control knob and the seat will remain at that position.
Page 33 If the seat warmer doesn't operate when the ambient temperature is lower than
Information about the use of these restraints begins on page The lap portion should be fastened
snug on the hips and as low as possible. Check belt fit periodically. A child's squirming could
put the belt out of posi- tion. Page 37 This should be done even if no damage is visible.
Additional ques- tions concerning seat belt operation should be directed to your Hyundai
Dealer. Try sliding the height adjuster to make sure that it has locked into position. Page 39

Although a combination retractor is also installed in the front passenger seat position, Hyundai
strongly recommends that children always be seated in the rear seat. NEVER place any infant
restraint system in the front seat of the vehicle. If the lap belt is located too high on your waist,
it may increase the chance of injury in the event of a collision. Page 41 If there is a sudden stop
or impact, the belt will lock into position. It will also lock if you try to lean forward too quickly.
This portion of the rear center seat belt should only be unbuckled when the rear seatback is
folded down. This child seat or infant seat should be of appropriate size for the child and should
be installed in accordance with the manufacturer's instructions. Page 45 Their locations are
shown in the illustration. Page 47 If the seat belt does not operate as de- scribed, have the
system checked imme- diately by your authorized Hyundai dealer. The purpose of the
pre-tensioner is to make sure that the seat belts fit tightly against the occupant's body in certain
frontal collisions. Page 49 Do not attempt to inspect or replace the pre-tensioner seat belts
yourself. This must be done by an authorized Hyundai dealer. Driver's front airbag 2.
Passenger's front airbag 3. Side impact airbag 4. Curtain airbag HNF The indications of the
system's presence are the letters "SRS AIRBAG" embossed on the airbag pad cover in the
steering wheel and the passenger's side front panel pad above the glove box. Page 52 If the
SRS airbag warning light see pg 1- 52 remains illuminated while the vehicle is being driven,
have an authorized Hyundai dealer inspect the airbag sys- tem as soon as possible. Page 53 If
the airbags deploy, they must be re- placed by an authorized Hyundai dealer. All occupants
should sit upright with the seat back in an upright position, centered on the seat cushion with
their Page 55 After complete inflation, the airbag immediately starts deflating, enabling the
driver to maintain forward visibility and the ability to steer or operate other controls. Page 56
SRS is not working properly. If this occurs, have your vehicle immediately inspect- ed by your
Hyundai dealer. Page 57 Riding in an improper position or placing weight on the front
passenger's seat when it is unoccupied by a passenger adversely affects the occupant
classification system OCS. Page 62 If your car was flooded and has soaked carpeting or water
on flooring, you shouldn't try to start the engine; have the car towed to an authorized Hyundai
dealer. The infant or child could be seriously injured or killed in the event of a crash. All infants
and Page 65 Trunk Lid Open Warning Light Page 67 In any instance where the oil light stays on
when the engine is running, the engine should be checked by a Hyundai dealer before the car is
driven again. Page 68 After adding fluid, if no other trouble is found, the car should be
immediately and care- fully driven to a Hyundai dealer for inspection. If further trouble is
experienced, the vehicle should not be driven at all but taken to a dealer by a professional
towing service. Page 69 ABS. If this occurs, have your vehicle checked by your Hyundai dealer
as soon as possible. The normal braking system will still be operational, but without the
assistance of the anti-lock brake system. Page 70 Monitoring System is not working properly. If
this occurs, have your vehicle checked by an authorized Hyundai dealer as soon as possible.
The warning light also comes on and stays on when there is a problem with the Tire Pressure
Monitoring System. Page 71 See "If the engine overheats" on the page If you suspect cooling
system trouble, have your cool- ing system checked by a Hyundai dealer as soon as possible.
Odometer The odometer records the total distance trav- eled in miles. Page Trip Computer
Distance from the first destination to the final destination. Page Multi-Function Light Switch If
either turn signal indicator light blinks more rapidly than usual, goes on but does not blink, or
does not go on at all, there is a malfunction in the system. Check for a burned- out fuse or bulb
or see your Hyundai dealer. The headlights can be flashed even though the headlight switch is
in the "OFF" position. Their functions are: H - Push "H" Page 82 Do not hold the cigarette lighter
pressed in. This can damage the heating element and create a fire hazard. If it is necessary to
replace the cigarette lighter, use only a genuine Hyundai replacement or its approved
equivalent. Page 83 The ashtray light will only illuminate when the external lights are on. The
sunroof will slide all the way open. To stop the sunroof sliding at any point, press any sunroof
control button. Page 87 Do not press any sunroof control button longer than necessary.
Damage to the motor or system components could occur. Insert the hexagonal head wrench
provided with the vehicle into the socket. This wrench can be found in the vehicle's trunk or
glove box. Turn the wrench clockwise to open or coun- terclockwise to close the sunroof. Push
the end of the cover to open the sunglass holder. Page 91 To avoid the possibility of injury in
case of an accident or a sudden stop, the center console box lid should be kept closed when
the car is in motion. It may result in spilling the beverage. A spilled beverage that is very hot can
injure you or your passengers. Spilled liquids can damage interior trim and elec- tric
components. The "night" position is selected by flipping the tab at the bottom of the mirror
toward you. In the "night" position, the glare of headlights of cars behind you is reduced.
Determine the desired Zone Number based upon your current location on the Zone Map. Press
and hold the button for more than 3 but less than 6 seconds, the current Zone Number will

appear on the display. Page 99 1 this device may not cause harmful interference, and 2 this
device must accept any interference received, including interfer- ence that may cause undesired
operation. Before driving away, be sure that the parking brake is fully released and the indicator
light is off. Page Parents must teach their children about the dangers of playing in unattended
vehicles. HYUNDAI recommends parents teach children about the emer- gency trunk release
lever in their vehicle and how to open the trunk lid if they are accidentally locked in the trunk.
Page If the filler cap must be replaced, only use genuine Hyundai re- placement parts. Static
electric- ity discharge from the container can ignite fuel vapors causing a fire. While starting
refueling, contact should be maintained until the filling is complete. To reduce glare or to shut
out direct rays of the sun, turn the sun visor down. Page A red light comes on when the front
door is opened. The purpose of this light is to assist when you get in or out and also to warn
passing vehicles. Page Additionally, the following actions will disengage the system: o Depress
the brake pedal. Side Defroster Nozzle 2. Side Ventilator 3. Windshield Defroster Nozzle 4. The
side ventilators are located on each side of the dashboard. Air can be directed to the floor,
dashboard outlets, or windshield. Page If the "Floor-Defrost" mode is selected, "Fresh" mode
will be activated. NOTE: o The air intake control switch will change to " Page In addition
prolonged use of the air condi- tioning with the " " mode selected may result in the air within the
passenger com- partment becoming excessively dry. This makes it possible to have cooler air
from the dashboard vents and warmer air from the floor outlets at the same time. To use Page
Set the air intake control to the fresh air position. The tempera- ture may be moderated by
moving the con- trol toward "Warm". The air conditioning indicator light should come on at the
same time. Page position. The o Set the temperature control to warm. The , it may cause fog to
form Temperature Control 2. Page "HI" by turning the knob clockwise. The temperature will
decrease to the mini- mum "LO" by turning the knob counter- clockwise. In this state, the
system sequentially works according to the order of buttons selected. Page Fresh mode : Air
enters the vehicle from the outside and is heated or cooled according to the function selected. S
mode selected, set the air intake control to the Fresh air position or A. S control to "OFF". To
assist in defrosting, the air condi- tioning will operate if ambient temperature is higher than
Page Antenna Avoid adding metallic coatings to the rear window glass, such as Ni, Cd, etc.
These can disturb receiving AM and FM broadcast signals. They are intercepted by the radio
antenna on your car. This signal is then received by the radio and sent to your car speakers.
This could result in loss of control, and an accident that may cause death, serious injury, or
property damage. Do not drop the disc. Hold the disc so you will not leave finger- prints on the
surface. If the surface is scratched, it may cause the pickup to skip signal tracks. Do not affix
tape, paper, or gummed labels on the disc. Scan Button 4. Seek Operation 1. Rotate the knob
clockwise to increase the volume and turn the knob counterclockwise to decrease the volume.
Page Do not place beverages close to the audio system. The playback mecha- nism may be
damaged if you spill them. SCAN Button 2. MP3 Text Mode 8. Page CD. To stop on a particular
selection, press the button again. Page These can cause poor disc scratching to occur or
damage the compact disc player. When using the compact disc player, professionally recorded
CDs are recommended. SEEK Button 5. SCAN Button 1. Page The midrange adjust control
allows you to increase or decrease the audio system's midrange output. Page 2. LOAD Button 4.
SCAN Button Adjustment Mode Select Knob The first track of the disc will begin playing. When
returning to CD mode, the CD play will begin where it stopped last. Page When in fast forward
mode, your audio system will automatically lower the volume level of the playing media. The
REV Rate will increase after reversing the track about 10 s. Page These can cause disc
scratching to oc- cur or damage the compact disc player. When using the compact disc player,
professionally recorded CDs are recom- mended. SEEK Operation 6. Category Select 1. XM
Band Select 7. Info Button 3. Page Press and hold a memory preset control. You will hear a beep
and the station is held in memory on the control you selected. Page Driving Your Hyundai
Hyundai dealer. The steering wheel is locked by removing the key. After the engine has started,
allow the engine to run for 10 to 20 seconds prior to placing the vehicle in gear. The transaxle is
fully synchronized in all forward gears so shifting to either a higher or a lower gear is easily
accomplished. In a collision, an unbelted occupant is significantly more likely to be seriously
injured or killed than a properly belted occupant. The individual speeds are selected automatically, depending on the position of the speed selector lever. The selector lever has 2
gates; Page SKIP : By rapidly moving the selector forward or backward twice, it is possible to
skip one gear, i. Page "P" Park position. Then, reinstall the cap. If you need to use the shift lock
release, it could mean your car is developing a problem. Have the car checked by your Hyundai
dealer. Page Instead, slow down before pulling back into the travel lanes. Page Electronic
Stability Control Esc System Even with ESC installed, always follow all the normal precautions
for driving - including driving at safe speeds for the conditions. When replacing tires, make sure

they are the same size as your original tires. Page Good Braking Practices If the braking action
does not return to normal, stop as soon as it is safe to do so and call your Hyundai dealer for
assistance. Page Driving For Economy see Section 5 for details. For maximum service, your
Hyundai should be kept clean and free of corrosive materials. It is especially impor- tant that
mud, dirt, ice, etc. Visually inspect the battery and cables as described in Section 6. The level of
charge in your battery can be checked by your Hyundai dealer or a service station. Page
Window washer anti- freeze is available from Hyundai dealers and most auto parts outlets. Do
not use engine coolant or other types of anti-freeze as these may damage the paint finish. Page
Always check tire tread before driving your car. Refer to for further information and tread limits.
Fuel, engine coolant and engine oil: High speed travel consumes more fuel than urban
motoring. Do not forget to check both engine coolant and engine oil. Page Trailer Or Vehicle
Towing Since laws vary from State to State the require- ments for towing trailers, cars, or other
types of vehicles or apparatus may differ. Ask your Hyundai dealer for further details before
towing. Page This can be verified by checking the total weight of the loaded trailer and then
checking the load on the tongue. Never load the trailer with more weight in the back than in the
front. Page Vehicle Load Limit 3. Select a lower gear when going uphill. While in stop and go
traffic, place the gear selector in park or neutral and idle the engine at a higher speed. Page This
could cause you to lose control and crash. Also, overloading can shorten the life of your
vehicle. Repairs would not be covered by your warranty. Do not overload your vehicle. Check
the fuel line in the engine compart- ment. If the engine still does not start, call a Hyundai dealer
or seek other qualified assistance. Page Jump Starting 2, rpm for several minutes. Carefully
remove the jumper cables in the reverse order of attachment. If you do not know why your
battery became discharged because the lights were left on, etc. Immediately reduce your speed,
avoid hard cornering and anticipate increased stopping distances. Page TPMS malfunction
telltale. Have the system checked by an autho- rized Hyundai dealer as soon as pos- sible to
determine the cause of the problem. A cold tire means the vehicle has been sitting for 3 hours
and driven for less than 1 mile in that 3 hour period. Check inflation pressure as soon as
practical after installing the spare tire, and adjust to the specified pres- sure. The tire pressure
should be periodically checked and maintained at the specified pressure while the tire is stored.
To replace the spare tire in its storage compartment, tighten the bolt firmly with your fingers
until there is no more play in the spare tire. Block the Wheel Flat tire HNF Block the wheel that is
diagonally oppo- site from the flat to keep the vehicle from rolling when the car is raised on the
jack. The jack should be positioned as shown in the drawing. Raising the Car Wheel nut Wrench
bar wrench Slide the wheel off the studs and lay it flat so it cannot roll away. To put the wheel
on the hub, pick up the spare tire, line up the holes with the studs and slide the wheel onto
them. The nuts should be installed with their small di- ameter ends directed inward. This will
help assure that your vehicle is not damaged in towing. Also, profes- sionals are generally
aware of local laws gov- erning towing. Page Emergency Towing o Automatic Transaxle: Be
sure to use a towing dolly under the front wheels. This can cause se- rious damage to the
transaxle. If you lock the keys inside your car and you cannot obtain a new key, many Hyundai
dealers can use special tools to open the door for you. Page Corrosion Protection By using the
most advanced design and con- struction practices to combat corrosion, Hyundai produces
cars of the highest quality. However, this is only part of the job. To achieve the long-term
corrosion resistance your Hyundai can deliver, the owner's cooperation and assistance is also
required. Page Washing And Waxing Use a good quality car-washing solution and follow the
manufacturer's directions on the package. These are available at your Hyundai dealer or auto
parts outlet. Don't use strong household detergents, gasoline, strong solvents or abra- sive
cleaning powders as these may damage the finish. Page To protect the paintwork of the car
against corrosion, you must clean your Hyundai at least once a month. Give special attention to
the removal of salt, mud and other sub- stances on the underside of the splashboards of the
car. Page Cleaning The Interior Maintaining Bumpers Special precautions must be observed to
pre- serve the appearance of the bumpers on your Hyundai. They are: o Be careful not to spill
battery electrolyte or hydraulic brake fluid on the bumpers. If you do, wash it off immediately
with clean water. Page However, when cleaning the in- side of the rear window be careful not to
damage the rear window defroster wiring. Although careful design and engineer- ing have
reduced these to a minimum, those that are required are of the utmost importance. A list of
these items will be found on page Keep receipts for all vehicle emission services to protect your
warranty. Where both mileage and time are shown, the frequency of service is determined by
whichever occurs first. Refer to the chart below for the appropriate maintenance intervals. If the
car is being driven in severe condi- tions, more frequent oil and filter changes are required.
Start the engine and listen carefully for any exhaust gas leakage. Notice to California Vehicle
Dismantlers: Perchlorate containing materials, such as airbag inflators, seatbelt pretensioners

and keyless remote entry batteries, must be disposed of according to Title 22 California Code of
Regulations Section Coolant reservoir cap 2. Engine oil filler cap 3. Air cleaner 4. Brake fluid
reservoir 5. Fuse and relay box 6. Windshield washer fluid reservoir 7. Power steering fluid
reservoir 8. Page General Checks If you notice anything that does not operate correctly or
appears to be functioning correctly, inspect it carefully and seek assistance from your Hyundai
dealer if service is needed. To add oil: 1. Remove the oil filler cap by turning it counterclockwise. Page The engine oil and filter should be changed at those intervals specified in the
maintenance schedule in Section 5. If the car is being driven in severe conditions, more
frequent oil and filter changes are required. The procedure for changing the oil and filter is as
follows: 1. Remove the oil filter by turning it counter- clockwise with a oil filter wrench of the
proper size. A certain amount of oil will come out when you remove the filter. So be sure to have
your drain pan in place underneath it. Page "F". If the level is low, inspect for coolant leaks and
recheck the fluid level frequently. If the level drops again, visit your Hyundai dealer for an
inspection and diagnosis of the reason. Wrap a thick cloth around the radiator cap and slowly
turn the radiator cap counter- clockwise without pressing down on it, until it stops. This relieves
any pressure remain- ing in the cooling system. When you are sure that all the pressure has
been released, remove the radiator cap by pushing down and turning counterclockwise. Unsnap
the clips around the cover. When this is done, the cover can be lifted off, the old filter removed
and the new filter put in its place. Genuine Hyundai replacement parts are rec- ommended. Page
If the wipers continue to streak or smear the glass, replace them with genuine Hyundai replacement parts or their equivalent. Page To install the wiper blade HHR 1. Put a new wiper
blade onto the wiper arm and lower the wiper blade at the level of the wiper arm as shown in the
drawing. HHR 2. Pull up the wiper blade until you hear an audible "click" Manual Transaxle Oil
Capacity The oil capacity of the manual transaxle is 2. If you are having your vehicle serviced at
a facility other than a Hyundai dealer, verify that the correct ATF is used for your vehicle. Keep
the vehicle on the level ground with the parking brake applied and check the fluid level
according to the following procedure. Page Checking The Brakes Because brakes are essential
to the safe operation of the car, it is suggested that they be checked and inspected by your
Hyundai dealer. The brakes should be checked and inspected for wear at those intervals
specified in the vehicle mainte- nance schedule in Section 5. Page Air Conditioning Care 2. If the
air coming out of the in-dash vents is not cold, have the air conditioning system inspected by
your Hyundai dealer. It helps to decrease the amount of pollutants entering the car. HNF 1. Page
Use very light finger pressure and be sensitive to changes in resistance that mark the limits of
the free-play. If the free-play is greater than specified, have it inspected by your Hyundai dealer
and adjusted or repaired if necessary. Page Checking Drive Belts This is the brake pedal
free-play. The free-play should be within the limits speci- fied in the illustration above. If it is not,
have it inspected by your Hyundai dealer and adjusted or repaired if necessary. Page Checking
And Replacing Fuses If this ever happens, have a Hyundai dealer determine the cause, repair
the system and replace the fusible link. The fusible links are located in a relay box in the engine
compartment for easy inspection. Page The fuse should be a snug fit. If it is not, have the fuse
clip repaired or replaced by a Hyundai dealer. If you do not have a spare fuse, you may be When
working with batteries, carefully observe the follow- ing precautions to avoid serious injuries.
The fluid in the battery contains a strong solution of sulfuric acid, which is poisonous and
highly corrosive. Keep lighted cigarettes and all other flames or sparks away from the battery.
Hydrogen, which is a highly com- bustible gas, is always present in battery cells and may
explode if ignited. This is the same manual used by dealership technicians and while it is highly
technical it can be useful in obtaining a better understanding of your car and how it works.
Horizontal aiming must be adjusted by an authorized Hyundai dealer to avoid incorrect
alignment that will reduce the effectiveness of your headlights. Page HNF 4. Using a socket
wrench of the correct size, remove the headlight assembly mounting bolts. HNF 5. Disconnect
the power cord from the back of the headlight. HNF 6. Turn the plastic cover counterclockwise
and remove it. Reattach the bulb spring and recon- nect the connector. Open the trunk lid.
Loosen the mounting screws of the trunk lid trim with a phillips screwdriver and remove the
trunk lid trim. Remove the plastic cover with a flat-head screwdriver. HNF 2. Replace with a new
bulb. Open the glove box. Screwdriver HNF 2. Remove the glove box illuminated light cover with
a flat-head screwdriver. HJM 3. Disconnect the power cord. HTB 4. It is accurate at the time of
printing. When you inspect the fuse box on your vehicle, refer to the fuse box label. Page In
order to assure the proper function of the emission control systems, it is recommended that
you have your car inspected and main- tained by an authorized Hyundai dealer in ac- cordance
with the maintenance schedule in this manual. Caution for the Inspection and Maintenance
These materials might contact the hot catalytic converter and a If you ever have questions
about your tire warranty and where to obtain ser Page Replace tires that are worn, show uneven

wear, or are damaged. See page Hyundai recom- mends that you check the spare every time
you check the pressure of the other tires on your vehicle. Also, check the tire pressure of the
spare tire. How to Check Use a good quality gauge to check tire pressure. You cannot tell if your
tires are properly inflated simply by looking at them. Manufacturer or Brand name o
Manufacturer or Brand name is shown. Page Tire Terminology And Definitions 6. Maximum load
rating This number indicates the maximum load in kilograms and pounds that can be carried by
the tire. When replacing the tires on the vehicle, always use a tire that has the same load rating
as the factory installed tire. Kilopascal kPa : The metric unit for air pressure. Load Index: An
assigned number rang- ing from 1 to that corresponds to the load carrying capacity of a tire. All
sea Page Tire Rotation 12, km. If you notice that tires are wearing unevenly between ro- tations,
have the car checked by a Hyundai dealer so the cause may be corrected. After rotating, adjust
the tire pressures and be sure to check the wheel nut torque. Page Tire Traction Always replace
your tires with those of the recommended size. If you change wheels, the new wheel's rim width
and offset must meet Hyundai specif
nissan centra 2001
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ication. Page Tire Maintenance Wheels that do not meet Hyundai's specifications may fit poorly
and result in damage to the vehicle or unusual handling and poor ve- hicle control. It's written
for pro- fessional technicians, but is simple enough for most mechanically-inclined owners to
under- stand. Page Consumer Information U. Department of Transportation. Your Hyundai
dealer will help answer any questions you may have as you read this information. All other
arbitration costs shall be borne by Hyundai Motor America. You are not responsible to pay any
of the costs Hyundai incurs. Manual Transaxle Page Checking the brakes Page Consumer
Information Page Maintenance Intervals Explanation of scheduled maintenance items Page This
Owner's Manual should be considered a part of the car and remain with it when it is sold for the
use of the next owner. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

