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See also: Owner's Manual. Table of Contents. Instrument Cluster. Warning Lights And Chimes.
Entertainment Systems. Auxiliary Input Jack. Navigation System. Climate Controls. Turn Signal
Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Speed Control. Upfitter
Controls. Owners Guide postfmt. USA fus. Ford motor company ford crown victoria owner's
guide pages. Automobile Ford Explorer Owner's Manual pages. Ford motor company ford
escape hybrid owner's guide pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction â€” Special handling may apply for service or vehicle
end of life disposal. See Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 5 kilometers of operation, since these
additives may prevent piston ring seating. See Engine oil in the Maintenance and Specifications
chapter for more information on oil usage. Page 7 Safety must be paramount when using mobile
communications equipment to avoid negating these benefits. Mobile Communication
Equipment includes, but is not limited to cellular phones, pagers, portable email devices,
in-vehicle communications systems, telematics devices and portable two-way radios. In
addition, ambulance usage without the preparation package could cause high underbody
temperatures. Ford Ambulance Preparation Package is only available on certain 6. Have the
vehicle checked by your authorized dealer immediately. Driving extended distances with the
parking brake engaged can cause brake failure and the risk of personal injury. If the light
remains on, have the system serviced immediately by your authorized dealer. Page 16 If your
vehicle is equipped with a diesel engine, it has some unique warning lights; refer to Instrument
Cluster in your 6. Never remove the coolant reservoir cap while the engine is running or hot. If
the oil level is correct, have your vehicle checked at your authorized dealer. Operating the
transmission for extended periods of time with the gauge in the yellow area may cause internal
transmission damage. If the gauge continues to show high temperatures, see your authorized
dealer. Check with your authorized dealer for availability. Press again to return to the playing
media. Page 26 Auxiliary input jack later in this chapter. Page 27 In MP3 folder mode, the system
will randomly play all tracks within the current folder. Page 33 CD. The CD status will display in
the radio display. Page 34 Check with your authorized dealer for availability. Press again to
stop. Load the desired disc, label side up. The system will prompt you to load discs for the
remaining available slots. Begin with the vehicle parked and the radio turned off. CD units are
designed to only play commercially manufactured, round 4. Do not use any irregular shaped
CDs or discs with a scratch protection film attached. CDs with homemade paper adhesive labels
should not be inserted into the CD player as the label may peel and cause the CD to become
jammed. Page 41 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or
delete programming including canceling, moving or adding particular channels, and its prices,
at any time, with or without notice to you. Ford Motor Company shall not be responsible for any
such programming changes. This message should disappear shortly. If this message does not
clear within a short present. Page Navigation System Navigation supplement for further
information. Page 44 OFF. The indicator light will turn off indicating the system is off. Note: The
audio from the DVD system will play over all vehicle speakers and can be adjusted by the radio
volume control. A display will appear at the bottom of the screen indicating the brightness level.
The brightness display will only appear when the menu is not displayed. Page 48 DVD system.
Reverse : Press and release for the previous chapter or track. Page 49 Wireless headphone
volume is controlled with the rotary dial on the right ear piece. Page 50 Unless otherwise stated,
all operations can be carried out with the remote control. Always point the remote control
directly at the player. Ensure that there are no obstructions between the remote and player.
When in Dual Play, press to increase or decrease the volume for the wired headphones. Remove
the screw and unlatch the battery cover to access the batteries. The remote control unit uses
two AAA batteries which are supplied with the unit. Refer to Wired Headphones below. When
replacing the batteries, use two new batteries alkaline recommended and install them with the
correct orientation as indicated in the battery housing. If this happens, simply turn the
headphones on again and continue use. Page 59 This is disc dependent â€” some DVD discs
may have more viewing angles to select from. The system default is Angle 1. This is disc
dependent. The system default is English. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD and DVD
players. These will display on the status bar on top of the screen as the screens cycle through
at this rate. Yellow: video input 2. White: left channel audio input 3. Red: right channel audio
input 4. To change the level of control, press the memory preset controls 3 and 5
simultaneously on the front audio controls. The control level will cycle each time the buttons
are pressed simultaneously. See your dealer. Do not insert foreign objects into the DVD
compartment. This equipment has been tested and found to comply with the limits for a Class B

digital device, If one is already in the player, remove it. This could take an hour or more. Page
Climate Controls 1. Select 2. Modulate the temperature control to maintain comfort. Set the fan
speed to the highest setting. Direct the outer instrument panel vents toward the side windows.
Heated seats : Press to turn the heated seats on and off. The heated seats automatically shut off
after 10 minutes. The heated seats turn off when the ignition is turned off. Direct the outer
instrument panel vents towards the side windows. Do not place objects on top of the instrument
panel as these objects may become projectiles in a collision or sudden stop. Refer to Power
mirrors in the Driver Controls chapter for more information. The heated seats automatically turn
off after 10 minutes, or when the ignition is turned off. Page 79 Do not place objects on top of
the instrument panel as these objects may become projectiles in a collision or sudden stop.
Page Lights Pull headlamp control towards you to turn foglamps on. The foglamp indicator light
will illuminate. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. Locate the horizontal adjuster 1 for each headlamp. Turn it
clockwise or counterclockwise, to place the left edge of the high intensity area even with the
vertical line corresponding to the headlamp under adjustment. Repeat Steps 3â€”5 for the other
headlamp. Close the hood and turn off the lamps. Replacing headlamp bulbs aerodynamic 1.
Make sure that the headlamp control is in the OFF position and open the hood. Page 87 Grasp
the bulb only by its plastic base and do not touch the glass. The oil from your hand could cause
the bulb to break the next time the headlamps are operated. Install the new bulb s in reverse
order. Page 88 4. Pull the old bulb out from the socket. Remove the four screws and the
headlamp retaining ring from headlamp. Disconnect the electrical connector from the headlamp.
Top view of assembly shown. Remove the four screws and the lamp lens from lamp assembly.
Carefully pull the bulb straight out of the socket and push in the new bulb. Make sure the
headlamp switch is in the OFF position. Remove the bulb socket from the foglamp by turning
counterclockwise. Disconnect the electrical connector from the foglamp bulb. Pull out the old
bulb from the socket and push in the new bulb. Install the bulb socket in lamp assembly by
turning it clockwise. In freezing weather, be sure the wiper blades are not frozen to the
windshield before operating the wipers. Page 96 Do not hang any type of accessory or
accessory bracket from the plug. Improper use of the power outlet can cause damage not
covered by your warranty. Improper use of the lighter can cause damage not covered by your
warranty. Press the left side to restore the window controls. When the mirror detects bright light
from behind the vehicle, it will automatically adjust darken to minimize glare. Page These
actions could cause damage to the glass and mirrors. Fold-away mirrors Fold the side mirrors
in carefully before driving through a narrow space, like an automatic car wash. This provides
additional visibility of your vehicle to other drivers on the road. Do not use the speed control in
heavy traffic or on roads that are winding, slippery or unpaved. Page CD. See your authorized
dealer for service. It is also recommended that a new battery be placed in the hand-held
transmitter of the device being programmed to HomeLink for quicker training and accurate
transmission of the radio-frequency signal. The name and color of the button may vary by
manufacturer. The indicator light will flash slowly and then rapidly after HomeLink accepts the
radio frequency signal. The indicator light will begin to flash after 20 seconds. For questions or
comments, contact HomeLink at In the event of a multiple warning situation, the message
center will cycle the display to show all warnings by displaying each one for 4 seconds. Refer to
your 6. This value is not the same as the average fuel economy display. The running average
fuel economy is reinitialized to a factory default value if the battery is disconnected. Page 1. The
sequence of the system check report and how it appears in the message center is as follows: 1.
Page The compass reading may be affected when you drive near large buildings, bridges, power
lines and powerful broadcast antenna. Magnetic or metallic objects placed in, on or near the
vehicle may also affect compass accuracy. Page The message center will display the last
selected feature if there are no more warning messages. This allows you to use the full
functionality of the message center after you acknowledge the warning by pressing the RESET
control and clearing the warning message. Pull left-hand hinge straight to the right to disengage
the left-hand tailgate hinge socket from the left-hand box pivot post. Lift left side off of its hinge.
To install, follow the removal procedures in reverse order. Page 2. Slide the latch at the bottom
of the handle, then lower the handle. To open the bed extender into Tailgate Mode: 1. Pull the
locking pin toward the center of the vehicle. Rotate the storage hinge rearward to unlatch the
panels. Ensure the latch rod is inserted into the tailgate hole and the locking pins on both sides
are engaged into their holes in the pick-up box. Reverse steps for storage of the bed extender.
To open the bed extender into Grocery Mode, follow Steps 1â€”5 by rotating the panels away
from the tailgate. Press the power door unlock control on the door panel three times. Turn the
ignition back to the 3 ON position. The horn will chirp one time to confirm programming mode
has been entered and is active. Sounding a panic alarm Press to activate the alarm. Press again

or turn the ignition to 3 ON to deactivate. Page 3. Repeat this procedure for another remote
transmitter if desired. Replacing the battery The remote entry transmitter uses one coin type
three-volt lithium battery CR or equivalent. Note: The horn will chirp once to confirm the
procedure is complete. Enter the factory set code. Use of these systems may result in vehicle
starting problems and a loss of security protection. Note: Large metallic objects, electronic
devices that are used to purchase gasoline or similar items, or a second coded key on the same
key chain may cause vehicle starting issues. Page A maximum of eight keys can be coded to
your vehicle. Only SecuriLock keys can be used. Page Steps 1 through 5. If failure repeats,
bring your vehicle to your authorized dealer to have the new spare key s programmed. Lift the
head restraint so that it is located directly or as close as possible behind your head. Push
control to lower head restraint. The lid cannot be opened in the upright position. Lift up armrest
to return it to a center seatback. The control is located on the outboard side of the seat cushion.
Turn the lumbar support counterclockwise for less support. Heated seats if equipped The
heated seat control is located on the climate control panel. Page After returning the seatback to
its original position, pull on the seatback to ensure that it has fully latched. An unlatched seat
may become dangerous in the event of a sudden stop or collision. All occupants of the vehicle,
including the driver, should always properly wear their safety belts, even when an air bag
supplemental restraint system SRS is provided. Front and rear seat occupants, including
pregnant women, should wear safety belts for optimum protection in an accident. The belt will
still retract to remove any slack in the shoulder belt. The automatic locking mode is not
available on the driver safety belt. In addition, all seat belts should be checked for proper
function. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. Release the mini-buckle by inserting a key or safety belt tongue into the slot. The
safety belt warning light illuminates minutes and the warning chime sounds seconds. Wait until
the safety belt warning light turns off. Inspect the safety belts to make sure there are no nicks,
tears or cuts. Replace if necessary. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Page Do not put anything on
or over the air bag module. Placing objects on or over the air bag inflation area may cause those
objects to be propelled by the air bag into your face and torso causing serious injury. Please
refer to the Ford Truck Body Builders Layout Book for instructions about the appropriate
installation of additional equipment. Removing the blocker beam without installing snow plow
attachment hardware may effect airbag deployment in a crash. Page Thus, it is extremely
important that occupants be properly restrained as far away from the airbag module as possible
while maintaining vehicle control. Several air bag system components get hot after inflation. Do
not touch them after inflation. Disposal of airbags and airbag equipped vehicles See your local
authorized dealer. Accident statistics suggest that children are safer when properly restrained
in the rear seating positions than in the front seating position. Booster seats position a child so
that safety belts fit better. They lift the child up so that the lap belt rests low across the hips and
the knees bend comfortably. Page top of ear level above the top of the seat. Refer to Automatic
locking mode passenger side front and outboard rear seating positions if equipped section in
this chapter. Ford recommends the use of a child safety seat having a top tether strap. Install
the child safety seat in a seating position with a tether anchor. Page the buckle closest to the
direction the tongue is coming from for that seating position until you hear and feel the latch
engage. Make sure the tongue is latched securely by pulling on it. If the retractor is not locked,
unbuckle the belt and repeat Steps two through nine. Check to make sure the child seat is
properly secured before each use. The tether strap may not work properly if attached
somewhere other than the correct tether anchor. Remove tether cover. Clip the tether strap to
the anchor as shown. To access, reach below the back of the seat and pull tether loop out of the
rubber band securing it. Page 10 to 12 inches or limited production tires as defined in Title 49
Code of Federal Regulations Part Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Page Every day before you drive, check your
tires. If one looks lower than the others, use a tire gauge to check pressure of all tires and
adjust if required. You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page 6. Visually inspect the tires to
make sure there are no nails or other objects embedded that could poke a hole in the tire and
cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or bulges. Page
For your safety, tires that are damaged or show signs of excessive wear should not be used
because they are more likely to blow out or fail. Page such as P-metric versus LT-metric or
all-season versus all-terrain as those originally provided by Ford. Page 4. Use both eye and ear
protection For a mounting pressure more than 20 psi greater than the maximum pressure, a

Ford Dealer or other tire service professional should do the mounting. Always inflate steel
carcass tires with a remote air fill with the person inflating standing at a minimum of 12 ft. Page
Unless otherwise specified, rotate the tires approximately every 5, miles 8, km. Page This
information identifies and describes the fundamental characteristics of the tire and also
provides a U. These ratings are listed in the following chart. The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Maximum
Load Single lb. Page Vehicle Loading It does not include passengers, cargo, or optional
equipment. Vehicle Curb Weight â€” is the weight of your new vehicle when you picked it up
from your authorized dealer plus any aftermarket equipment. Page GAW Gross Axle Weight â€”
is the total weight placed on each axle front and rear â€” including vehicle curb weight and all
payload. Consult your authorized dealer or the RV and Trailer Towing Guide provided by your
authorized dealer for more detailed information. If your vehicle will be towing a trailer, load from
your trailer will be transferred to your vehicle. Consult this manual to determine how this
reduces the available cargo and luggage load capacity of your vehicle. Refer to Transmission
fluid temperature gauge in the Instrument Cluster chapter for the transmission fluid temperature
information. Attach the trailer to the vehicle and adjust the hitch equalizers so that the front
bumper height is within After proper adjustment, the rear bumper should be no higher than in
Step 2. Page The Ford TBC has only been verified to be compatible with trailers having
electric-actuated drum brakes one to four axles and not hydraulic surge or
electric-over-hydraulic types. It is the Page If the manual control is activated while the brake is
also applied, the greater of the two inputs determines the power sent to the trailer brakes.
Explanation of instrument cluster messages: The TBC interacts with the instrument cluster
message center. Page Note: Your TBC can be diagnosed by your authorized dealer to determine
exactly which trailer fault has occurred; however, if the fault is with the trailer this diagnosis is
not covered under your Ford warranty. Ford is not responsible for warranty or performance of
the TBC due to misuse or customer installation. Page Driving Do not start your vehicle in a
closed garage or in other enclosed areas. Exhaust fumes can be toxic. Always open the garage
door before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Make sure the headlamps and electrical accessories are off. If starting a vehicle
with an automatic transmission: 1. Make sure the parking brake is set. Make sure the gearshift
is in P Park. Excessive cranking could damage the starter. Page Note: If your vehicle is
equipped with a manual transmission, the engine may be required to run while power
accessories operate and the parking brake is set. It is recommended that wheel chocks be used
during this operation. This may allow Page Over loading or loading the vehicle improperly can
deteriorate handling capability and contribute to loss of vehicle control and vehicle rollover. Do
not drive your vehicle until you verify that the brakelamps are working. Page The amount of
downshift braking provided will vary based upon the amount the brake pedal is depressed. If
equipped, use the tachometer and do not allow engine speed to exceed the redline area.
Operating the engine beyond the recommended speeds can cause severe engine damage.
Apply the brake and shift into the neutral position. Fully apply the parking brake, then shift into
1 First. Page Certain add-on devices such as large trailer hitches, bike or surfboard racks and
any device that may block the normal detection zone of the RSS system may create false beeps.
If the sensors are covered, it will affect the accuracy of the RSS. Illuminates when 4H 4x4 High
or 4L 4x4 Low is engaged. Place the gearshift lever in N Neutral. If the vehicle is equipped with a
manual transmission, also depress the clutch pedal. Sends power to the rear wheels only.
Sends power to front and rear wheels. This mode is not intended for use on dry pavement.
Bring the vehicle to a complete stop. Depress the brake. Place the gearshift in N Neutral. Page
The differences that make your vehicle so versatile also make it handle differently than an
ordinary passenger car. Information on transfer case operation and shifting procedures can be
found in the Driving chapter. Page If the transmission, transfer case or front axle are submerged
in water, their fluids should be checked and changed, if necessary. Driving through deep water
may damage the transmission. Page Never drive with chains on the front tires of 4WD vehicles
without also putting them on the rear tires. This could cause the rear to slide and swing around
during braking. Page Wet brakes do not stop the vehicle as quickly as dry brakes. Installing the
snowplow Specifications are found in the Ford Workshop Manual. Page Additional equipment
such as snowplow equipment may effect the performance of the airbag sensors increasing the
risk of injury. Page Roadside Emergencies Ford and Mercury vehicles, and six years or 70,
miles , km on Lincoln vehicles. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€”
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”;
Page Fuel Pump Shut-Off Switch After an accident, if the engine cranks but does not start, this

switch may have been activated. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. Page Always
replace the cover to the passenger compartment fuse panel before reconnecting the battery. If
the battery has been disconnected and reconnected, refer to the Battery section of the
Maintenance and Specifications chapter. Page Always disconnect the battery before servicing
high current fuses. To reduce risk of electrical shock, always replace the cover to the Power
Distribution Box before reconnecting the battery or refilling fluid reservoirs. If the dissimilar
spare tire or wheel is damaged, it should be replaced rather than repaired. Page To help prevent
the vehicle from moving when you change a tire, be sure the parking brake is set, then block in
both directions the wheel that is diagonally opposite to the tire being changed. Attach the spare
tire lock key A to the jack handle B. Page If the vehicle slips off the jack, you or someone else
could be seriously injured. Turn the jack handle clockwise until the wheel is completely off the
ground and high enough to install the spare tire. Remove the lug nuts with the lug wrench.
Lower the wheel by slowly turning the release valve counterclockwise. Opening the release
valve slowly will provide a more controlled rate of descent. Stow the jack, jack handle and lug
wrench. Make sure the jack is securely fastened so it does not rattle when driving. Unblock the
wheels. Use only Ford recommended replacement fasteners. On all two-piece flat wheel nuts,
apply one drop of motor oil between the flat washer and the nut. Do not apply motor oil to the
wheel nut threads or the wheel stud threads. Page Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Connect the
negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Remove the jumper cable from the
ground metal surface. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Note: Towing an ESOF 4x4 vehicle with the front wheels on the ground without
disengaging the front hubs may cause damage to the automatic transmission. Ford Motor
Company produces a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. Page You are not bound by the decision but may
choose to accept it. If the arbitrator has decided in Page Customer Assistance If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Since this information is subject to change, please ask your authorized
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Reporting Safety Defects U. The high-pressure fluid could penetrate
the sealed parts and cause damage. These quality products have been specifically engineered
to fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Each product is made from high quality materials that meet or
exceed rigid specifications. Page Maintenance And Specifications First. Turn off the engine and
remove the key. Block the wheels. Set the parking brake and shift to P Park. Lift the hood until
the lift cylinders hold it open. Transmission fluid dipstick automatic transmission 4. Engine oil
filler cap 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake fluid reservoir 8. Engine
coolant reservoir 9. Air filter assembly Attach the new wiper to the wiper arm and press it into
place until a click is heard. Replace wiper blades at least once per year for optimum
performance. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmission or 1 First manual transmission. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level indicator dipstick. Some oil must
be removed from the engine by a service technician. Put the indicator back in and ensure it is
fully seated. Page Battery Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance information. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Run the engine until it reaches normal operating temperature.
Allow the engine to idle for at least one minute. Page Do not put engine coolant in the
windshield washer fluid container. If sprayed on the windshield, engine coolant could make it

difficult to see through the windshield. Mixing Motorcraft Specialty Orange Engine Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Check the coolant level and replenish if low. Re-start the engine
and take your vehicle to a service facility. Gasoline may contain benzene, which is a
cancer-causing agent. The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. Turn off the engine,
remove the fuel filler cap, align the cap properly and reinstall it. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. For more Do not park, idle, or
drive your vehicle in dry grass or other dry ground cover. The emission system heats up the
engine compartment and exhaust system, which can start a fire. Refer to the scheduled
maintenance information for the service interval schedules. If the fluid is low, add fluid in small
amounts, continuously checking the level until it is between the MIN and MAX range. Be sure to
put the cap back on the reservoir. Use only a DOT 3 brake fluid designed to meet Ford
specifications. Refer to Maintenance product specifications and capacities in this chapter.
Failure to follow these instructions may result in personal injury. During normal operation, the
fluid level in the clutch reservoir should remain constant or rise slightly. Page Fluid levels
above the safe range may result in transmission failure. High fluid levels can be caused by an
overheating condition. The use of these materials may affect transmission operation and result
in damage to internal transmission components. See your authorized dealer for replacement.
Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
Maintenance Product Specifications and Capacities in this chapter. Page Air Filter S Lift air filter
element up and out of housing. The air filter box needs to be free of any debris before installing
a new air filter. Install a new air filter element into the tray assembly. Replace the PCV valve with
one that meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be void for any damage to the
emissions system if such a PCV valve is no
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t used. Page Maintenance and Specifications Replace the spark plugs with ones that meet Ford
material and design specifications for your vehicle, such as Motorcraft or equivalent
replacement parts. The customer warranty may be void for any damage to the engine if such
spark plugs are not used. Drivebelt routing 5. Please note that in the graphic XXXX is
representative of your vehicle identification number. The following table tells you which
transmission or transaxle each code represents. Contact your authorized dealer for details and
a copy of the warranty. The following is a list of several Genuine Ford Accessories available for
your vehicle. Not all accessories are available for all models. For a Page Coolant checking and
adding Page Page Loading instructions Page Trailer Brake Controller-Integrated This manual is
also suitable for: F F F Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

