2008 ford fusion parts diagram

Free Wiring Diagram. Collection of ford fusion radio wiring diagram. A wiring diagram is a
streamlined conventional pictorial representation of an electric circuit. It reveals the
components of the circuit as simplified forms, and also the power as well as signal links
between the gadgets. A wiring diagram normally offers information concerning the relative
placement and plan of devices as well as terminals on the tools, in order to help in structure or
servicing the gadget. A pictorial layout would certainly reveal a lot more information of the
physical appearance, whereas a wiring diagram utilizes a much more symbolic symbols to
stress interconnections over physical look. A wiring diagram is commonly made use of to
troubleshoot troubles and also to earn certain that the connections have been made and that
whatever is existing. Click on the image to enlarge, and then save it to your computer by right
clicking on the image. Architectural wiring layouts reveal the approximate locations and also
affiliations of receptacles, illumination, and permanent electrical solutions in a structure.
Interconnecting cable routes may be shown around, where particular receptacles or fixtures
must get on a typical circuit. Wiring diagrams use standard symbols for circuitry tools, normally
different from those made use of on schematic diagrams. The electrical signs not only show
where something is to be installed, however also just what type of gadget is being installed. A
surface ceiling light is revealed by one symbol, a recessed ceiling light has a different sign, and
a surface fluorescent light has one more symbol. Each type of button has a different symbol as
well as so do the various electrical outlets. There are icons that show the place of smoke alarm,
the buzzer chime, as well as thermostat. On large tasks symbols might be phoned number to
show, for instance, the panel board as well as circuit to which the tool links, as well as to
determine which of a number of sorts of component are to be installed at that location. A set of
electrical wiring diagrams may be needed by the electric examination authority to authorize link
of the home to the public electrical supply system. Wiring layouts will additionally consist of
panel timetables for breaker panelboards, and also riser layouts for unique solutions such as
smoke alarm or closed circuit tv or various other special solutions. The Ford Fusion has a few
important changes for ; chief among them is standard anti-lock braking across the model range.
Changes in options and available equipment include the addition of a Sport Appearance
Package, which features inch aluminum wheels, a firmer suspension, and contrasting interior
stitching. Also new is voice-activated navigation, a back-up parking sensor, and keyless entry
on SEL models. Ford's SYNC system, which integrates wireless devices and music players with
the car, debuts for as an option on all but the SEL styles, where it is standard. Pricing has
increased marginally across the range by about a few hundred dollars. Close this Model value:
In the competitive midsize sedan segment, Ford's Fusion has a lot to offer. Its distinctive styling
sets it apart from the Toyota Camry, Honda Accord, and Chevrolet Malibu, and it beats them on
price, too. The engines and platform it shares with the Mazda6 give it some real performance as
well, and the available all-wheel drive isn't found on most other cars in the class. Model
overview: The Fusion has been a modest hit, and Ford continues to refine the car that won the
J. Power award for Automotive Performance, Execution, and Layout. A horsepower Duratec 2.
Read more The Fusion has been a modest hit, and Ford continues to refine the car that won the
J. SE trim adds a six-way driver seat power, premium stereo with six-disc CD changer, inch
aluminum wheels, and fog lights. For Fusion SE and SEL models equipped with the V6, Ford's
all-wheel drive is available at a price that still keeps it below most of the competition's
front-wheel-drive cars. Close this There's a problem loading this menu right now. Would you
like to sell products for this vehicle on Amazon. Learn how. About This Vehicle Model
strengths: Comfortable, roomy sedan; available AWD; crisp looks and athletic handling; ample
standard features across three trim levels; competitively priced. Also new is voice-activated
navigation, a back-up parking sensor, and keyless entry Read more. Close this. In the
competitive midsize sedan segment, Ford's Fusion has a lot to offer. The Fusion has been a
modest hit, and Ford continues to refine the car that won the J. There's a problem loading this
menu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to
top. Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Skip
to main content. Exterior Accessories. Mirrors Exterior Mirrors Towing Mirrors. Interior
Accessories. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life. Ford Fusion Valve Stem Seal. Ford Fusion Spark Plug. Ford Fusion Oil Filter. Ford

Fusion Fuel Tank. Ford Fusion Rod Bearing. Ford Fusion Intake Manifold Gasket. Ford Fusion
Timing Chain. Ford Fusion Lug Nuts. Ford Fusion Shock Absorber. Ford Fusion Coil Springs.
Ford Fusion Steering Wheel. Ford Fusion Wheel Cover. Ford Fusion Drive Shaft. Ford Fusion
Brake Booster. Ford Fusion Wiper Blade. Ford Fusion Engine Mount. Ford Fusion Windshield
Wiper. Ford Fusion Door Handle. Ford Fusion Car Mirror. Ford Fusion Ashtray. Ford Fusion
Seat Switch. Ford Fusion Fog Light Bulb. Ford Fusion Headlight Bulb. Ford Fusion Instrument
Cluster. Ford Fusion Fuse. Ford Fusion Speedometer. Ford Fusion Body Control Module. Ford
Fusion Headlight. Ford Fusion Alternator. Ford Fusion Transmission Assembly. Ford Fusion
Shift Cable. Ford Fusion Torque Converter. Ford Fusion Transfer Case. Ford Fusion Transfer
Case Shim. Ford Fusion Transfer Case Seal. Ford Fusion Transmission Sensor. Ford Fusion
Automatic Transmission Filter. Ford Fusion Antenna. Ford Fusion Emblem. Ford Fusion
Transmitter. Ford Fusion Car Key. Ford Fusion Fuel. Ford Fusion Splash Guards. Ford Fusion
Spoilers. Ford Fusion Covers and Protectors. Ford Fusion Deflectors. Ford Fusion Racks and
Carriers. Ford Fusion Floor Mats. Ford Fusion Door Sill Plates. Ford Fusion Ash or Coin Cup.
Ford Fusion Cargo Organization. Ford Fusion Interior Trim Kits. Ford Fusion Telematics
System. Ford Fusion Wheels. Ford Fusion Remote Start. Ford Fusion Keyless Entry. Ford
Fusion Audio. Ford Fusion Lamps, Lights and Treatments. Ford Fusion Locks. Ford Fusion
Parking Assist System. Ford Fusion Vehicle Security. Ford Fusion Dashcam. Ford Fusion
Phone Products. Shop for Ford Fusion Parts. Other Popular Ford Fusion Accessories. The first
Ford Fusion was launched in for model year to replace the Ford Mondeo. Though it is a very
young model, it has received many rewards to prove its ability. Up till today, it has been
produced through two generations. Powers were mainly from 2. Engine options become
versatile ranging from 1. No matter how good quality the Ford Fusion is, it still will have
problems as the auto parts in it would wear and tear as time passes by. We have collected two
most common problems on it from Fusion drivers. First, suspension system problems. A loud
clicking or clunking noises would be heard when driving over speed bumps or driving onto a
driveway or brake according to Fusion drivers. In addition, excessive vibrations and uneven
worn tires could also be found as well as the loose steering when turning corners. As
suspension system is closely related with drivability, thus you should check the trailing arm
and axle shaft once above situations happen. Second, engine performance suffered. In general,
people would find a decrease in power, acceleration and fuel economy as well as a constant
overheating engine. Sometime, engine would misfire and have difficulty starting as well as
shake and sag to one side. Abnormal noises are also symptoms. Once you have also encounter
those, you had better have an inspection on motor and transmission mount, engine mount,
spark plug and intake manifold gasket. If you want your Ford Fusion serve you for a longer time,
then some other auto parts you should also take a good care. Windshield wiper is designed for
providing better driving vision, and cabin air filter is responsible for sending fresh air to
occupants. They are both small but significant parts. Please remember to replace them for
better performance periodically. Compared to cheap aftermarket auto parts, you must think the
OEM parts are too expensive. However, Ford Fusion OEM parts we offer are at the lowest price
in the market as well as come with the manufacturer's warranty. In the long run, it's more
economical to go for Fusion genuine auto parts. Select Year for Ford Fusion Parts. Our
Customers Reviews. Award Winning Customer Service. Quick Links. Table of Contents.
Warning Lights And Chimes. Entertainment Systems. Auxiliary Input Jack Line In. Navigation
System. Climate Controls. Automatic Temperature Control. Rear Window Defroster. Turn Signal
Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows.
Owners Guide postfmt. USA fus. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction â€” Special handling may apply for service or vehicle
end of life disposal. See Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Page 6 In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may access vehicle diagnostic
information through a direct connection to your vehicle when diagnosing or servicing your
vehicle. Page 7 Introduction To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, unless pursuant to court order or
where required by law enforcement, other government authorities or other third parties acting
with lawful authority. Page 8 Introduction These are some of the symbols you may see on your
vehicle. Many lights will illuminate when you start your vehicle to make sure the bulbs work.
Normally, the Service engine soon light will stay on until the engine is cranked, then turn itself

off if no malfunctions are present. Page 12 Instrument Cluster Driving a vehicle with the brake
system warning light on is dangerous. A significant decrease in braking performance may
occur. It will take you longer to stop the vehicle. Have the vehicle checked by your authorized
dealer. Driving extended distances with the parking brake engaged can cause brake failure and
the risk of personal injury. If the light remains on, have the system serviced immediately, refer
to the Driving chapter for more information. Low tire pressure warning: Illuminates when your
tire pressure is low. If the light remains ON at start up or while driving, the tire pressure should
be checked. Contact your authorized dealer as soon as possible. Turn signal: Illuminates when
the left or right turn signal or the hazard lights are turned on. If the indicators flash faster, check
for a burned out bulb. Page 15 Instrument Cluster Speedometer: Indicates the current vehicle
speed. Engine coolant temperature gauge: Indicates engine coolant temperature. If it enters the
red section, the engine is overheating. Stop the vehicle as soon as safely possible, switch off
the engine and let the engine cool. Page 16 Instrument Cluster Tachometer: Indicates the engine
speed in revolutions per minute. Driving with your tachometer pointer continuously at the top of
the scale may damage the engine. Odometer: Registers the total miles kilometers of the vehicle.
Page Entertainment Systems Quick start â€” How to get going Driving while distracted can
result in loss of vehicle control, accident and injury. Ford strongly recommends that drivers use
extreme caution when using any device that may take their focus off the road. The drivers
primary responsibility is the safe operation of their vehicle. Page 18 Entertainment Systems
Listening to satellite radio if equipped 1. Note: The system may take a few moments to turn on.
Page 19 Entertainment Systems For a single CD system, if a disc is not already loaded, insert
only one, label side up into the CD slot. The first track on the disc will begin playing. If you wish
to engage shuffle mode right away, press SEEK to begin random play. Otherwise, random play
will begin when the current track is finished playing. Page 21 if equipped Driving while
distracted can result in loss of vehicle control, accident and injury. Refer to Category Mode
under Menu for further information. Check with your authorized dealer for availability. Press to
cycle through the saved songs. When the song appears in the display that you would like to
delete, press OK. The song will appear in the display for confirmation. PAUSE will appear in the
display. Page 27 Entertainment Systems Tune to the desired station. Page 28 Entertainment
Systems Page 29 if equipped Driving while distracted can result in loss of vehicle control,
accident and injury. Page 35 Entertainment Systems Page 36 Entertainment Systems Page
Auxiliary Input Jack Line In Auxiliary input jack Line in Driving while distracted can result in
loss of vehicle control, accident and injury. Page Usb Port USB port if equipped Driving while
distracted can result in loss of vehicle control, accident and injury. This feature allows you to
plug in media playing devices, memory sticks, and also to charge devices. Page 40 CD units are
designed to play commercially pressed 4. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Page 41
Entertainment Systems Audio system warranty and service Refer to the Warranty Guide for
audio system warranty information. If service is necessary, see your dealer or qualified
technician. While various. Page 43 Note: SIRIUS reserves the unrestricted right to change,
rearrange, add or delete programming including canceling, moving or adding particular
channels, and its prices, at any time, with or without notice to you. Ford Motor Company shall
not be responsible for any such programming changes. The system is working properly.
Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. Page 47 Climate Controls 6. Fan
speed adjustment: Controls the volume of air circulated in the vehicle. Page Automatic
Temperature Control Climate Controls Do not place objects on top of the instrument panel as
these objects may become projectiles in a collision or sudden stop. Recirculated air may reduce
the amount of time to cool down the interior of the vehicle and may also help reduce undesired
odors from reaching the interior of the vehicle. Recirculation can be engaged manually in any
other airflow selection except defrost. If your vehicle is equipped with a mini message center,
see your authorized dealer for temperature conversion. Page 51 Climate Controls : Distributes
air through the windshield defroster ducts, demister outlets, and the front and rear seat floor
ducts. The system will automatically provide outside air to reduce window fogging. Adjust the
temperature control to maintain comfort. Set the fan speed to the highest setting. Direct the
outer instrument panel vents towards the side windows. To increase airflow to the outer
instrument panel vents, close the vents located in the middle of the instrument panel. Turns on
the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns the
headlamps on. Autolamp control if equipped The autolamp system provides light sensitive
automatic on-off control of the exterior lights normally controlled by the headlamp control. Page
55 Lights 3. Turn the headlamp switch to the autolamp position. The headlamps will turn on.

Wait the desired amount of time for the exit delay you want up to three minutes , then turn the
headlamp switch to. Page 56 Lights High beams Push the lever toward the instrument panel to
activate. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. If your vehicle has been in an accident the alignment of your
headlamps should be checked by your authorized dealer. Vertical aim adjustment 1. Park the
vehicle directly in front of a wall or screen on a level surface, approximately 25 feet 7. Page Turn
Signal Control Lights 5. Locate the vertical adjuster on each headlamp. Using a Phillips 2
screwdriver, turn the adjuster either clockwise to adjust down or counterclockwise to adjust up.
The horizontal edge of the brighter light should touch the horizontal reference line. Page Bulb
Replacement Lights Your vehicle may also have reading lamps within the rear dome lamp s.
Press the switches on either side of the dome lamp to turn on the lamps. Page 61 Lights 3.
Disengage top of flexible washer bottle filler neck from snap strap attachment and position it to
gain access path to the high beam bulb Passenger Side Only with ABS. Note: After completing
Step 3. Page 62 Lights 9. Tuck the 2 lead wires into the lamp housing to assure that they are not
pinched when installing the protective rubber cap. Page 63 Lights 4. Remove screw from oval
splash shield access panel from the exterior wheel well area. Lift up and rearward to release a
hidden finger attachment at the lower portion of the panel Passenger side only with ABS. From
the exterior wheel well area reach arm through splash shield opening to access bulb socket
Passenger side only with ABS. Grasp the bulb only by its plastic base and do not touch the
glass. The oil from your hand could cause the bulb to break the next time the headlamps are
operated. Page 65 Lights 3. Page 66 Lights Replacing front side marker bulbs 1. Make sure the
headlamp control is in the OFF position. Pry the lamp away from the vehicle at the rear of lamp
at the wheel opening. Rotate lamp from the wheel opening away from the vehicle , as the lamp
separates from the vehicle, slide the lamp towards the wheel opening to disengage Page 67
Lights 4. Remove the bulb socket by turning it counterclockwise and pulling it straight out. Pull
the bulb from the socket and push in the new bulb. Install the bulb socket into the lamp
assembly by rotating it clockwise. Page 68 Lights Replacing fog lamp bulbs if equipped 1. Make
sure the fog lamp switch is in the OFF position. From underneath the vehicle, partially remove
the tire splash shield by removing four drive screws. After removing to allow free access to the
front fog lamp bulb and electrical wire harness, the splash shield flap should be able to be
repositioned. Speed dependent wipers: When the wiper control is set on the intermittent
settings, the speed of the wipers will automatically adjust with the vehicle speed. Pull the lever
down to unlock the steering column. While the lever is in the down position, move the steering
wheel up or down and in or out until you find the desired position. Storage compartment Press
on the rear edge of the compartment door to open. The storage compartment may be used to
secure sunglasses or a similar object. Press the left - control to move the time display
backwards. If the power point or cigar lighter socket is not working, a fuse may have blown.
Refer to Fuses and relays in the Roadside Emergencies chapter for information on checking
and replacing fuses. Page 74 Driver Controls Press and pull the window switches to open and
close windows. Rear Window Buffeting: When one or both of the rear windows are open, the
vehicle may demonstrate a wind throb or buffeting noise. Do not adjust the mirror while the
vehicle is in motion. Automatic dimming interior rear view mirror if equipped Your vehicle may
be equipped with an interior rear view mirror that has an auto-dimming function. Rotate the
control clockwise to adjust the right mirror and rotate the control counterclockwise to adjust the
left mirror. Move the control in the direction you wish to tilt the mirror. Page 77 Driver Controls
The controls for using your speed control are located on the steering wheel for your
convenience. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Page Moon Roof Driver Controls
SYNC system hands free control feature if equipped Press and hold briefly until the voice icon
appears on the display to use the voice command feature. Press and hold to send a call or text
message. Press OK to confirm your selection. Page 82 Driver Controls To open the moon roof:
The moon roof is equipped with an automatic, one-touch, express opening, closing and venting
feature. Press and release the rear portion of the control. To stop motion at any time during the
one-touch operation, press the control a second time. Page Message Center Driver Controls The
moon roof has a sliding shade that can be opened or closed when the glass panel is shut.
Distance to empty DTE Selecting this function from the INFO menu estimates approximately
how far you can drive with the fuel remaining in your tank under normal driving conditions.
Remember to turn the ignition OFF when refueling to allow this feature to correctly detect the
added fuel. Page 87 Driver Controls 8. This will take up to three circles to complete calibration.
Page 88 Driver Controls 6. Page 89 Driver Controls Reverse Sensing System Park assist if
equipped This feature sounds a warning tone to warn the driver of obstacles near the rear
bumper, and functions only when R Reverse gear is selected. Indicates the brake fluid level is

low and the brake system should be inspected immediately. Refer to Brake fluid reservoir in the
Maintenance and Specifications chapter. Displayed when the rear turn signals are activated and
at least one is burned out. Check the lamps as soon as safely possible and have the burned out
lamp replaced. Refer to Replacing headlamp bulbs in the Lights chapter. The IKT functions as
both a programmed ignition key that operates all the locks and starts the vehicle, and a remote
keyless entry transmitter. Your IKTs are programmed to your vehicle; using a non-programmed
key will not permit your vehicle to start. Page 94 Locks and Security Recommended handling of
the Integrated Keyhead Transmitter IKT To avoid inadvertently activating the remote entry
functions of your vehicle, it is recommended that the Integrated Keyhead Transmitter IKT be
handled properly when starting and turning off your vehicle. Smart locks This feature attempts
to help prevent you from locking yourself out of the vehicle if your key is still in the ignition.
When you open one of the front doors and you lock the vehicle with the power door lock control
on the driver or passenger door trim panel , all the doors will lock, then all doors will
automatically unlock reminding Note: This feature is configured off by default. This feature can
be turned on or off using the following procedure: Before starting, ensure the ignition is in the 1
LOCK position and all vehicle doors are closed. Page 98 Locks and Security 6. The horn will
chirp once if autolock was deactivated or twice one short and one long chirp if autolock was
activated. Turn the ignition to the 1 LOCK position. The horn will chirp once to confirm the
procedure is complete. Page 99 Locks and Security 1. Place the key in the ignition and turn the
ignition to the 3 RUN position. Press the power door unlock control on the door panel three
times. The childproof locks are located on rear edge of each rear door and must be set
separately for each door. The handle is composed of a material that will glow for hours in
darkness following brief exposure to ambient light. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Note: The
interior lamps will illuminate. Press and release again within five seconds to unlock all the
doors. The remote entry system activates the illuminated entry feature; this feature turns on the
lamps for 25 seconds or until the ignition is turned to the 3 RUN position. Opening the trunk
Press twice within 3 seconds to open the trunk. Page Locks and Security Note: On some
vehicles, the perimeter lamps illuminated entry feature will not activate in daylight conditions.
Page Locks and Security Battery saver The battery saver will shut off the interior lamps 30
minutes after the ignition has been turned to the 1 LOCK position. Use of these systems may
result in vehicle starting problems and a loss of security protection. Note: Large metallic
objects, electronic devices that are used to purchase gasoline or similar items, or a second
coded key on the same key chain may cause vehicle starting issues. The theft indicator will
flash every two seconds to act as a theft deterrent when the vehicle is armed. Automatic
disarming The vehicle is disarmed immediately after the ignition is turned to the 3 RUN position.
The theft indicator light may flash on and off. Wait 20 seconds and you may repeat Steps 1
through 8. Page Locks and Security Each door, the hood or the trunk is armed individually, and
if any are open, they must be closed for the system to enter the 20 second countdown. The turn
signal lamps will flash once when all doors, the hood and the trunk are closed indicating the
vehicle is locked and entering the 20 second countdown. Do not pile cargo higher than the
seatbacks to reduce the risk of injury in a collision or sudden stop. Page Seating and Safety
Restraints Using the manual lumbar support if equipped The lumbar control is located on the
side of the seat cushion. Turn to adjust lumbar support. Page Seating and Safety Restraints
Pump the handle upwards to raise the cushion and pump downward to lower the cushion to the
desired location. Pull lever up to adjust seatback. Folding down the front passenger seatback if
equipped The front passenger seatback can be folded to a horizontal position to make room for
a long load. Page Seating and Safety Restraints Before returning the seatback to its original
position, make sure that cargo or any objects are not trapped behind the seatback. After
returning the seatback to its original position, pull on the seatback to ensure that it has fully
latched. An unlatched seat may become dangerous in the event of a sudden stop or collision.
Page Seating and Safety Restraints Move the switch in the direction of the arrows to raise or
lower the front portion of the seat cushion. Move the switch in the direction of the arrows to
raise or lower the rear portion of the seat cushion. Press the switch in the direction of the
arrows to move the seat forward, backward, up or down. Allow the seat to dry thoroughly. The
heated seats will only function when the ignition is in the RUN position. Page Seating and
Safety Restraints Fold the seatback s down. Before returning the seatback to its original
position, make sure that cargo or any objects are not trapped behind the seatback. Page Safety
Restraints Seating and Safety Restraints Seat mounted cup holders and armrest storage
compartment if equipped Your vehicle may be equipped with cup holders in the rear seat
armrest. To access the cup holders, fold the armrest down. Use only soft cups in the cupholder.

Hard objects can injure you in a collision. Page Seating and Safety Restraints to the airbag
when it begins to inflate. For some occupants, this occurs because they are initially sitting very
close to the airbag. For other occupants, this occurs when the occupant is not properly
restrained by safety belts or child safety seats and they move forward during pre-crash braking.
Page Seating and Safety Restraints Never let a passenger hold a child on his or her lap while
the vehicle is moving. The passenger cannot protect the child from injury in a collision. All
occupants of the vehicle, including the driver, should always properly wear their safety belts,
even when an air bag supplemental restraint system SRS is provided. Page Seating and Safety
Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from until you hear a snap and feel it
latch. Make sure the tongue is securely fastened in the buckle. Page Seating and Safety
Restraints All safety restraints in the vehicle are combination lap and shoulder belts. All of the
passenger combination lap and shoulder belts have two types of locking modes described
below: Vehicle sensitive mode This is the normal retractor mode, which allows free shoulder
belt length adjustment to your movements and locking in response to vehicle movement. Page
How to disengage the automatic locking mode Ford Motor Company recommends that all
passenger safety belt assemblies and attaching hardware should be inspected by an authorized
dealer after any collision to verify that the automatic locking retractor feature for child seats is
still working properly. Page slide bar-if equipped , shoulder belt height adjusters if equipped ,
shoulder belt guide on seatback if equipped , child safety seat LATCH and tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company Fusion fsn
Owners Guide postfmt Page Seating and Safety Restraints recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. However, if the collision was
minor and an authorized dealer finds that the belts do not show damage and continue to
operate properly, they do not need to be replaced. Page Seating and Safety Restraints The
Belt-Minder feature uses information from the front passenger sensing system to determine if a
front seat passenger is present and therefore potentially in need of a warning. To avoid
activating the Belt-Minder feature for objects placed in the front passenger seat, warnings will
only be given to large front seat occupants as determined by the front passenger sensing
system. Page Seating and Safety Restraints If Page Seating and Safety Restraints Reasons
given As confirmation, the safety belt warning light will flash four times per second for three
seconds, followed by three seconds with the light off, then followed by the safety belt warning
light flashing four times per second for three seconds again. Page Seating and Safety
Restraints Always transport children 12 years old and under in the back seat and always
properly use appropriate child restraints. Page Seating and Safety Restraints Children and
airbags Children must always be properly restrained. Accident statistics suggest that children
are safer when properly restrained in the rear seating positions than in the front seating
position. Failure to follow these instructions may increase the risk of injury in a collision. Page
Seating and Safety Restraints The airbags inflate and deflate rapidly upon activation. After
airbag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. Refer to Side curtain airbag system later in this chapter. Refer to Front passenger
sensing system. Page Seating and Safety Restraints The front passenger sensing system may
detect small or medium objects placed on the seat cushion. For most objects that are in the
front passenger seat, the passenger airbag will be disabled. Even though the passenger airbag
is disabled, the pass airbag off lamp may or may not be illuminated according to the table
below. Determining if the system is operational The supplemental restraint system uses a
warning indicator light in the instrument cluster or a back-up tone to indicate the condition of
the system. Page Seating and Safety Restraints Do not attempt to service, repair, or modify the
airbag SRS, its fuses or the seat cover on a seat containing an airbag. See your authorized
dealer. All occupants of the vehicle should always wear their safety belts even when an airbag
SRS is provided. Page Seating and Safety Restraints The fact that the airbags did not inflate in a
collision does not mean that something is wrong with the system. Rather, it means the forces
were not of the type sufficient to cause activation. Side airbags are designed to inflate in
side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the
collision causes sufficient lateral deceleration. Page Seating and Safety Restraints Side curtain
airbag system Do not place objects or mount equipment on or near the headliner at the siderail
that may come into contact with a deploying side air curtain. Failure to follow these instructions
may increase the risk of personal injury in the event of a collision. Page Seating and Safety
Restraints How does the side air curtain system work? The design and development of the side
air curtain system included recommended testing procedures that were developed by a group
of automotive safety experts known as the Side Airbag Technical Working Group. Page Seating

and Safety Restraints passenger seat or an unbuckled child or small person in the passenger
seat. The air curtain was designed to inflate between the side window area and occupant to
further enhance the head protection provided to occupants in side impact collisions. The
seat-mounted side airbag was designed to inflate between the door panel and occupant to
further enhance the protection provided occupants in side impact collisions. Page To improve
the fit of both the lap and shoulder belt on children who have outgrown child safety seats, Ford
Motor Company recommends use of a belt-positioning booster. Booster seats position a child
so that safety belts fit better. They lift the child up so that the lap belt rests low across the hips
and the knees bend comfortably. Page Seating and Safety Restraints Children and booster
seats vary widely in size and shape. Choose a booster that keeps the lap belt low and snug
across the hips, never up across the stomach, and lets you adjust the shoulder belt to cross the
chest and rest snugly near the center of the shoulder. Page 80 lb 36 kg using an upper torso
harness and a belt-positioning booster. Ford Motor Company recommends the use of a child
safety seat having a top tether strap. Page Seating and Safety Restraints and anchors, refer to
Attaching safety seats with tether straps in this chapter. Page Seating and Safety Restraints 2.
Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together. Page
Seating and Safety Restraints 5. To put the retractor in the automatic locking mode, grasp the
shoulder portion of the belt and pull downward until all of the belt is pulled out and a click is
heard. Allow the belt to retract. The belt will click as it retracts to indicate it is in the automatic
locking mode. Page Seating and Safety Restraints Attaching child safety seats with tether
straps Most new forward-facing child safety seats include a tether strap which goes over the
back of the seat and hooks to an anchoring point. Tether straps are available as an accessory
for many older safety seats. Contact the manufacturer of your child seat for information about
ordering a tether strap. Page Seating and Safety Restraints 4. Open the tether anchor cover. Clip
the tether strap to the anchor as shown. If the tether strap is clipped incorrectly, the child safety
seat may not be retained properly in the event of a collision. The anchors at the center of the
rear seat are further apart than the sets of lower anchors for child seat installation at other
seating positions. Page Seating and Safety Restraints If you install a child seat with rigid LATCH
attachments, do not tighten the tether strap enough to lift the child seat off the vehicle seat
cushion when the child is seated in it. Keep the tether strap just snug without lifting the front of
the child seat. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tires, Wheels and Loading The traction
grade assigned to this tire is based on straight-ahead braking traction tests, and does not
include acceleration, cornering, hydroplaning or peak traction characteristics. Page Tire
Inflation if equipped , at least monthly and before long trips. You are strongly urged to buy a
reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Ford
recommends the use of a digital or dial-type tire pressure gauge rather than a stick-type tire
pressure gauge. Page Always inflate your tires to the Ford recommended inflation pressure
even if it is less than the maximum inflation pressure information found on the tire. Page Tires,
Wheels and Loading Note: If you have to drive a distance to get air for your tire s , check and
record the tire pressure first and add the appropriate air pressure when you get to the pump. It
is normal for tires to heat up and the air pressure inside to go up as you drive. Page such as
P-metric versus LT-metric or all-season versus all-terrain as those originally provided by Ford.
Page The tire pressure sensors mounted in the wheels originally installed on your vehicle are
not designed to be used in aftermarket wheels. Page Tires, Wheels and Loading If your vehicle
is stuck in snow, mud, sand, etc. A tire can explode in as little as three to five seconds. Note: If
your tires show uneven wear ask an authorized dealer to check for and correct any wheel
misalignment, tire imbalance or mechanical problem involved before tire rotation. The
definitions of these items are listed below. Note that the tire size, load index and speed rating
for your vehicle may be different from this example. Page Tires, Wheels and Loading Note: You
may not find this information on all tires because it is not required by federal law. Note: The
temporary tire size for your vehicle may be different from this example. If your vehicle has tires
of a different size than the size indicated on the vehicle placard or tire inflation pressure label,
you should determine the proper tire inflation pressure for those tires. Page Tires, Wheels and
Loading following two conditions: 1 This device may not cause harmful interference, and 2 This
device must accept any interference received, including interference that may cause undesired
operation. Warning Light Repair the damaged road wheel and re-mount it on the vehicle to
restore system functionality. The tires on your vehicle have all weather treads to provide
traction in rain and snow. However, in some climates, you may need to use snow tires and
chains. It does not include passengers, cargo, or optional equipment. GAW Gross Axle Weight
â€” is the total weight placed on each axle front and rear â€” including vehicle curb weight and

all payload. The total load on each axle must never exceed its GAWR. You and one of your
friends decide to pick up cement from the local home improvement store to finish that patio you
have been planning for the past 2 years. Page Tires, Wheels and Loading Front Wheel Drive
FWD vehicles with automatic transaxle: Do not tow your vehicle with the front drive wheels on
the ground as transaxle damage may occur. It is recommended to tow your vehicle with the
front drive wheels on a dolly or use a car-hauling trailer. Front Wheel Drive FWD vehicles with
manual transaxle: Your vehicle can be flat-towed all wheels on the ground , with well-designed
towing equipment under the following conditions LOCK, locks the automatic transaxle gearshift
lever and allows key removal. This position also shuts the engine and all electrical accessories
off without locking the steering wheel. To lock the steering wheel, remove the key then turn the
steering wheel. Page Driving Do not park, idle, or drive your vehicle in dry grass or other dry
ground cover. The emission system heats up the engine compartment and exhaust system,
which can start a fire. Do not start your vehicle in a closed garage or in other enclosed areas.
Page Driving Starting the engine 1. Excessive cranking could damage the starter. Note: If the
engine does not start on the first try, turn the key to LOCK, wait 10 seconds and try again. Page
Driving Failure to follow engine block heater instructions could result in property damage or
physical injury. To reduce the risk of electrical shock, do not use your heater with ungrounded
electrical systems or two-pronged cheater adapters. How to use the engine block heater Ensure
the receptacle terminals are clean and dry prior to use. To clean them, use a dry cloth. If the
light does not illuminate during start up, remains on or flashes, the ABS may be disabled and
may need to be serviced. Page Traction Control Driving Always set the parking brake fully and
make sure that the gearshift is securely latched in P Park automatic transmission or in 1 First
manual transmission. If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. See your authorized dealer as soon as
possible. Page Driving If you cannot move the gearshift lever out of P Park with ignition in the
RUN position and the brake pedal depressed: 1. Apply the parking brake, turn ignition key to
LOCK, then remove the key. Using a screwdriver or similar tool , remove the protective cover to
the interlock release access hole on the console. Page Driving Understanding the gearshift
positions of the 5â€”speed automatic transaxle if equipped P Park This position locks the
transaxle and prevents the front wheels from turning. Hold the brake pedal down while in this
position. D Drive The normal driving position for the best fuel economy. Transaxle operates in
gears one through five. To start the vehicle: 1. Make sure the parking brake is fully set. This will
damage the clutch. Upshift according to the following chart: Recommended upshifts for best
fuel economy when accelerating 5-speed manual transaxle Shift from: 1 - Page Driving The RSS
detects obstacles up to six feet two meters from the rear bumper with a decreased coverage
area at the outer corners of the bumper, refer to the figures for approximate zone coverage
areas. As you move closer to the obstacle, the rate of the tone increases. With the AWD option,
power will be delivered to the front wheels and distributed to the rear wheels as needed. The
AWD system is active all the time and requires no input from the operator. You may lose control
if you do not slow down or if you turn the steering wheel too sharply or abruptly. Page Driving
not more. Page Ford Motor Company joins the U. Page Driving Apply just enough power to the
wheels to climb the hill. Too much power will cause the tires to slip, spin or lose traction,
resulting in loss of vehicle control. Descend a hill in the same gear you would use to climb up
the hill to avoid excessive brake application and brake overheating. Page Any modifications to a
vehicle that raise the center of gravity can make it more likely the vehicle will rollover as a result
of a loss of control. Ford Motor Company recommends that caution be used with any vehicle
equipped with a high load or device such as ladder or luggage racks. This program is separate
from the New Vehicle Limited Warranty. Page 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. The hazard flashers will operate when the ignition is in any position or if the key
is not in the ignition. Push in the flasher control and all front and rear direction signals will
flash. Blown fuses are identified by a broken wire within the fuse. Check the appropriate fuses
before replacing any electrical components. Note: Always replace a fuse with one that has the
specified amperage rating. Page Roadside Emergencies To remove a fuse use the fuse puller
tool provided on the fuse panel cover. The fuses are coded as follows. Page Roadside
Emergencies Power distribution box The power distribution box is located in the engine
compartment. Always disconnect the battery before servicing high current fuses. To reduce risk
of electrical shock, always replace the cover to the Power Distribution Box before reconnecting
the battery or refilling fluid reservoirs. Page Ford. If the dissimilar spare tire or wheel is
damaged, it should be replaced rather than repaired. Page Roadside Emergencies Tire change

procedure To help prevent the vehicle from moving when you change a tire, be sure the parking
brake is set, then block in both directions the wheel that is diagonally opposite other side and
end of the vehicle to the tire being changed. Page Roadside Emergencies 3. Put the jack in the
jack locator next to the tire you are changing. Turn the jack handle clockwise until the wheel is
completely off the ground. To lessen the risk of personal injury, do not put any part of your
body under the vehicle while changing a tire. Page Lug Nut Torque M12 x 1. Use only Ford
recommended replacement fasteners. When a wheel is installed, always remove any corrosion,
dirt or foreign materials present on the mounting surfaces of the wheel or the surface of the
wheel hub, brake drum or brake disc that contacts the wheel. If there is visible corrosion in
wheel pilot hole, remove loose particles by wiping with clean rag and apply grease. Page
Roadside Emergencies 4. Check all battery terminals and remove any excessive corrosion
before you attach the battery cables. Ensure that vent caps are tight and level. Turn the heater
fan on in both vehicles to protect from any electrical surges. Connect the negative - cable to the
negative - terminal of the assisting battery. Once the disabled vehicle has been started, run both
engines for an additional three minutes before disconnecting the jumper cables. Removing the
jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the ground metal surface. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page Wrecker Towing It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. If the vehicle is towed by other means
or incorrectly, vehicle damage may occur. Away from home If you own a Ford or Mercury
vehicle and are away from home when your vehicle needs service, or if you need more help than
the authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page If you own a
Lincoln vehicle and are away from home when your vehicle needs service, or if you need more
help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page
Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in some
states. Page You are not bound by the decision but may choose to accept it. If the arbitrator has
decided in Page Customer Assistance If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your authorized dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting
Safety Defects U. The high-pressure fluid could penetrate the sealed parts and cause damage.
Page Cleaning 3. These products are available from your authorized dealer. These may include
hot wax treatments used by commercial car washes, water repellent coatings, tree sap, or other
organic contamination; These quality products have been specifically engineered to fulfill your
automotive needs; If your vehicle requires professional service, your authorized dealer can
provide the necessary parts and service. Check your Warranty Guide to find out which parts
and services are covered. Page Maintenance and Specifications 2. Block the wheels. Engine
coolant reservoir 2. Engine oil filler cap 3. Engine oil dipstick 4. Transmission fluid dipstick
automatic transmission only 6. Battery 7. Power distribution box 8. Page Maintenance and
Specifications 3. Power steering fluid reservoir 3. Brake fluid reservoir 4. Transmission Fluid
Dipstick automatic transmission only 5. Battery 6. Power distribution box 7. Air filter assembly
8. Coolant bleed valve 9. Page In very cold weather, do not fill the reservoir completely. Do not
use any special washer fluid such as windshield water repellent type fluid or bug wash. They
may cause squeaking, chatter noise, streaking and smearing. Page Engine Oil Maintenance and
Specifications Poor wiper quality can be improved by cleaning the wiper blades and the
windshield, refer to Windows and wiper blades in the Cleaning chapter. To prolong the life of
the wiper blades, it is highly recommended to scrape off the ice on the windshield before
turning on the wipers. Wipe the dipstick clean. Insert the dipstick fully, then remove it again. Oil
levels above this mark may cause engine damage. If the engine is overfilled, some oil must be
removed from the engine by an authorized dealer. Page Battery Maintenance and Specifications
Ford production and aftermarket Motorcraft oil filters are designed for added engine protection
and long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. Lift the battery with a
battery carrier or with your hands on opposite corners. Page Engine Coolant Maintenance and
Specifications When the battery is disconnected or a new battery installed, the transmission
must relearn its adaptive strategy. As a result of this, the transmission may shift firmly. This
operation is considered normal and will not affect function or durability of the transmission.

Over time the adaptive learning process will fully update transmission operation to its optimum
shift feel. Page If sprayed on the windshield, engine coolant could make it difficult to see
through the windshield. Refer to Maintenance product specifications and capacities in this
chapter. Mixing Motorcraft Specialty Orange Engine Step back while the pressure releases.
When you are sure that all the pressure has been released, use the cloth to turn it
counterclockwise and remove the cap. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Arrange for the vehicle to be taken to an authorized dealer. If this is not possible, wait
a short period for the engine to cool. Check the coolant level and replenish if low. Never remove
the coolant reservoir cap while the engine is running or hot. Fuel such as gasoline is highly
toxic and if swallowed can cause death or permanent injury. Page Maintenance and
Specifications Refueling Fuel vapor burns violently and a fuel fire can cause severe injuries.
Page The customer warranty may be void for any damage to the fuel tank or fuel system if the
correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Maintenance and Specifications Your
vehicle was not designed to use fuel or fuel additives with metallic compounds, including
manganese-based additives. Repairs to correct the effects of using a fuel for which your vehicle
was not designed may not be covered by your warranty. Running out of fuel Avoid running out
of fuel because this situation may have an adverse effect on powertrain components. Page
Maintenance and Specifications The amount of usable fuel in the empty reserve varies and
should not be relied upon to increase driving range. When refueling your vehicle after the fuel
gauge indicates empty, you might not be able to refuel the full amount of the advertised
capacity of the fuel tank due to the empty reserve still present in the tank. Page Maintenance
and Specifications Driving style â€” good driving and fuel economy habits Give consideration
to the lists that follow and you may be able to change a number of variables and improve your
fuel economy. Page Maintenance and Specifications If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Poor fuel quality or water in the fuelâ€”the engine
may misfire or run poorly. The fuel cap may not have been securely tightened. See Fuel filler
cap in this chapter. Driving through deep waterâ€”the electrical system may be wet. These
temporary malfunctions can be corrected by filling the fuel tank with good quality fuel, properly
tightening the fuel cap or letting the electrical system dry out. A complete check may take
several days. Page Maintenance and Specifications 1. Start the engine and let it run until it
reaches normal operating temperature the engine coolant temperature gauge indicator will be
near the center of the normal area between H and C. While the engine idles, turn the steering
wheel left and right several times. Page Maintenance and Specifications Automatic transmission
fluid expands when warmed. To obtain an accurate fluid check, drive the vehicle until it is
warmed up approximately 20 miles [30 km]. If your vehicle has been operated for an extended
period at high speeds, in city traffic during hot weather or pulling a trailer, the vehicle should be
turned off for about 30 minutes to allow fluid to cool before checking. Page Maintenance and
Specifications High fluid level Fluid levels above the safe range may result in transaxle failure.
High fluid levels can be caused by an overheating condition. Adjusting automatic transmission
fluid levels Before adding any fluid, make sure the correct type is used. To obtain an accurate
fluid check, drive the vehicle until it is warmed up approximately 20 miles [30 km] until the
engine coolant gauge indicates normal operating temperature. Page Maintenance and
Specifications Low fluid level Do not drive the vehicle if the fluid level does not show at all on
the dipstick. Driving the vehicle with less than the recommended fluid level may result in
transaxle failure. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. Refer to the Maintenance product specifications and capacities section in this
chapter. Release the clamps that secure the air filter housing cover. Carefully separate the two
halves of the air filter housing. Remove the air filter element from the air filter housing. W
dodge caravan service manual
torrent fuze
subaru transmission chart
ipe the air filter housing and cover clean to remove any dirt or debris and to ensure good
sealing. Page PCV valve. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is

not used. World manufacturer identifier 2. Vehicle line, series, body type 4. Engine type 5. Check
digit 6. These quality accessories have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and aerodynamic appearance of your
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