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Quick Links Download this manual. Instrument Cluster. Warning lights and chimes. Message
center. Entertainment Systems. Auxiliary input jack Line in. USB port. Satellite radio
information. Family entertainment system. Navigation system. Climate Controls. Manual heating
and air conditioning. Dual electronic automatic temperature control. Navigation system based
climate control. Rear window defroster. Turn signal control. Bulb replacement. Driver Controls.
Steering wheel adjustment. Power windows. Speed control. Moon roof. Owners Guide, 1st
Printing. USA fus. Ford fusion hybrid automobile owner's manual pages. Page 4 Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Page
5: Introduction The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 6 Introduction Protecting the environment We
must all play our part in protecting the environment. Correct vehicle usage and the authorized
disposal of waste, cleaning and lubrication materials are significant steps towards this aim.
Information in this respect is highlighted in this guide with the tree symbol. Page 7 In order to
properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and service
and repair facilities may Ford strongly recommends that drivers use extreme caution when
using any device that may take their focus off the road. Page 10 Introduction These are some of
the symbols you may see on your vehicle. Many lights will illuminate when you start your
vehicle to make sure the bulbs work. Page 13 WARNING: Under engine misfire conditions,
excessive exhaust temperatures could damage the catalytic converter, the fuel system, interior
floor coverings or other vehicle components, possibly causing a fire. Page 14 Instrument
Cluster Airbag readiness: If this light fails to illuminate when the ignition is turned to on,
continues to flash or remains on, have the system serviced immediately by your authorized
dealer. A chime will sound if there is a malfunction in the indicator light. Safety belt: Reminds
you to fasten your safety belt. Page 15 Instrument Cluster Low tire pressure warning:
Illuminates when your tire pressure is low. If the light remains on at start up or while driving, the
tire pressure should be checked. Refer to Inflating your tires in the Tires, Wheels and Loading
chapter. When the ignition is first turned to on, the light will illuminate for three seconds to
ensure the bulb is working. Parking brake on chime: Sounds when the parking brake is left on
and the vehicle is driven. Page 17 Engine coolant temperature gauge: Indicates engine coolant
temperature. For more information, refer to Engine fluid temperature management and What you
should know about fail-safe cooling in the Maintenance and Specifications chapter. The
message center is also capable of monitoring many vehicle systems and will alert you to
potential vehicle problems and various conditions with an informational message followed by a
long indicator chime. Page 21 Instrument Cluster 3. Refer to Active park assist in the Driving
chapter for more information. In order to prevent the perimeter alarm system from triggering,
the ignition must be turned to start or on before the 12 second chime expires. Use the memory
preset numbers 0â€”9 to enter in the desired timeâ€”hours and minutes. The clock will then
begin from that time. If your vehicle is equipped with an in-dash clock, refer to Clock in the
Driver Controls chapter for instructions on how to set the time. Check with your authorized
dealer for availability. When the song title appears in the display that you would like to replace,
press OK. Page 36 Entertainment Systems b. This allows the audio from a portable music player
to be played through the vehicle speakers with high fidelity. To achieve optimal performance,
please observe the following instructions when attaching your portable music This feature
allows you to plug in media playing devices, memory sticks, and also to charge devices if they
support this feature. Page 41 CD units are designed to play commercially pressed 4. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Do not use any irregular shaped CDs or discs with a
scratch protection film attached. Page 42 Entertainment Systems CDs with homemade paper
adhesive labels should not be inserted into the CD player as the label may peel and cause the
CD to become jammed. It is recommended that homemade CDs be identified with permanent felt
tip marker rather than adhesive labels. Page Satellite Radio Information Sample MP3 structure If
you are burning your own MP3 discs, it is important to understand how the system will read the
structures you create. While various files may be present, files with extensions other than mp3 ,
only files with the. Page 44 Note: SIRIUS reserves the unrestricted right to change, rearrange,
add or delete programming including canceling, moving or adding particular channels, and its
prices, at any time, with or without notice to you. Ford Motor Company shall not be responsible
for any such programming changes. Internal module or system failure clear within a short
period present. Both DVD players are capable of playing their own independent media, or they
can both watch the same media. To ensure proper disc operation, check the disc for finger
prints and scratches. Clean the disc with a soft cloth, wiping from the center to the edge. The
system will try to play whatever file it comes to first slideshow of pictures, etc. Eject : Press to
eject a disc from the DVD system. During dual play mode, the following happens: a. Rear

speakers turn off b. Headphones become active on both headrest systems. Media sources
become available through the DVD systems. Page 52 Entertainment Systems Remote control
Unless otherwise stated, all operations can be carried out with the remote control. Always point
the remote control directly at the player. Ensure that there are no obstructions between the
remote and player. Note: Each headrest monitor is labeled with an identifier either A or B found
in the upper right corner of the system. Page 53 Entertainment Systems 4. Refer to Setup Menu
later in this section for more information. Page 54 Entertainment Systems The selected media
type will display on the screen. Page 55 Battery replacement Batteries are supplied with the
remote control unit. Since all batteries have a limited shelf life, replace them when the unit fails
to control the DVD player. Remove the screw and unlatch the battery cover to access the
batteries. The remote control unit uses two AAA batteries which are supplied with the unit. Page
56 Entertainment Systems To install the batteries, remove the screw on the cover and remove
the cover. Then, gently lift the top of the cover away from the housing to expose the battery
compartment. When replacing the batteries, use two new batteries alkaline recommended and
install them with the correct orientation as indicated in the battery housing. Page 57 Ensure that
the headphones are turned off when not in use. After approximately one minute of not being in
use no infrared signal is received , the wireless headphones will automatically turn off. They will
also turn off after two hours of continuous use as a power save feature. If this happens, simply
turn the headphones on again and continue use. Page 58 Entertainment Systems Dual Play:
Dual play is when the rear seat passengers choose to listen to a different playing media than the
front seat passengers. Page 59 Entertainment Systems Radio interaction: If your vehicle is
equipped with a non-touchscreen audio system, you can press AUX on the radio repeatedly
until DVD appears in the display. This is disc dependent feature. To access: 1. Page 61 1. A disc
will appear beneath the icon signifying it is the current selection. Press to select and enter the
OSD language menu. Page 62 Entertainment Systems Speaker setup This screen allows you to
adjust the audio balance for your speakers. Page 63 Entertainment Systems 4. Press to chose
from Sharpness, Brightness, contrast, color gamma , hue, saturation and luma-delay. General
setup â€” screen exit To exit the setup screen: 1. Page 65 Read all of the safety and operating
instructions before operating the system and retain for future reference. See your dealer. Do not
insert foreign objects into the DVD compartment. Be especially careful not to spill liquids of any
kind onto the media controls or into the system. If liquid is accidentally spilled onto the system,
immediately turn the system OFF and consult a qualified service technician. Can be used to
clear the windshield of fog and thin ice. The system will automatically provide outside air to
reduce window fogging. Page 69 4. Use with recirculated air to improve cooling performance
and efficiency. Recirculated air may reduce the amount of time needed to cool down the interior
of the vehicle and may also help reduce undesired odors from reaching the interior of the
vehicle. When the system is off, outside air is prevented from entering the vehicle. Climate:
Press to control the climate control system through the touch display screen. See Touchscreen
functions later in this section. Page 75 Passenger heated seat if equipped : Press to control the
passenger heated seat. Refer to Heated seats in the Seating and Safety Restraints chapter for
more information. Front Zoneâ€” Press to activate the touchscreen controls for the front climate
system. This re-cooling of the interior air is more economical and efficient. Recirculated air may
also help reduce undesirable odors from entering the vehicle. Set the fan to the highest speed
initially, then adjust to maintain passenger comfort. The rear auxiliary climate controls will not
work when this is lit. Turns on the parking lamps, instrument panel lamps, license plate lamps
and tail lamps. Page 81 Lights 3. Turn the ignition switch to on and then back to off. Turn the
headlamp control to the autolamp position. The headlamps will turn on. Wait the desired
amount of time for the exit delay you want up to three minutes , then turn the headlamps off.
Page 83 Lights Vertical aim adjustment 1. Park the vehicle directly in front of a wall or screen on
a level surface, approximately 25 feet 7. Locate the vertical adjuster on each headlamp. Using a
Phillips 2 screwdriver, turn the adjuster either clockwise to adjust down or counterclockwise to
adjust up. The horizontal edge of the brighter light should touch the horizontal reference line.
Press the controls on either side of each map lamp to turn on the lamps. Your vehicle may have
reading lamps within the rear dome lamp s. Press the switches on either side of the dome lamp
to turn on the lamps. Page Bulb Replacement Lights Note: The ambient lights will stay on until
the ignition is placed in the off position and either of the front doors are opened or the
accessory delay timer expires. Condensation can be a natural by-product of this design. Page
88 Lights 3. Remove the bulb socket by turning it counterclockwise and pulling it straight out.
Page 90 Lights Replacing fog lamp bulbs if equipped 1. Make sure the fog lamp switch is in the
off position. From underneath the vehicle, partially remove the tire splash shield by removing
four drive screws. After removing to allow free access to the front fog lamp bulb and electrical
wire harness, the splash shield flap should be able to be repositioned. Select: 2 â€” Normal

speed operation of rear wiper. Slide on rod feature The visor will slide back and forth on the rod
for increased sunlight coverage. Rotate the visor towards the side window and extend it
rearward for additional sunlight coverage. Storage compartment The storage compartment may
be used to store a pair of sunglasses. Press the release area on the rear edge of the bin door to
open the storage compartment. Page 95 Compass zone adjustment 1. Determine which
magnetic zone you are in for your geographic location by referring to the zone map. Turn
ignition to the on position. Page 96 Driver Controls 2. To calibrate, press and hold the 7 and 9
radio preset buttons together for approximately 10 seconds until CAL appears. Release the
buttons. The indicator light on the cool side of the switch will illuminate and the indicator light
on the freeze side will glow when the refrigerator is active. They may seriously injure
themselves. The window will close fully. Momentarily press the switch to any position to stop
the window operation. If the switch is pressed and held to the normal open or one-touch down
position during a one-touch up event, the window will stop. Page Speed Control Driver Controls
Heated outside mirrors Both mirrors are heated automatically to remove ice, mist and fog when
the rear window defrost is activated. Do not remove ice from the mirrors with a scraper or
attempt to readjust the mirror glass if it is frozen in place. These actions could cause damage to
the glass and mirrors. Using speed control The speed controls are located on the steering
wheel. Press to activate phone mode or answer a phone call. Press and hold to exit phone mode
or end a call. Page Driver Controls Bounce-back: When an obstacle has been detected in the
roof opening as the roof is closing, the roof will automatically open and stop at a prescribed
position. Bounce-back override: To override bounce-back function, pull and hold the SLIDE
switch within two seconds of a bounce-back event. The closing force will begin to increase each
time the roof is closed for the first three closing cycles, with bounce-back active. This feature
will learn the radio frequency codes of most transmitters to operate garage doors, entry gate
operators, security systems, entry door locks, and home or office lighting. Page Driver Controls
1. Position the end of your hand-held transmitter 1â€”3 inches 2â€”8 cm away from the
HomeLink button you wish to program located on your visor while keeping the indicator light in
view. Simultaneously press and hold both the chosen HomeLink and hand-held transmitter
buttons until the HomeLink indicator light changes from a slow to a rapidly blinking light.
Release both buttons. Do not hold for longer that 30 seconds. HomeLink is now in the train or
learning mode and can be programmed at any time beginning with Step 1 in the Programming
section. Do not program the Car2U system with the vehicle in the garage. Do not use the Car2U
system with any garage door opener that lacks safety stop and reverse features as required by
U. If a panel of DIP switches is present your garage door opener is a fixed code device. Page
Driver Controls 2. Page Note: The Car2U system allows for three devices to be programmed. If
you need to change or replace any of the three devices after it has been initially programmed, it
is necessary to erase the current settings using the Erasing the Car2U Home Automation
System buttons procedure and then programming all of the devices being used. Page Driver
Controls 3. To input these positions into the Car2U system, simultaneously press all three
Car2U system buttons for a few seconds and then release to put the device into programming
mode. The indicator lights will blink slowly. Within 2. Page Driver Controls To erase
programming on the Car2U system individual buttons cannot be erased , use the following
procedure: 1. Firmly press the two outside Car2U system buttons simultaneously for
approximately 20 seconds until the indicator lights begin to blink rapidly. The indicator lights
are located directly above the buttons. Page Driver Controls To open the liftgate, press the
control button located in the top of the liftgate pull cup handle to unlatch the liftgate, then pull
on the outside handle to access the cargo area. When the liftgate is being power closed, a
chime will sound three times as the liftgate begins to power close. Page Driver Controls To
power open or close the liftgate from the instrument panel: Press the button, located on the
instrument panel, once to power open or close the liftgate. To power open or close the liftgate
with the integrated keyhead transmitter: Press twice within three seconds to power open or
close the Page To power close the liftgate with the rear cargo area control button: Press and
release the control on the left rear quarter panel to close the liftgate. Note: The rear cargo area
control button is disabled when the liftgate is latched fully closed. Disconnect the battery for 20
seconds then, reconnect the battery. Manually close and fully latch the liftgate. Power open the
liftgate by using the integrated keyhead transmitter, or the instrument panel control button.
Page Your vehicle may be equipped with factory-installed crossbars. Ford Genuine Accessory
crossbars, designed specifically for your vehicle, are also recommended for use with your roof
rack system. The IKT functions as both a programmed ignition key that operates all the locks
and starts the vehicle, and the transmitter portion functions as the remote entry transmitter.
Smart locks This feature helps to prevent you from locking yourself out of the vehicle if your
key is still in the ignition. When you open one of the front doors or the liftgate and you lock the

vehicle with the power door lock control on the driver or passenger door trim panel , all the
doors will lock, then all doors will automatically Turn the ignition to the off position. Close all
the doors. Enter factoryâ€”set 5â€”digit entry code. You must complete Steps 1â€”5 within 30
seconds or the procedure will have to be repeated. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Page
Locks and Security 2. Press and release again within three seconds to unlock all the doors. The
remote entry system activates the illuminated entry feature; this feature turns on the lamps for
25 seconds or until the ignition is turned to the on position. Page Car finder Press twice within
three seconds. The horn will chirp and the turn lamps will flash. It is recommended that this
method be used to locate your vehicle, rather than using the panic alarm. Sounding a panic
alarm Press to activate the alarm. Page Locks and Security Deactivating the memory feature To
deactivate this feature: 1. Page 5. The doors will lock then unlock to confirm that your personal
entry code has been programmed to the module. Use of these systems may result in vehicle
starting problems and a loss of security protection. Page Anti-theft indicator The anti-theft
indicator is located in the instrument panel cluster. Page Locks and Security keyless entry
transmitter. A maximum of eight coded keys can be programmed to your vehicle; only four of
these eight keys can be IKTs with remote entry functionality. Page Locks and Security 4. After
three seconds but within 10 seconds of turning the ignition to the 1 off position, insert the
second previously coded key into the ignition. Turn the ignition from the 1 off position to the 3
on position. Keep the ignition in the 3 on position for at least three seconds, but no more than
10 seconds. Refer to the Seating and Safety Restraints chapter for a detailed description of
Belt-Minder operation. If you choose to install a remote start system please see your authorized
dealer for a Ford approved remote start system. When using a Ford-approved remote start
system, the default settings will recognize the remote start system as an additional Admin Key
with its associated privileges. If there is any potential perimeter anti-theft problem with your
vehicle, ensure ALL Integrated Keyhead Transmitters are brought to the authorized dealer to aid
in troubleshooting. Arming the system When armed, this system will respond if unauthorized
entry is attempted. There is a 20 second countdown when any of the above actions occur before
the vehicle becomes armed. WARNING: Before returning the seatback to its original position,
make sure that cargo or any objects are not trapped behind the seatback. Page Seating and
Safety Restraints To adjust the head restraint, do the following: 1. Refer to Adjusting the front
manual seat later in this chapter. Raise the head restraint by pulling up on the head restraint.
Page Seating and Safety Restraints To remove the adjustable head restraint, do the following: 1.
Pull up the head restraint until it reaches the highest adjustment position. Page Using the
manual lumbar support if equipped The lumbar control is located on the side of the seat
cushion. Turn to adjust lumbar support. Rotate the lumbar forward to adjust firmness. Rotate
the lumbar rearward to adjust softness. Folding down the front passenger seatback The front
passenger seatback can be folded to a horizontal position to make room for a long load. Page
Seating and Safety Restraints Move the front of the control up or down to tilt the seat cushion.
Move the rear of the control up or down to raise or lower the seat cushion. Move the control in
the directions shown to move the seat forward or backward. Page Seating and Safety Restraints
Using the power lumbar support if equipped The power lumbar control is located on the
outboard side of the seat. Press the forward side of the control to adjust firmness. Press the
rearward side of the control to adjust softness. The memory seat control is located on the driver
door. The head restraints can be moved up by pulling up on the head restraint. Press the
release button to lower head restraint. Page To remove the adjustable head restraint, do the
following: 1. To reinstall the adjustable head restraint, do the following: 1. Page Seating and
Safety Restraints Adjusting second row bucket and bench seat back Lift the handle to adjust
seatback. Using same control will fold the seatback flat. Note: For the bench seat only, make
sure the center safety belt is unbuckled before folding the seatback. Page Seating and Safety
Restraints 1. Lift the handle located on the side of the seat. The seatback will fold flat. Lift the
handle all the way up until the seat releases from the floor. Rotate the seat forward to allow
access to the third row. Page Seating and Safety Restraints 3. To return the seatback to the
floor from tumbled position, rotate the seat down until you hear it latching to the floor. Page
Seating and Safety Restraints Press the control located at the back of the rear door opening one
time to fold the seat back down and tumble the seat forward for access to the 3rd row. Exiting
the third row seat 1. Page Seating and Safety Restraints 4. Note: The seatback will not raise if
the rear latch hooks are not properly engaged to the floor striker. Do not operate the vehicle
with seats in tumbled position. Always latch the vehicle seat to the floor, whether the seat is
occupied or empty. If not latched or if the seat is tumbled, the seat may cause injury during a
sudden stop. Page Seating and Safety Restraints Stowing the third row seat 1. Remove all

objects from the seat and stowage tub. Stow the head restraints by pressing the head restraint
release button while sliding the head restraints fully down. From the rear of the vehicle, fold
seatback by pulling and holding the number 1 strap while pushing the seatback forward. Page
Seating and Safety Restraints Note: Do not use the third row seatback as a load floor when the
seatback is folded. Note: In order to allow the seat to latch in the stowed position, do not stow
objects under the seat before stowing. Unstowing the third row seat Note: Ensure that there are
no objects such as books, purses or brief cases on the load floor before unstowing the seat.
Page Seating and Safety Restraints 2. To return the seatback to upright position, pull the
number 1 strap, then while holding the number 1 strap, pull the long strap located on the
seatback to raise the seatback. Pull the head restraints up to their normal adjusted positions.
Page Safety Restraints 3. From the rear of the vehicle, tumble the seat by pulling the number 2
strap while pulling on the strap located on the top of the seatback. During a sudden stop, the
safety belts are not functional in this position, and during a sudden The system is designed to
help protect smaller drivers sitting close to the driver airbag by providing a lower airbag output
level. Front passenger sensing system For airbags to do their job they must inflate with great
force, and this force can pose a potentially deadly risk to occupants that are very close This
helps increase the effectiveness of the safety belts. Combination lap and shoulder belts 1. Insert
the belt tongue into the proper buckle the buckle closest to the direction the tongue is coming
from until you hear a snap and feel it latch. Page WARNING: Failure to inspect and replace if
necessary the belt and retractor assembly after an accident could increase the risk of injury in a
collision. All safety restraints in the vehicle are combination lap and shoulder belts. All of the
passenger combination lap and shoulder belts have three types of locking modes described
below: Vehicle sensitive mode This is the normal retractor mode, which allows free shoulder
belt length Page This indicates the safety belt is now in the automatic locking mode. How to
disengage the automatic locking mode WARNING: Ford Motor Company recommends that all
passenger safety belt assemblies and attaching hardware should be inspected by an authorized
dealer after any collision to verify that the automatic locking retractor feature for child seats is
still working properly. Page Front safety belt height adjustment Your vehicle has safety belt
height adjustments at the front outboard seating positions. Adjust the height of the shoulder
belt so the belt rests across the middle of your shoulder. To adjust the shoulder belt height,
squeeze and hold the buttons on the side and slide the height adjuster up or down. Safety belt
warning light and indicator chime The safety belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Conditions of
operation If The warnings are the same for the driver and the front passenger. If the Belt-Minder
warnings have expired warnings for approximately five minutes for one occupant driver or front
passenger , the other occupant can still activate the Belt-Minder feature. Page Seating and
Safety Restraints The following are reasons most often given for not wearing safety belts All
statistics based on U. Page Airbags Seating and Safety Restraints 3. Wait 10 seconds after the
safety belt warning light turns off. For the seating position being disabled buckle then unbuckle
the safety belt three times at a moderate speed, ending in the unbuckled state. Page Important
SRS precautions The SRS is designed to work with the safety belt to help protect the driver and
right front passenger from certain upper body injuries. Page How does the airbag supplemental
restraint system work? The airbag SRS is designed to activate when the vehicle sustains
longitudinal deceleration sufficient to cause the sensors to close an electrical circuit that
initiates airbag inflation. The fact that the airbags did not inflate in a collision does not mean
that something is wrong with the system. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Page The front passenger sensing system may detect
small or medium objects placed on the seat cushion. For most objects that are in the front
passenger seat, the passenger airbag will be disabled. Even though the passenger airbag is
disabled, the pass airbag off lamp may or may not be illuminated according to the table below.
Determining if the system is operational The supplemental restraint system uses a warning
indicator light in the instrument cluster or a back-up tone to indicate the condition of the
system. Contact your authorized dealer as soon as possible. Page The fact that the airbags did
not inflate in a collision does not mean that something is wrong with the system. Rather, it
means the forces were not of the type sufficient to cause activation. Side airbags are designed
to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions,
unless the collision causes sufficient lateral deceleration. See your authorized dealer. The
Safety Canopy system, in combination with safety belts, can help reduce the risk of severe
injuries in the event of a significant side impact collision or rollover event. The Safety Canopy
system including the A, B, C, and D pillar trim and headliner must be inspected and serviced by
an authorized dealer. If the Safety Canopy is not replaced, it will not function again, which will
increase the risk of injury in a future collision. Page Child Restraints Recommendations for

Safety Restraints are based on probable child height, age and weight thresholds from NHTSA
and other safety organizations or are the minimum requirements of law. Page Seating and
Safety Restraints Recommendations for Safety Restraints for Children Child size, height,
weight, or age Infants Children weighing 40 lb 18 kg or less generally age four or younger
toddlers Small Children who have outgrown or no children longer properly fit in a child safety
seat generally children who are less than 4 feet 9 inches 1. Page Highway Traffic Safety
Administration NHTSA provides education and training to ensure that all children ages 0 to 16
are properly restrained in the correct restraint system. Page Follow all the safety restraint and
airbag precautions that apply to adult passengers in your vehicle. If the child is the proper
height, age, and weight as specified by your child safety seat or booster manufacturer , fits the
restraint and can be restrained properly, then restrain the child in the child safety seat or with
the belt-positioning booster. Page Seating and Safety Restraints Installing child safety seats
with combination lap and shoulder belts Check to make sure the child seat is properly secured
before each use. Children 12 and under should be properly restrained in a rear seating position
whenever possible. If all children cannot be seated and restrained properly in a rear seating
position, properly restrain the largest child in the front seat. Position the child safety seat in a
seat with a combination lap and shoulder belt. Pull down on the shoulder belt and then grasp
the shoulder belt and lap belt together. While holding the shoulder and lap belt portions
together, route the tongue through the child seat according to the child seat Insert the belt
tongue into the proper buckle the buckle closest to the direction the tongue is coming from for
that seating position until you hear a snap and feel the latch engage. Make sure the tongue is
latched securely by pulling on it. Page 1 inch 2. In Canada, check with your local St. The LATCH
anchors are located at the rear section of the rear seat between the cushion and seat back,
below the locator symbols on the seatback. To avoid risk of injury, occupants should only use
seating positions where they are able to be properly restrained. Attach the tether strap
afterward, if included with the child seat. Refer to Recommendations for attaching child safety
restraints for children in this chapter. Page Seating and Safety Restraints Once the child safety
seat has been installed, using either the safety belt, the lower anchors of the LATCH system, or
both, you can attach the top tether strap. Perform the following steps to attach a child safety
seat to the tether anchor: 1. Page If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. If your child restraint system is equipped with a
tether strap, and the child restraint manufacturer recommends its use, Ford also recommends
its use. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Children and booster seats vary in size and shape. Choose a booster that keeps the lap
belt low and snug across the hips, never up across the stomach, and lets you adjust the
shoulder belt to cross the chest and rest snugly near the center of the shoulder. Page Seating
and Safety Restraints If the booster seat slides on the vehicle seat, placing a rubberized mesh
sold as shelf or carpet liner under the booster seat may improve this condition. Do not
introduce any item thicker than this under the booster seat. Ford Motor Company recommends
that all safety belt assemblies in use in vehicles involved in a collision be replaced. Crossover
vehicles are not designed for cornering at speeds as high as passenger cars any more than
low-slung sports cars are designed to perform satisfactorily under off-road conditions. The
AWD feature gives your vehicle some limited off-road capabilities in which driving surfaces are
relatively level, obstruction-free and otherwise similar to normal on-road driving conditions.
Operating your vehicle under other than those conditions could subject the vehicle to excessive
stress which might result in damage which is not covered under your warranty. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page WARNING: The traction grade assigned to this tire is based on straight-ahead
braking traction tests, and does not include acceleration, cornering, hydroplaning or peak
traction characteristics. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Page Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page Tires, Wheels and Loading Note: If you
have to drive a distance to get air for your tire s , check and record the tire pressure first and
add the appropriate air pressure when you get to the pump. It is normal for tires to heat up and
the air pressure inside to go up as you drive. Page Improper or inadequate vehicle maintenance
can cause tires to wear abnormally. Page such as P-metric versus LT-metric or all-season
versus all-terrain as those originally provided by Ford. Page The tire pressure sensors mounted
in the wheels originally installed on your vehicle are not designed to be used in aftermarket

wheels. Page Tires, Wheels and Loading Safety practices Driving habits have a great deal to do
with your tire mileage and safety. Page Wheel misalignment in the front or the rear can cause
uneven and rapid treadwear of your tires and should be corrected by an authorized dealer. Front
wheel drive FWD vehicles and those with an independent rear suspension if equipped may
require alignment of all four wheels. The tires should also be balanced periodically. Note: If your
tires show uneven wear ask an authorized dealer to check for and correct any wheel
misalignment, tire imbalance or mechanical problem involved before tire rotation. The
definitions of these items are listed below. Note that the tire size, load index and speed rating
for your vehicle may be different from this example. Page Tires, Wheels and Loading Note: You
may not find this information on all tires because it is not required by federal law. Page For
example, a tire graded would wear one and one-half 1 course as a tire graded Note: Tire Quality
Grades do not apply to this type of tire. Note: The temporary tire size for your vehicle may be
different from this example. If your vehicle has tires of a different size than the size indicated on
the vehicle placard or tire inflation pressure label, you should determine the proper tire inflation
pressure for those tires. Page When you believe your system is not operating properly The main
function of the Tire Pressure Monitoring System is to warn you when your tires need air. It can
also warn you in the event the system is no longer capable of functioning as intended. Use of
any tire or wheel not recommended by Ford can affect the safety and performance of your
vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Do not use tire cables on dry roads. Page Payload â€” is the
combined weight of cargo and passengers that the vehicle is carrying. When towing, trailer
tongue load weight is also part of cargo weight. GCWR Gross Combined Weight Rating â€” is
the maximum allowable weight of the vehicle and the loaded trailer â€” including all cargo and
passengers â€” Page Tires, Wheels and Loading Steps for determining the correct load limit: 1.
Determine the combined weight of the driver and passengers that will be riding in your vehicle.
You will need to reduce the load weight by at least lb. If you remove lb. WARNING: Towing
trailers beyond the maximum recommended gross trailer weight exceeds the limit of the vehicle
and could result in engine damage, transmission damage, structural damage, loss of vehicle
control, vehicle rollover and personal injury. Page Tires, Wheels and Loading If you use a rental
trailer, follow the instructions that the rental agency gives to you. Do not attach safety chains to
the bumper. When turning, make wider turns so the trailer wheels will clear curbs and other
obstacles. Do not tow your All Wheel Drive vehicle with the front wheels off the ground by using
a tow dolly and the rear wheels on the ground. Offâ€” locks the automatic transmission
gearshift lever and allows key removal. This position also shuts the engine and all electrical
accessories off without locking the steering wheel. To lock the steering wheel, remove the key
then turn the steering wheel. Exhaust fumes can be toxic. Always open the garage door before
you start the engine. See Guarding against exhaust fumes in this chapter for more instructions.
Turn the key to 3 on without turning the key to 4 start. Some warning lights will briefly
illuminate. See Warning lights and chimes in the Instrument Cluster chapter for more
information regarding the warning lights. Page Driving that assists in starting the engine. After
releasing the key from the 4 start position, the engine may continue cranking for up to 10
seconds or until the vehicle starts. Note: Cranking may be stopped at any time by turning the
key to the off position 3. Page Brakes Driving How to use the engine block heater Ensure the
receptacle terminals are clean and dry prior to use. To clean them, use a dry cloth. Depending
on the type of factory installed equipment, your engine block heater will use. Your factory
installed block heater system does not have a thermostat; If the light does not illuminate during
start up, remains on or flashes, the ABS is disabled due to a malfunction and needs to be
serviced. Even when the ABS is disabled, normal braking is still effective. Page Advancetrac
Driving Press the parking brake pedal downward again to release the parking brake. Driving
with the parking brake on will cause the brakes to wear out quickly and reduce fuel economy.
Note: If the vehicle is driven with the parking brake applied, a chime will sound. If equipped with
a message center, the vehicle will also indicate a failure with the Brake system, have the system
serviced by an authorized dealer immediately. Ford does not recommend disabling this feature
except in situations where speed reduction may be detrimental e. Page Transmission Operation
Driving 4. Locate the brake shift interlock lever on the passenger side of the shifter assembly.
Apply the brake pedal. Using a screwdriver or similar tool , press and hold the brake shift
interlock lever while pulling the gearshift lever out of the P Park position and into the N Neutral
position. Page Understanding the gearshift positions of the 6â€”speed automatic transmission
with transmission control switch if equipped Your vehicle has been designed to improve fuel
economy by reducing fuel usage while coasting or decelerating. When you take your foot off the
accelerator pedal and the vehicle begins to slow down the torque converter clutch locks up and
aggressively shuts off fuel flow to the engine while decelerating. SST is an automatic

transmission with the ability for the driver to change gears up or down without a clutch as
desired. By moving the gearshift lever from drive position D Drive to M Manual you now have
control of selecting the gear Page Reverse Sensing System Driving The message center display
in the instrument cluster will show the current selected gear you are in. In order to prevent the
engine from running at too low an RPM, which may cause it to stall, the SST will automatically
make some downshifts even if it has determined that you have not downshifted in time. The
RSS detects obstacles up to six feet two meters from the rear bumper with a decreased
coverage area at the outer corners of the bumper, refer to the figures for It adds assistance to
the driver while reversing or reverse parking the vehicle. Page Use the side mirrors and
rearview mirror to get better coverage on both sides and rear of the vehicle. When shifting out
of reverse and into any other gear, the image will remain on for a few seconds before it shuts off
to assist in parking or trailer hookup. Page Driving Night time and dark area use At night time or
in dark areas, the camera system relies on the reverse lamp lighting to produce an image.
Therefore it is necessary that both reverse lamps are operating in order to get a clear image in
the dark. If either of the lamps are not operating, stop using the camera system, at least in the
dark, until the lamp s are replaced and functioning. To designate what side of the street to
search on, use the turn signal. Page Driving Automatic Steering into Parking Space Automatic
steering is activated when you stop the vehicle, remove your hands from the steering wheel and
select the R Reverse gear. Be sure the steering wheel motion is not obstructed by any objects.
The vehicle will steer itself from this point on as you follow the instructions in the message
center to safely move the vehicle reverse and forward in the space. The driver is responsible to
assess and correct as necessary the final parking position and put the vehicle in P Park. High
altitude attachments may not be detected by the system. This condition may occur if the vehicle
was operated in extreme conditions with excessive wheel slip, such as deep sand. To resume
normal AWD function as soon as possible, stop the vehicle in a safe location and allow it to idle.
Page sudden return to the pavement which could cause the vehicle to slide sideways out of
control or rollover. Remember, your safety and the safety of others should be your primary
concern. If your vehicle gets stuck If your vehicle gets stuck in mud or snow it may be rocked
out by shifting between forward and reverse gears, stopping between shifts, in a steady pattern.
Page Ford Motor Company joins the U. Page Driving Descend a hill in the same gear you would
use to climb up the hill to avoid excessive brake application and brake overheating. Do not
descend in neutral; instead, disengage overdrive or manually shift to a lower gear. When
descending a steep hill, avoid sudden hard braking as you could lose control. Page Any
modifications to a vehicle that raise the center of gravity can make it more likely the vehicle will
rollover as a result of a loss of control. Ford Motor Company recommends that caution be used
with any vehicle equipped with a high load or device such as ladder or luggage racks. This
program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher Control
Assistance, call Canadian customers who require roadside assistance, call If you need to
arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles 56 km. To obtain reimbursement
information, U. Ford Motor Company recommends that the fuel system be inspected by an
authorized dealer after any collision. Page Roadside Emergencies Passenger compartment fuse
panel The fuse panel is located under the instrument panel to the left of the steering wheel. The
fuses are coded as follows. Page WARNING: To reduce risk of electrical shock, always replace
the cover to the power distribution box before reconnecting the battery or refilling fluid
reservoirs. If the battery has been disconnected and reconnected, refer to the Battery section of
the Maintenance and Specifications chapter. Instead, gradually decrease your speed. Hold the
steering wheel firmly and slowly move to a safe place on the side of the road. Page Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page 1.
Remove the carpeted floor panel located in the rear of the vehicle, remove the wing nut that
secures the spare tire by turning it counterclockwise. Lift and remove the spare tire from the
trunk. Remove the second wing nut that secures the jack retention bracket by turning it
counterclockwise, remove the jack kit from the Page Roadside Emergencies 1. Block the
diagonally opposite wheel. Remove wheel cover if equipped with the lug wrench tip and loosen
each wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is
raised off the ground. Page Roadside Emergencies 7. Remove the jack and fully tighten the lug
nuts in the order shown. Refer to Wheel lug nut torque specifications later in this chapter for the
proper lug nut torque specification. Install the wheel cover if equipped. Page Roadside
Emergencies 4. Insert the straight end of the jack retention bracket through the eyelet of the
angled bracket and swing the retention bracket over the jack. With the jack in place, place the
looped end of the retention bracket over the threaded stud in the trunk floor and secure it with
the plastic wing nut. Drive only to the closest Ford Motor Company authorized dealer or tire

repair shop to have your tire inspected. Page Always store the kit in its original location. Do not
use the transparent hose which is designed for sealant application only. Plug the power cable
into the 12V power point in the vehicle. Remove the warning sticker found on the canister and
place it on the top of the instrument panel or the center of the dash. Page Roadside
Emergencies Note: When the sealing compound is first added into the tire, the air pressure
gauge reading on the compressor unit may indicate a higher value; this is normal and should be
no reason for concern. The pressure will drop after about 30 seconds of operation. The tire
pressure has to be checked with the compressor in the OFF position to get the correct tire
pressure reading. Page After using the temporary mobility kit to seal your tire, you will need to
replace the sealant canister and clear tube hose. Sealing compound and spare parts can be
obtained and replaced at an authorized Ford Motor Company dealership or tire dealer. Empty
sealant bottles may be disposed of at home; Unwrap the clear tube from the compressor
housing. Locate the yellow cap at the end of the clear tube. Using the yellow cap tool, press the
tab located on the temporary mobility kit compressor housing while pulling up on the sealant
Align the sealant canister with the temporary mobility kit housing. Once aligned, seat the
sealant canister by lightly pushing down until you hear an audible click. Wrap the clear tube
around the compressor housing. Page Wheel Lug Nut Torque Roadside Emergencies Note: If
you experience any difficulties with the removal or installation of the sealant canister, consult
your Ford Motor Company authorized dealer for assistance. Page Jump Starting Note: Inspect
the wheel pilot hole prior to installation. If there is visible corrosion in wheel pilot hole, remove
loose particles by wiping with clean rag and apply grease. Page Roadside Emergencies
Preparing your vehicle When the battery is disconnected or a new battery is installed, the
automatic transmission must relearn its shift strategy. This operation is considered normal and
will not affect function or durability of the transmission. Page Roadside Emergencies 2. Connect
the negative - cable to the negative - terminal of the assisting battery. Note: Do not attach the
negative - cable to fuel lines, engine rocker covers, the intake manifold or electrical components
as grounding points. Page Roadside Emergencies Removing the jumper cables Remove the
jumper cables in the reverse order that they were connected. Remove the jumper cable from the
ground metal surface. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. Page Roadside Emergencies 3. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page Wrecker Towing It is recommended that your
vehicle be towed with a wheel lift and dollies or flatbed equipment. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. On FWD vehicles, if your
vehicle is to be towed from the front, ensure proper wheel lift equipment is used to raise the
front wheels off the ground. Page If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Page Customer Assistance A reasonable time must be allowed to
perform a repair after taking your vehicle to the authorized dealer. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final If a warranty concern has not been resolved using the three-step Page If you
are in another foreign country, contact the nearest authorized dealer. If the authorized dealer
employees cannot help you, they can direct you to the nearest Ford affiliate office. If you buy
your vehicle in North America and then relocate outside of the U. Page Reporting Safety Defects
U. The high-pressure fluid could penetrate the sealed parts and cause damage. Page Cleaning 3.
These products are available from your authorized dealer. This washer fluid contains special
solution in addition to alcohol which helps to remove the hot wax deposited on the wiper blade
and windshield from automated car wash facilities. Wipe up spilled liquid using a clean, white,
cotton cloth. Wipe the surface with a damp, clean, white cotton cloth. For more thorough
cleaning, use a mild soap and water solution. These quality products have been specifically
engineered to fulfill your automotive needs; If your vehicle requires professional service, your
authorized dealer can provide the necessary parts and service. Inside the vehicle, pull the hood
release handle located under the bottom of the instrument panel near the steering column. Go
to the front of the vehicle and release the auxiliary latch that is located under the front center of
the hood. Power steering fluid reservoir 2. Engine coolant reservoir 3. Brake fluid reservoir 4.
Battery 5. Power distribution box 6. Air filter assembly 7. Automatic transmission fluid dipstick
8. Page Maintenance and Specifications 3. Engine coolant reservoir 2. Brake fluid reservoir 3.
Battery 4. Power distribution box 5. Air filter assembly 6. Automatic transmission fluid dipstick
out of view 7. Engine oil dipstick 8. Engine oil filler cap 9. Page In very cold weather, do not fill
the reservoir completely. Do not use any special washer fluid such as windshield water
repellent type fluid or bug wash. They may cause squeaking, chatter noise, streaking and

smearing. Pull the wiper arm away from the vehicle. Turn the blade at an angle from the wiper
arm. Press the lock tab to release the blade and pull the wiper blade down toward the
windshield to remove it from the arm. Page Engine Oil 4. Attach the new wiper to the wiper arm
and press it into place until a click is heard. If you find this procedure too difficult, please see
your dealer. Refer to Adding engine oil in this chapter. For longer, trouble-free operation, keep
the top of the battery clean and dry. Batteries contain sulfuric acid. Avoid contact with skin,
eyes or clothing. Shield your eyes when working near the battery to protect against possible
splashing of acid solution. In case of acid contact with skin or eyes, flush immediately with
water for a minimum of 15 minutes and get prompt medical attention. Follow your local
authorized standards for disposal. Call your local authorized recycling center to find out more
about recycling automotive batteries. Page When the engine is cold, check the level of the
engine coolant in the reservoir. Add the coolant type originally equipped in your vehicle. Refer
to Maintenance product specifications and capacities in this chapter. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant since a
Ford-approved recycling process is not yet available. Used engine coolant should be disposed
of in an appropriate manner. Page and other factors. If this occurs, there is no need to pull off
the road. The vehicle can continue to be driven while this message is active. WARNING: To
reduce the risk of collision and injury, be prepared that the vehicle speed may reduce and the
vehicle may not be able to accelerate with full power until the fluid temperatures reduce.
Regular maintenance or replacement is not needed. The pressure in an overfilled tank may
cause leakage and lead to fuel spray and fire. If fuel is splashed in the eyes, remove contact
lenses if worn , flush with water for 15 minutes and seek medical attention. Failure to seek
proper medical attention could lead to permanent injury. Page Maintenance and Specifications
immediately. Running out of fuel Avoid running out of fuel because this situation may have an
adverse effect on powertrain components. On restarting, cranking time will take a few seconds
longer than normal. Page Maintenance and Specifications 2. Fill the vehicle with fuel from the
portable fuel container. When done, clean the funnel or properly dispose of it. Extra funnels can
be purchased from your authorized dealer if you choose to dispose of the funnel. Page
Maintenance and Specifications The amount of usable fuel in the empty reserve varies and
should not be relied upon to increase driving range. When refueling your vehicle after the fuel
gauge indicates empty, you might not be able to refuel the full amount of the advertised
capacity of the fuel tank due to the empty reserve still present in the tank. Page Driving style â€”
good driving and fuel economy habits Give consideration to the lists that follow and you may be
able to change a number of variables and improve your fuel economy. Page The scheduled
maintenance items listed in scheduled maintenance information are essential to the life and
performance of your vehicle and to its emissions system. If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting Page Ford Motor Company parts in performance and durability. The emission system
heats up the engine compartment and exhaust system, which can start a fire. The fuel fill inlet
may not have been properly closed. Driving through deep waterâ€”the electrical system may be
wet. These temporary malfunctions can be corrected by filling the fuel tank with good quality
fuel, properly closing the fuel fill inlet or letting the electrical system dry out. A complete check
may take several days. Page Maintenance and Specifications 6. Install the dipstick making sure
it is fully seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid
should be in the designated areas for normal operating temperature. Low fluid level Do not drive
the vehicle if the fluid level is at the bottom of the dipstick. Page Air Filter S Maintenance and
Specifications Use of a non-approved automatic transmission fluid may cause internal
transmission component damage. If an overfill occurs, excess fluid should be removed by an
authorized dealer. Page Maintenance and Specifications Changing the air filter element 3.
Release the clamps that secure the air filter housing cover. Carefully separate the two halves of
the air filter housing. Remove the air filter element from the air filter housing. Page Part
Numbers Replace the spark plugs with ones that meet Ford material and design specifications
for your vehicle, such as Motorcraft or equivalent replacement parts. The customer warranty
may be void for any damage to the engine if such spark plugs are not used. Page Maintenance
and Specifications Firing order Spark plug gap Ignition system Compression ratio Engine
drivebelt routing 3. Short drivebelt is on first pulley groove closest to engine not applicable to
vehicles with electric power assisted steering. Page Maintenance and Specifications Vehicle
identification number VIN The vehicle identification number is located on the driver side
instrument panel. The following table tells you which transmission each code represents. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. With
Ford ESP, you minimize your risk for unexpected repair bills and rising repair costs. Page Ford

Extended Service Plan Page Index Accessory delay Page Engine Page Index Homelink wireless
control system Page Octane rating Page Index Satellite Radio Information Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. The Ford Flex is a thoughtfully designed and
cool-looking alternative to minivans and seven-passenger crossover SUVs. We think most
families would be well served by its diverse abilities. Remember those Kix cereal commercials?
You know, "Kid Tested, Mother Approved! This seven-passenger crossover wagon provides the
sort of space, comfort, safety and general practicality that moms and dads everywhere are
looking for, yet the Flex also has kid appeal, with its funky box styling drawing thumbs-up from
year-old boys who wouldn't look twice at another big crossover or minivan. When it comes to
shopping for your next family conveyance, the Ford's all-family appeal isn't to be ignored. Now
in its second year of production, the Ford Flex builds upon its solid freshman campaign with the
introduction of an intriguing optional engine on SEL and Limited trims. Available only with
all-wheel drive and dubbed "EcoBoost," this horsepower V6 is direct-injected and
twin-turbocharged, yielding 93 more hp than the Flex's otherwise perfectly adequate base V6
while essentially matching its fuel economy. Also notable is the EcoBoost's standard manual
override shift paddles, which would be a handy option to have with the base engine in light of
its transmission's reluctance to downshift. The new turbo V6 is certainly a welcome addition to
the Flex's already impressive qualities. We've even had a Flex in our long-term fleet for testing.
It has been a particular favorite for road trips, crossing this great nation twice and cruising
confidently from Los Angeles to Oregon in the dead of winter. Its ample creature comforts,
high-tech entertainment features, generous space and pleasant driving demeanor give it
undeniable long-distance poise. It is equally at home around town, whether ferrying children to
school or picking up giant boxes from Ikea. Rarely have we found ourselves yearning for a
bigger vehicle. Overall, the Ford Flex is a vehicle with few faults. Even if you're not wild about
its hip-to-be-square styling, there's no denying its extensive capabilities as a practical family
vehicle. However, there are still alternatives. The Honda, in particular, is more appealing from a
practical standpoint. But if the kids or their parents turn up their noses, the appealing Ford Flex
is just the thing. The Ford Flex is a seven-passenger crossover wagon; optional captain's chairs
reduce seating capacity to six. The SEL adds inch wheels, dual-zone automatic climate control,
heated front seats, driver power lumbar adjustment, a six-way power passenger seat, wood
interior trim, the Sync electronics interface system optional on SE, includes Bluetooth and iPod
control , an in-dash six-CD changer and satellite radio. The last three items are optional on the
SE. Options on the SEL include leather upholstery third-row vinyl and a speaker Sony stereo.
The SEL Convenience Package adds a power tailgate, heated mirrors, driver memory functions,
adjustable pedals and a volt inverter jack. Options on all Flexes include second-row reclining
captain's chairs and contrasting roof colors. The SEL and Limited can be equipped with the
turbocharged V6, the Vista Moonroof consisting of a power front sunroof and three fixed units
over the two back rows , front parking sensors and a DVD entertainment system. The Limited
can be had with inch wheels and a refrigerated second-row center console. The Ford Flex
comes standard with a 3. A six-speed automatic transmission and front-wheel drive are
standard with this engine and all-wheel drive is optional. In our performance testing, our best
run from zero to 60 mph in an all-wheel-drive Flex required a class-average 8. Optional on the
SEL and Limited is the turbocharged 3. It produces hp and lb-ft of torque. All-wheel drive and a
six-speed automatic with manual shift control are standard. Ford estimates fuel economy to be
22 mpg highway and 18 mpg combined. The Ford Flex comes standard with antilock disc
brakes, stability and traction control, front side airbags, side curtain airbags and rear parking
sensors. A rearview camera is optional. In brake testing, a Flex Limited with the standard 3. In
government crash testing, the Flex achieved a perfect five stars in all front and side categories.
The Insurance Institute for Highway Safety awarded it the best possible rating of "Good" in its
frontal-offset and side-impact tests. The Ford Flex is rather unremarkable to drive, but it's not
offensive either. The ride is always comfortable -- even with the bigger wheels. The base V6 is
adequate for a vehicle this size, motivating the Flex with enough gusto to keep up with
competing crossovers. The six-speed automatic can be frustrating, though, often refusing to
downshift unless you put your foot to the floor. The twin-turbo V6 is a different story, giving the
Flex a sport wagon flavor and offering direct control of the transmission via the standard shift
paddles. The Ford Flex's interior quality is top-notch, with abundant soft-touch materials and an
attractive, upscale design. The spacious layout affords true seven-passenger seating -- even the
third row is hospitable for full-size adults. The optional reclining second-row captain's chairs
shrink seating capacity to six, but comfort increases. With either configuration, the standard
power-folding mechanism in the second row makes getting into the third row a snap. With the
rear seats lowered, the Flex can hold 83 cubic feet of stuff. This is less than minivans and

several other large crossovers, but the Flex's conveniently boxy shape makes the most of it.
The available Microsoft Sync system lends the Flex a high-tech character, offering trick features
like advanced voice-recognition software for iPods as well as cell phones. Other intriguing
options such as the Vista Moonroof, Sirius Travel Link and rear-console refrigerator extend the
Flex's appeal. This year's addition of a telescoping steering wheel corrects one of the Flex's few
glaring problems, making the driving position friendlier for drivers of above-average height. The
front headrests were also re-engineered, a reaction to criticism from drivers who complained
they pushed uncomfortably forward. Available styles include SEL 4dr Wagon 3. Doing so could
save you hundreds or thousands of dollars. Edmunds also provides consumer-driven
dealership sales and service reviews to help you make informed decisions about what cars to
buy and where to buy them. Simply research the type of car you're interested in and then select
a used car from our massive database to find cheap prew-owned vehicles for sale near you.
Once you have identified a used vehicle you're interested in, check the AutoCheck vehicle
history reports, read dealer reviews, and find out what other owners paid for the Used Ford Flex.
Is it better to lease or buy a car? Ask most people and they'll probably tell you that car buying is
the way to go. And from a financial perspective, it's true, provided you're willing to make higher
monthly payments, pay off the loan in full and keep the car for a few years. Leasing, on the
other hand, can be a less expensive option on a month-to-month basis. It's also good if you're
someone who likes to drive a new car every three years or so. Check out Ford lease specials
Check out Ford Flex lease specials. Popular searches. My notifications My Account. Review
Features Save. View Photos. Appraise this car. Transmission is reluctant to downshift, less
maximum cargo space than competing minivans and some crossovers. Other years. List Price
Estimate. ZIP Code. See all for sale. Edmunds' Expert Review. Vehicle overview. The Ford Flex
gains the company's much-hyped "EcoBoost" V6, a twin-turbocharged, direct-injected engine
that returns impressive fuel economy given its ample power output. There are also changes to
the standard and optional equipment rosters, with one new notable addition being a telescoping
steering wheel. The SEL now has Sync standard, but leather upholstery is bumped to its
options list. Every Limited model now comes with the navigation system and Sony stereo.
Additionally, a power-folding second-row bench is now standard across the board. Read more.
Write a review See all 69 reviews. Already Replaced Left Turbo. I had to wait 3 months to get my
Flex built. Steel Blue with Black Charcoal leather. So far so good. I would never think I would
own a Ford. I always despite the Ford products because of safety issues. I never felt more safe
in that box! The front brakes are kinda weird when humidity is high or wet. I have been using
Mobil 1 full synthetic oil since the 2nd oil change. Fortunately my Ford dealer is nice. Read less.
Had our Flex for nearly two years once we hit 22k miles began having brake failures car has
been in dealer 5 times they have replaced vacuum booster and check valves. When the car has
been parked overnight or for a few hours the brake pedal is very hard the car will not stop. Ford
says this is "normal" operating procedure and we have to warm the car up for five minutes
before driving which is totally unacceptable. Dealer is as frustrated as we are Ford sent out an
engineer who said he could not replicate the problem. We are truly disappointed with Ford.
Reliability issues and more. After purchasing what we thought was the perfect family vehicle for
us, we have had numerous issues with no support from the dealership. After bringing the
vehicle 6 times for font brake issues, we are finally made aware of a"service procedure which is
really a recall , but we are still waiting for the parts to arrive. We are now having transmission
issue and are only being told by the dealer that is a "chip issue", but they are not willing to
replace the chip. We also have issues with the rear folding seat not raising when activated and
were told by the dealer to basically "live with it". Bottom line is that we are sad that Ford is not
standing behind the product sold like other competitors. I owned this car for a year and a half
and put over 35, miles on it. This is probably the most reliable car I've ever had. The only things
I spent money on were the tires, brakes, wipers, and just your wear and tear things. The ride
quality is excellent and it's very comfortable inside. It's very high tech and doesn't keep you
bored. It's a very reliable car and people should really look into it if they are in the market for an
alternative to mini vans. Not to mention it gets great mpg for it's size I got 18CH. It's very
durable and feels really good on the road. I was very happy with this car. However, keep in mind
that it's a Ford so it's price will go down very quickly. It's not worth buying if you plan to sell
back in a year or two. We bought for 26k and it went down to 11k trade in value. See all 69
reviews of the Used Ford Flex. Write a review. Frontal Barrier Crash Rating. Dynamic Test
Result No Tip. Risk Of Rollover Not Rated. IIHS Rating. Side Impact Test. See full safety scores.
People who viewed this also viewed 3. Sponsored cars related to the Flex. Sign Up. Do you have
a question about the Ford Flex or do you need help? Ask your question here. Provide a clear
and comprehensive description of the issue and your question. The more detail you provide for
your issue and question, the easier it will be for other Ford Flex owners to properly answer your

question. View the manual for the Ford Flex here, for free. This manual comes under the
category Cars and has been rated by 1 people with an average of a 7. This manual is available in
the following languages: Engels. Below, you will find the most frequently asked questions about
the Ford Flex Is your question not listed? We use cookies to ensure that we give you the best
experience on our website. If you continue to use this site we will assume that you are happy
with it. Introduction 5. Instrument Cluster W arning lights and chimes Message center
Entertainment Systems Auxiliary input jack Line in USB port Satellite radio information Family
entertainment system Navigation system Climate Controls Manual heating and air conditioning
Dual electronic automatic temperature control Navigation system based climate control Rear
window defroster T urn signal control Bulb replacement Driver Controls Steering wheel
adjustment Power windows Speed control Moon roof T able of Contents. Owners Guide, 1st
Printing. USA fus. Ask a question. About the Ford Flex Ford Flex specifications. Related product
manuals. Frequently Asked Questions Below, you will find the most frequently asked questions
about the Ford Flex How do I convert miles into kilometres? The location of the VIN number of
the car differs per brand and type of car. The code may be stamped on the frame of the car or
mounted on a plate. What is a VIN number? The VIN number of a car is an identification number
unique to each car. When does my Ford need maintenance? Regular maintenance is necessary
for every car. How often the car needs maintenance and what exactly needs to be done can be
found in the maintenance instructions. For major periodic service, this should generally be
done every 2 years or after 30, kilometres. When should I change the brake fluid of my Ford? It
is recommended to change the brake fluid every two years. What is the difference between E10
and E5 petrol? E10 petrol consists of up to ten per cent ethanol while E5 petrol will contain less
than five per cent ethanol. As a result, the percentage of E10 petrol is lower than that of E5
petrol, making it less bad for the environment. One or more doors won't open from the inside.
Now what? The lock is most likely set to the child safety lock so it cannot be opened from the
inside. How to unset the child safety lock differs per brand and type. My car radio does not turn
on, now what? If your car radio does not turn on, it will not receive any power. Check that the
red wire is connected to the contact power supply and the yellow wire to the constant power
supply. Read more. This manual is specific to a Ford Flex. RepairSurge is compatible with any
internet-enabled computer, laptop, smartphone or tablet device. It is very easy to use and
support is always free. We wish we could just show you the entire manual before you buy, but
our publishing agreement with the auto manufacturers prevents this. We know this sounds
crazy. It's a stupid rule in our opinion, but they authorize our manuals and that's what their
lawyers require. Here are some of the comments we have received from users of RepairSurge.
These customers have agreed to allow us to publicly display their testimonials. We know buying
anything online is a risk. Once again, we wish we could just show you the entire manual before
you buy, but our publishing agreement with the auto manufacturers prevents this. We'll get you
the repair information you need, every time, or your money back. Manufacturer: Ford. Model:
Flex. Production Year: Step by Step Instructions. Comprehensive Diagrams. Diagnostic
Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step factory recommended repair
instructions. Unlimited access to personal support reps who are always available to assist you.
We can answer your questions about using the software or help you find the specific
information you need for your Ford Flex. Free real-time updates! Your manual is updated with
revised information as soon as it is released. Access on your terms. Unlimited access to your
Ford Flex manual on a yearly basis. We'll get you the repair information you need, every time, or
we'll refund your purchase in full. Can I see what the manual looks like? See our guarantee
below. You are protected in case the manual turns out to not be what you need. What Satisfied
Mechanics Are Saying. Exactly as advertised, quick and easy transaction. Get Your Manual.
Your satisfaction is guaranteed and your online transaction is protected by safe and secure SSL
encryption technology. Quick Links. Table of Contents. Instrument Cluster. Warning Lights And
Chimes. Message Center. Entertainment Systems. Auxiliary Input Jack Line In. Usb Port.
Satellite Radio Information. Climate Controls. Manual Heating And Air Conditioning. Rear
Window Defroster. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel
Adjustment. Power Windows. Speed Control. Locks And Security. Owners Guide, 1st Printing.
USA fus. Ford fusion hybrid automobile owner's manual pages. Ford may change the contents
without notice and without incurring obligation. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. Page 5 Do not add friction
modifier compounds or special break-in oils since these additives may prevent piston ring
seating. See Engine oil in the Maintenance and Specifications chapter for more information on
oil usage. Page 6 Tires should always be kept at the correct inflation pressures and extra
caution should be taken when operating on rough roads to avoid impacts that could cause

wheel and tire damage. Ford strongly recommends that drivers use extreme caution when using
any device that may take their focus off the road. Page Instrument Cluster If the light is blinking,
engine misfire is occurring which could damage your catalytic converter. Drive in a moderate
fashion avoid heavy acceleration and deceleration and have your vehicle serviced immediately
by your authorized dealer. Page 14 Engine coolant in the Maintenance and Specifications
chapter. Contact your authorized dealer as soon as possible. Page Message Center The
message center display is located in the instrument cluster. DOORS 3. TRUNK 4. This allows
you to use the full functionality of the message center after you acknowledge the warning by
pressing the RESET control and clearing the warning message. Refer to Inflating your tires in
the Tires, Wheels and Loading chapter. See Perimeter alarm system in the Locks and Security
chapter. To load a CD, simply insert the disc, label side up, into the CD slot. Otherwise, random
play will begin when the current track is finished playing. The system will only shuffle the
currently playing disc. Press to cycle through the saved songs. When the song appears in the
display that you would like to delete, press OK. Page 32 Auxiliary input jack later in this chapter.
Page 34 5. For safety reasons, connecting or adjusting the settings on your portable music
player should not be attempted while the vehicle is moving. Page 36 CD units are designed to
play commercially pressed 4. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Do not
use any irregular shaped CDs or discs with a scratch protection film attached. Page Page 39
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does not clear within a short
present. Page Sync Your vehicle may be equipped with SYNC , a hands-free communications
and entertainment system with special phone and media features. For more information, please
refer to the SYNC supplement. Page Climate Controls : Distributes air through the instrument
panel vents, floor vents, rear seat floor vents and demister vents. High beams Push the lever
toward the instrument panel to activate. Pull the lever towards you to deactivate. This will
ensure that your displays are visible under all lighting conditions. On the wall or screen you will
observe an area of high intensity light. The top of the high intensity area should touch the
horizontal reference line. If not, the beam will need to be adjusted. Replacing exterior bulbs
Check the operation of all the bulbs frequently. Page 51 The oil from your hand could cause the
bulb to break the next time the headlamps are operated. Note: If the bulb is accidentally
touched, it should be cleaned with rubbing alcohol before being used. Page 52 3. Remove three
bolts and washers from the headlamp assembly. Carefully pull the headlamp assembly up and
away from the vehicle to disengage the spring clip located on the bottom of the headlamp
assembly. Disconnect the harness from the bulb by pulling it straight off. Install the new bulb in
reverse order. It is designed to last the life of the vehicle. If replacement is required, it is
recommended that you see your authorized dealer. In freezing weather, be sure the wiper blades
are not frozen to the windshield before operating the wipers. A correct zone setting will
eliminate this error. Refer to Compass zone adjustment. Start the vehicle. If the power point or
cigar lighter socket is not working, a fuse may have blown. Refer to Fuses and relays in the
Roadside Emergencies chapter for information on checking and replacing fuses. The window
will open fully. Momentarily press the switch to any position to stop the window operation. Page
Mirrors Do not block the sensors on the front and back of the interior rear view mirror since this
may impair proper mirror performance. Do not clean the housing or glass of any mirror with
harsh abrasives, fuel or other petroleum-based cleaning products. Page 62 Disengaging the
speed control will not erase previous set speed. Note: When you use the clutch pedal to
disengage the speed control, the engine speed may briefly increase, this is normal. Each tap
will decrease the set speed by 1 mph 1. Press OK to confirm your selection. Page Moon Roof
For example: Bounce-back can be used to overcome the resistance of ice on the moon roof or
seals Focus foc Owners Guide, 1st Printing USA fus Page 67 Have the system checked by your
authorized dealer immediately. Page Locks And Security If both front doors are closed, the
vehicle can be locked from any method, regardless of whether the key is in the ignition or not.
Note: The doors will not autounlock if the vehicle has been electronically locked before the
driver door is opened. Turn the ignition to the off position. The horn will chirp once to confirm
the procedure is complete. Page 72 Adults are advised to familiarize themselves with the
operation and location of the release handle. Small children are particularly at risk. Page 74
Note: The interior lamps and parking lamps will illuminate. With the all-door remote entry, press
three seconds to unlock all the doors. Page 75 Opening the luggage compartment Press once to
open the luggage compartment. Note: This feature will only operate with the ignition in the off or
the accessory position. Use of these systems may result in vehicle starting problems and a loss

of security protection. Note: Large metallic objects, electronic devices that are used to Page 79
Please visit an authorized dealer to purchase additional spare or replacement keys.
Programming spare keys You can program your own coded keys to your vehicle. Please read
and understand the entire procedure before you begin. Page 80 Your new, unprogrammed key
is now programmed. If you choose to install a remote start system please see your authorized
dealer for a Ford approved remote start system. When using a Ford-approved remote start
system, the default settings will recognize the remote start system as an additional Admin Key
with its associated privileges. Page 86 If there is any potential perimeter anti-theft problem with
your vehicle, ensure ALL remote entry transmitters are taken to the authorized dealer to aid in
troubleshooting. Page 87 Triggering the anti-theft system The armed system will be triggered if
any door, trunk or the hood is opened without using the key or the remote entry transmitter.
Whenever possible it should be installed and properly adjusted when the seat is occupied. Pull
the lever located under the front edge of the seat to move the seat forward or backward. The
heated seats will activate when the ignition is in the on position and the engine is running. The
system automatically shuts off after 10 minutes. Raise the head restraint by pulling up on the
head restraint. An unlatched seat may become dangerous in the event of a sudden stop or
collision. Front airbags are designed to activate only in frontal and near-frontal collisions, not
rollovers, side-impacts, or rear-impacts unless the collision causes sufficient longitudinal
deceleration. WARNING: Always transport children 12 years old and under in a rear seating
position and always properly use appropriate child restraints. Make sure the tongue is securely
fastened in the buckle. Children 12 years old and under should be properly restrained in the rear
seat whenever possible. Refer to Safety restraints for children or Safety seats for children later
in this chapter. How to disengage the automatic locking mode WARNING: Ford Motor Company
recommends that all passenger safety belt assemblies and attaching hardware should be
inspected by an authorized dealer after any collision to verify that the automatic locking
retractor feature for child seats is still working properly. The Belt-Minder feature will not
activate. Refer to Seat-mounted side airbag system later in this chapter. Refer to Side-curtain
airbag system later in this chapter. Failure to follow these instructions may interfere with the
passenger seat sensing system. Page SRS, its fuses or the seat cover on a seat containing an
airbag. The side airbag could injure you as it deploys from the seat. Do not touch them after
inflation. Page Accident statistics suggest that children are safer when properly restrained in
the rear seating positions than in a front seating position. Page Highway Traffic Safety
Administration NHTSA provides education and training to ensure that all children ages 0 to 16
are properly restrained in the correct restraint system. Page Children 12 and under should be
properly restrained in a rear seating position whenever possible. If all children cannot be seated
and restrained properly in a rear seating position, properly restrain the largest child in the front
seat. Position the child safety seat in a seat with a combination lap and shoulder belt. Attach the
tether strap if the child seat is equipped. Refer to Attaching child safety seats with tether straps
later in this chapter. In Canada, check with your local St. Page 4. Insert the belt tongue into the
proper buckle for that seating positions until you hear a snap and feel it latch. Make sure the
tongue is securely latched to the buckle by pulling on the tongue. Page Ford Motor Company
recommends the use of a child safety seat having a top tether strap. See Attaching child safety
seats with tether straps and Recommendations for attaching safety restraints for children in this
chapter for more information. Page Combining safety belt and LATCH lower anchors for
attaching child safety seats When used in combination, either the safety belt or the LATCH
lower anchors may be attached first, provided a proper installation is achieved. If your child
restraint system is equipped with a tether strap, and the child restraint manufacturer
recommends its use, Ford also recommends its use. Child booster seats The belt-positioning
booster booster seat is used to improve the fit of the vehicle safety belt. Page To improve the fit
of both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. Move a child to a different seating
location if the shoulder belt does not stay positioned on the shoulder during use. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Tire Inflation Always inflate your tires to the Ford recommended inflation pressure even if
it is less than the maximum inflation pressure information found on the tire. Page For your
safety, tires that are damaged or show signs of excessive wear should not be used because
they are more likely to blow out or fail. Page The tire pressure sensors mounted in the wheels

are not designed to be used in aftermarket wheels. The use of wheels or tires not recommended
by Ford Motor Company may affect the operation of your Tire Pressure Monitoring System if
equipped. Page Rotating your tires at the recommended interval as indicated in the scheduled
maintenance information that comes with your vehicle will help your tires wear more evenly,
providing better tire performance and longer tire life. These ratings are listed in the following
chart. The tire suppliers may have additional markings, notes or warnings such as standard
load, radial tubeless, etc. Maximum Load Single lb kg at psi kPa cold: Indicates the maximum
load and tire pressure when the tire is used as a single; defined as two tires total on the rear
axle. Failure to properly maintain your tire pressure could increase the risk of tire failure, loss of
control, vehicle rollover and personal injury. Check your tire pressure to ensure tires are
properly inflated; refer to Inflating your tires in this chapter. Page Inflate all the tires to the
recommended inflation pressure. Repair the damaged road Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
Once you have reached the maximum payload of your vehicle, do not add more cargo, even if
there is space available. Overloading or improperly loading your vehicle can contribute to loss
of vehicle control and vehicle rollover. GAW Gross Axle Weight â€” is the total weight placed on
each axle front and rear â€” including vehicle curb weight and all payload. Refer to the Climate
controls chapter for more information. In case of a roadside emergency with a disabled vehicle,
see Wrecker towing in the Roadside Emergencies chapter. Exhaust fumes can be toxic. Always
open the garage door before you start the engine. See Guarding against exhaust fumes in this
chapter for more instructions. Page Seating and Safety Restraints chapter. Make sure the
headlamps and electrical accessories are off. Some warning lights will briefly illuminate. See
Warning lights and chimes in the Instrument Cluster chapter for more information regarding the
warning lights. Page Brakes Brake dust can be cleaned by weekly washing with soapy water
and a soft sponge. Even when the ABS is disabled, normal braking is still effective. See your
authorized dealer as soon as possible. Check for a low power steering fluid level before seeking
service by your authorized dealer. Adaptive Transmission Shift Strategy offers the optimal
transmission operation and shift quality. D Drive with Overdrive The normal driving position for
the best fuel economy. Transmission operates in gears one through four. Removing the key
Turn the ignition to position 1 off and remove the key. Page Once through the water, always dry
the brakes by moving your vehicle slowly while applying light pressure on the brake pedal. Wet
brakes do not stop the vehicle as quickly as dry brakes. This program is separate from the New
Vehicle Limited Warranty. Page Hazard Flasher Control Assistance, call Canadian customers
who require roadside assistance, call If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount for towing to the nearest dealership
within 35 miles 56 km. To obtain reimbursement information, U. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. To remove a fuse use the
fuse puller tool provided on the fuse panel cover. Page Roadside Emergencies The fuses are
coded as follows. Page If the battery has been disconnected and reconnected, refer to the
Battery section of the Maintenance and Specifications chapter. Page To remove a fuse, use the
fuse puller tool provided on the inside of the passenger compartment fuse panel cover. Page If
the tire pressure monitor sensor becomes damaged, it will no longer function. Page Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page 1.
Park on a level surface, set the parking brake and activate the hazard flashers. Place the
gearshift lever in P Park automatic transmission or R Reverse manual transmission and turn the
engine off. Remove the spare tire and jack by turning their tie-down bolts counterclockwise. The
lug wrench is located in a bag next to, or on top of, the spare tire. Block the diagonally opposite
wheel. Jack at the specified locations to avoid damage to the vehicle. Use only Ford
recommended replacement fasteners. Page Jump Starting Do not attempt to push-start your
automatic transmission vehicle. Automatic transmissions do not have push-start capability.
Attempting to push-start a vehicle with an automatic transmission may cause transmission
damage. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Start the engine of the disabled vehicle. Once the disabled
vehicle has been started, run both engines for an additional three minutes before disconnecting
the jumper cables. Remove the jumper cable from the ground metal surface. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your vehicle is
to be towed from the rear using wheel lift equipment, the front wheels drive wheels must be
placed on a dolly to prevent damage to the transmission. Page Driving chapter for specific
instructions if you cannot move the gear shift lever into N Neutral. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is

also allowed a final repair attempt in some states. Page If you are in another foreign country,
contact the nearest authorized dealer. If the authorized dealer employees cannot help you, they
can direct you to the nearest Ford affiliate office. If you buy your vehicle in North America and
then relocate outside of the U. Page Reporting Safety Defects U. Page Use only approved
products to clean plastic parts. These products are available from your authorized dealer. The
dull finish in this area helps protect the driver from undesirable windshield reflection. Keep
body and door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Page Maintenance And Specifications 1. Set the parking brake,
press and hold the clutch pedal, place the gearshift in 1 First , and release the clutch pedal.
Turn off the engine and remove the key. Block the wheels. Inside the vehicle, pull the hood
release handle located under the instrument panel. Lift the hood and locate the prop rod on the
passenger side of the vehicle near the fender. Support the hood with the prop rod. Power
distribution box 4. Battery 5. Air filter 6. Automatic transmission fluid dipstick if equipped 7.
Engine oil dipstick 8. Power steering fluid reservoir 9. Engine coolant reservoir Attach the new
blade to the arm loop and pull it into place until a click is heard. Replace wiper blades at least
once per year for optimum performance. Put the dipstick back in and ensure it is fully seated.
Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the engine oil in
this chapter. Page Battery Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance information. Ford production and Motorcraft
replacement oil filters are designed for added engine protection and long life. If a replacement
oil filter is used that does not meet Ford material and design specifications, start-up engine
noises or knock may be experienced. Page Also, you can be burned if you spill coolant on hot
engine parts. If sprayed on the windshield, engine coolant could make it difficult to see through
the windshield. When the engine is cool, wrap a thick cloth around the coolant pressure relief
cap on the coolant reservoir a translucent plastic bottle. Slowly turn cap counterclockwise left
until pressure begins to release. Step back while the pressure releases. Used engine coolant
should be disposed of in an appropriate manner. Page engine coolant temperature indicator
light will illuminate. If the engine reaches a preset over-temperature condition, the engine will
automatically switch to alternating cylinder operation. Each disabled cylinder acts as an air
pump and cools the engine. Regular maintenance or replacement is not needed. Inhaling too
much fuel vapor of any kind can lead to eye and respiratory tract irritation. In severe cases,
excessive or prolonged breathing of fuel vapor can cause serious illness and permanent injury.
Fuels with octane levels below 87 are not recommended. Running out of fuel Avoid running out
of fuel because this situation may have an adverse effect on powertrain components. Your
results will be most accurate if your filling method is consistent. No additional vehicle service is
required. The normal operating temperature can be reached after approximately 20 miles 30 km
of driving. The use of these materials may affect transmission operation and result in damage to
internal transmission components. Install and tighten the fill plug securely. Use only fluid that
meets Ford specifications. Refer to the Maintenance product specifications and capacities
section in this
yaris 2008
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chapter. Page Part Numbers Replace the spark plugs with ones that meet Ford material and
design specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Page Safety Compliance Certification Label may be located. Make, vehicle line, series, body
type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells
you which transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. With Ford ESP, you minimize your risk for
unexpected repair bills and rising repair costs. Page Getting assistance outside the U. Page
Certification Label Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

