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A majority of all used US imports have either been in accidents, been stolen, been flooded,
salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30 years,
CARFAX has been collecting data on US vehicles from thousands of sources and has helped
millions of used car shoppers reduce their risk of getting stuck with a vehicle that has costly
hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information
from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I had the report. Vehicle
imported from California to Lithuania. For some weeks "Babs" is now with us and we have a lot
of fun with the car. Buying Used American Cars? Search by VIN. Instant Access. We offer you
unique vehicle history to help you make better purchase decisions. Trusted by millions of
users. Worldwide market leader. The most popular blog articles How to detect mileage rollback?
Mileage rollback is one of the most occurring types of fraud in the selling process of used cars.
However, there are ways to detect mileage fraud. Even though odometer fraud is difficult to
detect for the untrained eye, it is not an impossible task. Import a car from the USA. There are a
few advantages to buying a American used car. Check the Service History of a Car. How
important is the service history of a car? CARFAX takes a look at these questions and explains
the importance of the service history of a car, as well as where you can find the complete
history of service records. Make a VIN Search. Quick Links. Table of Contents. Instrument
Cluster. Warning Lights And Chimes. Message Center. Entertainment Systems. Auxiliary Input
Jack Line In. Climate Controls. Rear Window Defroster. Turn Signal Control. Bulb Replacement.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Locks And
Security. Owners Guide, 1st Printing. USA fus. Ford fusion hybrid automobile owner's manual
pages. Ford may change the contents without notice and without incurring obligation. Please
take the time to get well acquainted with your vehicle by reading this handbook. The more you
know and understand about your vehicle, the greater the safety and pleasure you will derive
from driving it. Page 5 Do not add friction modifier compounds or special break-in oils since
these additives may prevent piston ring seating. See Engine oil in the Maintenance and
Specifications chapter for more information on oil usage. Page 6 Service data recorders in your
vehicle are capable of collecting and storing diagnostic information about your vehicle. This
potentially includes information about the performance or status of various systems and
modules in the vehicle, such as engine, throttle, steering or brake Focus foc Owners Guide, 1st
Printing USA fus Page 7 In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may access or share among them
vehicle diagnostic information received through a direct connection to your vehicle when
diagnosing or servicing your vehicle. Page 8 EDR. Ford Motor Company and Ford of Canada do
not access event data recorder Ford strongly recommends that you use extreme caution when
using any device or feature that may take your focus off the road. Your primary responsibility is
the safe operation of your vehicle. Page Instrument Cluster If the light is blinking, engine misfire
is occurring which could damage your catalytic converter. Drive in a moderate fashion avoid
heavy acceleration and deceleration and have your vehicle serviced immediately by your
authorized dealer. Page 14 Engine coolant in the Maintenance and Specifications chapter.
Contact your authorized dealer as soon as possible. Page 18 The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. This value is not the same as the average fuel
economy display. The running average fuel economy is re-initialized to a factory default value if
the battery is disconnected. If the warning stays on after the parking brake is released, contact
your authorized dealer as soon as possible. See Perimeter alarm system in the Locks and
Security chapter. Ford strongly recommends that drivers use extreme caution when using any
device or feature that may take their focus off the road. Your primary responsibility is the safe
operation of the vehicle. To load a CD, simply insert the disc, label side up, into the CD slot. The
system will only shuffle the currently playing disc. Press to cycle through the saved songs.
When the song appears in the display that you would like to delete, press OK. Page 32 Auxiliary
input jack later in this chapter. Page 34 5. For safety reasons, connecting or adjusting the
settings on your portable music player should not be attempted while the vehicle is moving.
Page 36 CD units are designed to play commercially pressed 4. Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in

Ford CD players. Do not use any irregular shaped CDs or discs with a scratch protection film
attached. Page Page 39 Note: SIRIUS reserves the unrestricted right to change, rearrange, add
or delete programming including canceling, moving or adding particular channels, and its
prices, at any time, with or without notice to you. Ford Motor Company shall not be responsible
for any such programming changes. This message should disappear shortly. If this message
does not clear within a short period Page Sync Your vehicle may be equipped with SYNC , a
hands-free communications and entertainment system with special phone and media features.
For more information, please refer to the SYNC supplement. When the system is off, outside air
is prevented from entering the vehicle. See Heated seats in the Seating and Safety Restraints
chapter. Page 44 5. Direct the outer instrument panel vents towards the side windows. To
increase airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. High beams Push the lever toward the instrument panel to activate. Pull the
lever towards you to deactivate. This will ensure that your displays are visible under all lighting
conditions. Page 48 4. On the wall or screen you will observe an area of high intensity light. The
top of the high intensity area should touch the horizontal reference line. If not, the beam will
need to be adjusted. Page Bulb Replacement The thin mist eventually clears and exits through
the vents during normal operation. Clearing time may take as long as 48 hours under dry
weather conditions. Replacing exterior bulbs Check the operation of all the bulbs frequently.
Page 52 The oil from your hand could cause the bulb to break the next time the headlamps are
operated. Note: If the bulb is accidentally touched, it should be cleaned with rubbing alcohol
before being used. Carefully pull the headlamp assembly up and away from the vehicle to
disengage the hidden spring clip located on the bottom of the headlamp assembly. This may
require substantial upward force. Disconnect the harness from the bulb by pulling it straight
out. Install the new bulb in reverse order. It is designed to last the life of the vehicle. If
replacement is required, it is recommended that you see your authorized dealer. In freezing
weather, be sure the wiper blades are not frozen to the windshield before operating the wipers.
A correct zone setting will eliminate this error. Refer to Compass zone adjustment. Start the
vehicle. If the power point or cigar lighter socket is not working, a fuse may have blown. Refer
to Fuses and relays in the Roadside Emergencies chapter for information on checking and
replacing fuses. Press the switch completely down to the second detent and release quickly.
The window will open fully. Momentarily press the switch to any position to stop the window
operation. Page Speed Control With speed control set, you can maintain a set speed without
keeping your foot on the accelerator pedal. This will automatically return the vehicle to the
previously set speed. Page 64 CD track or satellite radio channel preset if equipped depending
on which media mode you are MEDIA: Press repeatedly to scroll through available audio
modes. Release the switch. If you choose to install a remote start system please see your
authorized dealer for a Ford approved remote start system. Page 71 Vehicles equipped with
traditional keys: When using a Ford-approved remote start system, the default settings will
recognize the remote start system as an additional admin key with its associated privileges.
Note: The doors will not autounlock if the vehicle has been electronically locked before the
driver door is opened. Page 76 one short and one long chirp if autounlock was activated. Turn
the ignition to the off position. The horn will chirp once to confirm the procedure is complete.
Page 77 Adults are advised to familiarize themselves with the operation and location of the
release handle. Page 78 Exposure of people or animals to these high temperatures for even a
short time can cause death or serious heat-related injuries, including brain damage. Small
children are particularly at risk. With the all-door remote entry, press three seconds to unlock all
the doors. Page 80 Opening the luggage compartment Press once to open the luggage
compartment. Note: This feature will only operate with the ignition in the off or the accessory
position. Note: The SecuriLock passive anti-theft system is not compatible with non-Ford
aftermarket remote start systems. Use of these systems may result in vehicle starting problems
and a loss of security protection. Store an extra programmed key away from the vehicle in a
safe place to help prevent any inconveniences. Please visit an authorized dealer to purchase
additional spare or replacement keys. Remove the previously programmed coded key from the
ignition. Whenever possible it should be installed and properly adjusted when the seat is
occupied. Pull the lever located under the front edge of the seat to move the seat forward or
backward. The heated seats will activate when the ignition is in the on position and the engine
is running. The system automatically shuts off after 10 minutes. For details about how to raise,
lower and remove the second row head restraints, refer to First row adjustable head restraints
at the beginning of this chapter. The tone pattern will repeat periodically until the problem and
warning light are repaired. Pregnant women should also follow this practice. See figure below.
The belt will still retract to remove any slack in the shoulder belt. The automatic locking mode is
not available on the driver safety belt. Pull the combination lap and shoulder belt from the

retractor so that the shoulder belt portion of the safety belt crosses your shoulder and chest.
Release the button and pull down on the height adjuster to make sure it is locked in place. The
Belt-Minder feature will not activate. Turn the ignition switch to the on position. Wait until the
safety belt warning light turns off Approximately one minute. Placing objects on or over the
airbag inflation area may cause those objects to be propelled by the airbag into your face and
torso causing serious injury. Refer to Seat-mounted side airbag system later in this chapter.
Refer to Side-curtain airbag system later in this chapter. Failure to follow these instructions may
interfere with the passenger seat sensing system. Page SRS, its fuses or the seat cover on a
seat containing an airbag. The side airbag could injure you as it deploys from the seat. Do not
touch them after inflation. Page Accident statistics suggest that children are safer when
properly restrained in the rear seating positions than in a front seating position. Page Highway
Traffic Safety Administration NHTSA provides education and training to ensure that all children
ages 0 to 16 are properly restrained in the correct restraint system. Page Installing child safety
seats with combination lap and shoulder belts Check to make sure the child seat is properly
secured before each use. Children 12 and under should be properly restrained in a rear seating
Focus foc Owners Guide, 1st Printing USA fus Page Note: Although the child seat illustrated is
a forward facing child seat, the steps are the same for installing a rear facing child seat.
Position the child safety seat in a seat with a combination lap and shoulder belt. Attach the
tether strap if the child seat is equipped. Refer to Attaching child safety seats with tether straps
later in this chapter. In Canada, check with your local St. Page 4. Insert the belt tongue into the
proper buckle for that seating positions until you hear a snap and feel it latch. Make sure the
tongue is securely latched to the buckle by pulling on the tongue. Page Ford Motor Company
recommends the use of a child safety seat having a top tether strap. See Attaching child safety
seats with tether straps and Recommendations for attaching safety restraints for children in this
chapter for more information. Page Attach the tether strap afterward, if included with the child
seat. Refer to Recommendations for attaching child safety restraints for children in this chapter.
If your child restraint system is equipped with a tether strap, and the child restraint
manufacturer recommends its use, Ford also recommends its use. Child booster seats The
belt-positioning booster booster seat is used to improve the fit of the vehicle safety belt. Page
To improve the fit of both the lap and shoulder belt on children who have outgrown child safety
seats, Ford Motor Company recommends use of a belt-positioning booster. Move a child to a
different seating location if the shoulder belt does not stay positioned on the shoulder during
use. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Page Ford Motor
Company. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Tire Inflation Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page For your safety, tires that are damaged or
show signs of excessive wear should not be used because they are more likely to blow out or
fail. Page such as P-metric versus LT-metric or all-season versus all-terrain as those originally
provided by Ford. Page The tire pressure sensors mounted in the wheels are not designed to be
used in aftermarket wheels. The use of wheels or tires not recommended by Ford Motor
Company may affect the operation of your tire pressure monitoring system if equipped. Page
Tire rotation Rotating your tires at the recommended interval as indicated in the Scheduled
Maintenance Guide chapter will help your tires wear more evenly, providing better tire
performance and longer tire life. These ratings are listed in the following chart. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Maximum Load Single lb kg at psi kPa cold: Indicates the maximum load and tire
pressure when the tire is used as a single; defined as two tires total on the rear axle. Refer to
the payload description and graphic in the Vehicle loading section. Check your tire pressure to
ensure tires are properly inflated; refer to Inflating your tires in this chapter. Page Check air
pressure in the road tires. If any tire is under-inflated, carefully drive the vehicle to the nearest
location where air can be added to the tires. Inflate all the tires to the recommended inflation
pressure. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page Once you have reached the maximum payload
of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
GAW Gross Axle Weight â€” is the total weight placed on each axle front and rear â€” including

vehicle curb weight and all payload. You and one of your friends decide to pick up cement from
the local home improvement store to finish that patio Focus foc Owners Guide, 1st Printing USA
fus Page Trailer Towing Note: Put your climate control system in recirculated air mode to
prevent exhaust fumes from entering the vehicle. Refer to the Climate Controls chapter for more
information. Page 4 wheels off the ground on a car-hauling trailer. In case of a roadside
emergency with a disabled vehicle, see Wrecker towing in the Roadside Emergencies chapter.
Exhaust fumes can be toxic. Always open the garage door before you start the engine. See
Guarding against exhaust fumes in this chapter for more instructions. Page Seating and Safety
Restraints chapter. Make sure the headlamps and electrical accessories are off. Turn the key to
3 on without turning the key to 4 start. Some warning lights will briefly illuminate. See Warning
lights and chimes in the Instrument Cluster chapter for more information regarding the warning
lights. Page Brakes Brake dust can be cleaned by weekly washing with soapy water and a soft
sponge. Even when the ABS is disabled, normal braking is still effective. However, the system
will only intervene if the driving situation requires it. Page Excessive wheel spin is controlled in
two ways, which may work separately or in tandem, engine traction control and brake traction
control. Engine traction control works to limit drive-wheel spin by momentarily reducing engine
power. If the power steering system breaks down or if the engine is turned off , you can steer
the vehicle manually, but it takes more effort. Page P Park position and into the N Neutral
position. Remove the tool and reinstall the protective cover. Start the vehicle and release the
parking brake. After this learning process, normal shift feel and shift scheduling will resume. D
Drive with Overdrive The normal driving position for the best fuel economy. Transmission
operates in gears one through four. Removing the key Turn the ignition to position 1 off and
remove the key. Page Once through the water, always dry the brakes by moving your vehicle
slowly while applying light pressure on the brake pedal. Wet brakes do not stop the vehicle as
quickly as dry brakes. This program is separate from the New Vehicle Limited Warranty. Page
Hazard Flasher Control Assistance, call Canadian customers who require roadside assistance,
call If you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse
a reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. To remove a fuse use the fuse puller tool provided on the
fuse panel cover. Page Roadside Emergencies The fuses are coded as follows. Page If the
battery has been disconnected and reconnected, refer to the Battery section of the Maintenance
and Specifications chapter. Page To remove a fuse, use the fuse puller tool provided on the
inside of the passenger compartment fuse panel cover. Page Ford. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Park on a level surface, set the
parking brake and activate the hazard flashers. Place the gearshift lever in P Park automatic
transmission or R Reverse manual transmission and turn the engine off. Note: Passengers
should not remain in the vehicle when the vehicle is being jacked. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
Put the flat tire, jack and lug wrench away. Make sure the jack is fastened so it does not rattle
when you drive. Unblock the wheels. Use only Ford recommended replacement fasteners.
WARNING: When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Jump Starting Ensure that vent caps are tight and
level. Turn the heater fan on in both vehicles to protect from any electrical surges. Turn all other
accessories off. Start the engine of the disabled vehicle. Once the disabled vehicle has been
started, run both engines for an additional three minutes before disconnecting the jumper
cables. Page After the disabled vehicle has been started and the jumper cables removed, allow
it to idle for several minutes so the engine computer can relearn its idle conditions. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your
vehicle is to be towed from the rear using wheel lift equipment, the front wheels drive wheels
must be placed on a dolly to prevent damage to the transmission. Page Driving chapter for
specific instructions if you cannot move the gear shift lever into N Neutral. Repairs will be made
using Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford.
Ford is also allowed a final repair attempt in some states. Page The use of leaded fuel in your
vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. Page If you buy your vehicle
in North America and then relocate to any of the above locations, register your vehicle
identification number VIN and new address with Ford Motor Company Export Operations. If you
are in another foreign country, contact the nearest authorized dealer. Page Reporting Safety
Defects U. The high-pressure fluid could penetrate the sealed parts and cause damage. Page
Your vehicle is equipped with seating covered in premium, top-grain leather which is extremely

durable, but still requires special care and maintenance in order to ensure longevity and
comfort. Regular cleaning and conditioning will maintain the appearance of the leather. Keep
body and door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. For vehicles equipped with a manual transmission, set the
parking brake, press and hold the clutch pedal, place the gearshift in N Neutral , and release the
clutch pedal. Block the wheels. Lift the hood and locate the prop rod on the passenger side of
the vehicle near the fender. Support the hood with the prop rod. Power distribution box 4.
Battery 5. Air filter 6. Automatic transmission fluid dipstick if equipped 7. Engine oil dipstick 8.
Power steering fluid reservoir 9. Engine coolant reservoir Only use a washer fluid that meets
Ford specifications. Do not use any special washer fluid such as windshield water repellent type
fluid or bug wash. They may cause squeaking, chatter noise, streaking and smearing. Page
Engine Oil 7. Put the dipstick back in and ensure it is fully seated. Adding engine oil 1. Check
the engine oil. For instructions, refer to Checking the engine oil in this chapter. Page Battery
Change your engine oil and filter according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and Motorcraft replacement oil filters are designed
for added engine protection and long life. If a replacement oil filter is used that does not meet
Ford material and design specifications, start-up engine noises or knock may be experienced.
Page When the battery is disconnected or a new battery installed, the automatic transmission
must relearn its adaptive strategy. Make sure the correct coolant is used. Step back while the
pressure releases. When you are sure that all the pressure has been released, use the cloth to
turn it counterclockwise and remove the cap. Used engine coolant should be disposed of in an
appropriate manner. Page engine coolant temperature indicator light will illuminate. If the
engine reaches a preset over-temperature condition, the engine will automatically switch to
alternating cylinder operation. Each disabled cylinder acts as an air pump and cools the engine.
Regular maintenance or replacement is not needed. Inhaling too much fuel vapor of any kind
can lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged
breathing of fuel vapor can cause serious illness and permanent injury. Fuels with octane levels
below 87 are not recommended. Running out of fuel Avoid running out of fuel because this
situation may have an adverse effect on powertrain components. For more The normal
operating temperature can be reached after approximately 20 miles 30 km of driving. The use of
these materials may affect transmission operation and result in damage to internal transmission
components. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. Refer to the Maintenance product specifications and capacities section in this
chapter. Page Part Numbers Replace the spark plugs with ones that meet Ford material and
design specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Page Safety Compliance Certification Label may be located. Make, vehicle line, series, body
type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells
you which transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Ford Motor Company engineering
requirements. With Ford ESP, you minimize your risk for unexpected repair bills and rising
repair costs. For more information, visit your local Ford of Canada dealer or This information is
subject to change. Page Scheduled Maintenance Guide Every manufacturer develops these
systems using different specifications and performance features. Ford Motor Company has
recommended maintenance intervals for various parts and component systems based upon
engineering testing. Get the most from your service and maintenance visits There are a lot of
reasons why visiting your Ford or Lincoln Mercury dealership for all your service needs is a
great way to help keep your vehicle running great. Page With factory-trained technicians, and
one-stop service from routine maintenance like oil changes and tire rotations to repairs like
brake service, check out the value your Ford and Lincoln Mercury dealers can offer. Page In
order to keep your vehicle running right, it is important to have the systems on your vehicle
checked regularly. This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the following multi-point inspection be performed at every
scheduled maintenance interval to help ensure your vehicle keeps running great. Page Inspect
accessory drive belt s. Be sure to ask your Ford o
stair diagram parts
ebay concept 2
np236 transfer case diagram
r Lincoln Mercury dealership service advisor or technician about the multi-point vehicle

inspection. This schedule is presented at specific mileage kilometer intervals with exceptions
noted. If you only occasionally operate your vehicle under these conditions, it is not necessary
to perform the additional maintenance. Page Every 15, miles 24, km â€” Replace fuel filter
Crown Victoria, Grand Marquis and Every 30, miles 48, km â€” Change automatic transmission
fluid except 6R80 Every 60, miles 96, km â€” Replace spark plugs. Page Every 15, miles 24, km
â€” Replace fuel filter. Every 30, miles 48, km â€” Change automatic transmission fluid except
6R80 Every 60, miles 96, km â€” Replace spark plugs. Page 3, miles 4, km or three months,
whichever occurs first. Page Index Page Ford Extended Service Plan Page Lubricant
specifications Page automatic Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

