92 prelude headlight

Sonar Lighting. Prelude Windshield Wipers Blade. Prelude Cold Air Intake System. Prelude
Brake Pads. Prelude Hoods Prelude Trunks. Prelude Exhaust System Prelude Headers. Prelude
Spacers. Prev 1 Next. Sonar Halo Projector head lights use a convex lens to project the light of
your low beams over a wider area, increasing the overall viewing area of your Prelude's
headlamps. These Prelude Smoke Projector Halo Lights can be a great for improving nighttime
driving by allowing to see more of what is ahead and around you. Sonar aka Spyder has long
been the most popular brand of aftermarket custom lighting, and for good reason due to their
large selection, striking designs, and affordability. These Honda Prelude Sonar Halo Projector
Smoke Head Lamps enhance your night time driving by taking the existing light put out by your
light bulbs and projecting it over a wider area, resulting in increased field of vision. These
Prelude Chrome Projector Halo Lights can be a great for improving nighttime driving by
allowing to see more of what is ahead and around you. These Honda Prelude Sonar Halo
Projector Chrome Head Lamps enhance your night time driving by taking the existing light put
out by your light bulbs and projecting it over a wider area, resulting in increased field of vision.
Sonar Halo CCFL Projector head lights use a convex lens to project the light of your low beams
over a wider area, increasing the overall viewing area of your Prelude's headlamps. These
Honda Prelude Sonar CCFL Halo Projector Chrome Head Lamps enhance your night time
driving by taking the existing light put out by your light bulbs and projecting it over a wider
area, resulting in increased field of vision. These Prelude Black Projector Halo Lights can be a
great for improving nighttime driving by allowing to see more of what is ahead and around you.
These Honda Prelude Sonar Halo Projector Black Head Lamps enhance your night time driving
by taking the existing light put out by your light bulbs and projecting it over a wider area,
resulting in increased field of vision. These Honda Prelude Sonar CCFL Halo Projector Black
Head Lamps enhance your night time driving by taking the existing light put out by your light
bulbs and projecting it over a wider area, resulting in increased field of vision. QTY: 0. All rights
reserved. User Rating. Free Continental US. In Stock Ships out in 24 to 72 hours. Start By
propping up your hood, get your flat head screwdriver and take off all the black plastic clips
above your grill. Next use the 10mm socket to take off your headlight bolts. Now get under your
car with the 10mm socket and take off the bolts. Beside the bolts will also be 2 star screws the
only 2 screws under your bumper , remove them as well. Now in your wheel well at the corner
were the fender meets the bumper, you will see a hole in the fender lining , you need the 8mm
socket and. Be careful, bumper might slide off since these are the last bolts. Now there are 2
screws holding each headlight in, one on each side of the headlight remove them with the
10mm socket. Your headlight is ready to come out, just pull out a little so you can put your hand
behind the headlight and pop out the bulb harness and signal light, the harness just pulls out
from the back of the headlight, and the signal light requires a twist and then pops out. Trending
News. Tiger Woods injured in rollover car crash in Calif. Sports world wishes Tiger Woods well
after crash. Pat Sajak called out for mocking contestant. Do you know your privilege? An
eye-opening lesson. Update: so i found out that we acually had to take the whole bumper off to
do it. Tools you will need are a -star screw driver -flat head screwdriver mm socket -8mm socket
-socket wrench that the 10 and 8mm socket fit on to 2. Update 2: and unscrew that bolt, one on
each side of the bumper. Be careful, bumper might slide off since these are the last bolts 5.
Answer Save. Rebecca Lv 4. Still have questions? Get your answers by asking now. Headlight
Size. Select year It may not be the best sports car they had, but the fact that it was spanning for
over 20 years and five-generation means that it was indeed popular. The production ended long
before LED bulbs were introduced to cars, so a bulb upgrade may be something that you might
be interested in. Bulb size is something that you should look at before you go out and purchase
them, and, in this article, you will find a table for all of them if you decide to make the upgrades.
To be honest, the Prelude is an old car, and things will start breaking down. The most common
part that may go out is the bulbs. The old halogen bulbs that come preinstalled on the Prelude
are not that long-lasting, meaning that once they start to give out, you can start with the
upgrades and replace them. In the tuning culture, the Prelude is hugely praised, and owners do
all that they can to improve the look and try to modernize it as much as possible. In this case,
LEDs are quite popular and modern, so you are looking at another reason for replacing the old
bulbs with new ones. Older cars start to show their age when you begin to see things breaking
down or not working as intended, and the Prelude is no exception. In this case, the most crucial
part is the alternator. As it provides the bulbs with power, installing bulbs that consume less
power will make it work less to power them. Since LEDs require less power, it means that the
alternator will work less, and you will be preserving it. If you want to replace your light bulbs
with something that can last longer then halogen or HID bulbs, then you should definitely
consider LED bulbs. Their technology enables them to work much longer than the others, and
you will be looking at bulbs that will last you a very long time. Before you start working on this,

make sure the power is completely disconnected to avoid any damage. Locate the power
connector on the back of the headlight assembly and disconnect it. Remove the rubber dome
covering the bulb and put it aside. Unlock the metallic pin that holds the bulb in place. Remove
the old bulb and put the new one, making sure that the orientation is the same. Insert the metal
pin and lock it in place. Put the rubber pin and plug in the cable. You can replace all bulbs with
LEDs. You can purchase a LED upgrade package containing all the bulbs for your Prelude.
Consultant in the area of automotive lighting solutions. Terms and Conditions - Privacy Policy.
Contents Why would you want to upgrade the bulbs on your Prelude? What would you get with
replacing the outdated bulbs with LEDs? Skip to main content Menu. Close X. Call To Order:
Accessory Delay Relay. Accessory Power Relay. Accessory Power Relay Connector. Ash Tray
Light Bulb. Auto Trans Indicator Light Bulb. Back Up Light. Back Up Light Bulb. Back Up Light
Switch. Battery Cable. Brake Light Bulb. Combination Switch. Coolant Temperature Sensor.
Courtesy Light Bulb. Cruise Control Release Switch. Daytime Running Light Bulb. Dome Light
Bulb. Engine Coolant Fan Temperature Switch. Engine Coolant Temperature Switch. Fast Idle
Valve Solenoid. Flasher Relay. Fog Light. Fog Light Bulb. Fuel Injection Relay. Hazard Warning
Flasher. Headlight Assembly. Headlight Bulb. Headlight Connector. Headlight Dimmer Switch.
Headlight Frame. Headlight Lens Housing. Headlight Relay Connector. Headlight Switch.
Headlight Wiring Harness. Horn Set. Ignition Lock and Cylinder Switch. Ignition Relay. Ignition
Switch. Instrument Light Bulb. Instrument Panel Light Bulb. Interior Dome Light. Interior Light
Bulb. Main Relay. Map Light Bulb. Oil Pressure Sender. Output Shaft Speed Sensor Connector.
Parking Light. Parking Light Assembly. Parking Light Bulb. Power Antenna Mast. Power
Window Relay. Power Window Relay Connector. Radio Wire Harness. Side Marker Assembly.
Side Marker Light. Side Marker Light Bulb. Speaker Box. Speaker Connector. Speedometer
Sensor. Speedometer Transmitter. Stop Light Switch. Tail Light Bulb. Third Brake Light. Trailer
Brake Control. Trailer Connector Kit. Trailer Wire Converter. Trunk Light Bulb. Trunk or Cargo
Area Light. Turn Signal Flasher. Turn Signal Light Bulb. Turn Signal Relay. Turn Signal Switch.
Washer Nozzle. Washer Pump. Water Temperature Sender. Windshield Wiper Motor. Wiper
Blade. Wiper Blade Insert. Wiper Blade Set. Air Intake. Chemicals and Fluids. Climate Control.
Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection.
Tools and Hardware. Shop By Vehicle. Dorman Headlamp Socket. Click to Enlarge. Features:
Ideal replacement - this headlight socket matches the fit and terminal count of the original
equipment socket Durable construction - made of quality materials with corrosion-resistant
electrical contacts Cost-effective solution - replaces only the damaged socket by splicing into
existing vehicle wiring Quality tested - this part has undergone testing to ensure a quality fit and
long service life. Dorman Headlamp Socket - High Beam. Catalog: B. Vehicle Honda Prelude.
Catalog: F. Honda Prelude Halo Projector Headlights are made to outperform the factory
headlights. Our projector headlights line-up offer aggressive styling for your Prelude. If you are
looking to upgrade or replace your factory headlights to projector headlights, then you are at
the right place. Our projector headlights exceed the factory headlights quality. Direct
replacement projector headlights that let you swap directly with your factory headlights.
In-House Expert. Euro Headlights. Projector Headlights. Tail Lights. LED Tail Lights. LED
Headlights. Fog Lights. Third Brake Light. HID Conversion Kits. LED Lights. Underbody Neon
Kit. Light Bulbs. Roof Lights. Fender Light. License Plate Lights. Side Mirror Signal Lights.
Fender Flares. Towing Mirrors. Tonneau Cover. Side step bars Nerf Bars. Front Bull Bar.
Window Visor. Chrome Door Handles. Chrome Mirror Covers. Trunk Lid Cover. Lights Cover.
Side Mirrors. Rear Spoiler. Horn Kit. Roof Rack. Tow Hook. Rear Step Bumper. Pillar Trim. Tow
Trailer Hitch. Fuel Door. Car Cover. Tail Gate Protector. Truck Bed Side Rail. Rear Bumper
Guard. Tool Box. Rail Cap. Chase Rack. Mud Guard. Light Bar Bracket. Window Louvers.
Catback Exhaust. Catalytic Converter. Down Pipe. Test Pipe. Turbo Manifold. Intake Manifold.
Air Intake. Radiator Cooling Fan. Fuel Tank. Radiator Fan Shroud. Blow Off Valve. Intercooler
Kit. Boost Controller. Braided Steel Hose. Oil Catch Tank. Cam Gear. Fuel Line. Fuel Pressure
Regulator. Short Shifter. Radiator Hose. Fuel Power Torque Plate. Fuel Cell Tank. Engine Mount.
AC Condenser. Coolant Recovery Tank. Lift Kit. Lowering Springs. Strut Bar. Harness Tie Bar.
Sub-Frame Kit. Battery Tie Bar. Bump Steer Kit. Shock Spacer. Sway Bar Drop Bracket.
Adjustable Track Bar. Steering Wheel. Shift Knob. Rearview Mirrors. Seat Cover. Air Freshener.
Glow Gauge Kit. Racing Seat. Handle Bar. Window Crank Handle. Window Regulator. Seat
Bracket. Arm Rest. Cabin Filter. Racing Harness. Steering Wheel Hub. Steering Wheel Quick
Release. Window Switch. Wheel Spacers. Lug Nuts. Wheel Bearing. Time Required. An
awesome member of our community made this guide. It is not managed by iFixit staff. This is a
guide on replacing the Headlights on a model Honda Prelude. This guide includes disassembly
for the front end of the car as well as installing HID bulbs over stock replacement parts. Make
sure that your car is parked on a level surface with the emergency brake on. A common

workplace for anyone without a garage is a driveway or carport. It is helpful to place a tarp
underneath your car as it provides a contrasting background to locate fallen screws and parts.
The tarp also provides a smooth, non-abrasive surface to place parts and tools. Locate the
positive and negative leads on the battery and remove them with a 10mm socket. If you have an
aftermarket air intake, it is also helpful to remove the filter to allow for more space to reach the
wires and screws for the headlights. There are 7 body screws to be removed that attach the
front bumper to the frame of the car. It is very common for body screws to have been replaced,
especially on older cars. When replaced, bolts will always have the same size diameter, but the
size of the bolt head may very. There are 2 screws which attach the grille and the front bumper
to the frame which are located directly next to either headlight. Once the grille is removed, there
are five plastic tabs which must also be removed before taking off the bumper. The plastic tabs
are commonly missing or break when removing them. Replacements are found at most auto
parts store. Now as you remove the front bumper, be sure to only pull it off far enough to reach
down and unplug the wires to the passenger and driver side blinkers and running lights.
Alternatively to freeing the wire, the bulb and wire harness may both be freed by twisting
counterclockwise. Once everything is unplugged, pull gently until the bumper is free. If there is
any significant resistance when trying to free the bumper, then check to see if any bolts or wire
connections have been missed to prevent damages. There is a wire harness for the high beam
and low beam which may be freed by twisting counterclockwise. This should be done for
passenger and driver side before attempting to remove the screws that secure the headlights. If
you have LEDs installed, then there is a ballast connected to the wire harness which has three
wires that must be disconnected. Wires on the ballast are held in by clips that simply pull apart.
There are 3 screws securing each headlight. The top screw is the easiest to get to and can be
removed in plain sight before even taking the front bumper off. The screws on the sides,
however, are seen only after the bumper is removed and are still difficult to get to. Do not over
tighten these screws when reassembling or you will strip the hole in the headlight housing as
the threading is plastic. If you are having trouble locating these screws, then refer to the
replacement part to get a better idea. When removing the headlight, take care to avoid touching
any bulbs with your hands or wear a latex glove. Furthermore, do not force the assembly to
come out. If the assembly does not come free with a gentle pull then something is likely still
attached. The HIDs are not designed to fit into the factory housing which holds the stock bulbs
in with a simple locking mechanism highlighted in green. To account for this, use a strong
adhesive to glue the HID into the rubber moisture barrier which will also be glued to the
assembly. It is recommended to follow the instructions for your choice of adhesive for drying,
but this process may be sped up with a blow dryer if running short on time. It should also be
noticed that since adhesive is being used, the moisture barrier will also have to be replaced if
the HID needs to be replaced. If HIDs are installed, then the factory wire harness no longer clips
in. Now, you will need to place the positive and negative leads from the HID into the wire
harness. Following, secure the connection with electrical tape. Furthermore, you may secure
the ballasts for the HIDs to the frame of your car with zip ties. If your turn your lights on and
they do not work, reverse the order in which you placed these leads. Finally, be sure to place
any warranties or receipts in your glove box in case the replacement parts malfunction. Follow
the disassembly steps in reverse to secure the new headlight assembly. Take care to use the
same bolts that were removed and replace any missing bolts with stock body screws from an
auto parts store. Cancel: I did not complete this guide. One other person completed this guide.
Badges: 3. Fix Your Stuff. Difficulty Moderate. Steps Time Required 3 - 4 hours. Sections 1.
Headlight 11 steps. Flags 1. Member-Contributed Guide An awesome member of our community
made this guide. Introduction This is a guide on replacing the Headlights on a model Honda
Prelude. HID Bulbs Not for sale. Step 1 Preparing Workspace. Add a comment. Add Comment
Cancel. Step 2 Disconnect Battery. Step 3 Removing the Front Bumper- Part 1. Step 4 Removing
the Front Bumper Part 2. Step 5 Removing the Front Bumper - Part 3. Step 6 Disconnect Wires
to Headlights. Step 7 Removing Headlight Screws. Step 8 Removing Headlight. Step 9 Installing
HIDs. Step 10 Wiring the HIDs. Step 11 Reassembly. Almost done! Enjoy your new Headlights!
You're Finished! Author with 3 other contributors. Single Step Full Guide. Small - px Medium px Large - px. View Statistics:. Skip to main content Menu. Close X. Call To Order: Accessory
Delay Relay. Accessory Power Relay. Accessory Power Relay Connector. Ash Tray Light Bulb.
Auto Trans Indicator Light Bulb. Back Up Light. Back Up Light Bulb. Back Up Light Switch.
Battery Cable. Brake Light Bulb. Combination Switch. Coolant Temperature Sensor. Courtesy
Light Bulb. Cruise Control Release Switch. Daytime Running Light Bulb. Dome Light Bulb.
Engine Coolant Fan Temperature Switch. Engine Coolant Temperature Switch. Fast Idle Valve
Solenoid. Flasher Relay. Fog Light. Fog Light Bulb. Fuel Injection Relay. Hazard Warning
Flasher. Headlamp Socket. Headlight Assembly. Headlight Connector. Headlight Dimmer

Switch. Headlight Frame. Headlight Lens Housing. Headlight Relay Connector. Headlight
Switch. Headlight Wiring Harness. Horn Set. Ignition Lock and Cylinder Switch. Ignition Relay.
Ignition Switch. Instrument Light Bulb. Instrument Panel Light Bulb. Interior Dome Light. Interior
Light Bulb. Main Relay. Map Light Bulb. Oil Pressure Sender. Output Shaft Speed Sensor
Connector. Parking Light. Parking Light Assembly. Parking Light Bulb. Power Antenna Mast.
Power Window Relay. Power Window Relay Connector. Radio Wire Harness. Side Marker
Assembly. Side Marker Light. Side Marker Light Bulb. Speaker Box. Speaker Connector.
Speedometer Sensor. Speedometer Transmitter. Stop Light Switch. Tail Light Bulb. Third Brake
Light. Trailer Brake Control. Trailer Connector Kit. Trailer Wire Converter. Trunk Light Bulb.
Trunk or Cargo Area Light. Turn Signal Flasher. Turn Signal Light Bulb. Turn Signal Relay. Turn
Signal Switch. Washer Nozzle. Washer Pump. Water Temperature Sender. Windshield Wiper
Motor. Wiper Blade. Wiper Blade Insert. Wiper Blade Set. Air Intake. Chemicals and Fluids.
Climate Control. Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. AC Delco. Shop By Vehicle. Wagner Headlight
Bulb - High Beam. Click to Enlarge. Wagner Headlight Bulb - Low Beam. Wagner BP Headlight
Bulb. Wagner Headlight Bulb. Hella Headlight Bulb. Hella P50 Headlight Bulb. Hella Bulb Headlight - High Beam. Hella W Bulb - Headlight. Product List Price:. Shipping Options: Ground,
Overnight, 2 Day. Hella W Headlight Bulb. Hella Bulb - Headlight - Low Beam. Notes: High
Performance 2. Features: Rugged High Performance. Hella Headlight Bulb - High Beam. Heliolite
Bulb - Headlight - High Beam. Heliolite W Bulb - Headlight. Product Remark: 12v - 65W Pack of
1. Heliolite Bulb - Headlight - Low Beam. Product Remark: 12v - 55W Pack of 1. Philips Headlight
Bulb - High Beam. Features: Philips CrystalVision ultra headlights provide a bright white light
on the road using blue coating on the glass. The perfect choice for those who want to drive with
volvo technical service bulletins
ac delco coolant temperature sensor
2001 subaru forester headlights
style, without compromising on safety. Philips Headlight Bulb - Low Beam. Features: Philips
MasterDuty Headlights are designed to meet the needs of medium and heavy duty vehicles.
Made especially for class truck applications, they are the toughest and longest lasting lamps,
that is designed to withstand extreme stress and vibration. Features: Philips Standard range
provides the same Original Equipment quality as the lights we provide to automakers around
the world. Standard range offers an excellent value for every application. Philips B1 Headlight
Bulb. Philips C1 Headlight Bulb. Features: Boost your vision with X-tremeVision. Product
Remark: Image is not vehicle specific. Koito Bulb - Headlight - High Beam. Product Remark: 12v
- 60W Pack of 1. Koito Bulb - Headlight - Low Beam. Product Remark: 12V - 51W Pack of 1. Eiko
Headlight Bulb - High Beam. Eiko Headlight Bulb - Low Beam. Catalog: H. Vehicle Honda
Prelude. Catalog: N. Catalog: P. Catalog: B. Catalog: A. Catalog: F. Catalog: C.

