97 ford f150 motor

So how do you find out what problems are occurring? Any duplicates or errors? It's not us.
Don't waste your time wasting ours! If you are interested in advertising a for-profit service,
contact us. Find something helpful? Spread the word. Share on Facebook Retweet this page
Email this page. Add Complaint. My Ford F somehow got water in the cylinder and bent a
connecting rod AT miles. The contact owned a Ford F While parked, the vehicle suddenly burst
into flames. The fire department extinguished the fire. A fire report was filed and no injuries
were sustained. The vehicle was destroyed. The manufacturer was not notified of the failure.
The approximate failure mileage was , Driving at normal speed 45 mph , no abnormal noises or
vibrations present. Loud bang noise came from within engine bay, and truck began to sputter
and stumble very badly. Check engine light came on and preceded to flash, put truck into
neutral and rolled to the side of the road where truck was shut off. Excessive fuel was found on
top of the engine at the third cylinder from the front on the passenger side 4. Spark plug was
separated from the wire and lying on top of engine. Spark plug boot was melted and smoking
suggesting it was previously burning. Search CarComplaints. I have been having problems with
engine overheating, heater temperature working intermittently inside, misfire on one cylinder. I
have replaced thermostat, spark plugs and wires, and coils. Diagnotic code still reads misfire on
one cylinder. Misfire is not constant. After researching I found others stating there is a recall I
can not find a recall 99B I did notice there have been other complaints concerning engine
cooling and manifold O rings, blown head gaskets etc due to faulty components. The contact
owns a Ford F The contact stated that while the vehicle was parked, it caught fire. The contact
stated that there were flames coming from the engine compartment. The contact did not
disclose if a police report was filed or not and who extinguished the fire. The vehicle was not
diagnosed or repaired. The manufacturer was not made aware of the failure. The failure mileage
was , The VIN was not available. Upon doing some research I found that the only way to replace
it is to buy a new intake manifold so at this point my truck is stuck in the garage. I checked the
outlet tube and found 2 pinholes in it. I was driving down the road. The engine got caught on
fire. When I have the mechanic looked at it he said that it looked like the rocker arm in the
engine came off and he said the that the valves got destroyed from the rockers. My truck was
loosing water to the oil pan and caused the engine to need replacing in Now the replacement
engine is doing the same thing. Why will Ford not admit the problem with the 97 4. I do not have
alot of money and can't afford to let them keep fixing their problem. The contact stated that
while driving approximately 30 mph, the oil pressure warning gauge illuminated. The vehicle
was taken to an independent mechanic for diagnostic testing. The mechanic stated that the oil
pressure sensor needed to be replaced. The contact stated that the failure was repaired three
times. The vehicle was taken to a fourth dealer for diagnostic testing however, the technician
advised that there were no failures. The manufacturer was made aware of the failure and did not
offer any assistance. The vehicle was not repaired. The approximate failure mileage was , and
the current mileage was , The contact stated that after starting the vehicle, the engine failed. The
vehicle was taken to an independent mechanic who diagnosed that the engine blew a rod
through the oil pan. As a result, the motor crate needed to be replaced. After the repairs the
contact heard a loud noise coming from the engine after starting the vehicle. The vehicle was
not taken to a dealer for inspection. The manufacturerer was made aware of the failure who did
not offer any assistance. The failure mileage was 82, This condition resulted in complete hydro
lock and destroying 5 rod bearing. Not what you are looking for? Search for something else:.
The Ford 5. The 5. During the production history, there were three versions of 5. The first
engine, introduced in , was a SOHC 2-valve 5. It has a cast iron cylinder block. While the engine
shared the bore diameter with a 4. The internal components include fracture-split powder metal
connecting rods and light-weight aluminum pistons. Later, this engine will receive a forged steel
crankshaft in some applications. On top of each cylinder bank, there is a SOHC aluminum head
with two valves per cylinder. There are two timing chains at the front, one for each camshaft.
The valvetrain features roller finger followers and hydraulic lash adjusters. The valve covers are
aluminum and the intake manifold made of composite material. All 5. On the North American
market, that engine debuted together with the redesigned Ford F model. Ford 5. Ford engineers
also introduced a variable camshaft timing VCT system, which greatly improved power and
torque over the 2-valve SOHC version as well as fuel efficiency. There are numerous small
changes inside the 3v engine resulting in a higher 9. From the beginning, the production and
assembling of the 5. But the last 5. Like Ford's 4. But it should be noted that these problems
cannot be called widespread, and 5. The problems listed above are well known and are at least
repairable and will not empty your pocket. With proper fluid changes and regular, scheduled
maintenance, any 5. Ford SVT Lightning 5. This 5. Ford F Harley Davidson Edition. This model
was equipped with 5. Power output: hp kW at 4, rpm, ft-lb Nm at 3, rpm. Home Ford 5. Engine
Specs Manufacturer. Production years. Cylinder block material. Cylinder head material. Fuel

type. Number of cylinders. Valves per cylinder. Valvetrain layout. Bore, mm. Displacement, cc.
Type of internal combustion engine. Compression Ratio. Torque, lb ft. Firing order. Engine oil
weight. Engine oil capacity, liter. Oil change interval, mile. The Ford F is offered with a
mind-numbing six distinct engine options. Which engine to get? What are the pros and cons of
each? This is precisely what this article is all about. They are: 3. Here are the power
specification and information on all six engines. This is a naturally-aspirated dual fuel injection
engine that serves duty as the base engine for the Ford F half-ton truck. It does have two
turbochargers to produce a rating of hp and lb-ft of torque. This is currently the only V8 engine
in the F lineup. The rating is horsepower and lb-ft of torque. It has a lot more power than the 2.
This is 2. It uses a similar second generation design with dual fuel injection, but the power
rating is higher. The engine is rated at hp and lb-ft of torque. This is currently the only half-ton
turbo-diesel engine available for sale in the United States. The 3. The rating on this engine is hp
and lb-ft of torque. This is a specially tuned twin-turbo V6 engine that has unique and
strengthened internal components to deliver much higher output rating of hp and lb-ft of torque.
Home TFLbids. Sign in. Log into your account. Forgot your password? Password recovery.
Recover your password. Get help. The Fast Lane Truck. Home Brand Ford. Ford F 3. Popular
Posts. Latest Reviews. Andre Smirnov - February 12, 0. This new Chevy Silverado Jackal truck
by Paxpower. January 25, January 21, December 24, December 17, October 25, Latest News.
Zach Butler - February 16, 0. Recent reports strongly hint at GM's intention to build a
supercharged Escalade â€” a notion Cadillac dismissed as "complete speculation" when we
asked them. Video: Is The Honeymoon Over? These Are the Things I Love January 16, January
2, November 26, November 2, August 2, Which is More Reliable: 3. Which Silverado Engine to
Get: 5. August 31, All rights reserved. You will need to remove the engine from your Ford F if
you're considering a rebuild, or if the engine has a bent rod or some other internal problem. The
most important thing to remember, when going through the process, is to label the wiring
connectors and hoses for later reinstallation in the engine. Masking tape stays on the part, and
you can easily write on it. Empty the freon from the truck at an authorized repair facility unless
you have an evacuation machine. It is illegal to expel freon into the air. If the air conditioning
does not work because of a leak in the system or you do not have air conditioning, skip this
step. Remove the fuel pump relay. Turn the engine over two or three times to relieve the fuel
pressure in the lines. The fuel pump relay is located in the relay box near the driver's side
fender well. The cover is marked with a map of the relay positions. Disconnect the negative
battery cable and set it aside. Disconnect the positive battery cable. Mark the position of the
hood on the hinges and the hood, then remove the hood with the appropriate socket. Place a
drain pan under the radiator petcock. Loosen the petcock and allow the antifreeze to drain. If the
drain pan is clean, you can reuse the antifreeze. Unbolt and remove the fan shroud and cooling
fan with the appropriate sockets. Loosen the hose clamps on the radiator hoses with the
appropriate socket, screwdriver or pliers, depending on the type of clamp used. Remove the
radiator hoses from the radiator and the engine by pulling them off. Unbolt and remove the
radiator. Push the accessory belt tensioner pulley away from the belt and lift the belt off the
pulleys. Loosen the clamps in the air cleaner duct then pull the duct off the air cleaner
assembly. Unbolt and remove the air cleaner assembly with the appropriate sockets. Remove
the intake-to-head bolts with the appropriate socket. Lift the intake assembly off the engine.
Remove the bulkhead connector cover then detach the connector. Unbolt and remove the power
steering reservoir bracket and move the reservoir aside. Loosen the clamps on both DPFE
transducer hoses and remove the hoses. Remove the EGR tube. Loosen the hose clamp on the
heater hose then pull the heater hose off the engine. Remove the electrical harness from the
ignition coils, radio capacitor and the camshaft position sensor. Unbolt and remove both
ignition coils and their mount brackets with the appropriate sockets. Raise the F with a floor
jack and support it on jack stands. Remove the wiring on the starter with the appropriate socket.
Unbolt and remove the starter. Remove the three screws on the lower radiator air deflector, then
remove the five clips and pull the deflector off. Unplug the harness connector for the air
compressor. Remove the manifold-to-compressor bolts, then lift the air compressor manifold
and tube assembly off the engine. Unbolt the air compressor retaining bolts and remove the air
compressor with the appropriate socket. Pull the fluid cooler hoses out of the clip on the block.
Remove the torque converter inspection cover if the truck is an automatic. Use the flywheel
turner to rotate the flex plate until you see a torque converter bolt through the inspection hole.
Remove the bolt with the appropriate socket. Repeat until all the torque converter bolts are
removed. Unbolt the transmission bell housing-to-engine bolts. If you have a stick-shift, unhook
the linkage from the transmission, remove the drive shaft, then unbolt the bell housing bolts
and remove the transmission. Disconnect the power steering pump and set it aside without
disconnecting the power steering lines, using the appropriate sockets. Unbolt and remove the

exhaust at the collectors. Use a coat hanger or other piece of wire to hold the exhaust off the
ground. Unscrew the right and left engine mount through-bolts. Lower the F off the jack stands.
Attach an engine hoist to the engine. Lift the engine out of the vehicle. Place the engine on an
engine stand. Cayden Conor has been writing since She has been published on several
websites and in the winter issue of "QECE. She has an Associate of Science paralegal from
Manchester Community College and studied computer science, criminology and education at
University of Tampa. Step 1 Empty the freon from the truck at an authorized repair facility
unless you have an evacuation machine. Step 2 Remove the fuel pump relay. Step 3 Mark the
position of the hood on the hinges and the hood, then remove the hood with the appropriate
socket. Step 4 Unbolt and remove the fan shroud and cooling fan with the appropriate sockets.
Step 5 Push the accessory belt tensioner pulley away from the belt and lift the belt off the
pulleys. Step 6 Remove the intake-to-head bolts with the appropriate socket. Step 8 Unbolt and
remove both ignition coils and their mount brackets with the appropriate sockets. Step 9 Unplug
the harness connector for the air compressor. Step 10 Remove the torque converter inspection
cover if the truck is an automatic. Step 11 Disconnect the power steering pump and set it aside
without disconnecting the power steering lines, using the appropriate sockets. This listing is for
part or sub-assembly number given below only. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Picture Information. Mouse over to Zoom Click to enlarge. Get the item you ordered or get your money back. Learn more - eBay Money
Back Guarantee - opens in new window or tab. Seller information cocoaautosalvage Contact
seller. Visit store. See other items More See all. Item Information Condition:. Make Offer.
Resume making your offer , if the page does not update immediately. Add to Watchlist Remove
from watch list. Watch list is full. Longtime Member. Does not ship to Ukraine See details. Item
location:. Cocoa, Florida, United States. Ships to:. This amount is subject to change until you
make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and
import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping is paid in part to Pitney Bowes Inc.
Learn More - opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We were
unable to complete your request. Please try again later. This part is not compatible with this.
Compatibility information is not available for this item. Oops, something went wrong. This part
is compatible with below vehicle s. This part is compatible with below vehicle s matching this. A
quantity of 2 is recommended. Portions of the information contained in this table have been
provided by cocoaautosalvage. Cocoa Auto Salvage cocoaautosalvage Part Description. Donor
Vehicle. Part Fitment Information. This part will fit these makes and models with these options.
If you do not see your vehicle in this list, please click HERE to send us a message so before
buying so we can verify if it will fit your vehicle. Our Promise. If you have a problem with the
part, changed your mind or the part does not fit, simply let us know. You have Days from the
purchase date to return it for a full refund. If you need help with returning an item, simply send
us a message or give us a call. We are here to help. About Cocoa Auto Salvage. Cocoa Auto
Salvage is committed to providing high quality recycled parts. We have an industry leading
inventory and quality control process. You can count on your parts arriving promptly and in the
condition that you are expecting. Since we are located in the south, you can expect rust free
southern sheet metal and high quality mechanical parts. Recyclers Cross Dock is a group of top
automotive recyclers in the southeast. If you need a part that we do not have in stock, we can
find it from our network of some of the best recyclers in the country. Please feel free to send us
a list of parts that you need to get your car back on the road. Shipping Information. All orders
placed by am EST will be shipped out by the next day at the latest. You will receive an email
with tracking information as soon as your part ships. Please allow business days for your part
to arrive. If you need your part faster, we do have expedited shipping options available for an
additional charge. Please contact us for a shipping quote. Shipping and handling. The seller has
not specified a shipping method to Ukraine. Contact the seller - opens in a new window or tab

and request shipping to your location. Shipping cost cannot be calculated. Please enter a valid
ZIP Code. Shipping to: United States. No additional import charges at delivery! This item will be
shipped through the Global Shipping Program and includes international tracking. Learn more opens in a new window or tab. There are 1 items available. Please enter a number less than or
equal to 1. Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does
not ship to Ukraine. Domestic handl
dodge caravan liftgate repair
2005 ford fiesta
50cc four wheeler
ing time. Taxes may be applicable at checkout. Learn more. Return policy. Payment details.
Payment methods. Back to home page Return to top. Back to home page. Listed in category:.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image
not available Photos not available for this variation. This part has been fully tested while
installed and will go through our industry leading quality control inspection before shipping. If
you have any questions about this part, or any other parts from this vehicle, please click HERE
to send us a message. Please include stock number in your message so we know which vehicle
you are asking about. We answer all questions promptly during regular business hours.
Shipping Information All orders placed by am EST will be shipped out by the next day at the
latest. Change country: -Select- United States There are 1 items available.

