Fiat owners manuals

Access all the resources you need on the go. Learn More. Join the Dodge Brand in celebrating
freedom a few days early with the reveal of more heart-pounding power and excitement than
ever before. Get to know the full capabilities of your vehicle and how to keep it running strong
with your online vehicle resource center. Don't have your vehicle added? Add it now to start
exploring. Look up everything you need to know about your vehicle, all in one place. Browsing
for information is a breeze with easy-to-follow categories that show you how to make the most
of your driving experience. Discover the capabilities, safety and security features and
technologies your vehicle has to offer, presented in video format. Learn the basics of caring for
your vehicle or explore more advanced options anytime, with videos on demand. Who better to
protect your vehicle than the company who built your vehicle? Have peace of mind knowing
your vehicle is being serviced by factory-trained technicians using certified Mopar parts. Tech
Authority has all the resources you need, from service bulletins to wiring schematics, parts
identification and more. Select a vehicle to explore. Sign in or create an account to receive
access to even more exciting content. July 2 Let Freedom Rev Join the Dodge Brand in
celebrating freedom a few days early with the reveal of more heart-pounding power and
excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle Information
at Your Fingertips Get to know the full capabilities of your vehicle and how to keep it running
strong with your online vehicle resource center. Select a Vehicle. Manuals and Guides.
Educational Videos. Maintenance Made Easy. Pause Autoplay. We Built it. We Back It. Visit Tech
Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred dealer has
been successfully updated. Continue Cancel. Automobile Fiat Owner's Manual pages. Be
assured that it represents preci- sion workmanship, distinctive styling, and high quality. Your
new FIAT vehicle has characteristics to enhance the driver's control under some driving
conditions. These are to assist the driver and are never a substitute for attentive driving.
Multifunction Lever behind steering wheel pg. Uconnect 5. Instrument Cluster pg. Speed Control
pg. Instrument Cluster Display Controls pg. Glove Compartment Defroster Hazard Lights Button
Climate Controls pg. Power Windows pg. Transmission Gear Selector Hood Release pg. Power
Mirror Switch Tachometer 2. Temperature Guage 3. Fuel Gauge 5. However, you can create
conditions where the vehicle security alarm will give you a false alarm. If one of the pre- viously
described arming sequences has occurred, the vehicle security alarm will arm re- gardless of
whether you are in the vehicle or not. Never leave children unattended in a vehicle, and do not
let children play with power windows. To open the liftgate, squeeze the liftgate release handle
and pull the liftgate open with one fluid motion. Al- ways wear the lap part of your seat belt as
low as possible and keep it snug. Enter the vehicle and close the door. Sit back and adjust the
seat. The seat belt latch plate is above the back of the front seat, and next to your arm in the
rear seat for vehicles equipped with a rear seat. Position the lap belt so that it is snug and lies
low across your hips, below your abdo- men. To remove slack in the lap belt portion, pull up on
the shoulder belt. To loosen the lap belt if it is too tight, tilt the latch plate and pull on the lap
belt. A snug seat belt reduces the risk of sliding under the seat belt in a collision. The seat belt
system has a retractor assembly that is designed to release webbing in a controlled manner.
Buckle the combination lap and shoulder belt. Grasp the shoulder portion and pull downward
until the entire seat belt is extracted. Allow the seat belt to retract. As the seat belt retracts, you
will hear a clicking sound. This indicates the seat belt is now in the Automatic Locking Mode.
The front air bags are a supplement to the seat belt restraint systems. The driver front air bag is
mounted in the center of the steering wheel. The passenger front air bag is mounted in the
instrument panel, above the glove compartment. A low energy output is used in less severe
collisions. A higher energy output is used for more severe collisions. The front air bags fully
inflate in less time than it takes to blink your eyes. The front air bags then quickly deflate while
helping to restrain the driver and front passenger. Children are at an even greater risk of injury
from a deploying air bag. The Occupant Restraint Controller ORC determines whether the
deployment of the Side Air Bags in a particular impact event is appropriate, based on the
severity and type of collision. The SABICs may help reduce the risk of partial or complete
ejection of vehicle occu- pants through side windows in certain side impact events. If you are
involved in another collision, the air bags will not be in place to protect you. Deployed air bags
and seat belt pretensioners cannot protect you in another collision. Have the air bags, seat belt
pretensioners, and the seat belt retractor assemblies re- placed by an authorized dealer
immediately. In order to move your vehicle to the side of the road, you must follow the system
reset procedure. You could be injured if the air bag system is not there to protect you. Do not
modify the components or wiring, including adding any kind of badges or stick- ers to the
steering wheel hub trim cover or the upper right side of the instru- ment panel. In addition to the
vehicle manufacturer, other parties, such as law enforcement, that have the special equipment,
can read the information if they have access to the vehicle or the EDR. Forward-facing child

seats and convertible child seats used in the forward-facing direction are for children who are
over two years old or who have outgrown the rear-facing weight or height limit of their
rear-facing convertible child seat. LATCH-compatible child restraint systems will be equipped
with a rigid bar or a flex- ible strap on each side. Each will have a hook or connector to attach to
the lower anchorage and a way to tighten the con- nection to the anchorage. The child could be
badly injured or killed. Do not attach a tether strap for a rear-facing car seat to any location in
front of the car seat, including the seat frame or a tether anchorage. Only attach the tether strap
of a rear-facing car seat to the tether anchorage that is approved for that seating position,
located behind the top of the vehicle seat. Attach the tether strap hook of the child restraint to
the top tether anchorage as shown in the diagram. Head restraints should be adjusted so that
the top of the head restraint is located above the top of your ear. Always securely stow removed
head restraints in a location outside the occupant compartment. While sitting in the seat, lift up
on the bar and move the seat forward or rearward. Release the bar once the desired position is
reached. To recline the seatback, lift up the recline lever, lean back until the desired position
has been reached, and release the lever. Do not ride with the seatback reclined so that the
shoulder belt is no longer resting against your chest. Pull forward on the release lever located
on the outboard side of the seatback. Dump the seatback forward. NOTE: Be sure that the front
seats are fully up- right and positioned forward. It may cause burns even at low temperatures,
especially if used for long periods of time. Drive moderately during the first miles km. The
corresponding indicator in the instrument cluster display will blink to indi- cate the operation of
the turn signal. NOTE: The indicators will automatically turn off when the turn has been
completed and the Push the switch a second time to turn the front fog lights off. The wipers will
operate intermittently. NOTE: The Intermittent function only has one detent, but wiper delay will
vary with changes in vehicle speed. As vehicle speed increases, the delay time will decrease.
Low Speed Push the lever downward to the second detent. The rear wiper will operate in the
same mode as the front windshield wipers, but at half the frequency. Leaving the Speed Control
system on when not in use is dangerous. You could acciden- tally set the system or cause it to
go faster than you want. You could lose control and have an accident. Always leave the system
off when you are not using it. This feature is activated when you turn on the rear window
defroster, which is located in the center of the instrument panel, below the radio. Damage to the
clutch can result from starting in third gear. Never drive with your foot resting on the clutch
pedal, and never try to hold the vehicle on a hill with the clutch pedal partially engaged. You can
shift in or out of the AutoStick position at any time without taking your foot off the ac- celerator
pedal. NOTE: Do not downshift for additional engine braking on a slippery surface. The drive
wheels could lose their grip and the vehicle could skid, causing a collision or personal injury.
Push the switch a second time and hold for ap- proximately one second and release, the
sunroof will open fully, then stop automatically. The switch contains two buttons. The
passenger side button, is used to open the power top, and the driver side button, is used to
close the power top. Push the top close button for approximately one second a second time for
the one-quarter open position. Push and hold close button to fully close convertible top. An
externally-powered electric engine block heater is available as optional equipment from your
authorized dealer or may be standard equipment in some markets. Never pour fuel or other
flammable liquids into the throttle body air inlet opening in an attempt to start the vehicle. This
could result in a flash fire causing serious personal injury. Mute Button 2. Phone Pick Up Button
pg. Phone Hang Up Button pg. Voice Command Button pg. Settings Button MORE Button Power
Outlet pg. AUX Jack pg. USB Port pg. These networks allow your vehicle to send and receive
information. This information allows systems and features in your vehicle to function properly.
Your vehicle may be equipped with certain security features to reduce the risk of unau- thorized
and unlawful access to vehicle systems and wireless communications. Page Uconnect 5. Hear
commercial-free music plus sports, news, talk and entertainment. Where are you? Call me. Are
you there yet? I need directions. It provides the key Voice Commands and tips you need to
know to control your Uconnect 5. You can interrupt the help message or system prompts by
pressing the VR or Phone button and saying a Voice Command from current category. NOTE:
All you need to control your Uconnect system with your voice are the buttons on your steering
wheel. After the beep, say one of the following commands and follow Push the VR button the
prompts to switch your media source or choose an artist. When the Phone- book button is
illuminated on your touchscreen, your system is ready. All rights reserved. Android is a
trademark of Google Inc. Yelp,Yelp logo,Yelp burst and related marks are registered trademarks
of Yelp. Press the Settings button. Select Bluetooth. Once enabled, the mobile phone will begin
to search for Bluetooth connections. Push the Menu button. Select Settings. Select
Connections. For ex- ample, "Help". Push the Menu button on the mobile phone. Wait for the
beep and say one of the pre-defined messages. Pushing the controls on the right side of the

instrument cluster allows the driver to select vehicle information and Personal Settings. To
change a setting: 1. Select a programmable feature you would like to adjust. If the Watt 13 Amp
power rating is ex- ceeded, the fuse protecting the system will need to be replaced. See your
Warranty booklet for further details. If the light turns on while driving, stop the vehicle and shut
off the engine as soon as possible. A chime will sound when this light turns on. This sequence
will continue upon subse- quent vehicle start-ups as long as the malfunction exists. When the
malfunction indicator is illuminated, the system may not be able to detect or signal low tire
pressure as in- tended. During the bulb check, if the driver's seat belt is unbuckled, a chime will
sound. Driving a vehicle with the red brake light on is dangerous. Part of the brake system may
have failed. It will take longer to stop the vehicle. You could have a collision. Have the vehicle
checked immediately. How- ever, see an authorized dealer immediately. Pull far enough off the
road to avoid the danger of being hit when operating the jack or changing the wheel. Pull the
spare tire out from under the vehicle. Spare Tire 4. Tilt the retainer at the end of the cable and
pull it through the center of the wheel. Park the vehicle on a firm level surface, avoiding ice or
slippery areas. Do not attempt to change a tire on the side of the vehicle close to moving traffic,
pull far enough off the road to avoid the danger of being hit when operating the jack or
changing the wheel. Remove the scissors jack and tool bag from under the driver's seat.
Remove center cap. NOTE: Before using the swivel wrench to remove the wheel bolts be sure to
remove the center cap of the wheel by inserting the angled tab end of the swivel wrench into the
notched part of the center cap. Turn the jack screw to the left until the jack can be placed under
the jacking location. Once the jack is positioned, turn the jack screw to the right until the jack
head is properly engaged with the lift area closest to the wheel to be changed. Be sure to mount
the spare tire with the valve stem facing outward. The vehicle could be damaged if the spare tire
is mounted incorrectly. Install the spare wheel and hand start the wheel bolts. Make sure to
align the pins on the hub with the small holes on the wheel. Mount the road tire on the axle. To
avoid the risk of forcing the vehicle off the jack, do not tighten the wheel bolts fully until the
vehicle has been lowered. Install the remaining wheel bolts with the cone shaped end of the nut
toward the wheel. Lightly tighten the wheel bolts. To avoid the risk of forcing the vehicle off the
jack, do not fully tighten the lug nuts until the vehicle has been lowered. Foreign objects e. Pull
far enough off the road to avoid the danger of being hit when using the Tire Service Kit. Uncoil
the Sealant Hose 6 and then remove the cap from the fitting at the end of the hose. Continue to
operate the pump until sealant is no longer flowing through hose typi- cally takes 30 - 70
seconds. As the sealant flows through the Sealant Hose 6 , the Pressure Gauge 3 can read as
high as 70 psi 4. Tire Service Kit is not a permanent flat tire repair. Replace the Sealant Bottle 1
and Sealant Hose 6 assembly at your authorized dealer as soon as possible. NOTE: When
having the tire serviced, advise the authorized dealer or service center that the tire has been
sealed using the Tire Service Kit. Do not use a portable battery booster pack or any other
booster source with a sys- tem voltage greater than 12 Volts or damage to the battery, starter
motor, alternator or electrical system may occur. Preparations For Jump-Start The battery in
your vehicle is located between the left front headlight assembly and the left front wheel splash
shield. Turn off the heater, radio, and all unnecessary electrical accessories. To remove the
cover, push the locking tab and pull upward on the cover. Do not connect the jumper cable to
the negative - post of the discharged battery. The resulting electrical spark could cause the
battery to explode and could result in personal injury. Only use the specific ground point, do
not use any other exposed metal parts. Turn the engine OFF. Damage to the drivetrain will
result. If these vehicles require towing, make sure all drive wheels are OFF the ground. Pull the
bottom of the RED hood release lever, located on the left kick panel, rear- ward. Rotate the
safety catch under the front edge of the hood, near the center, and raise the hood. Page Engine
Compartment - 1. Engine Coolant Reservoir Cap 2. Engine Oil Dipstick 3. Brake Fluid Reservoir
4. Power Distribution Center Fuses 5. Air Cleaner Filter 7. Engine Oil Fill 8. Washer Fluid
Reservoir 9. Engine Coolant Reservoir Metric Fuel Approximate If the gas cap is lost or damaged, be sure the replacement cap is the correct one for this vehicle. When available, the usage
of Top Tier Detergent gasoline is recommended. Visit This type of vehicle use is considered
Severe Duty. Check the inflation pressure of each tire, including the spare tire if equipped , at
least monthly and inflate to the recommended pressure for your vehicle. Overloading can cause
tire failure, affect vehicle handling, and increase your stopping distance. Use tires of the recommended load capacity for your vehicle. Never overload them. Under-inflation increases tire
flexing and can result in over-heating and tire failure. Because of the reduced ground clearance,
do not take your vehicle through an auto- matic car wash with a compact or limited use
temporary spare installed. Compact and Collapsible spares are for temporary emergency use
only. Temporary use spares have limited tread life. When the tread is worn to the tread wear
indicators, the temporary use spare tire needs to be replaced. Wash wheels with the same soap

solution recommended for the body of the vehicle. They will permanently damage this finish
and such damage is not covered by the New Vehicle Limited Warranty. The traction grade
assigned to this tire is based on straight-ahead braking traction tests, and does not include
acceleration, cornering, hydroplaning, or peak traction characteristics. Temperature Grades The
temperature grades are A the highest , B, and C, representing the tire's resistance to the
generation of heat and its ability to dissipate heat, when tested under controlled conditions on a
specified indoor laboratory test wheel. Page Publications Ordering Warranty Booklet. United
States customers may visit the Fiat Contact Us page at If NHTSA receives similar complaints, it
may open an investigation, and if it finds that a safety defect exists in a group of vehicles, it may
order a recall and remedy campaign. Not all features shown in this guide may apply to your
vehicle. For additional information on accessories to help personalize your vehicle, visit mopar.
Page Simply download the app, select your make and model and enjoy the ride. This manual is
also suitable for: c Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Table of Contents.
FIAT Automobile Fiat Abarth Owner's Manual pages. Your Corporate Communication S. Page 6:
Introduction - all essentials that are maintaining its validity traditional to our vehicles. If you do
not read this entire Owners Manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
collision resulting in serious injury or death. When leaving the vehicle, always lock your vehicle.
Operation is This system allows you to lock or unlock the doors and subject to the following
conditions: liftgate from distances up to approximately 66 ft 20 m using a hand-held Remote
Keyless Entry RKE transmit The turn signal lights will flash to acknowledge the unlock signal.
Press the mechanical key release button and release ter to lock all doors and the liftgate. The
turn signal lights the mechanical key to access the battery case screw will flash and the horn
will chirp to acknowledge the located on the side of the Key Fob. Rotate the screw located on
the side of the Key Fob using a small screwdriver. Battery Case Removed 4. Refit the battery
case inside the Key Fob and turn the screw to lock it into place. Key Fob Screw Location 3.
Operation is subject to the 1. Push or pull the handle to lock or unlock the in a location
accessible to children. Your vehicle may exhibit wind buffeting with the windows down, or the
sunroof if equipped in certain open or partially open positions. Never allow 5. If the air bag
system in this vehicle needs to be children to slide the shoulder belt behind them or under
modified to accommodate a disabled person, contact their arm. Continued far away from home
or on your own street. You might outside of a vehicle. The seat belt latch plate is along side the
pillar near the 3. When the belt is long enough to fit, insert the latch back of your seat. To
remove slack in the lap belt portion, pull up on the shoulder belt. To release the belt, push the
red button on the buckle. Each air bag deploys independently; a left side impact deploys the left
air bag only and a right-side impact deploys the right air bag only. The diagnos- LOCK position,
or not in the ignition, the air bag system tics also record the nature of the malfunction. A
Advanced Front Air Bags. Different air bag inflation rates large quantity of non-toxic gas is
generated to inflate the are possible, based on several factors, including the Supplemental
Driver Side Knee Air Bag. The SAB fully A quantity of non-toxic gas is generated to inflate the
side inflates in about 10 milliseconds. The side air bag moves curtain air bag. The inflating side
curtain air bag pushes at a very high speed and with such a high force that it the outside edge
of the headliner out of the way and could injure you if you are not seated properly, or if items
Turn ignition OFF. Turn ignition ON. They are not caused by contact with chemicals. Deployed
air bags and seat belt pretensioners cannot protect you in another collision. The air bag may
inflate accidentally or may inflate for your protection in a collision. This non-trivial crash
situation occurs; no data are recorded by is the law, and you can be prosecuted for ignoring it.
Cana- projectile inside the vehicle. Never allow a child to put the shoulder belt under an 5. If
chorage? They are just visible when you lean into the rear seat to install the child restraint.
There are tether strap anchorages behind each rear seating position located on the back of the
This vehicle does not have a center seating position. Loosen the adjusters on the lower straps
and on the 5. If the child restraint has a tether strap, connect it to the tether strap of the child
seat so that you can more top tether anchorage. Place the child seat in the center of the seating
5. If the child restraint has a top tether strap and the better fit. If the rear seat can be moved
forward and seating position has a top tether anchorage, connect rearward in the vehicle, you
may wish to move it to its the tether strap to the anchorage and tighten the tether rear-most
position to make room for the child seat. If the child restraint has a top tether strap and the
facing out, away from the child restraint. Repeat steps 4 seating position has a top tether
anchorage, connect to 6, above, to complete the installation of the child the tether strap to the
anchorage and tighten the tether restraint. Route the tether strap to provide the most direct path
for the strap between the anchor and the child seat. If your vehicle is equipped with adjustable

rear head restraints, raise the head restraint, and where possible, route the tether strap under
the head restraint and between the two posts. Interior heat build-up may cause serious injury or
death. They contain carbon controls to force outside air into the vehicle. If the Vehicle light
stays on, flickers, or comes on while driving, have the system checked by an authorized dealer.
Seat Belts Defroster Inspect the seat belt system periodically, checking for Always Pedals that
cannot move freely can cause loss of properly reinstall and secure floor mats that have vehicle
control and increase the risk of serious per- been removed for cleaning. Tires Fluid Leaks
Examine tires for excessive tread wear and uneven wear Check area under vehicle after
overnight parking for fuel, patterns. On vehicles equipped with a power convertible top, the
power convertible top switch is located on the overhead Lowering The Power Top console.
Continued cycles, or if scratching noises due to dust are present. The Wind Stop will not
interfere with power top opera- tion. Therefore, it can remain installed when the top is up. You
can turn the feature on or off by pressing the button at the base of the mirror. A light to the left
of the button will illuminate to indicate when the dimming feature is activated. The spotter
mirror allows for a greater range of pivot forward or rearward to help avoid damage. Page Sun
Visors The sun visor can be Overview rotated downward or up against the door glass. This
implies that the system is The basic characteristic of this hands-free kit is voice nearly equally
performing with different persons, i. Moving a seat while driving could result in loss of control
which could cause a collision and serious injury or death. This results in its locked position
once the rear passengers are seated. Rotate the safety catch under the front edge of the hood,
near the center, and raise the hood. To open the hood, two latches must be released. Be sure
the hood is fully latched before driving your vehicle. If the hood is not fully latched, it could
open when the vehicle is in motion and block your vision. Failure to follow this warning could
result in serious injury or death. Pull the multifunction lever toward the steering wheel Before
getting out of the vehicle be sure that the and hold it for more than two seconds. Front
Windshield Wiper Operation There are five different modes of operation for the front windshield
wipers. When the lever is released, the wipers will return to the off position and automatically
Push the lever downward to the first detent. The wipers shut off. Push and hold the lever for
more than a half second and the wipers will activate automatically for three cycles after the
lever is released. Do not adjust the steering column while driving. Adjusting the steering
column while driving or driv- ing with the steering column unlocked, could cause the driver to
lose control of the vehicle. The audible signal is turned off immediately if the distance
increases. Do not scratch or poke the sensors. Otherwise, could provide a false indication that
an obstacle is you could damage the sensors. Always obstacles. Never leave the Key the vented
position. If an ob- with the hex wrench that is located in the glove box. Insert the cigar lighter or
accessory plug into the outlet for use. To preserve the heating element, do not hold the lighter
in the heating position. When the cigar lighter is in use it becomes very hot. To avoid serious
injury, handle the cigar lighter with care. Glove Compartment The glove compartment is located
on the right side of the instrument panel. Pull outward on the glove compart- ment latch to open
the glove compartment. Push down the release button, located at the outboard top of the
seatback and move the seatback to its folded- down position to provide a flat load floor cargo
area. Press this button to turn on the rear window defroster. An indicator in the instrument
cluster will illuminate when the rear window defroster is on. Do not use abrasive window
cleaners on the interior surface of the window. Use a soft cloth and a mild washing solution,
wiping parallel to the heating elements. Rear Defrost Indicator 1. The rear window defroster This
vehicle will inhibit engine cranking when the automatically turns off after 20 minutes. Air Bag
Warning Light belt is unbuckled, a chime will sound. Power Steering System Warning your
vehicle may require towing. This sequence will continue upon subse- Accordingly, when the low
tire pressure telltale illumi- quent vehicle start-ups as long as the malfunction exists. Continued
chime will sound for four minutes when this light turns equipped on your vehicle. Undesirable
system opera- tion or sensor damage may result when using re- Do not operate the vehicle until
the cause is corrected. The vehicle should be serviced if the light A malfunctioning catalytic
converter, as referenced stays on through several of your typical driving cycles. Distribution
EBD. If this light remains on, applied. It does not show the degree of brake application. Page
Anti-Lock the vehicle. Contact a Fiat dealer if you still cannot start brakes. If the ABS light does
not turn on when the the engine. It should not be allowed to A hot engine cooling system is
dangerous. You or exceed the upper limits of the normal operating range. Briefly press the
MENU button to select the displayed scheduled oil change interval. The engine oil change
submenu option and to open the relevant setup menu. If necessary, repeat this procedure. This
indicates the distance which may be traveled with the fuel remaining in the tank, assuming that
driving Instant Consumption conditions will not change. When the function is activated On ,
briefly press the To cancel the setting, proceed as follows: MENU button to display the

presently set activation 1. Briefly press the MENU button. This function may be used to set the
measurement unit in 6. Proceed as follows to switch this function on or off: 5. Briefly press the
MENU button to return to the 1. Press the UP sub-menu. The instructions for use are given
below and we recom- mend you to read them carefully. Suggestions Road Safety Please, learn
how to use all different radio functions e. Hold CDs by the outside and clean them from the
middle outwards. The volume will gradually increase until it By pressing the TUNER button
briefly and repeatedly, reaches the previously set level. To change the setting of the selected
func- of factory equalization adjustments tion, use the buttons. Use the buttons to set EQ
function. Use the buttons to scroll through the menu 3. The tion with the ignition key; the radio
is turned auto- volume level can be between 0 and If the button is pressed the tuned station will
be stored. Pressing the A-B-C longer, the fast search starts and then stops when the button will
change between the preset memory group in button is released. All of this with crystal clear,
coast-to-coast that program type. Pressing buttons will tune coverage. Everything worth
listening to is now on Siri- to only the stations in that program type. The ESN number con- tains
12 digits. After ejec- good quality media that are burned at the slowest speed tion, the last audio
source listened to before playing possible. Pressing the top of the rocker surface of the steering
wheel. Store the disc in its case after playing. Do not expose the disc to direct sunlight.
Temperature Control Rotate this control to regulate the temperature of the air inside the
passenger compartment. Rotating the dial to the left into the blue area of the scale indicates
cooler temperatures, while rotating to the right into the red area indicates warmer temperatures.
These outlets can be adjusted to direct the inside air stuffy and window fogging may occur.
Performing this function will cause the ATC to switch into manual mode. Temperature Control
Up Button Provides temperature up control. Push the button for warmer temperature settings.
When the system is set up for your comfort level, it is not necessary to change the settings. Use
on low until the engine warms up. The blower will the blower control up or down buttons
increase in speed and transition into AUTO mode. Each of these outlets can be individually
demister outlets. This mode works best in cold or adjusted to direct the flow of air. Adjust the
temperature control, air lead to excessive window fogging. The recirculation direction, and
blower speed to maintain comfort. TRAL, and press the clutch pedal before starting the vehicle.
Depending on the type of driving and the amount of cargo, the pump will run for up to 10
minutes after the engine has been shut off to circulate coolant through the turbocharger. Be
stop spinning. Should an unwanted clash noise be pro- sure the transmission is in first gear,
not third, when duced, the pause length should be increased. When turning a corner or driving
up a steep grade, downshift early so that the engine will not be overbur- NOTE: You must press
and hold the brake pedal while As with all vehicles, access to an unlocked vehicle. Allowing
children to you should never exit a vehicle while the engine is be in a vehicle unattended is
dangerous for a running. The key can only be re- The electronically-controlled transmission
provides a moved from the ignition when the ignition is in the precise shift schedule. The
engine can be started in this range. Always apply the parking brake Never attempt to use PARK
while the vehicle is in fully when parked to guard against vehicle move- motion. It provides the
smoothest upshifts and down- ignition to coast down a hill. These are unsafe shifts, and the
best fuel economy. This is In the event of a momentary problem, the transmission done to
prevent transmission damage due to overheat- can be reset to regain all forward gears by
performing the ing. The current gear is displayed in the instrument cluster. Slow down if the
road has standing water or puddles. Replace the tires when tread wear indicators first Rapid
acceleration on slippery surfaces is dangerous. Unequal traction can cause sudden pulling of
the 4. Always before driving through it. Under these conditions there will be a substantial
increase in steering effort, especially at low speeds and during parking maneuvers. If the Brake
Warning Light remains on with the parking brake released, a brake system malfunction is
indicated. Have the brake system serviced by an authorized dealer immediately. This driving
mode is useful while driving on twisty roads where more steering precision is desired in spirited
cornering. Continued the light is illuminated, the ABS is not functioning. Turning resulting from
excessive speed in turns, following the ignition Off and On again may reset the ABS if the
another vehicle too closely, or hydroplaning. The natural laws of physics from acting on the
vehicle, system detects an emergency braking situation by sens- nor can it increase the traction
afforded by prevail- ing the rate and amount of brake application and then A feature of the TCS
system, Brake Limited system will release brake pressure in proportion to the Differential BLD ,
functions similar to a limited slip amount of throttle applied as the vehicle starts to move in
differential and controls the wheel spin across a driven the intended direction of travel. This
system enhances directional control and stability of There may be situations on minor hills with
a loaded the vehicle under various driving conditions. ESC cor- vehicle, or while pulling a
trailer, when the system rects for oversteering or understeering of the vehicle by will not

activate and slight rolling may occur. The ESC system has two available operating modes. Tire
Markings design standards. Cold tire inflation pressure is defined as the tire pressure after Cold
Tire Inflation Pressure the vehicle has not been driven for at least three hours, or driven less
than 1 mile 1. Tire size designed for your vehicle. Cold tire inflation pressures for the front, rear,
and spare tires. Loading The vehicle maximum load on the tire must not exceed the load
carrying capacity of the tire on your vehicle. Overloading of your tires is dangerous. Use tires of
the cause collisions. Continued Proper tire inflation contributes to a comfortable ride. Where
speed limits or condi- tions are such that the vehicle can be driven at high Combining radial ply
tires with other types of tires speeds, maintaining correct tire inflation pressure is very on your
vehicle will cause your vehicle to handle Summer tires provide traction in both wet and dry
Damaged Run Flat tires, or Run Flat tires that have conditions, and are not intended to be driven
in snow or experienced a loss of pressure should be replaced imme- on ice. Use snow tires only
Run Flat tires allow you the capability to drive 50 miles in sets of four; This spare conventional
tire on the compact spare wheel, since the tire may have limited tread life. When the tread is
worn wheel is designed specifically for the compact spare tire. Limited-use spares are for
emergency use only. With this tire, do not drive more than the Fast spinning tires can be
dangerous. The Load Index and Speed Symbol for your tire will be found on the original Tires
and the spare tire should be replaced after six equipment tire sidewall. Some combinations
failure and loss of vehicle control. This means that when the outside temperature decreases, the
tire pressure will decrease. Tire pressure should always be set based on cold inflation tire
pressure. This will equipment tires and wheels. TPMS pressures and prevent moisture and dirt
from entering the valve warnings have been established for the tire size stem, which could
damage the Tire Pressure Moni- equipped on your vehicle. A the four active road tire pressures
are low. Should this system fault can occur with any of the following sce- occur, you should
stop as soon as possible, check the narios: inflation pressure of each tire on your vehicle, and
inflate If you install the compact spare tire in place of a road warning limit in any of the four
active road tires. This indicates that the pressure values are still being received from the TPM
sensors but they may not be 1. Signal interference due to electronic devices or driving located
in the correct vehicle position. Page Fuel Requirements - 1. Use of these blends may result in
starting Reformulated gasoline contain oxygenates and are spe- and drivability problems and
may damage critical cifically blended to reduce vehicle emissions and im Use of additional
malfunctions can cause the catalytic converter to detergents or other additives is not needed
under normal overheat. Have the exhaust system inspected every Carbon monoxide CO in
exhaust gases is deadly. Have any abnormal Follow the precautions below to prevent carbon
conditions repaired promptly. It may can determine if the fuel filler cap is possibly loose, cause
the MIL to turn on and could cause a fire. DO NOT flat tow any vehicle equipped with an Towing
this vehicle in violation of the above require- automatic transmission. Damage to the drivetrain
ments can cause severe transmission damage. Dam- will result. If these vehicles require towing,
make age from improper towing is not covered under the sure all drive wheels are OFF the
ground. Continued to cool. Never try to open a cooling system pressure Driving with a hot
cooling system could damage cap when the radiator or coolant bottle is hot. If the pointer rises
to the H red mark, the instrument cluster will sound a chime. Once the sealant dries, it can
easily be peeled off and properly discarded. Continued running the air pump. In case of to place
the valve stem in this position before proceed- an allergic reaction or rash, consult a physician
ing. Remove the cap from the valve stem and then screw NOTE: Sealant may leak out through
the puncture in the the fitting at the end of the Sealant Hose 6 onto the tire. Check the tire the
pump is operating, air will dispense from the Air pressure by looking at the Pressure Gauge 3.
Pump Hose 7 only, not the Sealant Hose 6. Immediately disconnect the Sealant Hose 6 from the
D Drive Vehicle: valve stem, reinstall the cap on the fitting at the end of Immediately after
injecting sealant and inflating the tire, the hose, and place the TIREFIT kit in the vehicle drive
the vehicle 5 miles 8 km or 10 minutes to ensure storage location. Replace the Sealant Bottle 1
and Sealant Hose 6 5. Position the new Sealant Bottle 1 in the housing so assembly at your
authorized dealer as soon as pos- that the Sealant Hose 6 aligns with the hose slot in sible. To
avoid the risk of forcing the vehicle off the jack, do not tighten the lug nuts fully until the vehicle
has been lowered. Failure to follow this warning may result in personal injury. You could be
crushed. Fit the wrench tool over the drive nut. Use the wrench to rotate the nut
counterclockwise until the spare is on The spare tire is stowed to the underbody below the the
ground with enough slack in the cable to allow you cargo area. Pull the spare tire out from
under the vehicle. The winch mechanism is designed for use with the jack wrench tool only. Use
of an air wrench or other power tools is not recommended and they can dam- age the winch. Tilt
the retainer at the end of the cable and pull it Preparations For Jacking through the center of the
wheel. Park the vehicle on a firm level surface, avoiding ice or slippery areas. Continued

opposite of the jacking position. Remove center cap. Loosen, but do not remove, the wheel
bolts by turning them to the left one turn while the wheel is still on the ground. NOTE: There are
front and rear jacking locations on each side of the body as indicated by the triangular lift point
symbol on the sill molding. Turn the jack screw to the left until the jack can be Raising the
vehicle higher than necessary can make placed under the jacking location. Raise the vehicle
only until the tire just clears the surface and enough clearance is Be sure to mount the spare
tire with the valve stem obtained to install the spare tire. Finish tightening the wheel bolts. Push
down on the Place the deflated flat tire in the cargo area. Have wrench while at the end of the
handle for increased the tire repaired or replaced as soon as possible. Install the four wheel
bolts with the cone shaped end of the nut toward the wheel. Lightly tighten the wheel bolts. To
avoid the risk of forcing the vehicle off the jack, do not tighten the wheel bolts fully until the
vehicle has been lowered. After 25 miles 40 km check the wheel bolt torque 4. Push down on the
wrench while at the end of the handle for increased with a torque wrench to ensure that all
wheel bolts are leverage. If your vehicle has a discharged battery, it can be jump- Do not
attempt jump-starting if the battery is frozen. It can start anytime the shield. To remove the
cover, press the locking tab and pull upward on the cover. Failure to follow these procedures
could result in damage to the charging system of the booster vehicle 4. The resulting electri- 1.
Remove the shift lever override access cover located 4. Press and maintain firm pressure on the
brake pedal. Insert a small screwdriver or similar tool into the at the bottom edge of the cover.
Continued damage to your vehicle. Page Engine Compartment - 1. This system monitors further
damage to the emission control system. It the performance of the emissions, engine, and
automatic could also affect fuel economy and driveability. A recheck with the above test routine
nel, special tools, and equipment to perform all service may then indicate that the system is
now ready. Continued before starting the engine after it has sat overnight. This loss of oil
pressure and increased Checking engine oil level when the engine is cold will oil temperature
could damage your engine. For best performance and maximum protection under all Do not use
chemical flushes in your engine oil as the types of operating conditions, the manufacturer only
chemicals can damage your engine. The air induction system air cleaner, hoses, etc. Continued
Your vehicle is equipped with a maintenance-free battery. Keep You will never have to add
water, nor is periodic main- flame or sparks away from the battery. Do not use tenance required.
Pull the console closeout cover rearward to disengage lower right of center console. Perform
the following the front retaining tab and remove the cover. Take note of the air filter position
indica- indicators pointing in the same direction as removal. Always use 1. Lift the pivot cap on
the rear wiper arm upward, this washer fluid when using the wipers to remove salt or dirt will
allow the rear wiper blade to be raised off of the from a dry windshield or rear window. Lift the
rear wiper arm upward to raise the wiper blade off of the liftgate glass. Grab the bottom of the
wiper blade and rotate it forward to unsnap the blade pivot pin from the wiper blade holder.
Commercially available windshield washer solvents are flammable. Replace as required.
Continued ing to MS throughout the life of your vehicle. The use of lower quality water have a
authorized dealer drain, flush, and refill with will reduce the amount of corrosion protection in
the OAT coolant conforming to MS as soon as engine cooling system. Do not overfill. Continued
operation. If replacement is ever necessary, install high brake temperatures, excessive lining
wear, and ONLY the correct type thermostat. Other designs may possible brake damage. Riding
the brakes may also result in unsatisfactory engine coolant antifreeze reduce braking capacity
in an emergency. The two systems are separated in the reservoir, and a leak in one fluid. Brake
seal components could be been in a tightly closed container. Outside parking, If a transmission
fluid leak occurs, visit your autho- which exposes your vehicle to airborne contaminants, rized
dealer immediately. Use a fresh, damp towel to remove soap residue. Do not use scouring pads,
steel wool, a bristle brush, or metal polishes. Never use an abrasive type When installing
hanging air fresheners in your ve- cleaner. Continued Do not bleach, dye or clean the belts with
chemical assemblies must be replaced after a collision if they solvents or abrasive cleaners.
This will weaken the fabric. Continued Hand washing is highly recommended. If you the surface
before opening it. Operating the top, must use an automatic car wash, soft cloth systems are
opening a door or lowering a window while the top preferred. Never use an abrasive type
cleaner or bleaches. Always propriate replacement fuse with the same amp wait until the top is
thoroughly dry before lowering rating as the original fuse. To access the fuses, press the
release tabs and remove the cover. This will usually clear as atmospheric 1. Turn the steering
wheel completely to the left or right. Remove the plastic cap from the back of the lamp 3. Pull
the bulb from the socket and insert the replace- housing. Install the bulb and socket assembly
into the housing, and rotate the socket clockwise to lock it in place. Replace lamps as required
and reinstall lamp. Remove the two guard caps and the two fastening screws. Remove the
center high mounted stop lamp assembly. Disconnect the electric connector. Metric Fuel

Approximate Engine Oil - 1. Failure to use the correct fluid may affect the function or
performance of your transmission. If a Your vehicle is equipped with an automatic oil change
scheduled oil change is performed by someone other indicator system. Inspect front
suspension, tie rod ends and boot seals, and re- place if necessary. Replace cabin air filter.
Clean and lube sun roof tracks. Replace spark plugs 1. Replace the timing belt. Do only service
work for which you have the knowledge and the right equipment. If you have any doubt about
your ability to perform a service job, take your vehicle to a competent me- chanic. Included are
starting, operating, emergency and Use only fully Mobile two-way radios and telephone
equipment must be shielded coaxial cable. This manual is also suitable for: c. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. Table of Contents. Automobile Fiat
User Manual Fiat 80 pages. Page 2 For the enthusiast user who wants to have insights,
curiosities and detailed information about the characteristics and functions of the vehicle, Fiat
gives the opportunity to consult a dedicated section which is available in electronic format.
Page 3 In the attached Warranty Booklet you will also find a description of the Services that Fiat
offers to its customers, the Warranty Certificate and the detail of the terms and conditions for
maintaining its validity. They can calculate the overall electrical requirement and check that the
vehicle's electric system can support the required load. Special cases not complying with this
rule will be specified as appropriate in the text. The figures in the Owner Handbook are provided
by way of example only: this might imply that some details of the image do not correspond to
the actual arrangement of your vehicle. Adjustable side air diffusers 2. Left stalk: direction
indicators, main beam headlights, flashings 3. Instrument panel 4. Steering wheel controls 5.
Page The Keys Should a new key with remote control side door lock. Page Ignition Device 2 If
the ignition device has been tampered with e. If the code Press the button shown in fig. When
the ignition device is brought Page 15 " from being opened from the inside. FIAT" button on the
key or fit and then This device 2 fig. Page 18 operate release device 1 right or left presence of
the red notches indicates 14 People who can't feel skin pain due to fig. In the advanced age,
chronic diseases, diabetes, section. The exterior Function activation lights turn on also with the
ignition key Turn the left stalk ring nut to position in the MAR position. Page 27 speed above the
engine, contact a Fiat Dealership. Move the slider to position to switch internal air recirculation
off. Page 32 The use of other coolants affects the efficiency and condition of the system. The
lubricant used for the compressor is also strictly linked to the type of cooling gas, please refer
to a Fiat Driver side front door controls All windows can be controlled from the driver side door
panel fig. Page 37 Speedometer speed indicator 2. Fuel level digital gauge with reserve warning
light 3. Display 4. Digital engine coolant temperature gauge with overheating warning light 5.
Rev counter. Warning light present on Diesel versions only. With Passenger's protection not
The display fig. Park Assist. Lights To reset the parameters, press and hold Select item "Lights"
Page 47 Drive very carefully to the nearest Fiat Dealership to have the system inspected
immediately. Page 48 Also check visually for any fluid leaks. If, when restarting, the warning
light switches on or the icon is displayed again, contact a Fiat Dealership. If the vehicle is used
under demanding conditions e. Page 49 In this case the airbags or pretensioners may not be
deployed in an impact or, in a lower number of cases, they may be deployed accidentally.
Before continuing, contact a Fiat Dealership immediately to have the system checked. Page 50
ESC system. Contact a Fiat Dealership as soon as possible. Page 51 11 If, turning the ignition
device to MAR, the warning light does not turn on or if it turns on steadily or flashing when
travelling on some versions together with the message on the display , contact a Fiat Dealership
as soon as possible. Warning light Page 53 The deterioration of engine oil is accelerated by
using the vehicle for short drives, preventing the engine from reaching operating temperature.
Page 54 13 The presence of water in the fuel system circuit may cause severe damage to the
injection system and irregular engine operation. If the symbol is displayed contact a Fiat
Dealership as soon as possible to bleed the system. If the above indications come on
immediately after refuelling, water has probably been poured into the tank: switch the engine off
immediately and contact a Fiat Dealership. Page 55 The symbol switches on constantly together
with the message in the display in the case of engine oil pressure sensor failure. Page 56 "In an
emergency" chapter. If it is still not possible to restore the fuel supply, contact a Fiat
Dealership. If the problem is still present after cleaning the parking sensor area, contact a Fiat
Dealership. The ESC system improves the The Electronic Braking Force The vehicle has the
following active directional control and stability of the Distribution EBD system completes
safety systems: car in various driving conditions. Page 62 If these conditions occur, the
warning 41 The ESC system cannot prevent light flashes on the instrument panel WARNING
accidents, including those due to excessive and the system, intervening on the speed on
corners, driving on low-grip brakes and engine power, limits the surfaces or aquaplaning. Page

64 If the signals Under special conditions e. Page 66 J0AC JEM JEM Seat belt of the rear central
seat On removal of the belt, if it jams, let it In the right buckle insert the tongue rewind for a
short stretch, then pull it Unlike other seat belts, this one has two which is located at the end of
the out again without jerking. Page 67 without pressing preset positions. Page 68 If, due to
unusual natural events floods, sea storms, etc. The upper part must pass over the shoulder one
person. Never travel with a child and cross the chest diagonally. The sitting on the passenger's
lap and a lower part must adhere to the pelvis single belt to protect them both fig. Page 70 For
optimal protection in the event of an around the pretensioner may cause impact, all occupants
must be seated damage or make it deploy. Page 71 These devices are of an impact. Page 72
Group 2 Group 3 Children from 15 to 25 kg may be For children between 22 kg and 36 kg,
restrained directly by the car seat belts there are dedicated restraint systems fig. Page 76 Main
recommendations to carry Never carry children on your lap, 73 On the sun visor there is a label
with children safely even newborns. No one can hold a suitable symbols reminding the user that
it Install the child restraint systems on child in the case of an accident. Driver and passenger
front airbags The vehicle is equipped with: 79 Always make sure that the diagonal Page 78
designed and calibrated to protect front Passenger side front airbag Passenger front airbag
where where provided provided and child restraint seat occupants wearing seat belts. At
systems their maximum inflation, their volume This consists of an instantly inflating
Rearward-facing child restraint systems fills most of the space between the bag contained in a
special recess in the must NEVER be fitted on the front seat Page 79 Moving the ignition device
to MAR light. If not, contact a Fiat intensity depending on the vehicle Dealership. During the first
seconds, the conditions. The intensity may vary activation of the LED does not actually during
the same key cycle. Page 82 The pyrotechnic charges are not disabled. Page 84 Before starting
the engine, adjust the contact a Fiat Dealership. This manoeuvre can anyway be seat, the
interior rear view mirrors, the dangerous when not performed Page Parking The Vehicle 1,
checking that the warning light Block the wheels with a wedge or a as normal, but a Fiat
Dealership must be on the instrument panel switches stone if the car is parked on a steep
contacted as soon as possible. With the engine running, wait interfere with the action of the
handbrake. To select the "sequential" mode, move In the case of frequent gearshifting e. If a
Dealership as soon as possible. If Stopping the engine the problem persists, contact a Fiat
Versions with mechanical gearbox Dealership. With the vehicle stopped, the engine Versions
with automatic Page 90 To activate the device press button 1 If the battery needs to be replaced,
fig. Replace the battery with a new one of the same The grey symbol on the instrument type and
specifications. Page 91 In case of a malfunction or failure of SET â€” and release it to activate
the recall the previously set speed. When the accelerator is For versions with manual gearbox
or released, the vehicle will keep the automatic transmission if present in selected speed
automatically. As the constant speed. In specific conditions speed may be excessive, resulting
in the distance from the obstacle behind the risk of losing control of the vehicle and vehicle
decreases, the frequency of the Page 93 Fiat Dealership to have the parking assistance system
system updated and prevent detection performance can also be influenced by by the central
sensors. Page Rear View Camera 29 Only have the bumpers repainted or any retouches to the
paintwork in the area Parking and other potentially of the sensors carried out by a Fiat
dangerous manoeuvres are, however, Dealership. While tow hook and an adequate electrical
carrying out these manoeuvres, always make sure that no people especially system. Page 96
case of vehicles towing trailers. It is also possible to call the national or international universal
freephone number to search for the nearest Fiat Dealership. Pull to extract. Bayonet-type bulbs
type 2 : to remove them from their holder, press the bulb and turn it anticlockwise, then extract
it. Halogen bulbs type 3 : to remove the bulb, pull the connector and extract it. Also ensure that
To replace the bulb 3 fig. Page Left headlight Front direction indicators Front fog lights working
from inside the engine To replace the bulb 4 fig. Page sliding it outwards; Rear bulb position
disconnect the electrical connector; reconnect the connector to the new assembly: then insert
it, turning it clockwise, ensuring that it locks correctly; finally, refit the inspection lid. Side turn
light To replace the bulb, proceed as follows: adjust the lens 1 fig. Page refit the bulb holder unit
correctly on remove the bulb holder; the rear light cluster, fully tightening the release and
replace the bulb fig. Touching the transparent part of the bulb with your fingers may reduce the
intensity of the emitted light and even reduce the lifespan To slowly release the screw; access
the fuses, remove the snap closure is indicated by the securing cover showed in fig. Page fig.
Page "worm screw" and joints can also cause injuries: avoid touching them. If you come into
contact with lubricating grease, clean yourself thoroughly. Wear the protective gloves provided.
Remove the cap from the valve of the punctured tyre and where provided connect and firmly
tighten the transparent tube of the sealing fluid 1 fig. Do not remove foreign bodies from the
tyre. Page 39 Never use a fast battery-charger to off; a Fiat Dealership. Page Key removal The

ignition key for versions with key without remote control can be removed only if the gear lever
is in position P Park. If the vehicle battery is flat and the ignition key is engaged, the latter is
locked in position. If you would like to proceed The tow hook provided is located in the Page
The brake servo and the electromechanical power steering will not work while the vehicle is
being towed. You will therefore need to apply more force on the brake pedal and steering wheel.
Do not use flexible ropes when towing, and avoid jerky movements. Page It is advisable to
inform a Fiat For this reason, Fiat has planned a Dealership of any small operating series of
checks and services at fixed Page Thousands of miles Thousands of kilometres Years Check
cleanliness of bonnet and rear lid locks, cleanliness and lubrication of linkage Check handbrake
lever travel and adjust, if necessary Visually inspect conditions and wear of front and rear disc
brake pads and integrity of pad wear indicator Visually inspect condition and wear of rear drum
brake lining Visually inspect conditions of oxygen sensor 2 Page Thousands of miles
Thousands of kilometres Years Spark plug replacement 3 Replace accessory drive belt s 1.
Torque E4 versions Replace toothed timing drive belt 1. Brake fluid 2. Battery 3. Windscreen
washer fluid 4. Engine coolant fluid 5. Engine oil dipstick 6. Page 1. Torq E6 version JEM 1. Torq
E4 version PJ 1. Engine oil dipstick Page The maximum engine oil consumption water.
Specifications" chapter. Page Avoid contact with the skin and requirements, contact a Fiat
Dealership, hot: you may get burned. Do not get too eyes. Keep open flames away from the
close to the radiator cooling fan: the Do not use a after having disconnected the The following
pages contain the rules charging device, reconnect connector Page To ensure the best possible
remove the blade from the arm; performance, the air conditioning system must be checked and
undergo maintenance at a Fiat Dealership at the beginning of the summer. Page transmission
oil. When Adequate maintenance of the engine operation of the transmission is carrying out
normal periodic operations and Page Lifting The Vehicle Fiat equivalent to that of the snow
chains. Prolonged and faulty operation Page bodywork to avoid damage or Windows that the
various protections e. Build up of water could caps and guards have not been Use specific
detergents and clean cause damage to the vehicle in the long removed or damaged. Only cloth
if possible made from microfibre , wash your vehicle in areas equipped to cause oxidation of the
sheet metal. The electrostatic charges which are generated by rubbing during the cleaning
operation may cause a fire. Torq E6 1. Tubeless radial carcass tyres. All approved tyres are
listed in the Registration Document. However, recheck that the value is correct with the tyre
cold. If it is necessary to raise the vehicle, refer to the "Raising the vehicle" This spare wheel
must be used only in an emergency. On the wheel there is an orange sticker, summarising the
main warnings regarding wheel usage restrictions. Height is measured with vehicle unladen.
Small variations with respect to the reported values are possible depending on the dimensions
of the rims. Page Weights kg 1. Constant use of the prescribed lubricants guarantees the fuel
consumption and emission specifications. Page Original fluids and Features Specification
Applications lubricants Synthetic fluid for brake and clutch systems. TorQ E6 1. TorQ E4 1.
TorqQ E4 1. Page In case of loss of the car radio contact with pointed or rigid objects by the
screen showing a keypad to passport, contact the Fiat Dealership, which could damage its
surface; use a enter the secret code. Page Immediately stop using the system in the event of a
fault. Otherwise the system might be damaged. Contact a Fiat Dealership as soon as possible to
have the system repaired. The activation of the function selected is controlled, in some cases,
by how long the button is pressed short or long press as described in the table below. Page
device connected. For example, on a Shuffle the connected device. Press function, see the
"Media mode" They must be disposed of as specified by law in the special containers or taken
to a Fiat Dealership, which will take care of their disposal. Our product portfolio consists of a
wide and flexible range of extended warranty and maintenance plans endorsed by FCA. Page
Important information and ccupant protection systems.. Agnelli, 3 - Volvera - Turin Italy Print no.
Page Page ;.. FMVSS no. TorQ 1. Torq E4 1. Page HP Multijet E5 95 1. Page HP Multijet E6 95 1.
Page E. Page 16V 95 HP E4 1. Torque E4. Page Fiat Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links. See also: Workshop Manual , Owner's Manual. Table of
Contents. Automobile Fiat Collision Awareness Manual pages. If you do not read this entire
manual, you may miss important information. Any modifications or alterations to this vehicle
could seriously affect its roadworthiness and safety and may lead to a accident resulting in
serious injury or death. Remove the key from the ignition switch lock cylinder. Leaving
unattended children in a vehicle is dangerous for a number of reasons. A child or others could
be seriously or fatally injured. To lock the electronic chip transponder to prevent unauthorized
door, turn the key to the right. Press and hold the LOCK button on a programmed The turn
signal lights will flash to acknowledge the RKE transmitter for at least 4 seconds, but no longer
than unlock signal. Press the mechanical key release button and release 2. Rotate the screw

located on the side of the Key Fob the mechanical key to access the battery case screw using a
small screwdriver. Take out the battery case. The door locks can be manually locked or
unlocked from inside the vehicle by using the door handle. If the door handle is pushed a red
lock indicator will show on the door handle indicating locked when the door is closed, the door
will lock. Interior heat build-up may Always remove the key from the ignition and lock all cause
serious injury or death. To cancel the Auto-Down movement, operate the and pull the liftgate
open with one fluid motion. You and your passengers could be injured by these fumes. If the
airbag system in this vehicle needs to be seat must ride in the front passenger seat, move the
seat modified to accommodate a disabled person, contact as far back as possible and use the
proper child restraint. Continued back of your seat. Continued reduces the risk of sliding under
the belt in an accident. Your body could strike the inside surfaces of the vehicle in an accident,
increasing head and neck injury. To release the belt, push the red button on the buckle. The belt
will automatically retract to its stowed position. The chart below defines the type of 2. Slide the
1. Buckle the combination lap and shoulder belt. In reverse gear, if the driver or front seat
BeltAlert passenger is unbelted, the Seat Belt Reminder Light will BeltAlert is a feature intended
to remind the driver and turn on solid and remain on until both front seatbelts front passenger if
equipped with front passenger are fastened. Vehicle owners are not able to disable BeltAlert.
This vehicle has Advanced Front Airbags for both the driver and front passenger as a
supplement to the seat Using a seat belt extender when not needed can belt restraint systems.
The SAB are marked with an airbag label airbag on the instrument panel, because any such
sewn into the outboard side of the front seats. Each airbag deploys independently; a left side
impact deploys the left airbag only and a right-side impact deploys the right airbag only. Airbag
and the passenger side knee bolster to provide Advanced Front Airbags and Supplemental
Driver Side improved protection for the driver and front passenger. Side The ORC contains a
backup power supply system that airbag deployment will depend on the severity and type may
deploy the airbags even if the battery loses power or of collision. The trim cover separates and
in about 10 milliseconds. The side airbag moves at a very folds out of the way allowing the
airbag to inflate to the high speed and with such a high force, that it could injure full size.
Customer Action Customer Will See 1. Switch Must be placed in Neutral State. Turn ignition
OFF. System is now reset and the engine may be started. These airborne particles may irritate
Maintaining Your Airbag System the skin, eyes, nose, or throat. For nose or throat irritation,
move to fresh air. Continued airbag system is designed to be maintenance free. Use the
restraint that is correct for your vehicle or the EDR. Page 56 Safety are older than one year, can
ride forward-facing in the Standards. FIAT also recommends that you make sure vehicle.
Forward-facing child seats and convertible that you can install the child restraint in the vehicle
child seats used in the forward-facing direction are for where you will use it, before you buy it. If
Child seats with fixed lower attachments must be in- installing seats in adjacent seating
positions, or if stalled in the outboard positions only. The lower anchorages are round bars
which are part of the seat and body structure, and visible when you lean into the rear seat to
install the child restraint. Fi- equipped with separate straps on each side, nally, tighten all three
straps as you push the child with each having a hook or connector for restraint rearward and
downward into the seat, remov- attachment to the lower anchorage and a In addition, never
leave unattended retractor and then allow the belt to retract into the children in the vehicle. As
the belt pushing on the restraint loosens the belt, disconnect retracts, you will hear a ratcheting
sound. An incorrectly anchored tether strap could lead to increased head motion and possible
injury to the child. Page Engine Break-In Recommendations transmission and axle in your
vehicle. Drive moderately during the first miles km. In a collision, people Exhaust gases can
injure or kill. They contain carbon riding in these areas are more likely to be seri- monoxide CO ,
which is colorless and odorless. You should be able to attached to the floor mat fasteners.
Continued cuts and cracks. Check the wheel nuts for tightness. The mirror should be adjusted
to center on the view through the rear window. Headlight glare from vehicles behind you can be
reduced by moving the small control under the mirror to the night position toward the rear of
the vehicle. The sensor to the right of the button does not illuminate. To avoid damage to the
mirror during cleaning, never spray any cleaning solution directly onto the mirror. Using the
mirror control switch, press on any of the four arrows for the direction that you want the mirror
to move. The spotter mirror allows for a greater range of pivot forward or rearward to help avoid
damage. To activate settings answer a call and also to answer another incoming when travelling
you can only use voice commands. Consult In a collision, people riding in these areas are more
likely to be seriously injured or killed. Moving a seat while driving could result in loss of control
which could cause a collision and serious injury or death. To lower the head restraint, press the
push position following a rear impact. If the AHRs do not button, located at the base of the head
restraint, and push return to their normal position, see your authorized downward on the head

restraint. To lower the head restraint, press the push button, located at the base of the head
restraint, and push downward on the head restraint. Rotate the safety catch under the front
edge of the Lift the hood prop rod that clips to the right side left side hood, near the center, and
raise the hood. Multifunction Lever Be sure the hood is fully latched before driving your The
multifunction lever, located on the left side of the vehicle. If the hood is not fully latched, it
could open steering wheel, controls the operation of the headlights, when the vehicle is in
motion and block your vision. Pull the multifunction lever toward the steering wheel to turn off
the high beams. Flash-To-Pass You can signal another vehicle with your headlights by lightly
pulling the multifunction lever toward the steer- ing wheel. Turn Signals Push the multifunction
lever upward to signal a right turn or downward to signal a left turn. Front Windshield Wiper
Operation There are five different modes of operation for the front windshield wipers. The
windshield wiper lever can be raised or lowered to access these modes: Fog Light Switch Press
the switch once to turn the front fog lights on. This is the normal position of the wiper lever.
Damage to the Push the lever downward to the first detent. The wipers windshield wipers may
result if the wiper control will operate intermittently. When the lever is released, the Low Speed
and return to normal operation when the wipers will return to the off position and automatically
transmission is shifted out of REVERSE. Push and hold the lever for more than a half second
and the wipers will activate automatically for three cycles after the lever is released. Do not
adjust the steering column while driving. Adjusting the steering column while driving or driving with the steering column unlocked, could cause the driver to lose control of the vehicle. Be
sure the steering column is locked before driving your ve- hicle. When the vehicle vehicle set
speed. As the distance Control. The pauses clear the underside of the car during the parking
between the tones are directly proportional to the dis- maneuver. Failures are indi- cated
immediately if they occur when the system is ON. The audible signal is cut out immediately if
the distance increases. Always hitch ball assembly is disconnected from the ve- check carefully
behind your vehicle, look behind hicle when the vehicle is not used for towing. Occupants,
particularly unat- tended children, can become entrapped by the power sunroof while operating
the power sunroof switch. Press the switch a second Wind Buffeting time and release and the
sunroof will open fully, then Wind buffeting can be described as the perception of stop
automatically. Insert the cigar lighter or located in the floor console, for added convenience. If
the Watt 13 Amp power rating is exceeded, the fuse protecting the system will need to be
replaced. When the cigar lighter is in use it becomes very hot. To avoid serious injury, handle
the cigar lighter with care. Always check that the cigar lighter has turned off. Glove Box
Compartment The glove box is located on the right side of the instru- ment panel. Pull outward
on the latch to open increased cargo capacity. Do not use abrasive window cleaners on center
of the instrument panel, below the radio. Rear Defrost Button Press and release this button to
turn on the rear 1. Glow Plug Light â€” If Equipped window defroster. This indicator will
illuminate The Glow Plug light will flash during engine oil when the rear window defroster is on.
This indicator will illuminate when the park lights or headlights are turned on. If the Follow 3.
Airbag Warning Light Reminder Light will illuminate and the chime will sound. This sequence
will continue upon subse- nates, you should stop and check your tires as soon as quent vehicle
start-ups as long as the malfunction exists. This light indicates low engine oil pressure. The
light should turn on momentarily when the engine The TPMS has been optimized for the original
is started. If the light turns on while driving, stop the equipment tires and wheels. The vehicle
should be serviced if the light A malfunctioning catalytic converter, as referenced stays on
through several of your typical driving cycles. The temperature digital scale shows engine
coolant tem- perature. Any reading within the normal range indicates A hot engine cooling
system is dangerous. You or that the engine cooling system is operating satisfactorily. Briefly
press the MENU ESC button to select the indicator system is duty cycle based, which means the
displayed submenu option and to open the relevant engine oil change interval may fluctuate,
dependent setup menu. NOTE: The range depends on several factors: driving style, type of
route freeway, residential, mountain roads, Travel Time The previously set display the display.
With this function active, the EVIC display shows infor- mation relevant to the sound system.
Page 3. Hill Start Assist maintains the same level of three sub-menus. High volume can be a risk
for the driver and for other people in road traffic. Use buttons to select EQ User. The current
status of the selected function appears on the display. Press MENU button to start adjusting
equalizer. The functions managed by the Menu are: 5. If the button is the tuned station will be
stored. Pressing the A-B-C pressed longer, the fast search starts and then stops when button
will change between the preset memory group in the button is released. Page Cd Player 12
digits. After ejection, the last good quality media that are burned at the slowest speed audio
source listened to before playing the CD will be possible. In this case, if you want to play the
previous functions are over. At the end, with the CD mode track, press the button twice

consecutively. Press the button to select a next folder or the button to select the previous
folder. Reach behind the wheel to mode of the sound system. Do not expose the disc to direct
sunlight. Do not store the disc where temperatures may become make you comfortable in all
types of weather. Temperature Control the inside air stuffy and window fogging may occur.
Rotate this control to regulate the temperature of the air Extended use of this mode is not
recommended. This dehumidifies the air to help dry the windshield. The ATC system
automatically maintains the interior comfort level desired by the driver and passenger. Front
Defrost Press and release to change the current Air Conditioning Press and release to change
the current setting. Performing this function will cause the indicator illuminates when ON. The
blower will auto- ATC to switch into manual mode. Blower Control Down Button There are 12
blower speeds. If as you press this button. Performing this function will the Recirculation
indicator is on, the Recirculation cause the ATC to switch into manual mode. If any feature is
controlled manually, cold or hot vehicles. The system automatically adjusts temperature control
will continue to operate automati- the temperature, mode and fan speed to provide cally. This
allows the front occupants to control Bi-Level the volume of air circulated in the vehicle and
cancel the Air is directed through the panel and floor outlets. AUTO mode. Press and release
the Panel mode button and Floor mode button to enter Bi-Level mode, the indicators The
operator can also select the direction of the airflow illuminate when ON. Defrost mode must be
manually high humidity, or if rapid cooling is desired, selected to clear the windshield and side
glass. Contaminates increase the rate of window fogging. Window Fogging Windows will fog on
the inside when the humidity inside Summer Operation the vehicle is high. This will ensure
adequate system lubrication to minimize the possibility of compressor damage when the
system is started again. Apply the brakes before shifting to any driving gear. To prevent
possible engine damage while starting at low temperatures, this vehicle uses a viscosity sensor
to Use of the recommended SAE 5W oil and adher- determine the thickness of the oil before the
engine is ing to the prescribed oil change intervals is important allowed to start. Vehicles
equipped with an automatic crank the engine for more than 15 seconds at a time. You or others
could be injured if you leave the vehicle unattended without having the parking brake fully
applied. The parking brake should al- ways be applied when the driver is not in the vehicle,
especially on an incline. Be Recommended Shift Speeds sure the transmission is in first gear,
not third, when To use your manual transmission for optimal fuel starting from a standing
position. Damage to the clutch economy, it should be upshifted as listed in the following can
result from starting in third gear. If you skip more than one gear while downshifting or
downshift at too high a vehicle speed, you could Damage to the transmission may occur if the
follow- damage the engine, transmission, or clutch. Always apply the parking brake first, and
then place the shift lever in the PARK position. This allows the driver to manually select the
ignition switch to coast down a hill. An audible beep will sound if an inappropriate gear is that
shift will not occur until it is safe for the engine. The standard power steering system will give
you good vehicle response and increased ease of maneuverability Continued operation with
reduced or no power steer- in tight spaces. The system will provide mechanical ing assist could
pose a safety risk to yourself and steering capability if power assist is lost. Automatic
Transmission â€” If Equipped The Sport mode increases steering feedback to the driver with
slight increase in effort and changes the transmis- sion shift schedules for more aggressive
shifting. This driving mode is useful while driving on twisty roads where more steering
precision is desired in spirited cornering. The effort required to brake the vehicle will be
significantly more than that required with the power system operating. Pumping provide
regulated hydraulic pressure. This can help those resulting from excessive speed in turns,
reduce braking distances. This will allow more engine HSA Activation Criteria torque to be
applied to the wheel that is not spinning. This system enhances directional control and stability
of There may be situations on minor hills i. Whenever the vehicle is started, the ESC system will
be in On mode. This may be done while the vehicle is in motion. Be sure to adapt your speed
and Light in the instrument cluster will come on driving to the prevailing road conditions. Tire
Markings design standards. If the TIN is not found on The TIN may be found on one or both
sides of the tire, the outboard side, then you will find it on the inboard however, the date code
may only be on one side. Cold Tire Pressure Cold tire inflation pressure is defined as the tire
pressure after the vehicle has not been driven for at least 3 hours, or driven less than 1 mile 1.
Tire And Loading Information Placard This placard tells you important information about the: 1
number of people that can be carried in the vehicle 2 total weight your vehicle can carry 3 tire
size designed for your vehicle Overloading of your tires is dangerous. Use tires of the cause
accidents. Consult your authorized tire dealer for radial tire repairs. High speed driving with
your vehicle under maxi- mum load is dangerous. The added strain on your Compact Spare Tire
tires could cause them to fail. Because of the reduced ground clearance, do not take When the

tread is worn to the tread wear indica- your vehicle through an automatic car wash with the tors,
the temporary use spare tire needs to be compact spare installed. Fast spinning tires can be
dangerous. Forces gener- ated by excessive wheel speeds may cause tire dam- age or failure. A
tire could explode and injure some- one. They should be inspected regularly for wear and
correct cold tire inflation pressure. Some combinations failure and loss of vehicle control. For
these reasons, they wear at unequal rates and tend to develop irregular wear pat- terns. This
means that pressure as long as the condition exists, and will not turn when the outside
temperature decreases, the tire pressure off until the tire pressure is at or above the
recommended will decrease. Pressure Monitoring Telltale Light. For each subsequent ignition
key cycle, a chime will sound and the Tire Pressure Monitoring Telltale Light NOTE: Your
vehicle is equipped with a compact spare will flash on and off for 75 seconds and then remain
on wheel and tire assembly. However, continued heavy spark knock at operation. Properly
blended reformulated gasoline will pro- blends are not the responsibility of the manufacturer.
The manufacturer once with E perform the following: recommends using gasoline without MMT.
Have the exhaust system inspected Carbon monoxide CO in exhaust gases is deadly. Have any
abnor- Follow the precautions below to prevent carbon mal conditions repaired promptly. A
poorly fitting cap could let impu- rities into the fuel system. This is can determine if the fuel filler
cap is possibly loose, in violation of most state and federal fire regula- improperly installed, or
damaged. Damage to the drivetrain ments can cause severe transmission damage. Dam- will
result. If these vehicles require towing, make age from improper towing is not covered under the
sure all drive wheels are OFF the ground. Driving with a hot cooling system could damage You
or others can be badly burned by hot engine your vehicle. If the pointer rises to the H red mark,
coolant antifreeze or steam from your radiator. If the instrument cluster will sound a chime.
Sealant Hose Clear 7. Air Pump Hose Black 8. Continued in Gear manual transmission and turn
Off the ignition. Set the parking brake. Have the tire inspected and repaired or replaced at the
badly damaged. Do not attempt to drive the vehicle earliest opportunity at an authorized dealer
or tire ser- further. The jack should not be used to lift the vehicle for service purposes. The
vehicle should be jacked on a firm level surface only. Avoid ice or slippery areas. Fit the wrench
tool over the drive nut. Use the wrench The spare tire is stowed to the underbody below the to
rotate the nut counterclockwise until the spare is on cargo area the ground with enough slack in
the cable to allow you to pull the tire out from under the vehicle. The winch mechanism is
designed for use with the jack wrench tool only. Use of an air wrench or other power tools is not
recommended and they can dam- age the winch. Pull the spare tire out from under the vehicle.
Spare Tire When the spare is clear, remove the knob or plastic molded nut by rotating it
counter-clockwise. Park the vehicle on a firm level surface, avoiding ice or 5. For example, if
changing the Do not attempt to change a tire on the side of the right front tire, block the left rear
vehicle close to moving traffic, pull far enough off wheel. Do not attempt to raise the vehicle by
jacking on locations other than those indicated in the Jacking Instructions for this vehicle. Rear
Jacking Location Do not raise the vehicle until you are sure the jack is securely engaged.
Raising the vehicle higher than necessary can make To avoid the risk of forcing the vehicle off
the jack, the vehicle less stable. It could slip off the jack and do not fully tighten the wheel bolts
until the vehicle hurt someone near it. Disassemble the jack and tools and place them in the
wheel bolts. When reinstalling the original wheel, prop- bag. A loose tire thrown forward in a
collision or hard The winch mechanism is designed for use with the stop could injure the
occupants in the vehicle. Have jack wrench extension tool only. Use of air wrench or the
deflated flat tire repaired or replaced immedi- power tool may damage the winch. Do not attempt
jump-starting if the battery is frozen. It could rupture or explode and cause personal injury. Do
not use a portable battery booster pack or any other booster source with a system voltage
greater than 12 Volts or damage to the battery, starter motor, alternator or electrical system may
occur. Failure to follow these procedures could result in Do not connect the cable to the
negative post - of the damage to the charging system of the booster vehicle discharged battery.
The resulting electrical spark or the discharged vehicle. If your vehicle becomes stuck in mud,
sand or snow, it can often be moved by a rocking motion. Reinstall the shift lever override
access cover. Switch OFF. Page Engine Compartment - 1. This system monitors the
performance of the emissions, engine, and automatic further damage to the emission control
system. A recheck with the above test routine nel, special tools, and equipment to perform all
service may then indicate that the system is now ready. Checking engine oil level when the
engine is cold will Do not overfill the engine with oil. Overfilling the give you an incorrect
reading. For best performance and maximum protection for all engines under all types of
operating conditions, the Do not use chemical flushes in your engine oil as the manufacturer
recommends engine oils that are API Cer- chemicals can damage your engine. Your vehicle is
equipped with a maintenance-free battery. You will never have to add water, nor is periodic

main- The air induction system air cleaner, hoses, etc can tenance required. Do not use battery
that the positive cable is attached to the a booster battery or any other booster source with
positive post and the negative cable is attached to an output greater than 12 Volts. How- hood
latching components to ensure proper function. Avoid using the wiper blades to remove frost or
ice from the windshield. Make sure that they are not frozen to the glass before turning them on
to avoid damaging the blade. Keep the blade rubber out of contact with petroleum products
such as engine oil, gasoline, etc. Grab the bottom of the wiper blade and rotate it 4. Install the
wiper blade pivot pin into the wiper blade forward to unsnap the blade pivot pin from the wiper
holder at the end of the wiper arm, and firmly press the blade holder. They contain the vehicle
body is a properly maintained engine exhaust system. If dirty, clean by gently specified Organic
Additive Technology OAT en- spraying water from a garden hose vertically down the gine
coolant antifreeze , may result in engine To prevent ingestion by ani- When additional engine
coolant antifreeze is needed to mals or children do not store ethylene glycol-based maintain the
proper level, it should be added to the engine coolant antifreeze in open containers or allow it
coolant bottle. If engine coolant anti- operation. If replacement is ever necessary, install freeze
needs to be added, the contents of the coolant ONLY the correct type thermostat. Riding the
brakes can lead to brake failure and NOTE: If your vehicle is equipped with a manual possibly a
collision. Brake seal components could fluid. No chemical flushes should be used in any transchanged immediately. The cost of such repairs is All wheels and wheel trim, especially
aluminum and considered the responsibility of the owner. Small particles of dirt stain. Do Your
vehicle has plastic headlights that are lighter and not use scrapers or other sharp instruments
which may less susceptible to stone breakage than glass headlights. This will weaken the
fabric. Sun damage can also weaken the fabric. When installing hanging air fresheners in your
ve- If the seat belts need cleaning, use a mild soap solution or hicle, read the installation
instructions carefully. To access the Blue fuses, press the release tabs and remove the cover.
Remove the plastic cap from the back of the headlamp Front Fog Lamps. Reinstall the plastic
cap. Front Fog Lamps To replace the front fog lights, see your authorized dealer. Remove
portion of the wheel liner to allow hand access to side marker lamp. Remove the two screws
and remove the tail lamp 5. Remove the backup lamp bulb by pulling straight out. Replace
lamps as required and reinstall lamp. Remove the two guard caps and the two fastening screws.
Metric Fuel Approximate Do only service work for w
adt focus 200 wiring diagram
atv solenoid
honda jazz service schedule uk
hich you have the knowledge and the right equipment. If you purchased a ser- a Bell Relay
Service operator. In the 50 United States and Washington, D. Engine exhaust, some of its
constituents, and certain If you believe that your vehicle has a defect that could vehicle
components contain, or emit, chemicals cause a crash or cause injury or death, you should
known to the State of California to cause cancer and immediately inform the National Highway
Traffic Safety You can also NOTE: A street address is required when ordering obtain other
information about motor vehicle safety from manuals no P. The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Excessive speed,
under-inflation, or excessive load- ing, either separately or in combination, can cause heat
buildup and possible tire failure. Print page 1 Print document pages. Cancel Delete. Sign In OR.
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