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address will not be published. This site uses Akismet to reduce spam. Learn how your comment
data is processed. If you have any questions, please contact with us. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
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pickup with heavy duty body-onframe steel ladder frames, axles, springs, brakes, transmissions
and powerful engines. These trucks are well known for their toughness and ruggedness.
Although a tough, rugger truck, it comes well-furnished inside with the most modern gadgets
usually found in sleek automobiles. The F super duty was also recently re-introduced in this
market after ten years. It is being marketed using the same engine as the Venezuelan F, but only
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Introduction. Instrument Cluster. Warning and control lights. Entertainment Systems. Climate
Controls. Heater only. Manual heating and air conditioning. Automatic temperature control. Turn
signal control. Bulb replacement. Driver Controls. Steering wheel adjustment. Moon roof. Power
windows. Speed control. Message center. Locks and Security. Owners Guide postfmt. Ford
motor company freestyle quick reference guide 12 pages. Ford motor company ford freestar
owner's guide pages. Automobile Ford Freestar Owner's Manual pages. Ford motor company
ford crown victoria owner's guide pages. Ford may change the contents without notice and
without incurring obligation. Page 4: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Do not add friction
modifier compounds or special break-in oils during the first few thousand miles kilometers of
operation, since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. Page 7 Introduction
To access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, unless pursuant to court order or where required by law
enforcement, other government authorities or other third parties acting with lawful authority. In
addition, ambulance Page 9 By referring to the pages in the provided supplement, you can
properly identify those features, recommendations and specifications that are unique to your
vehicle. Illumination after releasing the parking brake indicates low brake fluid level and the
brake system should be inspected immediately by your servicing dealership. Refer to the
Driving chapter for transmission function and operation. If the light flashes steadily, have the
system serviced immediately, damage to the transmission could occur. Parking brake ON
warning chime: Sounds when the parking brake is set, the engine is running and the vehicle is
driven more than 3 mph 5 km. Never remove the coolant reservoir cap while the engine is
running or hot. X appears in the display. If the gauge continues to show high temperatures, see
your Ford dealer. If there are less than six strong stations, the system will store the last one in
the remaining presets. Bass: Press to adjust the bass setting. Repeat: Press to repeat the

current CD track. Fast forward: Press to manually advance in a CD track. Rewind: Press to
manually reverse in a CD track. CD eject: Press to eject a CD. Menu: Press to toggle through the
following modes: Treble: Press to adjust the treble setting. Tape eject: Press to eject a tape.
Shuffle: Press to play CD tracks in random order. CD: Press to enter CD mode. If a CD is already
loaded into the system, CD play will begin where it ended last. Press again to return to the
playing media. Seek: Press to access the next strong station or track. Shuffle: Press to play
tracks in random order. Irregular shaped CDs, CDs with a scratch protection film attached, and
CDs with homemade paper adhesive labels should not be inserted into the CD player. Direct the
outer instrument panel vents towards the side windows. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. Fan
speed: Press the respective control in order to manually increase or decrease the fan speed. To
return to automatic fan operation, press AUTO. At this point, the headlamps and parking lamps
will turn on. Deselect the autolamps after the desired autolamp delay time maximum of 3
minutes. At this point, the headlamps and parking lamps will turn off. Failure to activate your
headlamps under these conditions may result in a collision. The headlamps on your vehicle are
properly aimed at the assembly plant and should not normally need adjusting. Repeat step
3â€”5 for the other headlamp. Close the hood and turn off the lamps. When moist air enters the
headlamp s through the vents, there is a possibility that condensation can occur. This
condensation is normal and will clear within 45 minutes of headlamp operation. Replacing
headlamp bulbs aerodynamic 1. Make sure that the headlamp control is in the OFF position and
open the hood. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Install the new bulb s in reverse order. Pull the old bulb out from the
socket. Remove the four screws and the lamp lens from lamp assembly. Carefully pull the bulb
straight out of the socket and push in the new bulb. Make sure the headlamp switch is in the
OFF position. Remove the bulb socket from the foglamp by turning counterclockwise.
Disconnect the electrical connector from the foglamp bulb. Pull out the old bulb from the socket
and push in the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. To
prolong the life of the wiper blades, it is highly recommended to scrape off the ice on the
windshield before turning on the wipers. The layer of ice has many sharp edges and can
damage the micro edge of the wiper rubber element. Press and hold the control again until the
glass stops moving. When fully closed, the rear portion of the glass panel will appear higher
than the front portion. They may seriously injure themselves. Select L to adjust the left mirror or
R to adjust the right mirror. Move the control in the direction you wish to tilt the mirror. Return
to the center position to disable the adjust function. The turn signal feature can be seen by
other drivers who may approach from the rear of the vehicle. This feature is especially useful to
the driver when towing a trailer. Press the ON control and release 2. Accelerate to the desired
speed. It turns off when the speed control OFF control is pressed, the brake or clutch is applied,
or the ignition is turned to the OFF position. In the event this message is seen, please take your
vehicle to an authorized Ford dealership for diagnosis and repair. Refer to Integrated trailer
brake controller in the Tires, Wheels and Loading chapter for more information. Page Message
Center The system will also notify you of potential vehicle problems with a display of system
warnings followed by a long indicator chime. Displayed as an early reminder of a low fuel
condition. Refer to Intergrated trailer brake controller in the Tires, Wheels and Loading chapter
for more information. Page 77 Your vehicle may be equipped with a tailgate lock designed to
prevent theft of the tailgate. Lift tailgate to a 45â€”degree angle. Lift right side off of its hinge.
Lift left side off of its hinge. To install, follow the removal procedures in reverse order. This
feature is initially deactivated, but may be activated by taking your vehicle to an authorized Ford
dealer. Sounding a panic alarm Press to activate the alarm. Press again or turn the ignition to 4
ON to deactivate. Page 83 How to reprogram your remote entry transmitters You must have all
remote keyless entry keypads and remote entry transmitters maximum of four available before
beginning this procedure. Enter your personal 5-digit code. Each number must be entered
within five seconds of each other. The doors will again lock then unlock to confirm that your
personal keycode has been programmed to the module. You do not need to enter the keypad
code first. Note: The interior lamps will turn off. The horn will chirp once when the system has
been successfully deactivated. The horn will chirp twice one short and one long chirp when the
system has been successfully reactivated. Turn the ignition to the 3 OFF position. The horn will
chirp once to confirm the procedure is complete. Lift the head restraint so that it is located
directly or as close as possible behind your head. Push control to lower head restraint. The lid
cannot be opened in the upright position. Lift up armrest to return it to a center seatback. Your
vehicle will only be equipped with one of the two controls shown. Press to raise or lower the
front portion of the seat cushion. The system will not automatically shutoff unless control is
pushed to deactivate. If system is not manually terminated at last use, then system will remain

active at next ignition key cycle. An unlatched seat may become dangerous in the event of a
sudden stop or collision. All occupants of the vehicle, including the driver, should always
properly wear their safety belts, even when an air bag supplemental restraint system SRS is
provided. Make sure the tongue is securely fastened in the buckle. Children 12 years old and
under should be properly restrained in the rear seat whenever possible. Refer to Safety
restraints for children or Safety seats for children later in this chapter. In addition, all seat belts
should be checked for proper function. Adjust the height of the shoulder belt so the belt rests
across the middle of your shoulder. Do not use extensions to change the fit of the shoulder belt
across the torso. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page Do not put anything on or over the air bag
module. Placing objects on or over the air bag inflation area may cause those objects to be
propelled by the air bag into your face and torso causing serious injury. The front passenger air
bag is not designed to offer protection to an occupant in the center front seating position. Page
Thus, it is extremely important that occupants be properly restrained as far away from the air
bag module as possible while maintaining vehicle control. Several air bag system components
get hot after inflation. Do not touch them after inflation. Page 3. Medical condition. The
passenger cannot protect the child from injury in a collision. Booster seats position a child so
that safety belts fit better. They lift the child up so that the lap belt rests low across the hips and
the knees bend comfortably. If you do not install and use the safety seat properly, the child may
be injured in a sudden stop or collision. Ford recommends the use of a child safety seat having
a top tether strap. Install the child safety seat in a seating position with a tether anchor. Page
Rear facing child seats should NEVER be placed in the front seats unless the passenger airbag
switch is turned off. Pull down on the shoulder belt and then grasp the shoulder belt and lap
belt together. Allow the belt to retract. The belt will click as it retracts to indicate it is in the
automatic locking mode. Position the child safety seat on the seat cushion. Route the child
safety seat tether strap over the back of the seat. Locate the correct anchor for the selected
seating position. Route the tether strap through the loop directly behind the child seat. Attach
the strap hook onto the loop behind an adjacent seating position. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Excessive speed, underinflation, or excessive loading, either separately or in combination, can
cause heat buildup and possible tire failure. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than
the maximum inflation pressure information found on the tire. Page 6. Visually inspect the tires
to make sure there are no nails or other objects embedded that could poke a hole in the tire and
cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or bulges. Use of
any tire or wheel not recommended by Ford can affect the safety and performance of your
vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Page Ford. If the dissimilar spare tire or wheel is damaged, it should
be replaced rather than repaired. Attach the spare tire lock key A to the jack handle B. Turn
engine off and block the diagonally opposite wheel block not provided. Insert the hooked end of
the jack handle into the jack and use the handle to slide the jack under the vehicle. Place the
jack directly under the axle. Slide the notched end of the jack handle over the release valve and
use the handle to slide the jack under the vehicle. Make sure the valve is closed by turning it
clockwise. Note: Place the jack directly under axle and inboard of the radius arm so that the jack
clears the radius arm. Lower the wheel by slowly turning the release valve counterclockwise.
Opening the release valve slowly will provide a more controlled rate of descent. Stow the jack,
jack handle and lug wrench. Make sure the jack is securely fastened so it does not rattle when
driving. Unblock the wheels. Use only Ford recommended replacement fasteners. On all
two-piece flat wheel nuts, apply one drop of motor oil between the flat washer and the nut. Do
not apply motor oil to the wheel nut threads or the wheel stud threads. Page These speed
ratings may need to be adjusted for the difference in conditions. These ratings are listed in the
following chart. Maximum Load Single lb. Refer to the payload description and graphic in the
Vehicle loading â€” with and without a trailer section. Page Unless otherwise specified, rotate
the tires approximately every 5, miles 8, km. After tire rotation, inflation pressures must be
adjusted for the tires new positions in accordance with vehicle requirements. Do not use tire
chains on dry roads. Do not remove these components from your vehicle when using snow tires
and chains. Vehicle Curb Weight â€” is the weight of your new vehicle when you picked it up
from your dealer plus any aftermarket equipment. When towing, trailer tongue load or king pin
weight is also part of cargo weight. Separate functional brakes should be used for safe control

of towed vehicles and for trailers where the GCW of the towing vehicle plus the trailer exceed
the GVWR of the towing vehicle. See your dealer or a reliable trailer dealer if you require
assistance. It is the responsibility Page 4. A GAIN setting of 6. The TBC may still function, but
performance may be degraded. Ford is not responsible for warranty or performance of the TBC
due to misuse or out-of-factory installation. Only use the accelerator when you have difficulty
starting the engine. For more information on starting the vehicle, refer to Starting the engine in
this chapter. Make sure all occupants buckle their safety belts. For more information on safety
belts and their proper usage, refer to the Seating and Safety Restraints chapter. Make sure the
headlamps and electrical accessories are off. Make sure the parking brake is set. Push the
clutch pedal to the floor. If a light fails to illuminate, have the vehicle serviced. To reduce the
risk of electrical shock, do not use your heater with ungrounded electrical systems or
two-pronged cheater adapters. If the power steering system breaks down or if the engine is
turned off , you can steer the vehicle manually, but it takes more effort. Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Turn the ignition to the LOCK position and remove the key whenever you leave
your vehicle. If equipped, use the tachometer and do not allow engine speed to exceed the
redline area. Operating the engine beyond the recommended speeds can cause severe engine
damage. This is a lockout feature that protects the transmission from accidentally being shifted
into R Reverse from Overdrive. To help avoid personal injury, always use caution when in
reverse and when using the RSS. The tone may also be heard if items in the truck bed protrude
rearward outside the bed. Doing so could result in difficult disengagement of the transfer case,
increased tire wear and decreased fuel economy. If these lights illuminate when driving in 2WD,
contact your Ford dealer as soon as possible. Bring the vehicle to a complete stop. Depress the
brake. Place the gearshift lever in N Neutral automatic transmission or depress the clutch
manual transmission. The vehicle can move forward or backwards. This position should only be
used when towing the vehicle. Place the gearshift in N Neutral automatic transmission or
depress the clutch manual transmission. The tires may fail and injure a passenger or bystander.
Do not leave the vehicle unattended with the transfer case in the N Neutral position. Always set
the parking brake fully and turn off the ignition when leaving the vehicle. Page Rapid pumping
of the brake pedal will help you slow the vehicle and still maintain steering control. If your
vehicle has anti-lock brakes, apply the brakes steadily. Page Wet brakes do not stop the vehicle
as quickly as dry brakes. Installing the snowplow Doing so may cause damage to the vehicle
and the snow removal equipment as well as possible air bag deployment. See your Ford or
Lincoln Mercury dealer. Additional equipment such as snowplow equipment may effect the
performance of the air bag sensors increasing the risk of injury. Page Roadside Emergencies
50, miles 80, km on Lincoln vehicles. Page Hazard Flasher Switch Roadside Emergencies
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. When the top clips of the panel disengage, let the panel fall
easily. If the battery has been disconnected and reconnected, refer to the Battery section of the
Maintenance and Specifications chapter. Turn the heater fan on in both vehicles to protect any
electrical surges. Turn all other accessories off. Start the engine of the booster vehicle and run
the engine at moderately increased speed. Start the engine of the disabled vehicle. Remove the
jumper cable from the ground metal surface. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page If you own a Lincoln
vehicle and are away from home when your vehicle needs service, or if you need more help than
the dealership could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealership to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states. In
the United States, a warranty dispute must be submitted to the The Dispute Settlement Board
may not be available in all states. The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to

them under state or federal law. If you did not take advantage of the Ford Extended Service Plan
at the time of purchasing your vehicle, you may still be eligible. Since this information is subject
to change, please ask your dealer for complete Page If your vehicle must be serviced while you
are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. Page Reporting Safety Defects U. ONLY Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. These products are available from your dealer. Allow the
conditioner to dry and repeat the process for the entire interior. If a film appears, wipe off film
with a dry, clean cloth. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Page Maintenance And Specifications 2. Turn off the engine and remove the key. Block
the wheels. Set the parking brake and shift to P Park. Go to the front of the vehicle and release
the auxiliary latch located under the right center of the hood. Slide the handle to release the
auxiliary latch. Lift the hood until the lift cylinders hold it open. Brake fluid reservoir 5. Clutch
fluid reservoir manual transmission 6. Underhood relay box 7. Power steering fluid reservoir 8.
Engine oil dipstick 9. Engine oil filler cap Windshield washer fluid reservoir Clutch fluid
reservoir manual transmission 5. Underhood relay box 6. Power steering fluid reservoir 7. Air
filter assembly 8. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmission or 1 First manual transmission. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level indicator dipstick. Ford production
and aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. Page Battery Note: Electrical or electronic
accessories or components added to the vehicle by the dealer or the owner may adversely
affect battery performance and durability. Allow the engine to idle for at least one minute. Drive
the vehicle to complete the relearning process. Add the mixture to the coolant reservoir, when
the engine is cool, until the appropriate fill level is obtained. Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Pull off the road as soon as safely possible and turn off the engine.
Arrange for the vehicle to be taken to a service facility. If this is not possible, wait a short period
for the engine to cool. Gasoline may contain benzene, which is a cancer-causing agent. The
flow of fuel through a fuel pump nozzle can produce static electricity, which can cause a fire if
fuel is pumped into an ungrounded fuel container. The fuel system may be under pressure. If
the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before
completely removing the fuel filler cap. Page Aftermarket products could cause damage to the
fuel system. Repairs to correct the effects of using an aftermarket product in your fuel may not
be covered by your warranty. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. After at least three to five tank
fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial odometer
reading from the current odometer reading. Your fuel economy may vary depending upon the
method of operation and conditions. If other than Ford, Motorcraft or Ford-authorized parts are
used for maintenance replacements or for service of components affecting emission control,
such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. Allow the vehicle to sit for at least eight hours without starting the
engine. Then, start the engine and complete the above driving cycle. Be sure to put the dipstick
back in the reservoir. Refer to the Scheduled Maintenance Guide for the service interval
schedules. Refer to Lubricant Specifications in this chapter. Brake fluid is toxic. If brake fluid
contacts the eyes, flush eyes with running water for 15 minutes. Install the dipstick making sure
it is fully seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid
should be in the designated area for normal operating temperature or ambient temperature.
Replace filter with a new authorized Motorcraft filter element. Refer to the Motorcraft part
numbers chart in this chapter. Reinstall housing and check transmission fluid level using
procedure in this section. Install and tighten the fill plug securely. Use only fluid that meets
Ford specifications. Refer to Lubricant specifications in this chapter. Page Air Filter S 2. Pull air
filter tray assembly out toward front of vehicle and lift air filter element up and out of housing.
The air filter box needs to be free of any debris before installing a new air filter. This could
cause filter damage and allow unmetered air to enter the engine if not properly seated. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for
any damage to the emissions system if such a PCV valve is not used. Ford design rear axles
contain a synthetic lubricant that does not require changing unless the axle has been

submerged in water. Dana rear axles also contain a synthetic lubricant but do require a change.
Page Lubricant Specifications Maintenance and Specifications Use of synthetic or synthetic
blend motor oil is not mandatory. Page 4 Wheelbase Please note that in the graphic XXXX is
representative of your vehicle identification number. The following table tells you which
transmission or transaxle each code represents. Ford Motor Company will repair or Page
Ignition This manual is also suitable for: f f f F super duty F F Show all F Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. See also: Shop Manual , Owner's
Manual. Table of Contents. Table of Contents Introduction. Instrument Cluster. Warning And
Control Lights. Entertainment Systems. Climate Controls. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Speed Control. Message Center.
Owners Guide postfmt. USA English fus. Ford may change the contents without notice and
without incurring obligation. Page 4: Introduction State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Information in this respect
is highlighted in this guide with the tree symbol. To access this information, special equipment
must be directly connected to the recording modules. Ford Motor Company and Ford of Canada
do not access event data recorder information without obtaining consent, In addition,
ambulance Ford Ambulance Preparation Package is only available on certain 6. Using your
vehicle as a stationary power source PTO Refer to the Driving chapter for more information and
guidelines for operating a vehicle equipped with an aftermarket power take-off system. A
significant decrease in braking performance may occur. It will take you longer to stop the
vehicle. Have the vehicle checked by your dealer immediately. Refer to the Driving chapter for
transmission function and operation. If the light flashes steadily, have the system serviced
immediately, damage to the transmission could occur. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. If the gauge continues to show high temperatures, see your Ford dealer. Press
SEEK to decrease increase the hours. Press TUNE to decrease or increase the minutes. Then
press SEEK to decrease or increase hours. Tune: Works in radio mode only. EJ Eject : Press to
eject a tape. Cassette door: Insert a cassette into the cassette door. Press again to stop.
Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with homemade
paper adhesive labels should not be inserted into the CD player. The label may peel and cause
the CD to become jammed. Page 28 12 cm audio compact discs only. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should Page 29 8. Auto: Press to set
first six strongest stations if available into AM, FM1 or FM2 memory buttons; press again to
return to normal stations. Press again to disable. Dolby noise reduction: Works in tape mode
only. Rewind: Press for a slow rewind, press and hold for a fast rewind. Fast forward: Press for
a slow advance, press and hold for a fast advance. Traffic information is not available in most U.
If service is necessary, see your dealer or qualified technician. Direct the outer instrument panel
vents toward the side windows. To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. At this
point, the headlamps and parking lamps will turn on. Deselect the autolamps after the desired
autolamp delay time maximum of 3 minutes. At this point, the headlamps and parking lamps will
turn off. Failure to activate your headlamps under these conditions may result in a collision. If
your vehicle has been in an accident the alignment of your headlamps should be checked by a
qualified service technician. The correct bulbs will not damage the lamp assembly or void the
lamp assembly warranty and will provide quality bulb burn time. Make sure that the headlamp
control is in the OFF position and open the hood. Disconnect the electrical connector from the
bulb by pulling rearward. Remove the four bolts and headlamp bezel. Rotate bulb socket
counterclockwise and remove from lamp assembly. Carefully pull bulb straight out of the socket
and push in the new bulb. Install the new bulb s in reverse order. Make sure the headlamp
switch is in the OFF position and then open the tailgate to expose the lamp assemblies. Remove
the two bolts from the tail lamp assembly and carefully pull Page 50 OFF position. Remove the
bulb socket from the foglamp by turning counterclockwise. Disconnect the electrical connector
from the foglamp bulb. Pull out the old bulb from the socket and push in the new bulb. Install
the bulb socket in lamp assembly by turning it clockwise. Attach the new wiper to the wiper arm
and press it into place until a click is heard. Replace wiper blades every 6 months for optimum
performance. The storage compartment may be used to secure sunglasses or a similar object.

Do not let children play with the moon roof or leave children unattended in the vehicle. They
may seriously hurt themselves. To close the shade, pull it toward the front of the vehicle. These
actions could cause damage to the glass and mirrors. Press the ON control and release 2.
Accelerate to the desired speed. It turns off when the speed control OFF control is pressed, the
brake or clutch is applied, or the ignition is turned to the OFF position. Do not repeat step one
to program additional hand-held transmitters to the remaining two HomeLink buttons. This will
erase previously programmed hand-held transmitter signals into HomeLink. For questions or
comments, please contact HomeLink at In the event that there are still programming difficulties,
contact HomeLink at Press and release the REC button a second time to end recording. An
audible tone will sound again, confirming the end of recording and the red indicator light will
turn off. The indicator light will flash green twice. Wait until it is safe to operate Mobile
Communications Equipment. In this mode the display is off. Compass The compass display is
contained in the overhead console. Locate the trip computer located in the overhead console.
Lift tailgate to a 45 degree angle. Lift right side off of its hinge. Lift left side off of its hinge. To
install, follow the removal procedures in reverse order. This feature is initially deactivated, but
may be activated by taking your vehicle to an authorized Ford dealer. Sounding a panic alarm
Press to activate the alarm. Page 79 How to reprogram your remote entry transmitters You must
have all remote keyless entry keypads and remote entry transmitters maximum of four available
before beginning this procedure. Turn the ignition key to the 4 ON position. Press the power
door unlock control three times. Turn the ignition to the 3 OFF position. The horn will chirp once
to confirm the procedure is complete. Lift the head restraint so that it is located directly or as
close as possible behind your head. Push control to lower head restraint. The lid cannot be
opened in the upright position. Lift up armrest to return it to a center seatback. Press to raise or
lower the front portion of the seat cushion. If system is not manually terminated at last use, then
system will remain active at next ignition key cycle. Always be sure that the seat is in a latched
position, whether the seat is occupied or empty. If not latched, the seat may cause injury during
a sudden stop. All occupants of the vehicle, including the driver, should always properly wear
their safety belts, even when an air bag supplemental restraint system SRS is provided. Make
sure the tongue is securely fastened in the buckle. Children 12 years old and under should be
properly restrained in the rear seat whenever possible. Refer to Safety restraints for children or
Safety seats for children later in this chapter. In addition, all seat belts should be checked for
proper function. Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. Also, use the safety belt extension only if the safety belt is too short for you
when fully extended. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page Do not put anything on or over the air bag
module. Placing objects on or over the air bag inflation area may cause those objects to be
propelled by the air bag into your face and torso causing serious injury. See your Ford or
Lincoln Mercury dealer. The front passenger air bag is not designed to offer protection to an
occupant in the center front seating position. Page Thus, it is extremely important that
occupants be properly restrained as far away from the air bag module as possible while
maintaining vehicle control. Several air bag system components get hot after inflation. Do not
touch them after inflation. Page If the OFF light is illuminated when the passenger air bag switch
is in the ON position and the ignition switch is in ON, have the passenger air bag switch
serviced at your Ford or Lincoln-Mercury dealer immediately. Children who are too large for
child safety seats as specified by your child safety seat manufacturer should always wear safety
belts. Booster seats position a child so that safety belts fit better. They lift the child up so that
the lap belt rests low across the hips and the knees bend comfortably. Ford recommends the
use of a child safety seat having a top tether strap. Install the child safety seat in a seating
position with a tether anchor. Page the buckle closest to the direction the tongue is coming
from for that seating position until you hear and feel the latch engage. Make sure the tongue is
latched securely by pulling on it. If the retractor is not locked, unbuckle the belt and repeat
steps two through nine. Check to make sure the child seat is properly secured before each use.
The tether strap may not work properly if attached somewhere other than the correct tether
anchor. Clip the tether strap to the anchor as shown. These loops are to be used as both routing
loops and anchor loops for up to three child safety seat tether straps. Only use the accelerator
when you have difficulty starting the engine. For more information on starting the vehicle, refer
to Starting the engine in this chapter. Make sure all occupants buckle their safety belts. For
more information on safety belts and their proper usage, refer to the Seating and Safety
Restraints chapter. Make sure the headlamps and electrical accessories are off. Make sure the
gearshift is in P Park. If starting a vehicle with a manual transmission: 1. Make sure the parking
brake is set. Push the clutch pedal to the floor. The ABS will be activated immediately, allowing
you to retain full steering control during hard braking and on slippery surfaces. However, the

ABS does not decrease stopping distance. It is recommended that wheel chocks be used during
this operation. To avoid unwanted vehicle movement, always set the parking brake. After this
learning process, normal shift feel and shift scheduling will resume. Always come to a complete
stop before shifting into and out of R Reverse. Press lightly on the accelerator in each gear. If
equipped, use the tachometer and do not allow engine speed to exceed the redline area.
Operating the engine beyond the recommended speeds can cause severe engine damage. This
is a lockout feature that protects the transmission from accidentally being shifted into R
Reverse from Overdrive. To help avoid personal injury, always use caution when in reverse and
when using the RSS. If these lights illuminate when driving in 2WD, contact your Ford dealer as
soon as possible. Sends power to front and rear wheels. Bring the vehicle to a complete stop.
Depress the brake. Place the gearshift in N Neutral automatic transmission or depress the
clutch manual transmission. This increases traction, enabling you to drive over terrain and road
conditions that a conventional two-wheel drive vehicle cannot. If the ignition system gets wet,
the vehicle may stall. Page Avoid sudden applications of power and quick changes of direction
on snow and ice. Apply the accelerator slowly and steadily when starting from a full stop. If you
nevertheless decide to equip your 4WD for off-road use with tires larger than what Ford Motor
Company recommends, you should not use these tires for highway driving. Page Ford Motor
Company recommends that caution be used with any vehicle equipped with a high load or
device such as ladder racks or pickup box cover. Page Vehicle Loading front or rear. The total
load on each axle must never exceed its GAWR. The trailer brakes must meet local and Federal
regulations. Axle lubricant quantities are not to be checked unless a leak is suspected. This
applies to Ford-completed vehicles of 10, lb. GVWR or less. This is the weight of
permanently-attached auxiliary equipment, such as snowplow frame-mounting hardware, that
can be added to the vehicle and satisfy Ford compliance certification to FMVSS. Page Do not
attempt to service, repair, or modify the air bag supplemental restraint system SRS or its fuses.
Additional equipment such as snowplow equipment may effect the performance of the air bag
sensors increasing the risk of injury. Page BlockerBeam to install the snowplow mounting
hardware to the vehicle frame. The BlockerBeam must be re-installed if the snowplow
frame-mounting hardware is removed from the vehicle to assure proper air bag deployment in a
crash. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. To remove the
fuse panel cover, turn the panel fasteners counterclockwise. If the dissimilar spare tire or wheel
is damaged, it should be replaced rather than repaired. Attach the spare tire lock key A to the
jack handle B. Lower the wheel by turning the jack handle counterclockwise. Go to step Lower
the wheel by slowly turning the release valve counterclockwise. Opening the release valve
slowly will provide a more controlled rate of descent. Loosen and retighten, if necessary. Failure
to properly stow the spare tire may result in failure of the winch cable and loss of the tire. Use
only Ford recommended replacement fasteners. On all two-piece flat wheel nuts, apply one drop
of motor oil between the flat washer and the nut. Do not apply motor oil to the wheel nut threads
or the wheel stud threads. Page Jump Starting Ensure that vent caps are tight and level. Turn
the heater fan on in both vehicles to protect any electrical surges. Turn all other accessories off.
Start the engine of the booster vehicle and run the engine at moderately increased speed. Start
the engine of the disabled vehicle. Remove the jumper cable from the ground metal surface.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
Ford Motor Company produces a towing manual for all authorized tow truck operators. Have
your tow truck operator refer to this manual for proper hook-up and towing procedures for your
vehicle. Page Customer Assistance Center at the number below. Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. If you did not take advantage of the Ford Extended Service Plan at the time of purchasing
your vehicle, you may still be eligible. Since this information is subject to change, please ask
your dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at The Dispute Settlement Board may not be available in all states. The
decisions of the Board are binding on Ford and, in some cases, on the dealer but not on

consumers who are free to pursue other remedies available to them under state or federal law.
Page If your vehicle must be serviced while you are traveling or living in Central or South
America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page Cleaning
low-gloss black colored trim, such as grained door handles, roof racks, bumpers, side
moldings, mirror housings or the windshield cowl area. Be sure to replace wiper blades when
they appear worn or do not function properly. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Set the parking brake, depress the clutch and place the
gearshift in 1 First. Turn off the engine and remove the key. Block the wheels. Lift the hood until
the lift cylinders hold it open. Power steering fluid reservoir 6. Air filter assembly 7. Engine
coolant reservoir 8. Windshield washer fluid reservoir 9. Battery Engine oil filler cap Set the
parking brake and ensure the gearshift is securely latched in P Park automatic transmission or
1 First manual transmission. Open the hood. Protect yourself from engine heat. If the engine oil
level is not within the normal range, add only certified engine oil of the recommended viscosity.
Remove the engine oil filler cap and use a funnel to pour the engine oil into the opening. Page
Battery Therefore, do not allow flames, sparks or lighted substances to come near the battery.
When working near the battery, always shield your face and protect your eyes. Always provide
proper ventilation. Steam and scalding liquids released from a hot cooling system can burn you
badly. Also, you can be burned if you spill coolant on hot engine parts. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. If this is not possible, wait a short period for the engine to cool. Check the
coolant level and replenish if low. Never remove the coolant reservoir cap while the engine is
running or hot. The toxic effects of fuel may not be visible for hours. The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. Page Gasolines that meet the World-wide
Fuel Charter should be used when available. Ask your fuel supplier about gasolines that meet
the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. Page 5. Follow one of the
simple calculations in order to determine fuel economy: Calculation 1: Multiply liters used by ,
then divide by total kilometers traveled. Calculation 2: Divide total miles traveled by total
gallons used. Your fuel economy may vary depending upon the method of operation and
conditions. If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Then, start the engine and complete the above driving cycle. The engine must warm up to its
normal operating temperature. Once started, do not turn off the engine until the above driving
cycle is complete. Refer to the Scheduled Maintenance Guide for the service interval schedules.
Refer to Lubricant Specifications in this chapter. Brake fluid is toxic. If brake fluid contacts the
eyes, flush eyes with running water for 15 minutes. Replace filter with a new authorized
Motorcraft filter element. Refer to the Motorcraft part numbers chart in this chapter. Reinstall
housing and check transmission fluid level using procedure in this section. Install and tighten
the fill plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant
specifications in this chapter. Page Air Filter S This could cause filter damage and allow
unmetered air to enter the engine if not properly seated. Replace the two halves of the air filter
housing and secure the clamp. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Maximum Load Single lbs. Ford recommends
the use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
For example, during any procedure involving tire inflation, the technician or individual must
utilize a remote inflation device, and ensure that all persons are clear of the trajectory area. Use
of any tire or wheel not recommended by Ford can affect the safety and performance of your
vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Do not use tire chains
nissan rogue parts diagram
grand cherokee led light bar
traverse rod parts diagram
on dry roads. Do not remove these components from your vehicle when using snow tires and
chains. Replace the PCV valve with one that meets Ford material and design specifications for

your vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may
be void for any damage to the emissions system if such a PCV valve is not used. Ford design
rear axles contain a synthetic lubricant that does not require changing unless the axle has been
submerged in water. Page Lubricant Specifications Use of synthetic or synthetic blend motor oil
is not mandatory. Page Please note that in the graphic XXXX is representative of your vehicle
identification number. The following table tells you which transmission or transaxle each code
represents. Ford Motor Company will repair or This manual is also suitable for: F F F f Show all f
f f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL.

