Ford ranger timing belt

The 2. But years of service tend to wear out and stretch the belt. It is possible for you to change
the belt at home; however, you will need a special tool, which you might be able to rent from
your local auto parts store or find through your local dealer. Place a drain pan under the
radiator and drain the coolant from the radiator. Squeeze the spring clamp holding the upper
radiator hose to the radiator fitting with a pair of rib joint pliers and slide the clamp towards the
engine. Rotate the belt tensioner pulley using a breaker bar and remove the drive belt. Pry off
the access plug from the upper part of the timing belt cover using a small standard screwdriver.
Rotate the crankshaft pulley with a ratchet, ratchet extension and socket to align the "O" mark
on the crankshaft pulley and the "O" mark on the belt cover. Look through the cover access
hole. If you see another timing mark on the camshaft sprocket aligned with the mark on the
inner belt cover, cylinder number 1 is at Top Dead Center TDC. If not, rotate the crankshaft one
complete turn again and check for the alignment marks. Unscrew the four mounting bolts and
the Phillips screw next to the access plug from the timing belt cover using a ratchet, ratchet
extension and socket and Phillips screwdriver. Detach the crankshaft pulley using a ratchet,
ratchet extension and socket and remove the belt guide large washer from behind the
crankshaft pulley. You may need a pulley remover to take the crankshaft pulley off. If so, you
can rent one from most auto parts stores. Loosen the adjusting bolt on the tensioner pulley
assembly using a ratchet, ratchet extension and socket. Rotate the tension spring rollpin this is
the screw next to the adjuster bolt on the tensioner pulley assembly away from the timing belt
using timing belt tensioner wrench number T74PA. As you hold the timing belt loose, tighten
the assembly adjuster bolt to lock the tensioner using the ratchet, ratchet extension and socket.
Now remove the tensioner wrench. Install the new timing belt starting at the crankshaft
sprocket. Route the belt in a counterclockwise direction over the auxiliary and camshaft
sprockets. Properly engage the belt lugs on the sprockets' teeth and keep any slack on the belt
to the right side, between the crankshaft and camshaft sprockets. Make sure not to rotate any of
the sprockets as you install the timing belt. Loosen the adjuster bolt on the tensioner pulley
assembly so the tensioner rolls against the belt. If necessary, push the tensioner pulley against
the belt with a large standard screwdriver to remove any remaining slack on the belt. Make sure
the transmission is in the Neutral position and the Parking brakes are engaged. Rotate the
crankshaft two complete revolutions so that cylinder No. This will help to tighten the timing belt
on the sprockets. Tighten the adjuster bolt on the tensioner pulley assembly between and foot
lbs. Tighten the tension-spring bolt between and foot lbs. Install the belt guide large washer and
the crankshaft pulley. Tighten the pulley bolt with the ratchet, ratchet extension and socket.
Install the timing belt cover with a new gasket using the ratchet, ratchet extension and socket
and Phillips screwdriver. Reinstall the water pump pulley, drive belt, fan blade and upper
radiator hose. Since Dan Ferrell has contributed general and consumer-oriented news to
television and the Web. His work has appeared in Texas, New Mexico and Miami and on various
websites. Step 1 Place a drain pan under the radiator and drain the coolant from the radiator.
Step 2 Squeeze the spring clamp holding the upper radiator hose to the radiator fitting with a
pair of rib joint pliers and slide the clamp towards the engine. Step 3 Twist and pull the upper
radiator hose off the radiator. Step 4 Remove the fan blade using a ratchet, ratchet extension
and socket. Step 5 Rotate the belt tensioner pulley using a breaker bar and remove the drive
belt. Step 6 Detach the water pump pulley using a ratchet, ratchet extension and socket. Step 7
Pry off the access plug from the upper part of the timing belt cover using a small standard
screwdriver. Step 8 Set the transmission to Neutral and apply the Parking brakes. Step 9 Rotate
the crankshaft pulley with a ratchet, ratchet extension and socket to align the "O" mark on the
crankshaft pulley and the "O" mark on the belt cover. Step 1 Unscrew the four mounting bolts
and the Phillips screw next to the access plug from the timing belt cover using a ratchet, ratchet
extension and socket and Phillips screwdriver. Step 2 Detach the crankshaft pulley using a
ratchet, ratchet extension and socket and remove the belt guide large washer from behind the
crankshaft pulley. Step 3 Loosen the adjusting bolt on the tensioner pulley assembly using a
ratchet, ratchet extension and socket. Step 4 Rotate the tension spring rollpin this is the screw
next to the adjuster bolt on the tensioner pulley assembly away from the timing belt using
timing belt tensioner wrench number T74PA. Remove the timing belt. Installing the New Timing
Belt Step 1 Install the new timing belt starting at the crankshaft sprocket. Step 2 Loosen the
adjuster bolt on the tensioner pulley assembly so the tensioner rolls against the belt. Step 3
Make sure the transmission is in the Neutral position and the Parking brakes are engaged. Step
4 Rotate the crankshaft two complete revolutions so that cylinder No. Step 5 Tighten the
adjuster bolt on the tensioner pulley assembly between and foot lbs. Step 6 Tighten the
tension-spring bolt between and foot lbs. Step 7 Install the belt guide large washer and the
crankshaft pulley. Step 8 Install the timing belt cover with a new gasket using the ratchet,
ratchet extension and socket and Phillips screwdriver. Step 9 Reinstall the water pump pulley,

drive belt, fan blade and upper radiator hose. Refill the cooling system with coolant. Haynes;
Removing the spark plugs from the engine will make it much easier for you to turn the
crankshaft when setting cylinder number one on your 2. A bad timing belt or timing chain can
be a serious issue. If it jumps a tooth, or breaks entirely it can lead to permanent engine
damage. Timing belts are made out of rubber and nylon, unlike a timing chain which looks a lot
like a bicycle chain. For all intents and purposes, they create the same symptoms when they go
bad. Timing belts are not that common. Smaller cars, particularly Japanese made ones, can use
timing belts instead of a timing chain. They are most commonly found on four cylinder engines.
The timing tensioner can also go bad. The tensioner keeps this from happening by keeping a
consistent amount of force on the belt. So, as the belt stretches it adjusts for this stretching. If
you are going to replace the tensioner, make sure to swap the belt as well. Most manufacturers
will recommend changing the timing belt at 60k or k miles. Although, it can vary. Where a lot of
people get into trouble is when they buy a used car with k no realizing that the belt service is
going to be immediately due. Good luck with your Ranger. If there is anything that you would
like to add, please leave a comment below. We would appreciate it. You might hear it slapping
around as the engine cranks over. If this is the case, the damage is already done. Noise â€” A
good indication that a timing belt has gone bad is going to be noise. There may be a sound of
rubber beating against something. The timing belt is responsible for keeping the camshaft s in
sync with the crankshaft. If the timing belt has moved, that means that the valves will open and
close at the wrong time. This will lead to a performance decrease. Loss of Fuel Mileage â€” Fuel
mileage will suffer when the engine is no longer kept in time. It should grip your finger as you
lightly brush across it. If it is slippery and dry, that is a great indication it could be bad as well.
But, if it has jumped, the check engine light will very likely come on. At the least, you should get
some sort of misfire relate codes. Conclusion: Ford Ranger Timing Chain Symptoms Most
manufacturers will recommend changing the timing belt at 60k or k miles. Your car is special
because of its great performance and great style, and to have it humming in its best condition
you'll want the best in high-quality parts. Drivers who pick a Ford know that reliability and style
are worth the time and energy; quality parts and accessories can keep your car or truck on the
road. Ford is a decades-old automobile manufacturer renowned for producing dependable and
solid vehicles. Your Ford Timing Belt synchronizes the timing of your engine's valves with that
of the pistons, making the valves to open and shut as they should. The belt must be changed as
recommended so as to protect against motor damage; they are known to wear out after
approximately , miles. Ford Timing Belts are not high priced, but changing the part tends to be a
labor-intensive job, resulting in a big repair bill. Don't get suckered by low rent sites; we have
the best in outstanding parts. Automobile enthusiasts should definitely get excellent customer
service while shopping for quality parts for a car or truck. For all our customers, we've built an
excellent customer service hotline to answer your requests. If you're craving the best deals
around on great auto parts at great prices, go to Skip to main content Menu. Close X. Call To
Order: To return a part, simply submit a support ticket within 30 days of ordering and we will
issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Transit Connect. Bronco II. Mustang II. AC Delco. DIY Solutions. DNJ Rock.
Beck Arnley. US Motor Works. Ford Oil Cooler. Ford Water Pump. Ford Timing Chain. Ford
Harmonic Balancer. Ford Valve Cover. Ford Crank Position Sensor. Ford Head Gasket. Ford
Accessory Belt Idler Pulley. Click to Enlarge. Shipping Options: Free Ground Shipping. Dayco
K1 Timing Belt Kit. Features: Cloyes utilizes the latest in design and technology to offer
complete timing belt kits that meet or exceed OEM performance requirements and ensure quiet
and maintenance-free experience Conveniently packaged in one box, these kits may include a
timing belt, belt tensioner pulley, and belt idler Cloyes parts are CAD designed and
manufactured using premium materials. Each part is extensively tested for function, fitment,
and durability to ensure optimal performance Refer to our online catalog for detailed
application-specific information Keep your engine's valve train in perfect time with Cloyes, the
world leader in timing drive systems. Product SKU: W Shipping Options: Ground, Overnight, 2
Day. Dayco K2 Timing Belt Kit. Dayco Timing Belt. Contents Belt, Tensioner, 2 Idlers. Product
SKU: Read more reviews. Catalog: E. Catalog: B. Vehicle Engine Ford Contour. Vehicle Engine
Ford Escort. Vehicle Engine Ford Ranger. Catalog: A. Vehicle Engine Ford Focus. Vehicle
Engine Ford Probe. Vehicle Ford Escort. Vehicle Ford Aspire. Catalog: F. Catalog: H. Catalog: C.
Catalog: T. Catalog: P. Vehicle Engine Ford Escape. Catalog: Q. Catalog: S. Catalog: N. Vehicle
Engine Ford Fiesta. NOTE: Mark direction of rotation on belt with chalk if belt is to be reused. Fit
new tensioner pulley [9]. Tighten tensioner pulley bolt finger tight [7]. Tighten tensioner pulley
bolt finger tight [8]. If tensioner pulley has no resistance carry out following procedure: Turn
tensioner pulley slowly anti-clockwise then clockwise. Repeat procedure several times or until

resistance can be felt in tensioner pulley. Turn tensioner pulley anti-clockwise until 6 mm drill
bit [4] can be inserted in hole [5]. Use Allen key [6]. Fit timing belt. Tighten tensioner pulley bolt
[8]. Tightening torque: Nm. Tighten tensioner pulley bolt [7]. Remove 6 mm drill bit [6]. Turn
crankshaft slowly 2 turns until timing marks aligned [2]. If timing marks not aligned: Repeat
installation procedure. Install components in reverse order of removal. How to Replace timing
belt on Ford Ranger 3. Ford Ranger 3. Full guide! Special tools 6 mm drill bit. Special
precautions Disconnect battery earth lead. DO NOT turn crankshaft or camshaft when timing
belt removed. Remove glow plugs to ease turning engine. Turn engine in normal direction of
rotation unless otherwise stated. DO NOT turn engine via camshaft or other sprockets. Observe
all tightening torques. Timing belt cover [1]. Remove: Timing belt. Tensioner pulley bolt [7].
Tensioner pulley bolt [8]. Tensioner pulley [9]. If you choose to engage in these activities it is by
your own free will and at your own risk. Any and all modifications will likely cause a vehicle to
behave differently than stock. Some modifications may significantly increase your risk when
driving the vehicle or be dangerous in some driving situations. Use good judgment when
engaging in any activity or making any modifications. Do not take unwise risks. Consult a
certified professional if you are not sure of something. The Ranger Station and the authors of
these articles assume no liability for how any particular individual chooses to use the
information presented here. Some of these modifications may void your vehicles warranty.
Everything that you need to know about this is in there. Except tips and tricks to doing the hard
stuff. You can get away without removing some of it, but why torture yourself. Remove the air
intake, exhaust side spark plugs, fan belt, fan and shroud, radiator, and battery. That should
give you enough room. Now, you need to find top dead center, this is where removing the spark
plugs pays off. Turn the crank pulley in the same direction that it would spin if the engine were
on until the timing mark on the crank pulley reaches the TC mark. Now look in the two peep
holes on the timing cover to see if the marking on the cam pulley and oil pump pulley are lined
up. The bracket has to be moved to remove the timing belt cover. First take out the bolt. If you
have an impact wrench, sweet. Sense you took out the radiator you wont have a problem using
it. There are a lot of ways to do it and they all can be found in this forum with a quick search. I
just put my breaker bar on it, tied it to the frame with a tie down strap and with the ignition coils
disconnected, cranked the engine for a half second. Worked like a charm. Fair warning. Now
you need to get that pulley off. If you have a pulley with more than one bolt holding it on then
just get a puller from the auto shop for about 15 bucks or have them loan it to you. Most will.
Spray a bunch of penetrating oil in the crank key notch.
dodge 47 cylinder numbers
subaru super coolant alternative
vw passat headlight adjustment
I was told PB or liquid wrench. Never used them, but plan on getting some for future projects. I
used wd40 and got lucky I guess. Wait a while for it to soak in. Like a few hours or all night.
Then using a dead blow mallet smack the crap out of the pulley on all sides. Patience, heat,
time, and beer. You may need a lot of all of them. It will come off. Its all down hill from here now.
Put the new belt on starting at the crank and working counter clockwise, reset the tensioner
without tightening it. Turn the crank a few times to tighten it all up and also making sure all the
timing marks still line up. Now tighten it all up and put it all back together. Your done. I probably
got some of this wrong. But this is what I did and it worked great. I had a lot of help from some
very cool members of this forum. So thanks to them. If you see a flaw in this mess please
correct me. Just wanted to give the next guy the help that i got. Timing Belt Replacement â€”
Ranger 4-Cylinder. More Articles:.

