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Quick Links. It's what makes a Subaru, a Subaru. Page 3 EyeSight is never a substitute for
active driver involvement and it may not operate optimally under all driving conditions. Page 7 Tires that are the wrong size are installed. For this reason, conditions that make it difficult for
the driver to see in the for- ward direction have the same effect on the stereo camera. They also
make it difficult for the system to detect vehicles, obstacles, and traffic lanes. Page 10 Also, the
EyeSight system may temporarily stop operating. Page 12 - Never touch the stereo camera
lenses, and do not attempt to wipe or clean the lenses. Doing so could damage or soil the lens,
and lead to improper system performance. Page 13 - Do not change the positions where the
stereo camera is installed or modify any of the surrounding structures. Also, use the rear- view
mirror so that it does not obstruct the stereo camera. Even if some accessories are installed on
the outside of the prohibited areas, abnormal operation of EyeSight may occur due to the
reflection of the light or any objects. The system may not operate correctly. If the driver does
not take evasive action, the brakes are applied automatically to help reduce vehicle collision
damage or, if possible, help prevent a collision. Page 18 About EyeSight Instrument panel
display layout 17 16 15 14 13 18 19 12 11 10 26 25 20 21 22 23 24 S Display units can be changed
in the Screen Settings. When the driver accelerates the vehicle by depressing the acceleration
pedal while Adaptive Cruise Control is operating, the indi- cator turns white. Page 21 Cruise
Control mode. If the brake system warning light does not turn off, immediately pull the vehicle
over to a safe location. Page 22 About EyeSight Electronic parking brake indicator light This
indicator light illuminates when the electronic parking brake is applied. Your vehicle indicator
When the brake pedal is depressed or the brake control function is acti- vated, the brake
indicator light illuminates in red. The lead vehicle indicator displays an image of the distance
between your vehicle and the vehicle in front of you. Page Pre-Collision Braking System
Pre-Collision Braking System When there is the risk of a rear-end collision with an obstacle in
front, the EyeSight system helps to prevent or minimize a collision by warning the driver. If the
driver still does not take evasive action to avoid a collision, the brakes can be automatically
applied just before the collision in order to reduce impact damage, or if possible, prevent the
collision. Even if the speed differ- ence is the following figure or less, in cases such as when
another vehicle cuts in front of you, or in other cases depending on visibility, the condition of
road surface and other factors , the function may be unable to stop the vehi Page 32
Pre-Collision Braking System Continued from previous page - Recognition conditions of the
stereo camera In particular, the function may be unable to stop the vehicle or may not acti- vate
in the following cases. Other- wise the Pre-Collision Braking System may activate unexpectedly.
Page 36 Pre-Collision Braking System Continued from previous page - Visibility is poor due to
sand, smoke or water vapor blowing in the wind, or the front vision is obscured due to water
splashes, snow, dirt or dust stir up generated by the vehicle in front or oncoming traffic. The
EyeSight system detects pedestri- ans from their size, shape and movement. The system
detects a pedestrian when the Approx contour of the head and shoulders are clear. Following
Distance Warning: When the system determines that there is a risk of collision, an alert sounds
repeated short beeps and the indicators on the combination meter display illuminate to warn the
driver. If the Pre-Collision Braking System stopped operating before the vehicle came to a stop
The message appears and stays in the warn- ing screen area of the combination meter dis Page
43 Pre-Collision Braking System Pre-Collision Braking Assist operation When the Pre-Collision
Braking System is activated when the system determines that there is a high risk of collision
with an obstacle in front , if the driver depresses the brake pedal, the system determines that
this is emergency braking and activates braking assist automat- ically. When 1 short beep
sound emits, this control is turned off and the Pre-Collision Braking System OFF indicator light
on the instrument panel illuminates. It turns on when the Pre-Collision Braking System is turned
off. Page Advanced Adaptive Cruise Control Advanced Adaptive Cruise Control Advanced
Adaptive Cruise Control is a driving support system that is intended to assist driv- ers when
driving on an expressway including during congestion and when driving at high speed. The
Adaptive Cruise Control page 44 and Lane Centering Function page 73 which operates linked
with the Adaptive Cruise Control are used to assist with driving by automatically controlling the
accelerator, brake, and steering. It is not intended to be used in city traffic. In the following
conditions, do not use Adaptive Cruise Control. Page 49 Advanced Adaptive Cruise Control Visibility is poor due to sand, smoke or water vapor blowing in the wind, or the front vision is
obscured due to water splashes, snow, dirt, water spray from road sprinklers or snow clearing
sprinklers on the road, or dust stir up generated by the vehicle in front or oncoming traffic.
Operate the brake pedal and take other actions as necessary. Page 51 Advanced Adaptive
Cruise Control - Following begins from a short following distance, such as when the vehicle in
front is a vehicle that cut into your lane. S - On curved roads, at the start and end of a curve and
on roads with continuous curves These conditions make it dif- ficult for the system to detect

When your vehicle comes to a stop if the vehicle in front has stopped, the stay-stopped function
is engaged. At this time, Adaptive Cruise Control indicator white , your vehicle indicator and the
following distance setting indicator are displayed on the EyeSight display area of the
combination meter display. EyeSight Temporary Stop indi- cator: White is turned off. Page - The
road is not a steep slope. Page 56 Adaptive Cruise Control indicator does not illuminate even
when the CRUISE switch is pressed and this occurs frequently, there may be a malfunction in
the system. When a vehicle in front is detected, a noti- fication sounds 1 short beep and the lead
vehicle indicator will illuminate. When the brake pedal is depressed, Adaptive Cruise Control
will be canceled. Adaptive Cruise Control indicator changes from green to white while the set
vehicle target speed remains displayed on the EyeSight display area. Once your vehicle has
come to a complete stop with the vehicle in front, Adaptive Cruise Control is paused and the
stay-stopped function is engaged. Page 66 Advanced Adaptive Cruise Control Setting with the
accelerator pedal Depressing the accelerator pedal while stay-stopped is engaged cancels
stay-stopped sta- tus. At this time, Adaptive Cruise Control is resumed. The vehicle will attempt
to travel at the previously set vehicle target speed unless a lead vehicle is detected. If a lead
vehicle is detected, Adaptive Cruise Control will maintain the previous following distance
setting. A notification will sound 5 intermittent beeps, 1 short beep and 1 long beep. Page 69
Advanced Adaptive Cruise Control Automatic cancellation by the system In the following cases,
a notification will sound 1 short beep and 1 long beep and Adaptive Cruise Control is
automatically canceled. Adaptive Cruise Control indicator changes from green to white. Also,
the Adap- tive Cruise Control cancellation message is displayed on the screen. Do not shift the
lever to the position unless in an emergency. Otherwise the engine brake may not operate,
which could cause an accident. Page 71 If the indicators remain illuminated after restarting the
engine, Adaptive Cruise Control cannot be used. This will not interfere with ordinary driving.
When Adaptive Cruise Control indicator changes from white to green, the system will return to
the set condition. This function warns the driver when it determines that the current level of
deceleration by automatic braking control is insufficient. Page 74 Advanced Adaptive Cruise
Control NOTE Vehicles in front in the same traffic lane are detected by the stereo camera within
a distance of approximately ft m in the forward direction. How- ever the detection distance may
be reduced depending on the traffic environ- ment, driving conditions, and conditions of the
vehicle in front. Page 77 Advanced Adaptive Cruise Control - Roads with lane restrictions or
tentative lanes due to con- struction work, etc. Page 78 Advanced Adaptive Cruise Control
Continued from previous page - The shape of a curve in the road suddenly changes. Page 79
Advanced Adaptive Cruise Control - Going into lanes that lead to Main road Exit lane
interchanges, junctions, ser- vice areas or parking areas - There is a curb or a side wall on the
road shoulder. Page 80 Advanced Adaptive Cruise Control Continued from previous page - The
behavior of the vehicle in front changes suddenly such as at the start or end of a curve or on a
road with continuous curves and corners. S - The vehicle in front moves to avoid a vehicle
stopped on the shoulder on the road or an obstacle in the road. Page 81 - Immediately after the
repair or replacement of the suspension or steering system - A winter tire or a tire other than a
genuine SUBARU tire is used. Page 52 Lane Centering Function is turned on, and Lane Keep
Assist indicator white is dis- played on the EyeSight display area of the combination meter
display. At lead this time, if the function is operating by detect- vehicle indicator ing the lane
markings, then the lane indicator illuminates blue. Also the lane indicator on which the vehicle
is about to cross will blink in yellow. In the following conditions, do not use Lane Departure
Prevention Function. Page 91 Lane Departure Prevention Function - In bad weather for example,
rain or snow - The road surface is wet and shining by reflected sunlight. Page 92 - Immediately
after the repair or replacement of the suspension or steering system - A winter tire or a tire
other than a genuine SUBARU tire is used. Lane Departure Prevention Function is turned on,
and Lane Keep Assist indicator white and lane indicator gray are displayed on the EyeSight
display area of the combina- tion meter display. Page 94 Lane Departure Prevention Function
When the vehicle is about to depart from the lane, Lane Departure Prevention Function starts to
operate and Lane Keep Assist indicator turns from white to green while it is operating. Page
Pre-Collision Throttle Management Pre-Collision Throttle Management Pre-Collision Throttle
Management When an obstacle is detected in front of the vehicle, and the vehicle is stopped or
traveling very slowly, if the system determines that the accelerator pedal has been depressed
by more than the necessary amount due to driver error , it greatly restricts engine output and
ensures that vehicle forward movement is slower than normal in order to give the driver Otherwise Pre-Collision Throttle Management may activate unexpectedly. Page Pre-Collision Throttle
Management - Passing through water spray from road sprinklers or snow clearing sprin- klers
on the road S - In adverse weather, such as heavy snow or snowstorms - There is an obstacle
on a curve or intersection. When 1 short beep sound emits, this function is turned off and the

Pre-Collision Braking System OFF indicator light on the instrument panel illuminates. When the
Lane Departure Warning activates, an alert sounds 3 short beeps and an inter- ruption screen
will be displayed. When 1 short beep sound emits, this function is turned off and the Lane
Departure Warning OFF indicator light on the instrument panel will illuminate. When Lane Sway
Warning activates, an alert sounds 3 short beeps and an interruption screen will be displayed.
When 1 short beep sound emits, this function is turned off and the Lane Departure Warning OFF
indicator light on the instrument panel illu- minates. Page Conventional Cruise Control
Conventional Cruise Control About Conventional Cruise Control Conventional Cruise Control is
a driving support system intended to allow more comfortable driving on expressways, freeways
and interstate highways. It can be used to travel at a con- stant speed by maintaining the vehicle
speed set by the driver. Please remember that you should not exceed posted speed limits.
Press and hold the Following distance setting switch for approximately 2 seconds or longer to
switch from Adaptive Cruise Control to Conventional Cruise Con- trol. A notification sounds 1
short beep. At this time, the following distance setting indicator on the EyeSight display area of
the combination meter display turns off and Conventional Cruise Control indicator Page
Conventional Cruise Control 3 Control the accelerator pedal to reach the desired speed. The
vehicle speed at the time when the switch is pressed will become the set vehicle speed, and
constant speed driving will initiate. When the brake pedal is depressed, Conventional Cruise
Control will be canceled. Conventional Cruise Control indicator changes from green to white.
Also, the Con- ventional Cruise Control cancellation mes- sage is displayed on the screen. Page
If the indicators remain illuminated after restarting the engine, Con- ventional Cruise Control
cannot be used. The EyeSight display area shows the set condition again. EyeSight cannot be
used if there is an abnormality with the engine, etc. Page EyeSight system has a malfunction. In
this case, all EyeSight functions will be stopped. Normal driving will still be possible. Page If the
system does not restart, even after the conditions have improved and a period of time has
elapsed, contact your SUBARU dealer for an inspection. In low or high temperatures The
system will restart once EyeSight the temperature is within the Page Customizing Functions
Customizing functions Customizing functions The following settings can be changed on the
combination meter display. When on the Warning Volume settings screen, if the volume is
selected with the switch, 3 short beeps will sound. Page Message Screen List Message screen
list If an EyeSight warning or malfunction is detected, a message will be displayed on the combination meter display. Page Message screen list Item Displayed screen mark Reference page
The steering wheel has not been oper- ated for a long time when Lane Center- ing Function is
on. The steering wheel illuminates in red. Is EyeSight operation temporarily stopped? When
EyeSight is temporarily stopped, EyeSight temporary stop indicator is displayed on the
combination meter display. Page Troubleshooting A vehicle in front of your vehicle is not
detected, detection is delayed or detec- tion is lost quickly. Is the vehicle in front stopped,
moving slowly relative to your vehicle or moving extremely slowly? Detection of stopped
vehicles, vehicle moving slowly relative to your vehicle, and vehicles moving extremely slowly
may be difficult. Depending on surrounding objects, traffic environment and weather, the Lead
Vehicle Start Alert may issue a warning in response to objects other than a vehicle that appears
in front of your vehicle. Page Troubleshooting Cruise control is canceled automatically. Did you
perform one of the following operations? A noise occurs when automatic braking control
activates. This is the sound of the automatic braking control operating - there are some
mechanical components to the system, and they do occasionally make audible sounds during
automatic braking control. Page If the warning light does not turn off after the engine starts,
immediately contact a SUBARU dealer to have the system inspected. Is the width of the road too
narrow or too wide? To operate Lane Centering Function and Lane Departure Prevention
Function, the width of the road should be between approximately 10 ft 3 m and 15 ft 4. Page
MEMO Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Quick Links Download this
manual See also: Manual. Table of Contents. This Owner's. We urge you to read. For
information not found in this Owner's Manual,. The information, specifications and illustrations
found in this. This Owner's Manual applies to all models and. Please leave this manual in the
vehicle at the time of resale. Subaru model line automobile product brochure 21 pages. We urge
you to read this manual carefully so that you may understand your vehicle and its operation.
Page 2: Vehicle Illustration This manual describes the following vehicle types. Page 6: Vehicle
Symbols Vehicle symbols There are some of the symbols you may see on your vehicle. Otherwise, the possibility of serious injury becomes greater in the event of a sudden stop or acci The
passenger cannot protect the child from injury in a collision, because the child will be caught
between the passen- ger and objects inside the vehi- cle. Page 9: Drinking And Driving engine
exhaust gas from enter- ing the vehicle. Never run the engine in a closed space, such as a

garage, except for the brief time needed to drive the vehicle in or out of it. Avoid remaining in a
parked vehicle for a lengthy time while the engine is running. Page Driving With Pets When
possible, you should share the driving with others. Other types of modifications could affect its
performance, safety or durability, and may even violate governmental regulations. Check the
tire pressure when the tires are cold. Use a pressure gauge to adjust the tire pressures to the
values shown on the tire placard. Page 21! If your vehicle is equipped with a navigation system,
the settings for some of these functions can be changed using the monitor. Before adjusting the
seat, make sure the hands and feet of rear seat passengers and cargo are clear of the adjusting
mechan- ism. Forward and backward adjustment Pull the lever upward and slide the seat to the
desired position. Then release the lever and move the seat back and forth to make sure that it is
securely locked into place. When the lever is pulled up, the seat rises. The height of the seat can
be adjusted by moving the seat cushion adjustment lever up and down. The active head
restraints may not operate in the event the vehicle experiences only a slight impact in the rear.
Each seat heater has four levels of adjustment. Never stack luggage or other cargo higher than
the top of the seatback because it could tumble forward and injure passengers in the event of a
sudden stop or accident. Page 33 Seat, seatbelt and SRS airbags When not used retracted
position When used click position To raise the head restraint, pull it up. To lower it, push the
head restraint down while pressing the release button on the top of the seatback. Also, do not
place objects such as cushions between the passenger and the seatback. Operate the seatback
assist- ing with your hands. Lower the head restraints. Unlock the seatback by pulling the
release knob and then fold the seatback down. To return the seatback to its original position,
raise the seatback until it locks into place and make sure that it is securely Page Emergency
Locking Retractor Elr According to accident statistics, children are safer when properly
restrained in the rear seating positions than in the front seat- ing positions. Your vehicle is
equipped with a crash sensing and diagnostic module, which will record the use of the seatbelt
by the front When the child restraint system is re- moved, make sure that the seatbelt retracts
fully and the retractor returned to the Emergency Locking Retractor ELR mode. If an accident
occurs, this can increase the risk or severity of injury. Page 40! To lower the anchor height, pull
the release knob and slide the anchor down. To raise the anchor height, slide the anchor up.
Page 41 Seat, seatbelt and SRS airbags 4. To make the lap part tight, pull up on the shoulder
belt. Place the lap belt as low as possible on your hips, not on your waist. Unfastening the
seatbelt Push the button on the buckle. Before closing the door, make sure that the belts are
retracted properly to avoid catching the belt webbing in the door. Be sure to fasten both tongue
plates to the respective buckles. If the 1. Remove the tongue plate from the slot seatbelt is used
only as a shoulder in the recessed compartment and pull out the seatbelt slowly. Page 43 Seat,
seatbelt and SRS airbags 4. Page Seatbelt Maintenance You should hold the webbing end and
guide it back into the retractor while it is rolling up. Neatly store the tongue plate in the
recessed compartment and then insert the connector tongue plate into the slot. If either front
seatbelt does not B: Rear seat, window-side seating positions Recommended positions for all
types of child restraint systems. Page 51 Seat, seatbelt and SRS airbags 4. Take up the slack in
the lap belt. That function is restored by allowing the seatbelt to retract fully. Installing forward
facing child re- straint 1. Place the child restraint system in the rear seating position. If the child
restraint system requires a top tether, latch the hook onto the top tether anchorage and tighten
the top tether. Run the lap and shoulder belt through or around the booster seat and the child
following the instructions provided by its manufacturer. Insert the tongue plate into the buckle
until you hear a click. Take care not to twist the seatbelt. Page 55 Seat, seatbelt and SRS airbags
tight and secure, the danger of your child suffering personal injury in the event of an accident
may be in- creased. Some types of child restraint systems can be installed on the rear seat of
your vehicle without use of the seatbelts. Page 56 marks indicate the positions of the lower
anchorages bars. Each lower anchorage is located where the seat cushion meets the seatback.
Page 58 4. Tighten the top tether securely. Your vehicle is equipped with a crash sensing and
diagnostic module, which will record the use of the seatbelt by the front passenger when any of
the SRS frontal, Page 60 needs enough space for deploy- ment, the driver should always sit
upright and well back in the seat as far from the steering wheel as practical while still
maintaining full vehicle control and the front passenger should move the seat as far back as
possible and sit upright and well back in the seat. A deploying SRS airbag releases hot gas.
Occupants could get burned if they come into direct contact with the hot gas. NOTE When you
sell your vehicle, we urge you to explain to the buyer that it is equipped with SRS airbags by
alerting him or her to the applicable section in Page 62! The SRS airbag deploys with
considerable force and can injure or even kill the child. Occu- pants who are out of proper
position when the SRS airbag deploys could suffer very serious injuries. This is normal.
Observe the following precautions. Failure to do so may prevent the SUBARU advanced frontal

airbag system from functioning correctly or cause the system to fail. If your vehicle has
sustained impact, this may affect the proper function of the SUBARU advanced frontal airbag
system. Page 67 Seat, seatbelt and SRS airbags facing child restraint system and a small child
is restrained with it. The seat is equipped with a booster seat and a small child is in the booster
seat. The seat is relieved of the occupant load for a time exceeding the predeter- mined
monitoring time period. Page 68 OFF indicator turns off after taking relevant corrective actions
de- scribed above, relocate the child restraint system to the rear seat and immediately contact
your SUBARU dealer for an inspection. Page 69 Subaru of America, Inc. Customer Dealer
Services Department P. Page 72! Page 73 Seat, seatbelt and SRS airbags! The vehicle strikes an
object, such as a telephone pole or sign pole. The vehicle slides under the load bed of a truck.
They do not do away with the need to fasten seatbelts. It is also important to wear your seatbelt
to help avoid injuries that can result when an occupant is not seated in a proper Page 77 Seat,
seatbelt and SRS airbags A hands-free microphone or other accessory in such a loca- tion
could be propelled through the cabin with great force by the curtain airbag, or it could prevent
correct deployment of the curtain airbag. In either case, the result could be serious injuries.
Page 78 vehicle, the control module inflates the curtain airbags. After the deployment, the SRS
side airbag immediately starts to deflate. The time required from detection of an impact to
deflation of an SRS side airbag after deployment is shorter than the blink of an eye. Page 79
Seat, seatbelt and SRS airbags! Examples of the types of accidents in which the SRS curtain
airbag will most likely deploy. A severe side impact near the front seat or the rear seat activates
the SRS curtain airbag. The vehicle rolls onto its side or the roof. Page 80! Examples of the
types of accidents in which it is possible that the SRS side airbag and the SRS curtain airbag
will deploy. Page 81 Seat, seatbelt and SRS airbags! Examples of the types of accidents in
which the SRS side airbag is unlikely to deploy. The vehicle is involved in an oblique side-on
impact. The vehicle is involved in a side-on impact in an area outside the vicinity of the
passenger compartment. Examples of the types of accidents in which the SRS curtain airbag is
unlikely to deploy. Page 83 Seat, seatbelt and SRS airbags! The vehicle is involved in frontal
collision with another vehicle moving or station- ary. Page 86 Attachment of any equipment side
steps or side sill protectors, etc. Seat, seatbelt and SRS airbags Page 88 Keys Key number plate
Security ID plate Security indicator light Key replacement Door locks Locking and unlocking
from the outside Locking and unlocking from the inside Battery drainage prevention function
Power door locking switches The master key and submaster key fit all locks on your vehicle.
Page Security Id Plate If the security indicator light does not flash, the immobilizer system may
be faulty. In case an unauthorized key is used e. NOTE A vehicle that is equipped with the Do
not take the transmitter apart except when replacing the bat- tery. An electronic chirp will sound
once and the turn signal lights will flash once. A SUBARU dealer can change the illumi- nation
period setting of the interior light in accordance with your preference. Page Replacing The
Battery 5. The turn signal lights flash 3 times to indicate completion of the setting. Page 98 ity
reasons. It is recommended that you have your dealer program all of your transmitters into your
system. Programming the transmitters The keyless entry system is equipped with a special
code learning feature that allows you to program new transmitter codes into the system or to
delete old ones. NOTE When you complete step 2 , an electronic tone will sound once. If you do
not perform steps 1 and 2 within 45 seconds, an error will occur. Page 7. Perform parts 5 and 6
of the procedure for each of the remaining digits of the transmitter code beginning with the second digit counting from the left and finishing with the eighth digit. NOTE When you finish
entering the eighth digit, an electronic tone will sound for 30 seconds. Page Alarm System The
alarm system can be set to trigger illumination of the dome light. The dome light notification is
deactivated as the factory setting. Page Arming The System position. To arm the system using
remote transmitter 1. Close all windows and the moonroof if equipped. Remove the key from the
ignition switch. Open the doors and get out of the vehicle. Page Tripped Sensor Identification!
In order to lock the doors you must either lock them as in- dicated in step 4 below or with the
key once they have been closed. Page Shock Sensors Dealer Option 30 seconds. NOTE The
shock sensors are not always Page Keys and doors held. To close: Pull the switch up and hold
it until the window reaches the desired position. Page Rear Gate Rear gate The rear gate can be
locked and unlocked using either the remote keyless entry system or the power door locking
switches. To open: Unlock the rear gate and push the rear gate opener button to open the rear
gate. The sun shade will also be opened together with the moonroof. Page Instruments And
Controls Ignition switch Key reminder chime Ignition switch light Hazard warning flasher Meters
and gauges Combination meter illumination Page Instruments and controls Turn signal lever
Rear window wiper and washer switch Rear window defogger button And when the engine is
turned off, it takes a much greater effort than usual to steer. Page Key Reminder Chime contains
an immobilizer transponder. The key is near or touching another transmitter. Page Tachometer

The display can be switched as shown below by pressing the trip knob. Page Fuel Gauge
Instruments and controls to protect the engine from overrev- ving. The engine will resume running normally after the engine speed is reduced below the red zone. Page Warning And
Indicator Lights : Cruise control set indicator light If any lights fail to illuminate, it indicates a
burned-out bulb or a malfunction of the Instruments and controls corresponding system. Page
At Oil Temp Warning Light At Vehicles If the light flashes after the engine starts, it may indicate
that the automatic transmis- sion control system is not working prop- erly. Page Abs Warning
Light Should the warning light illuminate stea- dily after blinking for approximately one minute,
have the system inspected by your nearest SUBARU dealer as soon as possible. Page Low Fuel
Warning Light 3. Release the parking brake. If both warning lights turn off, the EBD system may
be faulty. If both warning lights illuminate again and stay illuminated after the engine has NOTE
If the warning light behavior is as Page Sport Mode Indicator Light At Vehicles Instruments and
controls NOTE Even if the security indicator light flashes irregularly or its fuse blows the light
does not flash if its fuse is blown , the immobilizer system will function normally. This light
illuminates when vehicle speed has been set. NOTE The outside temperature indication may
differ from the actual outside temperature. The road surface freeze warning indication should be
treated only as a guide. Be sure to check the condition of the road surface before driving. Page
Light Control Switch Instruments and controls Light control switch The light control switch only
operates when the ignition key is inserted into the ignition switch. Regardless of the position of
the light control switch, the illuminated lights are turned off when the ignition key is removed
from the ignition switch. To switch back to low beam, pull the lever back to the detent position.
Therefore a driver of an oncoming vehicle may experience too much glare when your headlight
beam height adjustment is high due to the vehicle carrying heavy load. Front fog light switch if
equipped The front fog lights operate only when the low beam headlights are illuminated.
However, the front fog lights turn off when the headlights are switched to high beam. Keep the
washer button depressed at least for 1 second so that washer solution will be sprinkled all over
the windshield or rear window. Grease, wax, insects or other mate- rial on the windshield or the
wiper blade results in jerky wiper operation and streaking on the glass. Mist for a single wipe
For a single wipe of the wipers, pull the lever toward you. The wipers operate until you release
the lever. Washer To wash the windshield, push the washer button at the end of the wiper
control lever. The washer fluid sprays until you release the washer button. If defrosting or
defogging is desired when you restart your vehicle, you have to push the button to turn it on
again. If the battery voltage drops below the permissible level within 15 minutes of depression
of the button, continuous operation is canceled and the rear window defogger stops operating
15 minutes later. If the battery voltage drops below the permissible level after the rear window
defogger has, following depression of the button, operated for 15 minutes, stopped Page
Instruments and controls! It also contains a built-in compass. By pressing and releasing the left
button, the automatic dimming function is toggled on or off. Page Outside Mirrors! Compass
zone adjustment Compass calibration zones 1. The zone setting is factory preset to Zone 8.
Outside mirror defogger if equipped Manual climate control system Automatic climate control
system The outside mirror defogger shares the button with rear window defogger. Pull the tilt
lock lever down. Move the steering wheel to the desired level. Pull the lever up to lock the
steering wheel in place. Make sure that the steering wheel is securely locked by moving it up
and down. Page Horn Instruments and controls Horn To sound the horn, push the horn pad.
Page Ventilator Air flow selection Center and side ventilators Manual climate control system if
equipped Control panel Heater operation Air conditioner operation Automatic climate control
system if equipped To use as full-automatic climate control system Center ventilators Move the
tab up and down or right and left to adjust the flow direction. Side ventilators Open Close
Thumb-wheel Move the tab up and down or right and left to adjust the flow direction. To open or
close the ventilator, turn the thumb-wheel up or down. Page Climate control! The fan speed
control dial is used to select four fan speeds. Air flow control dial This dial has the following
five positions: : Air flows through the instrument panel outlets. Switch to the OFF position as
soon as the outside dusty condition clears. Defrosting or defogging the wind- shield To direct
warm air to the windshield and front door windows To stop warm air flow from these outlets,
turn the corre- sponding thumb-wheel down. Heating To direct warm air toward the floor: 1. Set
the air inlet selection button to the OFF position. Page Automatic Climate Control System If
Equipped Climate control Automatic climate control system if equipped Although this climate
control system can be used as a full-automatic climate control system, it can also, if desired, be
used as a semi-automatic climate control system. When it is used as a full-automatic climate
control system, the outlet air temperature, fan speed, air flow distribution, air inlet control, and
air conditioner compressor Other positions: The fan speed can be adjusted in 7 steps. Page
Operating Tips For Heater And Air Conditioner Check the air conditioner unit for refriger- ant

leaks, hose conditions, and proper operation each spring. Page Air Filtration System Under
extremely dusty conditions, the filter should be replaced more frequently. Replacement
schedule Page Climate control 3. Replace the air filter element with a new one. Reinstall the
glove box, and connect the damper shaft. Close the glove box. Page Climate Control Climate
control air filter as shown in the illustration. Page Audio Antenna system Roof antenna FM
reception Installation of accessories Audio set Type A audio set if equipped Type B audio set if
equipped Power and sound controls Power switch and volume control Sound control Remove
the antenna rod before washing your car at a car wash. If the antenna rod is left attached, it may
scratch the roof. Page You may experience problems in receiving satellite radio signals in the
follow- ing situations. If you are driving northward in a coastal area You will notice that the XM
satellite radio antenna is fixed to the upper right hand corner of your windshield. The signal
comes from the south and may not be able to reach the antenna in some circumstances when
you are driving north. Such devices may cause the electronic control system to malfunction if
they are incorrectly installed or if they are not See the pages indicated in this section for
operating details. Power and sound controls: refer to page Radio operation: refer to page
Satellite radio operation if equipped : refer to page CD compact disc player operation: refer to
page The radio is turned ON and OFF by pushing the dial, and the volume is controlled by
turning the dial. Page Audio mately 5 seconds. As the vehicle speed increases, the audio volume automatically increases to match the vehicle speed, in order to create a pleasant listening
environment even as the driving noise increases. Range of levels Initial setting Turn
counterclockwise Page ! In this mode, the radio scans through the radio band until a station is
found. The radio will stop at the station for 5 seconds while display- ing the frequency, after
which scanning will continue until the entire band has been scanned. Satellite radio operation if
equipped To receive satellite radio, it is necessary to install the SUBARU genuine satellite
receiver optional equipment and to enter into a contract. Page Band Selection Audio ready
because each tuner is identified by its unique satellite radio tuner ID. The satellite radio ID will
be needed when you activate satellite radio and receive satellite radio customer support. How to
preset channels 1. Select the desired channel. Press one of the preset buttons for more than 1.
Page Audio! Inserting a disc in a desired posi- tion 1. If the magazine in the player has an idle
position where you can insert a disc, the disc number indicator associated with the idle position
will blink. If you fail to insert any disc during each 15 seconds interval, the full disc loading
mode will be canceled, and the player will start playback of the disc inserted first. Each time you
briefly press the button, the mode changes in the following se- quences. Page Scan Audio
format CD is playing. It ran- domly repeats the tracks in the folder. NOTE The display is
designed to show titles for up to 24 characters. Ejecting a CD from the player Of the discs
loaded, you can select and remove only one disc. Use the disc select button to select the disc to
be ejected. Page waveband will be displayed. Also, some compact discs cannot be played. You
cannot use a DualDisc in the CD player. Page there are deposits, wipe the disc surface from the
center outward with a dry, soft cloth. Be sure not to use a hard cloth, thinner, benzine, alcohol,
etc. Do not use any disc that is scratched, deformed, or cracked. Also, do not use any disc that
has a non-standard shape for example, a heart shape. Page Interior lights Dome light Cargo
area light Map light Sun visors Vanity mirror Storage compartment Glove box Center console
Overhead console Rear seat center table if equipped Coin tray Cup holders Front passenger
cup holder OFF: The light stays off. To use the sun visor at a side window, swing it down and
move it sideways. To close it, push the lid firmly upward. To lock the glove box, insert the key
and turn it clockwise. To unlock the glove box, insert the key and turn it counterclockwise. Page
Overhead Console Interior equipment Pocket console The pocket console can be used to store
small items. Page Coin Tray cup holders. The rear seat center table could break, and you could
get hurt. When pulling out or returning the rear seat center table, make sure not to pinch fingers
or other body parts. Bottle holders CAUTION Do not pick up a bottle from the bottle holder or
put a bottle in the holder while you are driving, as this may distract you and lead to an accident.
Page Accessory Power Outlets Accessory power outlets Power outlet below the climate
controls Power outlet in the center console Power outlet in the cargo area Accessory power
outlets are provided below the climate controls, in the center console and in the cargo area. Do
not use a non-genu- ine cigarette lighter plug in the socket. Doing so may cause a short-circuit
and overheating, re- sulting in a fire. The floor mat is secured using the built-in grommets, by
placing the grommets over the pins and pushing them downward. Page Cargo Area Cover
Dealer Option Interior equipment Cargo area cover dealer op- tion The cargo area cover is
provided for covering the cargo area and to protect its contents from direct sunlight. This cover
is detachable to make room for additional cargo. Remove the cover of the retainers by prying on
the edge with a flat-head screwdriver. Insert the projections located on the both ends of the
sleeve into the recesses of the retainers. Never try to secure cargo that exceeds the capacity of

the hooks. The maximum load capacity is 44 lbs 20 kg per hook. Under-floor storage compartment if equipped The storage compartment is located under the floor of the cargo area, and it
can be Page Starting And Operating Fuel Fuel requirements Fuel filler lid and cap State
emission testing U. Preparing to drive Starting the engine Manual transmission vehicle
Automatic transmission vehicle Stopping the engine Remote engine start system dealer option
Starting your vehicle Remote start safety features If it is determined that the condition is caused
by the type of fuel used, repairs may not In addition, some gasoline suppliers are now
producing reformulated gasolines, which are designed to reduce vehicle emissions. If you are
not sure what the fuel contains, you should ask your service station Page Starting and
operating 1. To open the fuel filler lid, pull the lid release lever up. WARNING Before opening the
fuel filler cap, first touch the vehicle body or a metal portion of the fuel pump or similar object to
discharge any static electricity that may be present If you use the wrong cap, it may not fit or
have proper venting and your fuel tank and emission control system may be damaged. Page
State Emission Testing U. Only State emission testing U. Otherwise, serious transmis- sion
damage will result. Some states have started using dynam Preparing to drive You should
perform the following checks and adjustments every day before you start driving. Confirm that
all warning and indicator lights have gone off after the engine has started. Page Stopping The
Engine 6. Confirm that all warning and indicator lights have gone out after the engine has
started. The fuel injection system auto- matically lowers the idle speed as the engine warms up.
The system will check certain pre-conditions before starting, and if all safety parameters are
correct, the engine will start within 5 seconds. After the system starts the vehicle, the heater or
air-conditioning will activate and heat or cool the interior to your setting. Carefully snap the
case halves back together, then test the remote control. Recommended shifting speeds The
best compromise between fuel econ- omy and vehicle performance during normal driving is
ensured by shifting up at the speeds listed in the following table. Page Automatic Transmission
Automatic transmission The automatic transmission is electroni- cally controlled and provides 4
forward speeds and 1 reverse speed. P Park This position is for parking the vehicle and starting
the engine. In this position, the transmission is me- chanically locked to prevent the vehicle
from rolling freely. Page Maximum Speeds shift is not possible. If you attempt to shift up when
the vehicle speed is too low, the transmis- sion will not respond. You can perform a skip-shift
for example, from 4th to 2nd by operating the selector lever twice in rapid suc- cession. Use the
brake instead. The engine may, on rare occasions, knock when the vehicle rapidly acceler- ates
or rapidly pulls away from a standstill. This phenomenon does not indicate a problem. Remove
the screwdriver from the hole. Depress the brake pedal and start the engine. Power steering The
power steering system operates only when the engine is running. Page Brake System The disc
brake pad wear warning indica- tors on the disc brakes give a warning noise when the brake
pads are worn. If a squeaking or scraping noise is heard from the disc brakes while braking, immediately have your vehicle checked by your SUBARU dealer. This helps prevent the loss of
steering control and directional stability caused by wheel lock-up. When the ABS system is
operating, you may hear a chattering noise or feel a slight vibration in the brake pedal. Page
Vehicle Dynamics Control System Monitor NOTE Slight twitching of the brake pedal may be felt
when the Vehicle Dynamics Control system operates; a small de- gree of vehicle or steering
wheel shak- ing may also be noticed in this situa- tion. These are normal characteristics of
Vehicle Dynamics Control operation and are no cause for alarm. Page Vehicle Dynamics Control
Off Switch The following two situations could indicate malfunction of the Vehicle Dynamics
Control system; if either should occur, have an authorized SUBARU dealer carry out an
inspection of that system at the first available opportunity. The indicator light does not turn on
when the ignition switch is turned to the ON position. Models Starting and operating gine. Do
not de- activate the Vehicle Dynamics Control system except when absolutely neces- sary.
Before starting to drive, always make sure that the parking brake has been fully released. The
under- spoilers could be damaged by con- tact with them. Cruise control Cruise control enables
you to maintain a constant vehicle speed without holding Depress the accelerator pedal until
the vehicle reaches the desired speed. Shift the shift lever into neutral position MT vehicles
only. The light illuminates when vehicle speed has been set. Page New vehicle break-in driving
â€” the first 1, miles 1, km Fuel economy hints Engine exhaust gas carbon monoxide Catalytic
converter Periodic inspections Driving in foreign countries Driving tips for AWD vehicles
On-pavement and off-road driving Winter driving Page Driving Tips Driving tips New vehicle
break-in driving â€” the first 1, miles 1, The performance and long life of your vehicle are
dependent on how you handle and care for your vehicle while it is new. Follow these
instructions during the first 1, miles 1, km : Do not race the engine. Page Catalytic Converter
misfiring, back- firing or incomplete combustion , have your vehicle checked and repaired by an
authorized SUBARU dealer. Do not apply undercoating or rust prevention treatment to the heat

shield of catalytic converter and the exhaust sys- tem. Page Periodic Inspections Driving tips
operates at very high tempera- tures. Keep everyone and flammable materials away from the
exhaust pipe while the engine is running. The exhaust gas is very hot. Remember that damage
done to your SUBARU while operating it off-road and not using common sense precautions
such as those listed above is not eligible for warranty coverage. Page Winter Driving Do not use
engine antifreeze or other substitutes because they may damage the paint of the vehicle. Its
freezing tem- perature varies according to how much it is diluted, as indicated in the following
table. Wiper operation when snowing Before driving in cold weather, make sure the wiper
blades are not frozen to the windshield or rear window. Page Tire Chains to an accident. In
winter, it may be possible to enhance performance through use of tires designed specifically for
winter driving conditions. Page Vehicle Capacity Weight Driving tips WARNING When you carry
something inside the vehicle, secure it whenever you can to prevent it from being thrown
around inside the vehicle during sudden stops, sharp turns or in an accident. Do not pile heavy
loads on the roof. Page Trailer Hitch Dealer Option The standard bumper beam must be
installed after you remove the trailer hitch. Safety performance is decreased Page 2. Insert the
hitch pin into the hole on the hitch receiver tube so that the pin passes through the ball mount.
Insert the safety pin securely into the hitch pin. Pull the ball mount to make sure it does not
come off the hitch receiver. In addition, be sure to follow the Page ble. Total trailer weight Total
trailer weight The total trailer weight trailer weight plus its cargo load must never exceed the
maximum weight shown in the following table. Model Conditions Maximum total trailer weight
MT models When towing a 1, lbs kg trailer without Page Trailer Hitches Jack Bathroom scale
The tongue load can be weighed with a bathroom scale as shown in the illustration above.
When weighing the tongue load, be sure to position the towing coupler at the height at which it
would be during actual towing, using a jack as shown. Page Connecting A Trailer Choose a
proper hitch for your vehicle and trailer. If use of a non-genuine hitch is unavoid- able, be sure
the hitch is suited to your vehicle and trailer. Check for proper operation of the brake lights and
turn signal lights each time you hitch up. Do not make sudden downshifts. Temporary spare tire
if equipped Precautions for AWD vehicles with automatic transmission Flat tires Changing a flat
tire Jump starting How to jump start Page Precautions For Awd Vehicles With Automatic
Transmission install the conventional tire as soon as possible because the spare tire is designed only for temporary use. Check the inflation pressure of the tem- porary spare tire
periodically to keep the tire ready for use. The correct pressure is 60 psi kPa, 4. The
All-Wheel-Drive capability of the vehicle has now been deactivated. Page Jack and tool bucket
Jack handle Spare tire 5. Take out the spare tire, jack, jack handle and wheel nut wrench. The
spare tire and the tools are stored under the floor of the cargo area. Take them out according to
the following pro- cedure. Page In case of emergency Screwdriver Wheel nut wrench Tool bag
Lever Hex-head wrench only vehicles with moonroof Take out the jack from the tool bucket, and
take out the wheel nut wrench from tool bag. NOTE Make sure that the jack is well lubri- cated
before using it. Page head engages firmly into the jack-up point. Insert the jack handle into the
jack- screw, and turn the handle until the tire clears the ground. Do not raise the vehicle higher
than necessary. Remove the wheel nuts and the flat tire. Models In case of emergency use your
foot on the wheel nut wrench or a pipe extension on the wrench because you may exceed the
specified torque. Have the wheel nut torque checked at the nearest automotive service facility.
Store the flat tire in the spare tire compartment. Do not inject any tire liquid or aerosol tire
sealant into the tires, as this may cause a malfunction of the tire pressure sensors. Make sure
the booster battery is 12 volts and the negative terminal is grounded. If the booster battery is in
another vehicle, do not let the two vehicles touch. Page Engine Overheating Make sure that the
cables are not near any moving parts and that the cable clamps are not in contact with any
other metal. Start the engine of the vehicle with the booster battery and run it at moderate
speed. Observe the following procedures for safety. Use a hitch ball and follow the instructions
below when towing. The weight of the object being towed must be less than the weight of the
vehicle. Page In case of emergency 4. Tighten the towing hook securely using a wheel nut
wrench. After towing, remove the towing hook from the vehicle and stow it in the tool bucket. Fit
the towing hook cover on the bumper. Use the following procedures to ensure safe
transportation. For greater speeds and distances, transport your vehicle on a flat-bed truck.
Rear gate â€” if the rear gate cannot be opened In the event that you cannot open the rear gate
by operating the power door locking Insert a hex-head wrench in the end of the motor shaft. To
close the moonroof, turn the wrench counterclockwise. Page Appearance Care Exterior care
Waxing and polishing Cleaning aluminum wheels Corrosion protection To help prevent
corrosion Appearance care Cleaning the interior As a result, the brake stopping distance will be
longer. To dry the brakes, drive the vehicle at a safe speed while lightly pressing the brake
pedal to heat up the brakes. NOTE Be careful not to block the windshield washer nozzles with

wax when waxing the vehicle. Repair chips and scratches in the paint as soon as you find them.
Page Cleaning The Interior If your SUBARU is to be parked for a long time in bright sunlight, it is
recommended that the seats and headrests be covered, or the windows shaded, to prevent
fading or shrinkage. If the navigation monitor is extremely dirty, clean it with a soft cloth
moistened with neutral detergent then carefully wipe off any remaining detergent. Page
Maintenance And Service Maintenance schedule Maintenance precautions Before checking or
servicing in the engine compartment When you do checking or servicing in the engine
compartment while the engine is running Engine hood Engine compartment overview Non-turbo
models Turbo models Engine oil Tire inspection Tire pressures and wear Wheel balance Wear
indicators Tire rotation direction mark Tire rotation Tire replacement Wheel replacement
Aluminum wheels Windshield washer fluid Replacement of wiper blades If you perform
maintenance and service by yourself, you should familiarize yourself with the information
provided in this section on general maintenance and service for your SUBARU. Page Engine
Hood Engine hood To open the hood: 1. If the wiper blades are lifted off the windshield, return
them to their original position. Pull the hood release knob under the instrument panel. Release
the secondary hood release by moving the lever between the front grille and the hood toward
the left. If you check the oil level just after stopping the engine, wait a few minutes for the oil to
drain back into the oil pan before checking the level. Just after driving or while the engine is
warm, the engine oil level reading may be in a range between the upper level and the notch
mark. Page Maintenance and service Non-turbo models 7. Remove the oil filter with an oil filter
wrench. Before installing a new oil filter, apply a thin coat of engine oil to the seal. Clean the
rubber seal seating area of the bottom of engine and install the oil filter by hand turning.
Change the engine coolant and add genuine SUBARU cooling system condi- tioner using the
following procedures according to the maintenance schedule. Page Fill up to this level 5. Slowly
pour the coolant and fill up to just below the filler neck, allowing enough room to add genuine
SUBARU cooling system conditioner in the radiator. If it is not used, there is the possibility of
causing a negative effect to the engine. Un- der extremely dusty conditions, replace it more
frequently. Non-turbo models Connector Clamp Air intake boot Clip 1. Turbo models 1. Use a
screwdriver to undo the clips on the air intake duct, then remove the air intake duct. Unplug the
connector that is attached to the top of the air cleaner case. Unsnap the two clips holding the air
cleaner case cover. Page Spark Plugs It may be difficult to replace the spark plugs. Page Manual
Transmission Oil Belt deflection should be the amount specified. Never use different brands
together. Pull out the level gauge again and check the oil level on it. If it is below the lower level,
add oil to bring the level up to the upper level. Page Each oil manufacturer has its own base If
you suspect a problem, have oils and additives. Never use different the vehicle checked at your
brands together. Oil grade: SAE viscosity No. If the fluid level is extremely low, it may indicate
possible leakage. Page Recommended Fluid If the vehicle requires frequent refilling, there may
be a leak. Also, avoid Page Recommended Brake Fluid If the vehicle requires frequent refilling,
there may be a leak. Never use different brands of clutch fluid together. When clutch fluid is
added, be careful not to allow any dirt into the tank. With the engine off, depress the brake pedal
several times, applying the same pedal force each time. The distance the pedal travels should
not vary. Page Brake Pedal 2 lbs 10 N, 1 kg. After replacement, the new parts must be broken in
as follows:! Brake pad and lining The factory-fitted tires are all-season tires. All season tires All
season tires are designed to provide an adequate measure of traction, handling and braking
performance in year-round driving including snowy and icy road conditions. While the vehicle is
driven, friction be- tween tires and the road surface causes the tires to warm up. If the light
illuminates steadily after blinking for approximately one minute, promptly contact a SUBARU
dealer to have the system inspected. The tires are considered cold when the vehicle has been
parked for at least 3 hours or has been driven less than 1 mile 1. Also have them adjusted after
tire repairs and after tire rotation. Page Tire Rotation Direction Mark Maintenance and service
cause the vehicle to hydroplane. The resulting loss of vehicle control can lead to an accident.
NOTE For safety, inspect tire tread regularly and replace the tires before their tread wear
indicators become visible. Page Tire Replacement You are advised to replace the tires with new
ones that are identical to those fitted as standard equip- ment. Page Aluminum Wheels When
wheel nuts, balance weights, or the center cap is replaced, be sure to replace them with genuine
SUBARU parts designed for aluminum wheels. Windshield washer fluid If you spray washer
fluid on the windshield Page Replacement Of Wiper Blades In areas where water freezes in
winter, use an anti-freeze type windshield washer fluid. Raise the wiper arm off the windshield.
Open the cover Pull down the wiper blade 2. Remove the wiper blade assembly by opening the
cover and pulling it down in the direction shown in the illustration. Page Rear Window Wiper
Blade Assembly grooves in the rubber and slide the blade rubber assembly into the support
until it locks. Claw Stopper 4. Be sure to position the claws at the end of the support between

the stoppers on the rubber as shown. If the rubber is not retained properly, the wiper blade may
scratch the windshield. Page Maintenance and service 1. Pull out the end of the blade rubber
assembly to unlock it from the plastic support. Pull the blade rubber assembly out of the plastic
support. Metal spines 3. If the new blade rubber is not provided with two metal spines, remove
the metal spines from the old blade rubber and install them in the new blade rubber. Never
expose a battery to an open flame or electric sparks. Batteries give off a gas which is highly
flammable and explosive. For safety, in case an explosion does occur, wear eye protection or
shield your eyes when work The fuses are designed to melt during an overload to prevent
damage to the wiring harness and electrical equipment. Page Main Fuse 6. If the same fuse
blows again, this indicates that its system has a problem. Main fuse Main fuse box The main
fuses are designed to melt Page Headlights Vehicles With Hid Headlights For replacement of the
head- light bulbs low-beam and high- beam , removal and installation of the headlight
assemblies, and re- moval of headlight-assembly com- ponents, contact your SUBARU dealer. It
may be difficult to replace the bulbs. Page 4. Disconnect the electrical connector from the bulb.
Remove the bulb from the headlight assembly by turning it counterclockwise. Replace the bulb
with a new one. At this time, do not touch the bulb surface. To install the bulb to the headlight
assembly, turn it clockwise until it clicks. Page Position Light 3. Install the bulb socket by
turning it clockwise. Using a Phillips screwdriver, remove the upper and lower screws that
secure the rear combination light assembly. Page License Plate Light 3. Remove the bulb
socket from the rear combination light assembly by turning it counterclockwise. Pull the bulb
out of the bulb socket and replace it with a new one. Set the bulb socket into the rear
combination light assembly and turn it clockwise until it locks. Page Other Bulbs 2. Pull the bulb
out of the socket. Install a new bulb. Reinstall the lens. Page Specifications Specifications
Electrical system Wheel alignment Fuses and circuits Page Dimensions Specifications
Specifications These specifications are subject to change without notice. Page Specifications
Specifications Vehicle identification Vehicle identification number Emission control label Tire
inflation pressure label Certification label Vehicle identification number plate Model number
label Fuel label Recommended tire inflation pressure Glossary of tire terminology Tire care â€”
maintenance and safety practices Vehicle load limit â€” how to determine Determining
compatibility of tire and vehicle load capacities Page For U. Page Example: 6 Load Index: A
numerical code which specifies the maximum load a tire can carry at the speed indicated by its
speed symbol, at maximum inflation pressure. Page Consumer information and Reporting
safety defects! Maximum load rating The load rating at the maximum permissible weight load
for this tire. Example: The vehicle placard shows original tire size, recommended cold tire
inflation pressure on each tire at maximum loaded vehicle weight, seating capacity and loading
infor- mation. Rotating the tires involves switch- ing the front and rear tires on the right-hand
side of the vehicle and similarly switching the front and rear tires on the left-hand side of the
vehicle. Page Calculate the total weight. Calculate the available load ca- pacity by subtracting
the total weight from the vehicle capacity weight of lbs kg. The result of step 2 shows that a
further 84 lbs 38 kg of cargo can be carried. For example, the vehicle has one occupant
weighing lbs 75 kg plus cargo weighing lbs kg. Page Determining Compatibility Of Tire And
Vehicle Load Capacities The total weight now exceeds the capacity weight by 32 lbs 15 kg , so
the cargo weight must be reduced by 32 lbs 15 kg or mo
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re. Page Uniform Tire Quality Grading Standards Consumer information and Reporting safety
defects able cargo and luggage load capa- city is lbs. That weight may not safely exceed the
available cargo and luggage load capacity calcu- lated in Step 4. Page Consumer information
and Reporting safety defects DC Page Index Index Page Capacities Page Index Daytime running
light system Page Fuel Page Index Number Page Parking Brake Page Index Safety Precautions
when driving Page Tire Chains Page Index Low fuel Page Non-turbo models Use only unleaded
gasoline with an octane rating of 87 AKI or higher. Turbo models Use premium unleaded
gasoline with an octane rating of 91 AKI or higher. If premium unleaded gasoline with an octane
rating of 91 AKI is not available, regular unleaded gasoline with octane rating of 87 AKI or
higher may be temporarily used. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

