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harness. Originally Posted by duramax-rob. Originally Posted by 12V The D V12's would draw
60 amps. If they didn't you were pulling valve covers and checking individual plugs with the
VOM. Re: Glow plug wiring harness i put the new controller on the other day and the new glow
plugs in, it still dont work, so I got to figure out what is wrong there. But that is kinda sorta on
the back burner for now since she lights up as long as she is plugged in, the reason its on the
back burner is my alternator on the welder took a crap, and its up in Frackville gettin rebuilt
right now, couldnt find one Deutz parts are hard to find and very expensive, so Im playing with
my grandaughter today. Originally Posted by ronsii. Yep, it's kinda similar on my cat D Re: Glow
plug wiring harness probably gonna take 2 people and a 12 volt test light to test the wiring to
make sure you get the power to the relay. I do believe that the relay is much like a starter wiring
You could "jump" around the relay with a push button on the dash and direct to the glow plug
wires. IF necessary I could get a phone contact for deutz parts. Originally Posted by bigb. On a
Ford all you need to do is leave the door open and you will notice the dome light get brighter.
Originally Posted by BillE. This last generic relay that I put in at the same time I put in the power
off toggle switch Coincidence? I put one in in and it's still working, in fact I have never heard of
the Stancor failing. Attached Images. Re: Glow plug wiring harness Nice! Re: Glow plug wiring
harness Thats what Im thinkin about doin The electrical stuff for the welder motor and most any
other automotive or industrial motor I go through these guys In Frackville about 20 minutes
from the house and local to most of the places I work. They rebuilt the alternator I dropped off
yesterday and I put it in this afternoon, the starter was burned up as well and I ran up after talkin
to the man he said he would wait for me, I went up and he had a starter for me all ready to go. I
been dealin with these guys for years, I used to take stuff up to them when I worked in the
strippins pullin wrenches and weldin before i built my first rig, and got stuff for that rig from
them, they are very good people. So tomorow morning I will put the starter on and with Gods
grace I should be lightin up my life again. This is an expensive week. Next project on the welder
is to replace the front seal and the gaskets up front, has a bit of a leak that may have caused
some of the trouble with the alternator, only have to add maybe a quart evry 3 or 4 weeks but
that little bit of oil that leaks sure does make a helluva mess. So if you could get me that phone
number for the gasket and seal kit it would be appreciated Thank you Just don't get rammy and
long term hold on the jumper for the glow plugs Too long of a hold WILL cook the plugs. Give
me a couple days and I'll get that number, hopefully they still exist after all this horse hockey
happening. Thats what Im thinkin about doin Re: Glow plug wiring harness popeye,,,frisbie farm
equipment in upstate NY should get you deutz parts. Give ya good advice on pump
replacement, etc. Re: Glow plug wiring harness Roger on the stauffers. I thought there was
another company down that way somewhere that used to use deutz for tractor pulling
competition. I was spelling it wrong and couldn't come up with them. Sorry, but now you got 2
places to order parts. I'll get the dubosky name to my brother who uses deutz tractors on the
farm. Not sure he knows of them. Roger on the stauffers. Re: Glow plug wiring harness I'm
equidistant north of scranton and wilkes barre. One day when weather co-operates, I'll take a
jaunt down. I worked in the coal mines in Nanticoke and Pittston I'm equidistant north of
scranton and wilkes barre. It was a 4 hr drive and it was degrees. My old 97 Cummins never got
above degrees and the grid heaters kicked in about every minutes all the way there for 4 hrs.
That is the only time I ever remember them kicking on after the engine was started and I have
owned that truck for 21 years. The 5. Re: Glow plug wiring harness a piece of cardboard or a
cool looking weather front will help the engine operate efficently. You have to keep a little hole
in the center open Take a look at the road tractors in the winter time, they got weather fronts on
them for a reason. Re: Glow plug wiring harness For relays there are continuous rated and
intermediate rated ones. Most glow plugs are single wire where you run a hot wire to them and
they ground through the case. Millermatic millermatic miller Thunderbolt lincoln ranger smith
torches lots of bfh's If it dont fit get a bigger hammer. Originally Posted by thegary. About 15
years ago I had to drive across Northern Wisconsin to a mine in Northern Minnesota for a job.
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25 of Thread: Glow plug wiring harness. Thread Tools Show Printable Version. Glow plug wiring
harness Do any of you fellas know who makes a good wiring harness for the glow plugs in case
i need to get one, or maybe does International Harvester still make em. Thank you Popeye. Re:
Glow plug wiring harness. Originally Posted by Popeye an old miner. Do any of you fellas know
who makes a good wiring harness for the glow plugs in case i need to get one, or maybe does
International Harvester still make em. Originally Posted by duramax-rob. Re: Glow plug wiring
harness I used to work on them engines all the time at my shop. PUt a lot of turbos on them.

Found that the controller was a bigger pain in the butt than a greyhound bus driver putting your
luggage in the bus. Originally Posted by BillE. I used to work on them engines all the time at my
shop. Re: Glow plug wiring harness i found on eBay this wire harness that could be it. Re: Glow
plug wiring harness Do you really need glow plugs? My mids 6CTA has none, starts before I can
get the button released. Originally Posted by Xsbank. Do you really need glow plugs? Re: Glow
plug wiring harness Interesting. Where does an indirect squirt it's fuel? A manifold? I'm poised
to change the injectors in the Cummins as soon as my hand finishes its regrowth. Re: Glow
plug wiring harness will produce plenty of heat for ignition. Presumably the glow plugs are an
attempt to mitigate smoke and soot on startup. Yes, all the engines I have owned were direct
injection. The Lehman and the Cummins both smoke at startup and until they are warm. The
Cummins had a heating device to preheat the air intake but I pulled the plug on that very early
because of the load on the alternator. Still starts with about one rotation when stone cold. Re:
Glow plug wiring harness Most of my experience is with the larger diesels like the big
Caterpillar stuff, some of those were built both as PC prechamber or DI Direct injection. The PC
engines in the old D9s needed either a gas starting engine to spin them fast enough to build
cylinder heat before you opened the throttle or glow plugs to ignite the fuel mist with an electric
starter. Problem with prechambers is that they are surrounded by coolant and pick up heat
slowly. But that same D engine with direct injection would usually fire within 5 turns. And that
brings up another difference, the DI Cats had the injection timing advanced more than the PC
engines with a reverse advance unit that would set the timing back as the speed increased to
prevent burning holes in pistons. The old PC engines would actually "flood" with fuel collecting
on the pistons if the glow plugs weren't working or if you cracked the throttle too soon with the
starting engine running. That reminds me, the PC engines with a starting engine ran a tube
through the diesel intake manifold using the starting engine exhaust to preheat the air for the
diesel. Well that answers that question, I always wondered what they meant by indirect
injection, now I know. Learn somethin new evryday. I orderd a new controller and new plugs
today, I will see if that corrects it,I hope so. I f not I will see what I can find, the girlfriend lit right
up at 10 degrees this morning I had her plugged in all night so I should be good like this for
awhile. Originally Posted by 12V I've never heard of glow plugs continuing to glow after the
power was shut off by the timer or the coolant temp sensor. My old 6. Starting it was a challenge
if the block heater wasn't plugged in. New plugs were like having a new truck as far as cold
starting. Re: Glow plug wiring harness Just look at the volt gauge. I installed a toggle switch on
my 7. After the truck starts, I have the choice to flip the switch And cut the power through the
solenoid Or just leave it until the glow plugs shut off on their own. Originally Posted by John T.
Just look at the volt gauge. Page 1 of 3 1 2 3 Last Jump to page:. All times are GMT The time
now is PM. All rights reserved. Category: Diesel Other. This is the original, poorly-built,
overpriced piece-o-crap that VW sells. Additionally, my kids and I have also been working on a
quadcopter, now that building a 3-axis stabilized platform is really pretty simple and
inexpensive. Sure, the Suburban gets reliable economy in the 20s, even in four wheel drive, but
the VW moves me around with economy in the 40s. Paying half as much to commute is a good
thing, even if its in a beat-up little car with , miles on the odometer. Because temperatures have
been low, glow plug function has been important, and I recently noticed some issues with cold
starts. Making a cloud in a parking lot with a rough-sounding engine is embarrassing! I often
cycle the key on-off-on in order to increase glow plug heating before cranking the engine. Last
year one of them died no continuity and replacing it made a huge difference. All four plugs
checked out OK, this time, so I figured my problem was another bad glow plug harness. The
glow plug harness on these vehicles is a poorly made plastic molding with only two conductors
inside. One conductor feeds the positive side of glow plugs 1 and 2, while the other takes care
of 3 and 4. Engine grounding completes the circuit for these plugs. Bad design! Being a bad
design is one thing. I hunted down the part number and searched all over the Web for a better
deal. I measured the connection on the dead glow plug from last year not sure why I kept it, but
it came in handy. It came in at exactly 4mm and my recent multicopter work got me thinking
about 4mm female bullet connectors. This harness was made from 4mm female bullet
connectors soldered onto 12ga wire with heat shrink and some electrical tapeâ€”needed some
larger heat shrink. When they came in, I pulled off my VW plug harness to judge the needed wire
lengths, soldered the 4mm female connectors onto the business ends of some wires spliced
into a pair of Ys, covered everything in heat shrink OK, yeah, some of it is actually electrical
tapeâ€¦for now , and spliced these assemblies into my wiring harness. The bullet connectors
were just a bit loose on the plugs, but I solved that by squeezing them ever so slightly with a
crimper. Now they fit onto the plug electrodes more tightly than the original harness does. Free
Book Promotion: 1st and 2nd of March. The harness from the Ford diesel pick up trucks works
like a charm. It is solid, 4 high quality wires and connectors, with waterproof booties. The ebay

listing I bought it from has since vanished. I just copied the title straight from my purchase
history. When you look up the part number, please post it for the next guy or gal in need of a
harness. For the older ones, it has to be spliced and soldered in pairs following the firing order,
so that the cylinders that are up will always get heat at the proper timing. The 2 glow plugs at
the center of the engine are pretty close to each other, so the harness will kink there. Make sure
the kink points away from the head, to keep the harness as cool as possible. The original post is
talking about a 2 wire harness, got any good info for that? Mg01, we all certainly agree about
those prices! I had to trim lots of plastic to clear a coolant line. I wound up using some wire and
some of those same 4mm bullet connectors, just like the original post. You just need to ohm out
the connections to make sure you connect the right one to the right plug â€” otherwise your
ECU will misidentify if you have a bad plug or one comes unplugged. I turned mine into a 2 wire
harness. I still have a CEL though. I think my relay may be bad. I put a meter on the plugs and
cycled the ignition. I got no readings on any of the plugs. John, did you connect the remaining
two wires in some way? The ECU will be looking for a specific resistance value or current flow.
If, for instance, you ran a single wire to two plugs, while choosing not to use one of the wires in
the harness, the connected wire will see lower-than-expected resistance, while the unused wire
will show infinite resistance. This would likely fix your CEL. I may have misunderstood. I bought
the Ford harness and it was 2 4 wire harnesses. I took one of the 4 wire harnesses and spliced 2
of the wires that go to the relay together spliced according to the wiring diagram. Sorry, John, I
misunderstood you. What you did is completely correct, if you have an earlier model such as an
ALH where there are only two circuits for the glow plugs. No worries. Thanks guys. They only
facilitate starting in the cold. I know they are not timed, but they work in pairs and I figured it is
best to pair them as per the firing sequence. This way at least 2 cylinders will glow at the best
possible time if one of the two harnesses fails. Best of luck with your project. Yes, but if one of
the two wires fails, it is best to have the two cylinders that come up to TDC with glowing plugs.
This is why is good to pair them as per firing sequence. In very cold temps, a split second is a
long time. This is how I do it and how I shared it. Everyone peels the cat his or her own way.
Fred, your recommendation for this harness is awesome. Todd is correct in observing that the
TDI glow plugs all heat together. I think the main reason that VW even bothers to split the
harness is so that a current drop can be observed and when the check engine light comes on,
troubleshooting is narrowed to one of two glow plugs. Actually, they might be on separate
relays, too, to split up the current. They are on one relay, which splits the current into the two
wires. This is a very strong and expensive relay. On the and up models the wiring was split in 4,
with connections that made possible to identify the faulty plug via Vag-Com diagnostic
software. However, those cars came with the 2. The injectors were actuated by 4 extra lobes on
the single camshaft and the rest of the lobes were thinned down to make space for the extra 4
lobes. This made those lobes so thin that they wear out before the K kilometer mark, also
wearing out the tappets. At this point, the cam and valve tappets must be replaced. There are
stronger aftermarket cams made with better metal alloy, but they retail for upwards of dollars.
They have a CIS injection system similar to those that came in the old golfs and cabriolets that
really rocks, as these heavier vehicles still get MPG. I have a Passat wagon with the PD engine.
It was shipped to me across the ocean. My cam is actually fine at , miles. So, when I got the car I
promptly deleted it. I used a kit that allows the use of an ALH oil pump, chain, and tensioner.
Vibrations are still hardly noticeable. Glad it worked for you. I tried the method, but my light
would not turn off. This is when I tried the Ford harness. I got a used one on Ebay for 10 bucks,
just to try it without spending much. It worked like a charm. Once I took out my original harness
I noticed that it was bad on a couple spots other than the ends and this is why my light would
not turn off, even after soldering the tips. Credit goes to the original poster for opening my eyes
to realize that I did not have to fork out 80 dollars for the VW harness. I went in for a
compression test today, and they declined the test on the grounds that my 3rd glow plug
harness would fall apart when it was disconnnected. Thanks for the advice about avoiding the
purchase of a 3rd low-quality glow plug harness for my TDI New Beetle. I went to the local Ford
parts department and bought the harness for a Ford 6. I did not bother to re-run the wiring up to
the plug, just re-used existing wiring this had already been done twice with VW parts. Probably
paid too much, but the quality is much higher than that of another crappy VW glow plug
harness. Just found your article and was leery about wiring a harness up from scratch until I
saw the part about the Ford harness. I just found a right and left harness for the Ford 6. It comes
with both harnesses so I see it as a 2 for 1 bargain. My only concern is the length of the
harness. Also, it looks like they are 4 wire harnesses. Any tips on the best way forward? The
same would be true of the Ford harness. Again, I used my multimeter to determine which wire
went to which plug on the original and the replacement Ford harness. Then, I wired up the Ford
harness appropriately. I found the Powerstroke harness to be long enough for my application.

When in doubt, hold one harness alongside the other before cutting and be sure to give yourself
some extra length for splicing. I had to trim the plastic plugs on the Powerstroke harness where
it came close to a coolant pipe on the BHW engine. Recently I went back in and trimmed the
bottoms from all four plastic plugs, exposing the connectors. I wanted to crimp the connectors
a bit for a tighter connection. After crimping, I put some heat-shrink tubing around them to
minimize the opportunity for something to ground-out. I should have taken some snapshots to
share. Mark I have a Jetta with manual transmission. The harness currently on the car is a
homemade harness that was done quite poorly. I will trace the wires from the relay and see what
goes where. I also have a schematic if I need it. Ebay item number is So I got the new Ford
harness installed. However, I still have a CEL. Do any of you know if I need to actually reset the
light, or does the car do that every time on start up? One item of note on the Ford harness, the
length between glow plugs is longer than needed. I may end up cutting some length out and
soldering the wires back together with some heat shrink to remedy the problem. Your CEL may
be due to the additional splicing you did on the harness, as it increases resistance on the
circuit. This resistance is seen as a bad glow plug by the ECM. The less splicing the better. Also
check your glow plug relay, it may be triggering the CEL light if it is bad or if it has a bad
connection. If you bought a set of 2 wire harnesses, try the second one without any splicing
other than the necessary to make it work. The wire in the very center was a bit too long, but
instead of cutting it and splicing it, I just routed it upwards and away from the heat of the head.
That did the trick for me. Thanks Fred. The Ford harness is a 4 wire harness so I had to splice it
down to 2 wires. I then spliced them to the 2 wires coming from the relay. I will check the relay
tomorrow. You did it right, it should have turned your CEL light off. Make sure every connector
fits snug on every glow plug. Check the resistance of the glow plugs, it should be 1. You may
have a bad plug and is a simple thing to resolve, certainly easier than checking every inch of the
two wires coming from the relay and checking the relay itself unless you have access to a
known good relay. I hope you can resolve the glow plug blues, it sucks when they fail in the
winter. I forgot to mention that a weak battery may give you a glow plug CEL and trouble code.
Keep in mind that the cranking amperage of the battery decreases as the ambient temperature
plunges. If the issue is your battery, make sure to replace it with the best AGM battery you can
afford, the higher the CCA the better. AGM batteries have higher cold cranking amps in the cold
winter temps. When I first got the light I checked the plugs and they were good. The trouble
code will be stored until you erase it, but the engine light goes off when the correct conditions
are met. Proper battery amperage plus proper glow plug wiring resistance will turn the CEL light
off, even if the trouble code is still stored. By the way, dirty battery terminals will cause similar
effects as a weak battery. The battery is probably months old and the posts are clean as are the
cable clamps. I tested the harness for continuity prior to installing so I think the problem could
be between the harness connection and the relay, or as you said, the relay itself. More
troubleshooting. Check the connections on the fuse block that sits on top of the battery, make
sure the positive wire is clean and tight. Another thing you can do is to run a ground wire from
the negative pole of the battery to the engine block, use a good, heavy gauge wire for that. I
replaced that fuse block with a clean one from the boneyard and that improved things a lot. I
think the limited space restricts the size of the battery that can be fitted and the stock Cold
Cranking Amps is not enough to crank that engine in cold temps. I fitted a slightly taller battery
with CCA and even that was qu
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estionable. Perhaps the car should have had a stronger starter, like the big rigs have. I wander
if someone has run a dual battery setup on a TDI. Thanks Mark. Besides, they suck in the snow,
too low to the ground and very poor traction. You, sir, are a genius. Reconnected and voila, no
more 2 glow plug code. Glad it was helpful for you! Your email address will not be published.
Name required. E-mail required. Notify me of follow-up comments by email. Notify me of new
posts by email. Not on My TDI! This is very helpful! Awesome, Fred. John Culley. Thanks to
both of you gentlemen for your contributions to the blog! Tim Bryant. Greg George. Thanks,
guys! What year and model TDI do you have? It makes a difference. Lew in Denver. Leave a
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