Grizzly 660 headlight

At Hampton Roads Pediatric Dentistry, our goal is to provide high-quality pediatric dentistry
care to children of all ages in a fun, child-friendly environment. Our experienced pediatric
dentists are here to help give your child a healthy, beautiful smile for life. International
Shipping: This item is not eligible for international shipping, Please pay attention to our own
size before purchase. Brighten your look and reveal your unique. It is attached to a natural
leather slobber strap that is reversible to a neon turquoise slobber strap, We take utmost care
when packing our items. It also makes a great gift for the special friend in your life. My boys
love going to the dentist, Dr. Bobby and all of his staff at the Williamsburg office are amazing!
Small BIG practice. They have several offices but they focus on the little things that small
practices have and big don't. Like on-time appointments and taking time with little kids that
panic. Have always impressed me. Dr Bobby and his staff are wonderful. They were so patient
with my 2 year old who has sensory issues! My kids were once terrified of dentists until we
found Dr. He is awesome with children and so patient. My kids actually like going to the dentist
now. I absolutely LOVE this place. Being military it's always hard to find a place you can love
like the last place you went to. They are awesome! Hard to find a patient Dentist with for a kid
with Autism. The staff here was super friendly and patient. We are back on Monday, May 4th.
Click here to find more. Together, we smile We are here to help give your child a healthy,
beautiful smile for life. At Hampton Roads Pediatric Dentistry, At Hampton Roads Pediatric
Dentistry, our goal is to provide high-quality pediatric dentistry care to children of all ages in a
fun, child-friendly environment. Connect With Us. Bobby and Dr. Kari are amazing with my kids!
We love y'all!! We love Dr. The staff was amazing as well! It's such a quiet yet pleasant office as
soon as you walk in. Everyone is super friendly! Ste 30 Chesapeake, VA Our LED headlights
come with a free two year warranty! LED headlight bulbs have many advantages over those old
Yamaha Grizzly filament bulbs like longer life, lower power consumption, and more vivid color.
LED headlight bulbs from Hidsrus. The light emitted by LED headlight bulbs is bright, clear and
crisp compared to old yellow halogen headlights. The Yamaha Grizzly is a magnificently crafted
auto and now you have the chance to make it better with a LED headlight conversion to led
bulbs. Two years is the standard warranty, plus we offer a lifetime warranty as well. LED
headlight bulbs are a non-filament bulb that has light emitting diode technology. Making them
more durable and longer lasting for your Yamaha Grizzly Customer satisfaction is our number
one priority. Please verify you have adequate room for LED bulb base before ordering. Our LED
bulbs will require more room behind the headlight then your stock halogen headlight bulb. Due
to this items like dust covers and caps may need to be modified to account for the larger LED
bulb base. Upgrading your factory halogen headlights have never been easier. We have been
through many different style LED bulbs over the years as the technology progresses. We
currently offer some of the best components in the industry. Unlike other vendors, we have a
call center based in the United States and can answer any questions you may have about our
products or if you need installation assistance. Customer service is our number one priority.
Upgrade your headlights today to enhance your light output by up to five times that of a
standard factory halogen bulb. We stand behind the products we sell. They will work, we
guarantee it. LED's have been around long enough now that we as a supplier have confidence
we have some of the best products available in today's market. We have seen it all and can get
your vehicle upgraded to LED with little effort and no headaches. Simply remove your original
headlight bulbs and install the LED headlight bulbs with plug and play connectors for your
original headlight harness that connected to your factory halogen bulb. Most OEM headlight
bulb types leave much to be desired for light output. Proven to be rather dim, making it easy to
outrun them headlights when it's dark. Upgrading to LED headlight bulbs will solve this issue
and provide maximum visibility, protecting you and your vehicle. Our lights last a very long time
and will most likely outlast the vehicle. LED technology has come a long way in the past few
years. Do not be tricked into buying premature LED bulbs from vendors who are sitting on
inventory purchased and manufactured before the technology advances became reliable. We
offer the most current generation of efficient and reliable products available. Quick Links. See
also: Owner's Manual. It contains important safety information. This ATV should not be ridden
by anyone under 16 years of age. Troubleshooting Troubleshooting Troubleshooting charts LIT
2C Page 2 EBU Page 3 Yamaha experience in the production of fine sporting, touring, and
pace-setting racing machines. With the purchase of this Yamaha, you can now appreciate the
high degree of craftsmanship and reliability that have made Yamaha a leader in these fields. It is
illegal and unsafe to operate this ATV on any public street, road or highway. Page 6: Table Of
Contents Speed limiter Drive select lever Page 7 Measuring the tire pressure Page 8 Checking
and lubricating the Noise regulation Page 10 Always inspect your ATV each time you use it to
Always follow proper procedures for climbing make sure it is in safe operating condition. Alhills as described in this manual. Check the ter- ways follow the inspection and maintenance

rain carefully before you start up any hill. Page 11 steady speed when climbing a hill. If you stall
or Always be sure there are no obstacles or people roll backwards, follow the special procedure
for behind you when you operate in reverse. When braking described in this manual. Dismount
on it is safe to proceed in reverse, go slowly. Page 15 Read and understand all of the labels on
your ATV. These labels contain important information for safe and proper operation. Never
remove any labels from your ATV. If a label becomes difficult to read or comes off, request a
replace- ment label from your Yamaha dealer. Radiator cap 1. Rear shock absorber assembly
spring preload adjusting ring 2. Fuel tank cap 2. Spark arrester 3. Fuel cock 3. Storage
compartment and tool kit 4. Oil filter cartridge 4. Drive select lever 2. Rear brake lever 3.
Handlebar switches 4. Starter choke 5. Multifunction meter unit 6. Main switch 7. EBU Main
switch The positions of the main switch are as follows: All electrical systems are supplied with
power. The headlights and taillight come on when the light 1. Page Indicator Lights And
Warning Light Indicator lights and warning light NOTE: If the indicator light flashes or the
speedometer does not show the speed while riding, have a Yamaha dealer check the speed
sensor circuit. Set the display to the clock mode. Page 26 Top speed is normally limited when
operating in indicate a malfunction in the electrical system. In differential gear lock. If
conditions require more en- this case, take the ATV to a Yamaha dealer at the gine power when
riding forward, push and hold this first opportunity. Then, the four-wheel-drive indica- to turn
the ATV. The effort needed to Changing from four-wheel drive to four- turn increases with the
riding speed. You wheel-drive differential gear lock or vice-ver- may lose control and have an
accident if you sa while the ATV is moving. However, if conditions require full engine power to
be available, push and hold the override switch to disable the differ- ential gear lock speed
limiter. Page Speed Limiter If it does not work smoothly, check for the cause. Correct the
problem before riding the ATV. Consult a 1. Adjusting screw problem yourself. No more than 12
mm 0. Im- proper throttle operation could result. You could lose control, have an accident or be
in- jured. Always make sure the throttle lever free play is adjusted to 3. Fuel tank cap Starting
the engine without setting the drive select lever to the park position. Fuel expands when it heats
up. If the fuel tank is overfilled, fuel could spill out due to heat from the engine or the sun. Page
Starter Choke 1. With the fuel cock lever in to the carburetor. Turn the fuel cock lever to this this
position, the fuel reserve is made available. Page Seat Move the starter choke in direction b to
turn off the starter choke. Seat 2. Seat lock lever To install the seat Insert the projections on the
front of the seat into 1. If they must be stored, wrap them in appropriate cushion material to
prevent damaging the stor- age compartment. Projection 2. See page Adjust the spring preload
as follows. When the auxiliary DC jack is not being used, cover it with the cap. This may
overload the circuit and cause the fuse to 1. If soft or spongy, have Yamaha dealer bleed hydraulic system. Failure to properly maintain the ATV. Make sure that the final gear oil is at the
specified See page Add oil as necessary. Page Front And Rear Brakes Check that there is no
free play in the front brake If there is any leakage, the brake system should be lever. If there is
free play, have a Yamaha dealer checked by a Yamaha dealer. If a problem cannot be corrected
by the adjustment procedures pro- vided in this manual, have a Yamaha dealer check for the
cause. EBU Throttle lever Check the operation of the throttle lever. Page Specifications Tire
pressure below the minimum speci- NOTE: fied could cause the tire to dislodge from The
low-pressure tire gauge is included as stan- the rim under severe riding conditions. Make two
measurements of the Minimum tire pressure: tire pressure and use the second reading. Dust or
Front: dirt in the gauge could cause the first reading to be 32 kPa 4. Tire wear limit Front 38 kPa
5. If there is prior to operating the engine for the first time. Page 54 3. Shift the drive select lever
into the neutral or Ambient temp. The corresponding indicator light should come on. If the
indicator light does not come on, have a Yamaha dealer check the electrical circuit. NOTE: The
engine can be started under the following con Follow the same procedure as for starting a cold
7. If the engine is started with the starter choke engine, with the exception that the starter choke
in position 1 , the starter choke should be is not required when the engine is warm. Page 56 The
drive select lever cannot be shifted into or from should come on. If the indicator light does not
reverse or park without applying the brake pedal. Bring the ATV to a complete stop. Page
Engine Break-In There is never a more important period in the life of If any engine trouble
should occur during the your engine than the first 20 hours of riding. For engine break-in
period, immediately have a this reason, you should read the following material Yamaha dealer
check the ATV. Your Yamaha dealer has a variety of gen- 1. Bring the ATV to a stop by applying
the uine Yamaha accessories. Other accessories brakes. Page 59 Yamaha to test all non- Never
exceed the weight limits shown. An over- Yamaha accessories, nor control over their qualloaded ATV can be unstable. Page 60 the weight on the hitch. Please also read all caution and
warning labels on your ATV. Indicates a potential hazard that could result in serious injury or
death. Page 63 Yamaha. They should then ry or death of the child. Page 64 This ATV is designed

to carry operator and car- go only â€” passengers prohibited. Pre-operation checks Always
perform the pre-operation checks listed on page before riding for proper care of the ATV and to
ensure safety. Page 68 Speed limiter Loading and accessories For riders less experienced with
this model, the Use extra caution when riding the ATV with addi- throttle lever housing is
equipped with a speed lim- tional loads, such as accessories or cargo. The iter. Page 71 Never
modify this ATV through improper in- stallation or use of accessories. All parts and accessories
added to this ATV should be genuine Yamaha or equivalent compo- nents designed for use on
this ATV and should be installed and used according to instructions. To prevent burns, avoid
touching the exhaust system. Park the ATV in a place where pedestrians or children are not
likely to touch it. Operating this ATV on public streets, roads or highways. Page 74 Know the
terrain where you ride. Ride cautiously in unfamiliar areas. Stay alert for holes, rocks, or roots in
the terrain, and other hidden hazards which may cause the ATV to upset. DO NOT use the flag
pole bracket make you more visible. Do not shift from drive position low-range to Shift to the
park position and follow the instruction high-range or vice versa without coming to a on page to
start the engine. Prac- at the same speed. Page 79 Improper riding procedures such as abrupt
throttle changes, excessive braking, incorrect body move- ments, or too much speed for the
sharpness of the turn may cause the ATV to tip. If the ATV begins to tip over to the outside
while negotiating a turn, lean more to the inside. Page 81 If you are in 2WD, apply only the Keep
weight uphill. Avoid sharp angles which could allow the ATV as far to the rear and uphill side of
the ATV as pos- to tip or roll over. Carefully choose your path and sible. Page 85 Page 87 Before
entering the water, choose your path carefully. Enter where there is no sharp drop off, and avoid
rocks or other obstacles which may be slippery or upset the ATV. Page 89 1. Look out for
obstacles which could cause damage to the ATV or could lead to an upset or ac- cident. Be sure
to keep your feet firmly mounted on the footboards at all times. If unex- pected and uncorrected,
sliding could lead to an accident. To reduce the tendency for the front wheels to slide in loose
or slippery conditions, positioning your weight over the front wheels will sometimes help. The
terrain This section is designed to be a reference guide should be chosen carefully before
attempting such only. Be sure to read each section on riding tech- maneuvers, since both
stability and control are re- niques completely. Dismount the ATV on the uphill side. If your ATV
is traversing a sloping surface: Be sure to ride with your weight positioned to- wards the uphill
side of the ATV to maintain proper balance. Periodic in- nance unless otherwise specified. Have
a spection, adjustment and lubrication will keep your Yamaha dealer perform the service if you
are ATV in the safest and best operating condition not familiar with maintenance work. Page 95
Yamaha ATV dealer. NOTE: If you do not have the tools or experience required for a particular
job, have a Yamaha dealer perform it for you. Items marked with an asterisk should be
performed by a Yamaha dealer as they require special tools, data and technical skills. EBU
Removing and installing panels The panels shown need to be removed to perform some of the
maintenance jobs described in this chapter. Refer to this section each time a panel needs to be
removed and installed. Page To install one of the panels 1. Insert the panel projections in the
numerical order shown in the illustration, and then push inward on the area shown. Panel A 1.
Panel D Page 1. Panel D 1. Panel B 2. Bolt 2. Install the seat. To install the panel Panel B Place
the panel in the original position and install To remove the panel the bolts. Remove the bolts,
and then take the panel off. Front carrier stay cover 1. Carrier bolt top 1. Carrier bolt under the
fenders 2. Remove the quick fasteners and pull the pan- el upward. Page Panel E To remove the
panel Remove the bolts, and then take the panel off. Quick fastener 2. Panel C To install the
panel 1. Panel E 1. Place the panel in the original position and in- 2. Bolt stall the quick
fasteners. Page Panel G To remove the panel 1. Remove the seat. Remove the rear carrier by
removing the bolts. Panel F To install the panel Place the panel in its original position. Carrier
bolt top Carrier bolt under the fenders 1. Seat under bracket 2. Panel G 3. Remove the seat
under bracket and the panel by pulling them off. To install the panel 1. Place the panel and the
seat under bracket in the original position. Do not 1. Spark plug cap attempt to diagnose such
problems yourself. In- stead, have a Yamaha dealer check the ATV. Page 2. Check the spark
plug for electrode erosion and excessive carbon or other deposits, and replace it if necessary.
Measure the spark plug gap with a wire thick- ness gauge and, if necessary, adjust the gap to
specification. However, the spark plug should be tightened to the specified torque as soon as
possible. Page To change the engine oil with or without oil fil- ter cartridge replacement 1.
Remove panel F. Place the ATV on a level surface. Start the engine, warm it up for several minutes, and then turn it off. Oil filter cartridge 2. Apply a thin coat of engine oil to the O-ring of the
new oil filter cartridge. Page Add the specified amount of the recommend- ed engine oil, and
then install and tighten the engine oil filler cap. Recommended oil: See page Oil quantity:
Without oil filter cartridge replacement: 1. Final gear oil filler bolt a Yamaha dealer check and
repair the ATV. In ad- dition, the final gear oil must be changed as follows at the intervals

specified in the periodic mainte- nance and lubrication chart. Page Differential Gear Oil 23 Nm 2.
If any leakage is found, have a Yamaha dealer check and repair the ATV. Add the specified
amount of the recommend- In addition, the differential gear oil level must be ed final gear oil.
Place an oil pan under the differential gear case to collect the used oil. Remove the differential
gear oil filler bolt and the differential gear oil drain bolt to drain the oil from the differential gear
case. Page Coolant 5. Add the recommended differential gear oil to Tightening torque: the brim
of the filler hole as shown. Differential gear oil filler bolt: 23 Nm 2. Check the differential gear
case for oil leak- age. If oil is leaking, check for the cause. EBU Coolant The coolant level should
be checked before each Coolant reservoir cap If water has been added to the coolant, have 2.
Maximum level mark a Yamaha dealer check the antifreeze con- 3. Minimum level mark tent of
the coolant as soon as possible, oth- 3. If the coolant is at or below the minimum level erwise
the effectiveness of the coolant will mark, remove panel D. Page If the engine overheats, see
page for fur- ther instructions. Page 5. Remove the radiator cap. Coolant reservoir hose 1.
Radiator cap 9. After draining the coolant, thoroughly flush the 6. Remove panel D. Remove the
coolant reservoir cap. Replace the coolant drain bolt washer if it is 8. Install the panels and the
front carrier. If dust or water collects in this hose, empty the hose and clean the air filter element
and air fil- ter case. Air filter case holder 2. Air filter element 1. Air filter element frame 2. Sponge
material 4. Remove the sponge material from the air filter element frame. Wash the sponge
material gently but thor- oughly in solvent. Page Do not twist the sponge material when squeezing it. Check the sponge material and replace it if damaged. Apply Yamaha foam air filter oil or
other qual- ity foam air filter oil to the sponge material. NOTE: 1. Breather hose The sponge
material should be wet but not drip- Never operate the engine with the air filter el- ement
removed. This will allow unfiltered air to enter the engine, causing rapid engine wear and
possible engine damage. Could cause burns. Could cause carbon monoxide poisoning,
possibly leading to death. Could start a fire. Page V-Belt Case Drain Plug If water drains from
the V-belt case after removing most carburetor adjustments should be left to a the plug, have a
Yamaha dealer check the ATV as Yamaha dealer, who has the necessary profes- the water may
affect other engine parts. NOTE: 2. If the specified idling speed cannot be obtained as 3. Attach
the tachometer to the spark plug lead. If a brake pad is dam- aged or if the lining thickness is
less than 1. Brake pad 1. Minimum level mark 2. Lining thickness Rear brake EBU Checking the
brake fluid level Insufficient brake fluid may allow air to enter the brake system, possibly
causing it to become inef- fective. Before riding, check that the brake fluid is above the
minimum level mark and replenish if neces- sary. Page Changing The Brake Fluid When
checking the fluid level, make sure that Changing the brake fluid the top of the brake fluid
reservoir is level. Have a Yamaha dealer change the brake fluid at Use only the recommended
quality brake fluid, the intervals specified in the NOTE after the peri- otherwise the rubber seals
may deteriorate, odic maintenance and lubrication chart. All air must be bled from the brake
system. Replacement of brake components requires professional knowledge. These procedures
should be performed by a Yamaha dealer. EBU 1. Brake lever free play Adjusting the rear brake
lever free play Brake lever free play adjusting bolt 3. Tighten the locknut. If the correct free play
cannot be obtained, have a 1. Brake lever free play Yamaha dealer adjust it. Loosen the locknut.
Turn the brake lever free play adjusting bolt in Page Axle Boots Make sure the brakes are not
spongy. EBU Axle boots The axle boots must be checked for damage at the intervals specified
in the periodic maintenance and lubrication chart. Page Brake Light Switches The brake light
switch for the brake pedal can be adjusted as follows, but the other brake light switches should
be adjusted by a Yamaha dealer. Remove panel B. Front axle boot each side Page Checking And
Lubricating The Cables If a cable is damaged or does not move smoothly, have a Yamaha dealer
check or replace Recommended lubricant: Lithium-soap-based grease all-purpose grease Page
Checking And Lubricating The Brake Pedal Front brake lever EBU Checking and lubricating the
brake pedal The operation of the brake pedal should be checked before each ride, and the pedal
pivot should be lubricated if necessary. Recommended lubricant: Lithium-soap-based grease
all-purpose Page Checking The Wheel Bearings If there is play at the intervals specified in the
periodic mainte- in a wheel hub or if a wheel does not turn smoothly, nance and lubrication
chart. Recommended lubricant: EBU Lithium-soap-based grease You could be se- verely burned
by the sulfuric acid in battery electrolyte. Page To charge the battery Have a Yamaha dealer
charge the battery as soon as possible if it seems to have discharged. Keep in mind that the
battery tends to discharge more quickly if the ATV is equipped with optional electri- cal
accessories. Remove the blown fuse, and then install a new fuse of the specified amperage.
Specified fuses: Main fuse: Page Replacing A Headlight Bulb 4. If the fuse immediately blows
again, have a Yamaha dealer check the electrical system. EBU Replacing a headlight bulb If a
headlight bulb burns out, replace it as follows. Page 3. Remove the headlight bulb holder by
pushing 5. Insert a new headlight bulb into the bulb hold- it in and turning it counterclockwise.

Headlight bulb holder 1. Do not touch the glass part of the bulb. Page Removing A Wheel 1.
Wheel nut 3. Remove the defective bulb by pushing it in 2. Elevate the ATV and place a suitable
stand and turning it counterclockwise. Insert a new bulb into the bulb holder, push it 3. Page
Tapered nuts are used for both the front and rear wheels. Install the nuts with their tapered side
to- wards the wheel. Tapered nut 2. Lower the ATV to the ground. Tighten the wheel nuts to the
specified 1. Page Troubleshooting However, should your ATV re- quire any repair, take it to a
Yamaha dealer, whose skilled technicians have the necessary tools, expe- rience, and
know-how to service the ATV properly. Page Troubleshooting Charts Remove the spark plug
and check the electrodes. The engine does not start. Have a Yamaha dealer check the ATV.
Check the battery. Battery The engine turns over The battery is good. Page Start the engine. If
the engine overheats again, have a The coolant level Yamaha dealer check and repair the
cooling system. NOTE: If coolant is not available, tap water can be temporarily used instead,
provided that it is changed to the rec- ommended coolant as soon as possible. Once most of the
dirt has been hosed off, general performance and extend the useful life of wash all surfaces with
warm water and mild, many components. Operation with wet brakes after washing. Page b. For
more in- c. Install the spark plug cap onto the spark formation on storing the battery, see page
plug, and then place the spark plug on the Page With oil filter cartridge replacement: Type x
quantity: 2. Page Caster angle: Rear: 5. Page
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Four-wheel-drive motor fuse: 3. Record the information on this label in the space provided.
This information will be need- ed when ordering spare parts from a Yamaha deal- The chart
below is printed only as a reminder to you that the maintenance work is required. Page Yamaha
Motor Corporation, U. Atv Limited Warranty 6 months from the date of purchase. Page
Attention: Warranty Department 3. Each Yamaha ATV dealer is held responsible for his setup,
service and war- ranty repair work. This will ensure that Yamaha Motor Corporation, U. Page
Yamaha Extended Service Y. Yamaha people who handle your warranty â€” and it Y. There sell
or trade in your ATV. That can make your Yamaha are no mileage limitations. Page Y. See your
dealer today! Page EBU Page Pre-operation check list Page V-belt case drain plug This manual
is also suitable for: Yfm66fgw. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

