Hyundai elantra hood switch

The most recently reported issues are listed below. Also please check out the statistics and
reliability analysis of Hyundai Elantra based on all problems reported for the Elantra. The
contact owned a Hyundai Elantra. While driving 65 mph, the hood latch disconnected and
caused the hood to open and crash through the windshield. The air bags failed to deploy. A
police report was not filed and no injuries were sustained. The vehicle was destroyed. The
manufacturer was made aware of the failure. The VIN was unavailable. The failure mileage was ,
See all problems of the Hyundai Elantra. While driving about 30 mph the hood latch failed and
the hood blew off shearing the hinges into the windshield and side view mirror. Fortunately no
one was hurt, but it could have been catastrophic hood, hinges, latch, windshield and side
mirror needed to be replaced. While driving on the freeway, the hood on my vehicle flew open,
without warning, and smashed into my windshield. The last time the hood was popped open
was several months ago for an oil change. I had, in all of that time, never noticed that the hood
was slightly open. I have attempted to contact the manufacturer as well as the dealership from
where I purchased the vehicle, on several occasions, only to be told that they did not consider
this to be their responsibility, claiming that they know no reason why the hood flew open
unexpectedly. Thus far, I have not had it repaired. After entering the highway at speed of mph
the hood came flying open. There was no light in the car showing the hood was open prior to
this. The car when out of control and crossed over four lanes of traffic. The hood was nearly
bent in half over the roof of the car. Luckily no one was injured. The safety switch holding the
hood shut is broken. The hood appears to remain shut. While driving the hood popoed up.
Driver was able to maintain control of the vehicle and pulled over. Then, driver took the vehicle
to dealer, and mechanic determined that hood lever needed to be replaced. While driving, the
hood released from the hood latch and flipped open breaking the windshield and causing an
accident. There was no indication that the hood latch would fail. There were no previous
accident or damage to the latch. While driving at 15 mph the hood opened suddenly resulting in
damage. The dealer was notified. While driving 50 mph the hood became unlatched and flew
open. Hood latch released while I was driving causing hood to slam back against the windshield
and totally obstructing vision while on main road. Car needed to be towed and hood replaced.
Auto body owner found latch, bolts, nuts were all rusted. My car is a Hyundai Elantra. The latch
mechanism failed to hold the hood closed after a minor collision. The hood opened up and
flipped back unto the windshield, breaking the glass, damaging the hood. The vehicle was being
driven at 40 mph at the time. The latch popped out from the hood thus releasing the hood. This
latch was revitted on to the hood on thin sheet metal which stretched and release the latch. It
should be note that I was blinded when the hod flew opened and was lucky to be unhurt. I
looked at other car latch and they are of a superior design. Car Problems. Hood Latch problem
of the Hyundai Elantra 1. Hood Latch problem of the Hyundai Elantra 2. Hood Latch problem of
the Hyundai Elantra 3. Hood Latch problem of the Hyundai Elantra 4. Hood Latch problem of the
Hyundai Elantra 5. Hood Latch problem of the Hyundai Elantra 6. Hood Latch problem of the
Hyundai Elantra 7. Hood Latch problem of the Hyundai Elantra 8. Hood Latch problem of the
Hyundai Elantra 9. Hood Latch problem of the Hyundai Elantra Door Latch problems. Trunk Lid
Lock problems. The idea is, that the four small pieces of Duct Tape, act as shims, and extend
the length of the rubber bumper pad, so that when the hood is closed, it pushes the switch
plunger down far enough to break the switch contact. I think that the rubber bumper pad
shrinks after a few years, and as a result of shrinking, is not long enough to push the hood
switch plunger down far enough to break the switch contact. Hope this helps. It's really just a
basic little switch, the contact is spring loaded closed, when the hood is opened. The rubber
bumper pad that is attached to the hood, pushes the switch plunger down, breaking opening the
contact, when the hood is closed. Trending News. Tiger Woods seriously injured in rollover car
crash. Official on Woods: He's 'very fortunate' to be alive. Pat Sajak called out for mocking
contestant. FOMO trend is fueling a homebuying surge. COVID pushes some with eating
disorders to get help. Judd makes hour trek home after shattering leg. Answer Save. David B.
George K. Still have questions? Get your answers by asking now. Close all doors except the
engine hood, and then lock all doors. It takes at least one hour or at most one day. Connect an
ammeter in series between the battery - terminal and the ground cable, and then disconnect the
clamp from the battery - terminal slowly. In case the battery is reset, connect the battery cable
again, and then start the engine or turn the ignition switch ON for more than 10 sec. Repeat the
procedure from No. To prevent the battery from being reset during the inspection, 1 Connect a
jump cable between the battery - terminal and the ground cable. For an accurate measurement
of a vehicle parasitic current, all electriacl systems should go to sleep mode. Be careful that the
lead wires of an ammeter do not come off from the battery - terminal and the ground cable to
prevent the battery from being reset. Connect a jump cable between the battery - terminal and
the ground cable. Connect an ammeter between the battery - terminal and the ground cable.

After disconnecting the jump cable, read the current value of the ammeter. If the parasitic
current is over the limit value, search for abnormal circuit by removing a fuse one by one and
checking the parasitic current. Reconnect the suspected parasitic current draw circuit fuse only
and search for suspected unit by removing a compoconnected with the circuit one by one until
the parasitic draw drops below limit value. Installation 1. Install in the reverse order of removal.
Battery - terminal installation: 4. Cleaning 1. Make sure the ignition switch and all accessories
are in the OFF position. Disconnect the battery cables negative first. Disconnect the hood
switch connector. Close the trunk lid. Close the doors or remove the door switches. To prevent
the battery from being reset during the inspection,. Disconnect the ground cable from the
battery - terminal. Read the current value of the ammeter. Welcome Guest Log In Register.
Similar Topics. This is an archived forum community. It's currently closed to new memberships
and is read-only. Factory alarm problem with Elantra GLS. View Member Profile. Aug 30 , AM.
Post 1 Print. I just bought a elantra GLS. Love the car so far, but noticed something irritating.
When I lock the doors with the key fob, and then hit the button again where the horn honks, I
noticed this weekend that randomly the alarm will go off and the lights will flash and horn honk.
If I just hit the button once and lock the doors, I don't have the problem. But I noticed the alarm
going off randomly several times this weekend and its kind of irritating. Anyone have any ideas
on what's wrong? Aug 30 , PM. Post 2 Print. So technically it shouldn't mean anything towards
the issue here might be something else setting it offf Post 3 Print. Post 4 Print. If I press it twice,
then eventually the alarm will go off randomly. It will go off eventually, at random times. Post 5
Print. I thought you said it happened when you beeped, but if beep you mean arm, then when
ever it feels like going off it does Post 6 Print. Aug 31 , AM. Post 7 Print. Its funny you mention
this. I have the factory alarm in my 09 and I was trying to find ways to fool it to see what would
happen. Its a pretty smart system. Sep 1 , AM. Post 8 Print. I can tell that my HD elantra has the
pre-tsb rubber thing for the hood switch. So I guess for now I can just disconnect the hood
switch until I can get that rubber post thing. Don't know if it's worth dropping off at a dealer for
something like that. Do they stock that part at the dealership or what? Sep 1 , PM. Post 9 Print.
Post 10 Print. There's a Hyundai dealership literally minutes from my house. Guess I should just
roll by there. Sep 3 , PM. Post 11 Print. I had to do that with mine. Either push it down or pull it
up to see what works for you. Sep 5 , AM. Post 12 Print. Fast Reply. Powered By IP. Aug 30 , AM
Post 1 Print. Aug 30 , PM Post 2 Print. Vinnie View Member Profile. Aug 30 , PM Post 3 Print. Aug
30 , PM Post 4 Print. Aug 30 , PM Post 5 Print. Aug 30 , PM Post 6 Print. Thank you vincent. I did
some limited reading and researching before I posted, and saw the hood switch mentioned
before as the main culprit for this problem. I'll disconnect the switch for now! MalibuJack View
Member Profile. Aug 31 , AM Post 7 Print. Sep 1 , AM Post 8 Print. Sep 1 , PM Post 9 Print. Sep 1
, PM Post 10 Print. Sep 3 , PM Post 11 Print. Bob View Member Profile. Sep 5 , AM Post 12 Print.
On the other side of the key fob is a "panic" alarm button which sets off the alarm. Be sure you
are not accidentally pressing it. I have a couple of times when I have bumped in to some thing
or bent over with a lot of stuff in my pocket. Elantra Sport review. Elantra Club is not affiliated in
any way with Hyundai Motor America. We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Hyundai Elantra Hood. Select your vehicle year. Refine by:. Hood
part. Returns Policy. Recommended Use. Quantity Sold. Shop Hyundai Elantra Hood. Showing 1
- 15 of 17 results. Display item:. Sort by:. Part Number: H Vehicle Info Required to Guarantee F
92 civic radio wiring diagram
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it. Core Charge. Add to cart. Part Number: HQ. Part Number: RH Part Number: R-H Part
Number: R-HQ. Page 1 of 2 Showing 1 - 15 of 17 results. Hyundai Elantra Hood Customer
Reviews. Replacement Hood - Primed. May 21, Fast Delivery. It fits very well thanks. Dickson
Azilagbetor. Purchased on May 03, Replacement Hood - Primed, Sedan. Mar 04, Great Quality!
Jonathon Chatman. Purchased on Feb 18, Feb 25, Quality Product. The hood arrived earlier than
expected. It was packaged well. Installing it was very easy. I am very happy with the purchase.
William Tompkins. Purchased on Feb 09, Show More. Helpful Automotive Resources. Hinged
onto the cowl of the vehicle, it serves as an entry point to the engine compartment. Access to
this compartment is important for vehicle maintenance and for quick fixes. Finding the Right
Car Hood Replacement. Contact Us. Phone Number Shop with Confidence. All Rights Reserved.
Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

