John deere lt133 parts diagram

This technical manual is written for an experienced technician and contains sections that are
specifically for this product. It is a part of a total product support program. The manual is
organized so that all the information on a particular system is kept together. The order of
grouping is as follows:. Note: Depending on the particular section or system being covered, not
all of the above groups may be used. Each section will be identified with a symbol rather than a
number. The groups and pages within a section will be consecutively numbered. We appreciate
your input on this manual. To help, there are postage paid post cards included at the back. If
you find any errors or want to comment on the layout of the manual please fill out one of the
cards and mail it back to us. All information, illustrations and specifications in this manual are
based on the latest information available at the time of publication. The right is reserved to
make changes at any time without notice. This is the safety-alert symbol. When you see this
symbol on your machine or in this manual, be alert to the potential for personal injury. Replace
missing or damaged safety signs. When you work around fuel, do not smoke or work near
heaters or other fire hazards. Store flammable fluids away from fire hazards. Do not incinerate
or puncture pressurized containers. Keep emergency numbers for doctors, ambulance service,
hospital, and fire department near your telephone. Battery gas can explode. Use a volt-meter or
hydrometer. It is strong enough to burn skin, eat holes in clothing, and cause blindness if
splashed into eyes. Filling batteries in a well-ventilated area. Wearing eye protection and rubber
gloves. Avoiding breathing fumes when electrolyte is added. Avoiding spilling or dripping
electrolyte. Use proper jump start procedure. Apply baking soda or lime to help neutralize the
acid. Get medical attention immediately. Drink large amounts of water or milk. Then drink milk
of magnesia, beaten eggs, or vegetable oil. Prolonged exposure to loud noise can cause
impairment or loss of hearing. Wear a suitable hearing protective device such as earmuffs or
earplugs to protect against objectionable or uncomfortable loud noises. Operating equipment
safely requires the full attention of the operator. Do not wear radio or music headphones while
operating machine. Tie long hair behind your head. Do not wear a necktie, scarf, loose clothing,
or necklace when you work near machine tools or moving parts. If these items were to get
caught, severe injury could result. Remove rings and other jewelry to prevent electrical shorts
and entanglement in moving parts. Use tools appropriate to the work. Makeshift tools and
procedures can create safety hazards. Use power tools only to loosen threaded parts and
fasteners. For loosening and tightening hardware, use the correct size tools. Avoid bodily injury
caused by slipping wrenches. Use only service parts meeting John Deere specifications. Lower
all equipment to the ground. Stop the engine and remove the key. Disconnect the battery
ground strap. Illuminate your work area adequately but safely. Use a portable safety light for
working inside or under the machine. Make sure the bulb is enclosed by a wire cage. The hot
filament of an accidentally broken bulb can ignite spilled fuel or oil. Engine exhaust fumes can
cause sickness or death. If it is necessary to run an engine in an enclosed area, remove the
exhaust fumes from the area with an exhaust pipe extension. If you do not have an exhaust pipe
extension, open the doors and get outside air into the area. If you must work on a lifted machine
or attachment, securely support the machine or attachment. Do not support the machine on
cinder blocks, hollow tiles, or props that may crumble under continuous load. Do not work
under a machine that is supported solely by a jack. Follow recommended procedures in this
manual. Lifting heavy components incorrectly can cause severe injury or machine damage.
Follow recommended procedure for removal and installation of components in the manual.
Clean work area and machine. Make sure you have all necessary tools to do your job. Have the
right parts on hand. Read all instructions thoroughly; do not attempt shortcuts. Gasoline engine
exhaust from this product contains chemicals known to the State of California to cause cancer,
birth defects, or other reproductive harm. Avoid potentially toxic fumes and dust. Hazardous
fumes can be generated when paint is heated by welding, soldering, or using a torch. Do all
work outside or in a well ventilated area. Dispose of paint and solvent properly. Remove paint
before welding or heating: If you sand or grind paint, avoid breathing the dust. Wear an
approved respirator. If you use solvent or paint stripper, remove stripper with soap and water
before welding. Remove solvent or paint stripper containers and other flammable material from
area. Allow fumes to disperse at least 15 minutes before welding or heating. Avoid breathing
dust that may be generated when handling components containing asbestos fibers. Inhaled
asbestos fibers may cause lung cancer. Components in products that may contain asbestos
fibers are brake pads, brake band and lining assemblies, clutch plates, and some gaskets. The
asbestos used in these components is usually found in a resin or sealed in some way. Normal
handling is not hazardous as long as airborne dust containing asbestos is not generated. Avoid
creating dust. Never use compressed air for cleaning. Avoid brushing or grinding material
containing asbestos. When servicing, wear an approved respirator. A special vacuum cleaner is
recommended to clean asbestos. If not available, apply a mist of oil or water on the material

containing asbestos. Keep bystanders away from the area. Do not attempt to mount a tire
unless you have the proper equipment and experience to perform the job. Always maintain the
correct tire pressure. Do not inflate the tires above the recommended pressure. Never weld or
heat a wheel and tire assembly. The heat can cause an increase in air pressure resulting in a tire
explosion. Welding can structurally weaken or deform the wheel. When inflating tires, use a
clip-on chuck and extension hose long enough to allow you to stand to one side and NOT in
front of or over the tire assembly. Use a safety cage if available. Check wheels for low pressure,
cuts, bubbles, damaged rims or missing lug bolts and nuts. Keep hands and feet away while
machine is running. Shut off power to service, lubricate or remove mower blades, augers or
PTO shafts. Direct exposure to hazardous chemicals can cause serious injury. Potentially
hazardous chemicals used with John Deere equipment include such items as lubricants,
coolants, paints, and adhesives. A Material Safety Data Sheet MSDS provides specific details on
chemical products: physical and health hazards, safety procedures, and emergency response
techniques. Check the MSDS before you start any job using a hazardous chemical. That way
you will know exactly what the risks are and how to do the job safely. Then follow procedures
and recommended equipment. Improperly disposing of waste can threaten the environment and
ecology. Potentially harmful waste used with John Deere equipment include such items as oil,
fuel, coolant, brake fluid, filters, and batteries. Use leakproof containers when draining fluids.
Do not use food or beverage containers that may mislead someone into drinking from them. Do
not pour waste onto the ground, down a drain, or into any water source. Inquire on the proper
way to recycle or dispose of waste from your local environmental or recycling center, or from
your John Deere dealer. Before returning machine to customer, make sure machine is
functioning properly, especially the safety systems. Install all guards and shields. Overhead
Valves. Oil Filter. Crankcase Capacity With Filter. Without Filter. Cooling System. Air Cooled. Air
Cleaner. Paper with outer foam element. Horizontal discharge below frame. Spark Plug Gap.
Vanguard V-Twin. Type of Starter. Charging System. Flywheel Alternator. Welcome to
ManualMachine. We have emailed you a verification link to to complete your registration. Log in
Sign up. Forgot password? Enter your email and check your inbox. Please also check your
spam folder. Email sent! Check your email for further instructions. Enter a new password. My
files 0 My downloads 0 History Account settings Sign out. Steering Brakes Attachments
Miscellaneous. Follow recommended precautions and safe servicing practices. Make sure
machine is clean of trash, grease, and debris. Do not store oily rags; they can ignite and burn
spontaneously. Be prepared if a fire starts. Keep a first aid kit and fire extinguisher handy. Flush
your skin with water. Before working on the machine: 1. Overhead Valves Lubrication.
Pressurized Oil Filter. Air Cooled Air Cleaner. Paper with outer foam element Muffler. Horizontal
discharge below frame Spark Plug Gap. Vanguard V-Twin Type. Bendix Charging System.
Register and get 5 for free. Upload manuals that we do not have and get 1 for each file. Get 1 for
every download of your manual. Common sense goes a long ways when maintaining your
machine. If you have extreme heat, dust, or terrain that you operate in you, service frequency
will need to increase. While your John Deere machine is certainly built with quality parts, they
have a limited life. Good news is you can easily service your machine yourself using a John
Deere maintenance kit or service kits or by getting the specific John Deere part needed to keep
your John Deere mower or tractor running for a long time. Outside of the schedule service
intervals, you may need a part for a quick repair. N o coupon needed! Due to the adverse effects
of COVID, please consider communicating via email instead of phone call. Search for:. Want to
Sign Up for Maintenance Reminders? Get Notified. Need a detailed diagram for your? View Now.
Email Address. First Name. Last Name. Current Hours. Mowing Duration How long does it take
to mow? Small-Medium Yard Less than 1. Give me maintenance reminders via email
communications. I consent to having my maintenance reminder engagement tracked and
analyzed. Blade - Kit AM Ignition Switch AM Gage Wheel AM Blade - High Lift AM Oil Filter
Package GY Key - Padded GY Belt - Traction Drive M Belt M Belt - Timing M Spark Plug M Blade
- Low Lift M Battery TY Fuel Cap AM Tricycler Mulch Kit BM Grease Gun TY JavaScript seems to
be disabled in your browser. You must have JavaScript enabled in your browser to utilize the
functionality of this website. The LT was powered by a 13 hp Kohler 1-cyl gas engine and 5
speed gear transmission. Available attachments were a 38" 2 blade mid-mount mower deck, and
a front mount 42" blade. Click here for the John Deere LT parts diagrams. John Deere lawn
tractors are manufactured to high quality standards. Such as, mower blades, drive belt, deck
belt, spark plugs, oil filter, etcâ€¦ If you need high quality replacement John Deere parts , then
you have come to the right place. Add to Cart. Subscribe to our free e-newsletter, and get new
tips every two weeks. Madison Tractor Company. Catalog Search. Rubber Tracks Steel Tracks.
Please Select Vrisimo W. Find Reset. The serial number can be found on the tractor body, below
and in front of the seat: Click here for the John Deere LT parts diagrams. Page: 1 2. Sort By

Position Name Price. B1JD - Blade, Mulching. Learn More. B1PD - Blade, Mulching. AM - Seat,
High Back. M - John Deere Belt. Shop By. Sign Up for Our Newsletter:. Join our community
Facebook Twitter. Accepted Forms of Payment. Search and order all the parts you need for your
riding lawn equipment and Gator UTV including lawn mower blades, filters, belts, spark plugs,
oil, and home maintenance kits. Search part numbers and John Deere parts diagrams to identify
exactly what you need to keep your equipment running smoothly. As a John Deere owner, when
it's time to maintain, service or repair your equipment we have easy-to-use information sheets
that keep your John Deere equipment running well. Find your operator's manual for detail
operating instructions, safety and maintenance intervals. Feel confident in tuning up your lawn
mower or garden equipment this season with our Home Maintenance Kits. Easily find the right
product so you can DIY and save! As seen in the example, the model number will be displayed
below the MODEL heading Example: Z , and the serial number will be underlined on the
top-right corner of the tag Example: If you're looking for the engine number, that can be found
directly on the engine itself. Get the latest on how to care for and enjoy your yard and garden.
The articles and videos are informative and the ideas are amazing. MowerPlus is the app you
need to keep your John Deere riding lawn mower running well and your lawn looking great this
season. The app tracks and records yard tasks and serves as a one-stop shop for seasonal care
tips and maintenance activities. At John Deere, you get the value of choice for your
maintenance and replacement parts for all makes and ages of machines â€” at any budget.
Revolutionized it really. Only from John Deere. Make sure the arrow on your Filter System aligns
with the arrow on your engine. Close the hood and mow. The engine modifications and new
technologies are in. The re-envisioned oil filter with a media designed to resist breaking down in
oil over time is here. The thousands of hours of testing are done. The end result is an all-in-one,
oil and oil filter system like no other. The first of its kind. What do you mean, I will never have to
drain oil from my engine again? How is that possible? The answer is simple. We have
developed a better filtration system and filter design for our Series Riding Lawn Tractors 1. This
fully synthetic filter media has greater surface area which increases its capacity to hold harmful
contaminants. And a cooler running engine and better filtering helps increase engine oil life.
John Deere's recommended oil service for Series Riding Lawn Tractors 1 , is to change the
System every 50 hours or once a season, whichever comes first. Remember, the System
replaces a portion of your engine oil. And that's plenty. Thanks to thousands of hours of
rigorous and extensive testing, you can feel confident your engine will run for years to come.
That includes equivalent Deere models and models without the System. These tractors are
designed for ease of use for both operation and maintenance. We changed the oil change. The
all-in-one oil and oil filter system gives the owner the ability to change a portion of the oil and
the filter in less than 30 seconds. What happens to the rest of the oil in the engine when the
Easy Change system is replaced? The Easy Change system replaces. The remaining oil in the
engine is refreshed by the charge of new oil included in the replacement Easy Change system. It
is not just a filter. Beyond the filter, technology within the canister and on your engine makes
this possible. Models with the Easy Change oil system use a fully synthetic filter that has more
capacity to trap and hold contaminants. The larger surface area of the Easy Change canister
acts like a radiator helping the oil to stay cool. Does the Easy Change system somehow
decrease the life of the engine? The John Deere Series lawn tractor models, with and without
Easy Change, are specified for the same lifetime and are rigorously tested to the same
standards to ensure the life of the tractor meets expectations. Because this system also
requires unique features within the engine, the Easy Change system cannot be added to an
engine that was not equipped with it at the factory. Every 50 hours or once a year. The Series
Lawn Tractors with and without the Easy Change system have the same maintenance schedule.
Many local government recycling programs, authorized retailers, auto repair stations, and auto
parts stores will puncture and recycle used oil filters and oil. Consistent with our service
recommendations for this product, you should check oil level daily and add oil if required. You
take pride in your yard. Discount to be applied to the total before applicable sales tax and
shipping or delivery charges. Offer may be discontinued or modified at any time. See
participating John Deere dealer for details. Offer cannot be exchanged for cash, and no
substitutions are permitted. Offer can be redeemed in addition to any other qualifying John
Deere Rewards discounts. Skip to main content. Electronic Solutions. Rental Sales. View All
Equipment. View Used Equipment. John Deere Financial. Make a Payment. Sign In To My
Account. Owner Information. Lawn Mower Parts. Order Parts Search and order all the parts you
need for your riding lawn equipment and Gator UTV including lawn mower blades, filters, belts,
spark plugs, oil, and home maintenance kits. Find Parts Search part numbers and John Deere
parts diagrams to identify exactly what you need to keep your equipment running smoothly.
Search Parts Catalog. Dealer locator. Quick Reference Guides As a John Deere owner, when it's

time to maintain, service or repair your equipment we have easy-to-use information sheets that
keep your John Deere equipment running well. Home Maintenance Kits Feel confident in tuning
up your lawn mower or garden equipment this season with our Home Maintenance Kits. Find
Home Maintenance Kits. Looking for your Serial Number? Home and Garden, eat your heart out.
Visit YourBackyardTips. MowerPlus Mobile App MowerPlus is the app you need to keep your
John Deere riding lawn mower running well and your lawn looking great this season. The Right
Part. The Right Price. Never drain engine oil again. Order Now about Never drain engine oil
again. Draining engine oil is so What is this new oil change system? What makes the Easy
Change system unique from other filters? Can I add the Easy change system to an existing
tractor? Can I change all the oil if I choose to? You could if you wanted to. There is an oil drain
plug. It is not required for maintenance. How often do I need to change the Easy Change
canister? What type of oil is recommended? How do I recycle the old oil? Do I ever need to add
oil? View Gator Attachments about. View Riding Lawn Equipment Attachments. Safety
Information Special Offers. The John Deere LT is equipped with a 0. The compression ratio
rating is 8. This engine produced The John Deere LT is equipped with manual steering, an open
operator station and 7. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the we
2007 chevy equinox manual
nissan nav 6
2003 chevy malibu green
bsite. These cookies do not store any personal information. Following attachments are
available for John Deere LT lawn tractor: J ohn Deere 38 mid-mount 38 in mm mower deck with
two-blades and manual lift John Deere M front-mount 42 in 1, mm blade. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if you
wish. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are as essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Necessary. Forward:
8.

