Maytag bravos parts diagram

My Maytag front loading washer flashes the F3E2 error code. I begin a wash cycle, the washer
fills with water, and the error code shows immediately. Other times the washer will run for 5
minutes and the error code pops up. At times, the washer will run the complete cycle. What
does this code mean and how do I fix this? I do have a multimeter if I need to check parts. If the
temperature sensor thermistor value is out of range during the water heating step of the wash
cycle, it will display the error. This error code can also indicate a heating circuit fault. Most
commonly a wiring fault causes this error code on Whirlpool and Maytag washers. This issue
can be intermittent as the washer vibrates and moves. Inspect the wiring near the temperature
sensor. Check the 2 black wires that go to the temperature sensor near the washer drum as this
is where the wires seem to be most commonly damaged and causing the F3 E2 error. The error
code can also be seen as E2 F3. Error Code F3 E2. NOTE: Wear safety gear and always unplug
the washer when performing maintenance or troubleshooting. Check for faulty wiring on
temperature sensor to and from CCU 2 black wires. Test the resistance through the temperature
sensor with meter â€” Should measure 50K ohms. Wiring can check good when not in use due
to vibration â€” Important to inspect wiring in insulation. Unplug the washing machine.
Carefully slide washer out from wall. Remove rear panel s to access components. Locate
temperature sensor. Check resistance through temp sensor â€” should measure 50, ohms.
Remove and replace temp sensor if found faulty. Check all wiring. Install panel s. Plug washer
back into power. Test washer to be sure F3 E2 is clear. NOTE: The location of the temp sensor
is at the bottom of the washer tub. Located on the heating element in the front. You will see a
square shaped plug between the heating element terminal and be sure the plug is secure. The
plug can become loose from the washer vibrating during wash or spin cycle. Check this
connection to be sure it is secure. This repair method works on Whirlpool and Maytag Washers.
How to repair error code F3 E2 â€” Whirlpool Maytag. What is an NTC temperature sensor
thermistor? NTC thermistors are resistors with a negative temperature coefficient. The
resistance decreases with increasing temperature. How does a thermistor fail? Can be due to
mechanical separation between the lead material and the resistor element. Can be caused by
thermal mismatch, handling damage, and excessive heat. Is your washer still under warranty?
Call or go online to find out. Have the F3E2 error code displaying on your Maytag or Whirlpool
washer? Please let us know the model number of your washer so we can assist further. If you
have tips for how to fix this error code in a different manner, please let us know to assist others
troubleshooting the same issue. Follow the 2 black wires that are connected to the temp sensor.
The wires tend to get damaged or cut at the zip tie that holds the group of wire together. My
Whirlpool duet steam front load washer is displaying f03, e Put a new control board in, a new
temp sensor. Still does the same. My model is Wfw95hexro. Please help. Your email address will
not be published. Save my name, email, and website in this browser for the next time I
comment. Notify me of follow-up comments by email. Notify me of new posts by email. Leave
this field empty. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Skip to content. Related Articles. He has 33 years of experience troubleshooting and
repairing all types of appliances. Contact here. Leave a Comment Cancel Reply Your email
address will not be published. Sorry, your blog cannot share posts by email. Here are charts to
help you to identify symbols on electrical schematics. These electrical schematic symbols will
help you to identify parts when working with an electrical schematic. Electronics symbols for
schematics and wiring diagrams are mostly universal with a few of the symbols that may look
different if reading other types of schematics. Electrical Schematic Symbols. The charts below
will help you to understand what everything on an electrical schematic is. These charts will
assist you when working with an automotive or an appliance schematic. If you can identify the
part on the schematic and understand what each part does, you can use a schematic to
troubleshoot an appliance or automotive problem. Video â€” How to easily read a schematic. A
schematic will help you to troubleshoot electrical circuits. If you are fixing, repairing, or
troubleshooting an appliance, use the wiring diagram that came with your appliance to assist
you to repair it. The electrical diagram is usually inside the appliance. It may be in a plastic pack
and stuck to the inside of the appliance. Once you find it on your appliance, you can then use it
and understand what each symbol is and fix your appliance yourself. Here is another great
resource for How To Read a Schematic. Wiring Diagram Symbols. Example of Washing Machine
Schematic. If you have any questions or comments about electrical schematic symbols or how
to read a schematic for repairing an appliance, please leave a comment below and we will be
happy to assist. Your email address will not be published. Save my name, email, and website in
this browser for the next time I comment. Notify me of follow-up comments by email. Notify me
of new posts by email. Leave this field empty. This site uses Akismet to reduce spam. Learn
how your comment data is processed. Skip to content. Related Articles. He has 33 years of
experience troubleshooting and repairing all types of appliances. Contact here. Leave a

Comment Cancel Reply Your email address will not be published. Sorry, your blog cannot share
posts by email. Need help with Panda washers and dryers? If you have a Panda appliance
whether it be a washer or dryer, we have replacement parts and some help guides to assist you.
There are many different types of Panda washing machines and dryer models. Below we have
listed Panda washers and dryers with available parts and help guides. Parts needed most
frequently is the Panda washer drain hose, faucet attachment, lint filter, and floating washing
machine lint filter bag. Why is Panda a great choice? Because of the small size, many people
choose Panda as they live in apartments, dorms, RVs, and most of the Panda washers are
portable. One of the main complaints on Panda washers is the lint filter. Many owners report it
does not work well and a new solution is needed. Many owners buy the floating washing
machine lint filter bag or lint remover balls in packs of If lint is a problem with your Panda
washer, try using vinegar in the wash and rinse cycles as it cuts down on lint. NOTE: Cheap
washing machine detergents break down clothing fabrics faster and excess lint will result. Use
a high quality detergent if you are experiencing excess lint when using your Panda. Panda
washer floating lint filter bag. Lint Remover Balls. A common question Panda washing machine
owners ask is lint issues, wash time, overloading, and detergent typeâ€¦ See below. Another
pointer if your Panda washer has too much lint and clothing gets tied upâ€¦ Put all of the
clothing inside of a mesh laundry bag. This will cut down on the lint issue and stop clothing
from getting tied up in knots. How to setup a Panda Washing machine. Panda washing machine
drain hose installation. Panda Washing Machine This is due to the fact that at a cost lower than
most competing portable washers, this one comes also with a spin drying compartment next to
the washer tub. Panda On Facebook Panda Appliances. Ltd No. Need help finding Panda washer
or dryer parts or manuals? Please leave a question below and we will be happy to help. I need to
find out where to Download a copy of the manual immediately. I really needcto be able to start
using it now mostly because I need to know that nothing too major was damaged when it was
delivered to me. Thank you very much. Recently, when press start touch control, began to buzz,
and sometimes motor would start, sometimes not. A nudge on drum will get it turning. Motor
shows very little effort to turn when start is pressed, but does buzz. Again, a nudge will get it
turning. Dryer was empty during inspection and troubleshooting. It has been a good dryer for 14
months till now. Stacy crowe, Panda washer E2 error code means washer door is not closed
properly. It MAY also mean there is a draining issue. Be sure the washer is able to drain, check
drain hose for blockage. Check the door to be sure it is closed properly. The door may have a
wiring issue so check the door switch. What could be the cause and how can I fix it? The Panda
dryer gives me 3 error code as soon as i plugged it in. John, Panda dryer gives me 3 error code
as soon as i plugged it in. Check to be sure there is nothing blocking the air vent exhaust hose.
What is the model number of your Panda dryer? How do I replace the hose? The instruction
manual the machine came with was not helpful with this. Thank you for your help. It is less than
a year old. I bought it in April How can I fix this myself? I just bought panda dryer. Model panw. I
had some problems with the washing machine spinning and draining. I had a repair man look at
it and he feels it needs a new drain pump. My issue is locating a part for this. Could you help me
please. Panda Pan 30 spinner stopped spinning. Spin timer works but does not spin. The drain
pump and the inner rubber hose connected to it is leaking. Where can I buy replacement parts?
And advice? My panda dryer has a small blue rubber belt that i need to replace and i need to
know where i can order it. Is there a way to fix this problem. I have a panda xpb70 , The sleeve
that connects the bottom of the agitator to the spline has broken. Thanks Toby. The hose has a
tear in it so she is unable to use the washing machine. Will Panda send a replacment hose?
How do I contact them to get one? I am ordering one for my mom who lives in another state
from me. Panda SG washer will not drain. Can hear motor buzzing but nothing pumps. Hoses all
seem to be clear and no leaks can be seen when rear panel is removed. If drain pump must be
replaced, what do I buy and where can I buy it? I seen great reviews but now that I typed in
troubleshoot, Complaints are everywhere. Some one is getting rich off us poor people that cant
manage to own a normal washer and dryer. I hate these people now. My panda washer sll pf a
sudden just stop filling with water. I cheched the faucet filters and they are not clogged. I turn it
on and there is no sounds, no waterâ€¦ what could be wrong??? It just started making a loud
noise when spinning. There are lots of small pieces of plastic mixed in with the clothing. I need
a new pump for my Panda Twin Tub washing machine. Model XPB I have had this machine less
the 9 months. Our dog ate ours. I have the large Panda apartment dryer. It made a noise while
running, stopped, then started back. No heat. The noise sounded like metal coming loose. The
timer switch stopped working. Can I get this piece separate or do I need to file warranty for the
whole unit? It appears that moisture corroded the lower contact and over heated it and melted
off the notch. I ordered it from eBay and bought a 3 yr warranty how can I get it fixed or
changed? Hi I have the xpb70 and the drain pump has stopped working. There are no clogs, just

the motor stopped as I can drain by gravity but I am in the kitchen and it makes a huge water
mess because it will not pump out the water into the sink. I have to use a bucket on the ground
and dump it out several times just for one drain. Is there a replacement part for this pump?
Purchased September Like it quit. It makes a slight noise when you turn it on otherwise it is like
it is not coming on at all. Paying for shipping there and back would make this purchase a
complete loss rather than saving money at a laundromat. Can the part be replaced? Can I do it?
What can I do? I feel like I threw money away on this purchase now. My panda xpb has a
clogged drainage tube. How do I get the tube to loosen? Also, should I then replace the hole
tube or re-glue? My Panda washer xpb70 is 10 months old and the spinner stopped working.
Would I be able to replace the spinner motor myself? If so where can I purchase the XTD spin
motor? Leona, Are you sure the motor is faulty? Test it if you know how. Make sure nothing is
obstructing or in the way that is making it so the tub cannot spin. As something is not
positioned or sitting correctly inside the Panda washer and that is the issue? Where can I
purchase, find this hose or should I just use a bucket? My mini washer is leaking I was
inspecting the inside and saw that the drain compartment inner tubing has a rip. Can I order the
inner gasket rubbing? If so how much will it be? Brenda Soto, The parts are not easy to find.
You can take out the ripped tubing and try and find a universal tubing that you can cut to size.
Remove the tube and take it to your nearest home improvement store or an appliance store. Or
try eBay for Panda washing machine parts. Panda model PAN I live in Alberta Canada, any
chance you may know where I can find one? My new panda came without this piece and no
instructions so no phone number to call. There is a phone number and website to help you. Do I
need to return this and get a new one? Hello, I have the xpba and the blue basin is cracked. Any
ideas where i can get a replacement? I have a panda washing machine model: XPB70,
unfortunately its power plug is broken i. Buy a 3 prong v or a 3 prong v cord Whichever the one
you need. The cords are universal, it does not have to be a Panda washer brand cord. Julian
Washington, If the Panda washing machine stopped, open it up and check to see if the
components inside are visibly in working order. You may have a bad belt or other part that has
caused the Panda washer to not spin. Once you find the bad part, order the part online from the
websites above. The timer works, and I can hear the pump working. I have a panda dryer PANsf.
It will not get hot. The air coming out is room temperture. The unit is only 2 years old and has
not worked for about a year. I just read that a thermal fuse can cause the problem Where is the
thermal fuse on the dryer and how do I remove and replace it. Top loading washer the spinner
needs to be fixed I can do it but no one can help me get the part. Stopped spinning it makes that
noise though. Does anyone have any advice on how to go about clearing the clog? I know now
how to avoid it in the future but I just need assistance as to remove said clog at the moment.
The drain pump seems to be working, and trickles of water coming out, so I was thinking the
drain just might be clogged. I opened the back of the machine, but am not sure where the filter
might be. IS there a diagram anywhere that I might consult? Drum spins. But no blower or heat.
What could be the problem or what part should I just replace? I would like to purchase the
panda washing machine drain hose and faucet attachment for the panda xpb I love my Panda
washing machine model XPB It has always worked great until last night. It will not agitate to
wash as it has. Clothes will not even rotate. Feels like the timer knob is loose. But why would
that be the cause of the agitation? I live in a apt building and to use the washers and dryers is
very expensive. My panda washer has saved me so much money! I need it. It does not drain
correctly because of this. Deaire, If there is something stuck in the bottom of the PANDA
washer, you will need to unplug it and take the side panel off. Check inside the Panda washer to
see if there is anything obstructing the drain pump or drain lines. Mine is doing the same think it
sounds like rocks when trying to drain and no water is coming out of the drain. My Panda dryer
no longer has heat. Can it be replaced? Jonah Falcon, You can search for Panda Dryer parts
here. I have a new Panda pan 30sw, the top not the lid is pushed behind a post at the front of the
machine. Can I remove the top of the machine without disfiguring it? I can see 2 screws at the
back but I think there are 2 screws on either side, near the front under little domes? Can i pry
these domes off without wrecking the look of the machine? I think if the top was lifted the top
would fit over this post looks like 2 jagged teeth and the front top would be a smooth fit. The
one I have now is 9 months old. The spinner has stopped spinning. Any ideas on why the
spinner quit? Am I able ship the machine for repair if I am unable to resolve the problem? What
information is needed to use the warranty? The second machine was a christmas gift from my
mother. I received it in February The first one I had also lasted less than one year with the gear
stems falling down into the machine when the mounts broke and the gears were stripped. I
followed all instructions with the second machine and it is holding up much better except for
the issues with the spinner. Have had no luck finding one. Can you help? Try a Universal
Washing Machine Knob. My spinner only worked the first time. How can we get it to spin again.

Handy man and engineer here and could not figure it out nor can I find any help online. I want
my Panda spinner to work again. What is necessary to get it to spin? The motor is fine. Roberta,
If the motor is working, check all wiring to and from the motor and control panel. There is most
likely a loose wire or possibly a bad control assembly. Mary Jo Matey, Yes you may need a new
timer assembly or it may be just a simple wiring issue. Check the washer and be sure all wires
and wire harnesses are secure. I left some clothes in it overnight only to realize that they were
still wet but slightly warm the next day. The knob seemed to have stopped spinning part of the
way as well. I turned it all the off and back on but nothing happened. I unplugged it and tried
again. I came on this time for a few seconds and then stopped spinning again. After minutes it
turns off and the vent on the bottom is very hot. After about half an hour it will turn back on, but
no heat. I contacted the place I bought it from and they wanted me to ship it back to them. I
bought the thing for about that. Have a Panda 2. Any ideas? You may have a thermal overload
issue with the motor. Does the Panda dryer stop heating and spinning? Or keeps spinning but
not heating? Let us know what you find, and please give us the model number of your Panda
dryer. It literally just cycles through the timer way too fast. Also there is only a high and low
setting so I will try the low and see if that works. I will reply soon with the model number and
results of putting the dryer on low. How feasible is it to fix the thermal overload motor issue
should this be the problem? The motor has a thermal overload built into it, which means if the
motor gets too hot, it will shut down, this will not have anything to do with heating, but the dryer
will stop spinning. We can assist further with the model number of the Panda Dryer and if you
need replacement parts, we can direct you where to obtain them. Regarding the thermal
overload â€” does this mean if the motor gets to hot the unit will shut down even mid cycle? For
example if the dryer still had 40 mins left of drying time would it shut down at that point or
would it cycle down to 0 immediately to shut off? I ask because my dryer never stops mid cycle
it stops only when it gets to 0 the issue is just that it arrives at 0 way too quickly and not at the
actual time indicated on the dryer. As I mentioned if I set it to mins of dry time the timer dial
arrives at 0 about 20 mins later. The timer clicks away, but nothing else happens. The lids were
firmly shut, machine unplugged replugged, nothing helped. Something may have come loose or
you may have a bad component. Have a look and let us know what you find. We suggest looking
here and finding a generic washer drain hose and making it work with your Panda XPB You can
also check eBay as there are even more washer drain hoses to choose from. Check the full page
and you may find the exact Panda washer drain hose you need. Your email address will not be
published. Save my name, email, and website in this browser for the next time I comment. Notify
me of follow-up comments by email. Notify me of new posts by email. Leave this field empty.
This site uses Akismet to reduce spam. Learn how your comment data is processed. Skip to
content. Related Articles. He has 33 years of experience troubleshooting and repairing all types
of appliances. Contact here. Leave a Comment Cancel Reply Your email address will not be
published. Sorry, your blog cannot share posts by email. A washer series by Maytag with a low
rate of customer satisfaction and a high rate of failure. Nina schmitz ezdogit. Shanae since your
problem is opposite from the problems this question was about, I suggest you start a new
question to avoid confusion. I have the same problem, but sometimes it comes on. I try it a few
days later and it does nothing. If I push the button a hundred times it may or may not come on.
An I will never buy a maytag again!!! Show 7 more comments. To determine if the user control
and display board is defective, try pressing the buttons on the control panel. If some of the
buttons work, but others do not work, the control and display board might need to be replaced.
Additionally, if the display is not working, check the power to the user control and display
board. The timer is frequently misdiagnosedâ€”before replacing the timer, first check all of the
more commonly defective parts. The line fuse blows if the washer circuits are overloaded. To
determine if the line fuse is at fault, use a multimeter to test it for continuity. If the fuse does not
have continuity, replace it. In addition, you should investigate and resolve the problem that
caused the fuse to blow. Check for shorted out components such as the wires, motor, or drain
pump. After putting rhe washer back together, it now has no power. If the drain pump shorted it
out, would the solution be to replace the drain pump? Or do I need to do something else in
addition? Replace a fuse? Then, I disconnected, and reconnected, all the fuses. If you have ANY
extra time, make every attempt your capable of to fix, as a new control panel is pricey. Plus,
your wife will be impressed. Good luck! Paul paul As you have no power lights and the washer
will not turn on, please check that you have the machine turned on at the power point. If it is
turned on, check your fuse box and correct any switch as necessary. It appears that my further
answer to your question has not been posted. Nevertheless don't worry. By saying the power
point, I meant where you plug in the washing mashing into the wall for example? And make sure
that if there is a little switch next to the plug, press this button down. This will turn on all power.
If it still doesn't work, plug something else into the same socket. And when the power point and

the fuse is fine Show 2 more comments. Kirsten Morton. Condensation from the washer lid
causes the control panel connections to become corroded. A special bottle of WD40 contact
cleaner version , clean connections andâ€¦ voila. It works again. In my case, I believe that my
washer got shorted out due to installing an incorrect part pump. The electrical worked before
installing and did not work after. But I have no idea how to fix this. There is no fuse in the plug
as shown in other models. Check the washing machine's control board for fuses mounted on
the board. They may not look like what you think fuses should look like, so look for components
with a designation beginning with F written on the board next to the component, e. Usually the
power for the pump comes via a relay or solid state switching device not sure regarding your
model if it is as shown above mounted on the control board and it is protected by a fuse also
mounted on the board. You will probably need an Ohmmeter to measure the fuse for continuity
as you may not be able to visually verify that it is OK or not. Measure the fuse with the power
totally disconnected from the machine. It should measure 0 zero Ohms i. Hopefully the fuse
specifications will be printed on the fuse case so if it is blown you know what value fuse to get.
William Lukens. Fix Your Stuff. Back Answers Index. Maytag Bravos quiet series A washer
series by Maytag with a low rate of customer satisfaction and a high rate of failure. Nina schmitz
ezdogit Rep: 2 2 1. Washer will not turn on and no power buttons are lit up. View the answer I
have this problem too Subscribed to new answers. Is this a good question? Yes No. Voted
Undo. Score What can I do to get it to start working. Can anyone help? The All-New. The high
performance electronics repair kit. Chosen Solution. Cause 1 User Control and Display Board
To determine if the user control and display board is defective, try pressing the buttons on the
control panel. Cause 2 Timer The timer is frequently misdiagnosedâ€”before replacing the
timer, first check all of the more commonly defective parts. Cause 3 Line Fuse The line fuse
blows if the washer circuits are overloaded. Was this answer helpful? Score 2. Paul paul Rep: 35
4 1. Score 1. Where is the power point. Check your breaker box. Hopefully by now it will be
working. Good luck :. Kirsten Morton Rep: 13 1. Lesley Christie , Check the washing machine's
control board for fuses mounted on the board. F1 Usually the power for the pump comes via a
relay or solid state switching device not sure regarding your model if it is as shown above
mounted on the control board and it is protected by a fuse also mounted on the board. William
Lukens Rep: 1. Loose wires on control board, took off the top and reseated the wires, works
now. Score 0. Add your answer Nina schmitz will be eternally grateful. View Statistics:. A
washer series by Maytag with a low rate of customer satisfaction and a high rate of failure. The
dryer runs and sounds normal, but the clothes are still wet after running "heavy duty" mode for
an hour. This just started happening. I don't think the air in the dryer is warming up. I have had
the same problem for past couple of years. My husband cleaned vents checked temp, etc. Still
has to run for hours to get clothes dry. Not very energy efficient if you have to use it for so long.
Me too. I suspect the water hose for the steam setting is wetting the clothes. I had water in the
vent and the floor beneath the machine was damp as well. Show 10 more comments. Clare, first
you have to make sure that your air vents are all clean and not obstructed. Then check your
fuses. There should be two fuses for the dryer in your fuse panel if you are in north America and
running on V. If those are okay it can get a bit tricky. This dryer model has a blower assembly
that is belt driven. Check this video to show you how to replace that. Part number 29 in the
diagram, and it is available at places like this. If the belt should be good, or a new belt does not
fix it, you may have issues with the heating coil as well as problems with the thermostat and
cut-off temp sensor. Let us know how well you are with a multimeter when you get there. Hope
this helps, good luck. Thank you!!!!!!! This was exactly the info we needed. Cleaned it all out
and my husband found a random belt laying in the bottom. From your post I knew exactly what
it was! I have a Maytag bravos quiet series dryer It is giving me trouble! I only put 2 or 3 small
items of my grandsons in To dryer I have to put it on max heat when it stops the little items are
still damp so I have to run the dryer 5 or 6 times to get them almost dry - Not- Totally - Have To
hang Them Up With celling fan on! I have always cleaned the lint catcher after each load! I have
taken the hoses off the back replaced it cleaned out where it was connected to the dryer and
cleaned out the hole through the wall To outside! Angela Medina. Here is the quick checks you
can do to troubleshoot almost any dryer unit but more specifically for the Maytag bravos. First
thing you should check is whether or not you have airflow from your unit. You can remove the
vent duct from the back or feel the duct for flow. Removing the duct will help if you have issues
with heating. If you have airflow then you need to check the heating components. There are 2
thermostats which serve as safety switches. One is at the bottom of heater bundle and on about
a foot above it just before the airflow enters the dryer barrel. You will need a multimeter to
check these. While cold they should read short or very close to 0 ohms as you read your
multimeter. If both of these are good you will need to check the control thermostat which turns
the heaters off and on. It looks like the two previous thermostats but slightly larger. It will have

to red wires going in to top and bottom and two purple wires going into the back of it. The
purple wires go to the temp switch on the control panel portion of the dryer. You can read the
resistance across the purple wires to check this switch. It's resistance should be short or 0
ohms as read on your multimeter, resistance will go up as you increase temp setting. Mine was
4. If you check the thermostat it should be short when cold. Lastly you can check the thermal
fuse. It is mounted right next to the control thermostat and is a slender white piece with two
terminals. This should be shorted or 0 ohms on your multimeter. This checks all components
aside from the heater bundle. You can take resistance check for the heater across the terminals
of the heater termi also. On my unit the lower safety thermostat was placed on one of the
terminals of the heaters. Make sure you remove this prior to checking. I do not have a specific
value for the heaters but should be relatively low. If they are broke to the point of not getting hot
enough or at all they will read open or extremely high. Most normally read below 5 to 10 ohms
usually, not uncommon to be slightly higher on different types. This checks all components
which impact ability of the unit to produce heat. Parts are cheap to get and easy to replace. The
hard part is what I discussed above. Hope this helps in saving you all some money in not
having to deal with shotty techs. Got a maytag bravo mct medxdw1 not heating cleaned
it,checked plug and cord its got to dryer. Replaced thermo fuse, cycling thermostat hi-temp cut
out and thermostat kit and heat element. The hi temp cut out kit had a jumper wire for three wire
hook up. My machine only has two wires. I hooked everything up the same as was. No heat. My
dryer is getting hot but not drying my clothes. What can I do without having someone come
look at it? MrJimPhelps mrjimphelps. I had the exact same problem. I took the dryer apart and
vacuumed out every bit of dust I could find. I also replaced the belt, because it had a kink in it. I
then put it all back together. It now dries like new. Now touch the two probes together - the
needle should move all the way or most of the way to the right, because when you touch the
probes together, you have a complete circuit, with no resistance to the flow of electricity. Now
unplug the dryer, and remove the back cover. Look for the electrical parts - each one has two or
maybe four wires plugged into it. Checking one part at a time, unplug the two wires and put the
multimeter probes on the two terminals of the electrical part. If the part is good, the needle will
move to the right - probably at least halfway across the dial. Reconnect the wires to the
electrical part just like they were connected. If you remove a part, make sure you take lots of
pictures of it while it is still hooked up and installed, so that you will be able to correctly install
the new part. And take lots of descriptive notes. Either or both could be the cause of this
problem with your dryer. The thing you want is a needle that moves when there is a complete
circuit. It is very simple to watch a needle for movement; it is more complicated to look at the
numbers which are displayed on a digital multimeter; this is why I prefer an analog multimeter.
Remove the rear cover of the dryer. Look for a metal box that is approx. It will have two wires
connected to it. That will likely be your heating element. Fix Your Stuff. Back Answers Index.
Maytag Bravos quiet series A washer series by Maytag with a low rate of customer satisfaction
and a high rate of failure. Clare Rep: 2 2 1. View the answer I have this problem too Subscribed
to new answers. Is this a good question? Yes No. Voted Undo. Score I had the same problem. A
technicien came and check the blower and heat. He said it was fine. He told me to clean the
hose and vents. Cleaned out all vents and hoses. Still have the same re-curring problem. Need
two cycles or more to dry our clothes. I have the exact same problem. Need to run the dryer
cycle times to dry fully. Just can't ever get ahead. The All-New. The high performance
electronics repair kit. Chosen Solution. Was this answer helpful? Score 5. Oldturkey03, you
saved the day! Your help was priceless! Thanks so much! I feel the issue is with the moisture
sensor. I am ordering it today. I will post an update as soon as I have it and swap out the part.
Angela Medina Rep: 13 1. Score 1. Brian Frost - what did you end up doing? Were you able to
figure out the problem? MrJimPhelps mrjimphelps Rep: 1. Dryer wrapped clothes in ball and are
not dru. Monica Rep: 1. Where can I find the heating element on my dryer. Score 0. What make
and model dryer is it? Maytag brovo quiet series Add your answer Clare will be eternally
grateful. View Statistics:. Quick Links. Table of Contents. Summary of Contents for Maytag
Dryer Page 1 Page 2 Page 4 Page 5 Page 6 Page 8 MDE Canada Page 9 Page 10 Page 11 Page 12
Page 13 Page 14 Page 16 Page 17 Page 18 Page 19 Page 20 Page 21 Page 22 Page 25 Page 26
Page 27 Page 29 Page 30 Page 31 2. Remove the four screws securing the Figure console to the
rear cover plate. Disconnect power to the dryer. Remove the console assembly. Carefully
remove the membrane pad harness and other wires from the microprocessor board. Page 32
Page 33 Page 34 Page 35 Page 36 Page 37 Page 38 Page 39 Page 40 Page 41 Page 42 Page 43
Page 44 Page 45 Page 46 Page 47 Page 48 Page 49 Page 50 Page 51 Page 52 Page 53 Page 54
Page 55 Page 56 Page 57 By pressing a combination of keys, the dryer can be placed into an
Advertising Mode or into a Service Mode for the service technician. The wrinkle software is
used to monitor several functions Diagnostic Codes release of the dryer during operation and

identify any abnormalities as they arise. These dryer Sequences up the abnormalities can be
monitored in the Page 61 After 5 minutes of inactivity in Service Mode, the dryer will exit Service
Mode and return to This test checks the membrane switches on the state just prior to Service
Mode. If a the console pad.
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Page 62 Page 63 The following table 15 Key Membrane lists the various functions based on the
keys being pressed. When a problem with the dryer is detected a Diagnostic - Outside vent
Code is assigned, and can be displayed. The Control damper is stuck Board will not log multiple
same codes per cycle; While in the Service Mode, the If the dryer is not in a dry cycle, the for 3
seconds or until a beep is heard. Page 69 If relay does not function, replace machine control
board. Page 71 Page 72 Page 73 Page 74 Page 75 Page 76 Page 77 Page Electrical Wiring
Diagram Page 79 Page 80 Page 81 Page 82 Page 83 Page 84 Page 85 Page 86 Page 87 Page 88
Page 89 Page 90 Page 91 Page 92 Canada Page 93 Page 94 Canada Page 95 Page 96 Page 97
Page 98 MDE Section Page 99 MDG Section Page MDE Section Page MDG Section This manual
is also suitable for: sloped-front. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

