Whirlpool ultimate care ii washing machine parts diagram

My partner's top-loading washing machine has slowly developed a leak. Like a lot of things, it
happened slowly enough that at first he assumed it was water splashing out, and then just got
used to not stepping on the wet spot on the floor. I however, am also using the machine now,
and I dislike wearing wet socks. Also, it's pretty obvious that there's a small leak somewhere
inside the machine, near the front. So, this weekend's project was to open up the clothes
washer and see what was going on. They might help you open another brand or model, but they
might not. It seems like every model of washer is different. The first thing I realized here was
that not all washing machines open up in the same way. After a decent while perusing the web, I
figured out the combination of secret keys that would work for this model. At a high level, most
washers that look like this one seem to follow the same basic set of steps:. This will make you
life easier later. If you can't tell which is hot and which is cold, look behind the washer and mark
whether the hose is connected to the top or the bottom. This is the part that seems to be
somewhat different depending on your make and model. If you have a different type of washer,
hopefully you can find instructions online. If you were looking for something to fix for a knob or
control button, you might be able to stop here. For any water leaks, continue on. There are three
pieces that need to be disconnected before you can remove the main body cover and reveal the
internals of the washer: One cable connector and two clips. The main body cover is the nice
white metal that you see on the outside of the washer, including the lid. It's one piece, and so
reasonably heavy and awkward. You may want a friend to help lift it off. If water leaking is your
problem, check that all the hoses are in good condition. You can try pouring a bucket of water
into the tub to see if it is one of the lower hoses. Participated in the Home Improvement Contest
Question 6 days ago. Hi, we have recently purchased this machine second hand - the Ultimate
Care Is it usable with just cold fill? It has a hot feed pipe but we don't have a hot water feed for
it. We really hope you can help otherwise we may have to sell it again! Thank you. Tip 1 year
ago on Step 9. These models have self leveling legs in the rear. Question 2 years ago on Step 1.
Answer 1 year ago. Tip 1 year ago. I Just had the opportunity to repair one of these washers.
The machine did not spin at all. Your instructions are fantastic for this machine. For my issue, I
removed the covers and disconnected all connectors and hoses from the pump, then tilted the
washer back onto something stable like a wall. Remove the two screws holding bent metal
arms, then use a screwdriver to pry it away from the motor. This design for retaining the motor
is easy to remove and only slightly harder to install. By Mar HK Follow. More by the author:. At a
high level, most washers that look like this one seem to follow the same basic set of steps:
Release the top control panel somehow Flip the panel back Tilt the main body cover forward
Remove the main cover to reveal the internals. You're unlikely to do damage to yourself or your
home. Tools : Pliers Wrench Phillips screw driver Flathead screw driver or equivalent, sturdy
item Level Marker Optional Supplies not shown : Small bucket about 1 L is good Paper towel
Replacement water supply hoses Appliance sliders, or a friend. If your washer is tucked into a
corner, you'll want to make some space to work around. Disconnect: Unplug the power cord for
the washer unless you already followed Step 2, good for you! Turn off the water knobs and
disconnect the hoses from either the washer or the tap, your choice. There will be some water
left in the hoses, use the bucket to catch it. Remove your drain hose from the drain piping. The
flexible hose from the washer is often held in place on the drain piping with wire or zip ties.
You'll need to remove those before you can lift the hose out. Use the bucket to catch any water.
Move: Shimmy the washer back and forth to move it into the room and make space to work.
Find a friend or put furniture sliders under the feet to make your life easier or both. On the left
and right sides, on the back of the control panel, there is a screw that holds the panel to the
main body cover. Remove this with your Phillips screwdriver. There is a plastic strip above the
screw that connects the control panel to the black back panel. Make sure this is in good shape,
it's your hinge. Standing in front of the washer, grab the control panel on the left and right
sides, and pull it forward, then flip it back. Cable Connector Find the cable connector that is
attached to the metal top of the washer not the cables going behind the top. Pinch the tab and
pull it towards the front, or gently pry it out with a screwdriver to release the connector. Clips
There are two clips on either side of the top of the washer. You'll need a sturdy flathead
screwdriver or something similar to release them. Insert the screwdriver into the tongue of the
clip. Lever the tongue towards the front of the washer, you'll have to use some force. It will pop
off quite vigorously. Grab the cover on either side, near the back close to the control panel Tilt
the cover forward. If it seems like it's caught on something, check that the water dispenser is
out of the way. Push it down gently if you need to. Lift the cover up and out of the way. See the
photos for some help finding the part of the washer you need. Make sure the washer is
unplugged, and the end of the drain hose has been lifted above the water level To drain the tub
a bit once you're done, put the end of the drain hose in a short bucket. This will get some of the
water out. Other parts that might cause a water leak: Broken pump casing see the photo

Cracked tub Too much splashing from the tub unbalanced load, a problem with the motor, or
something wrong with the water level sensor, or many other things A loose connection on the
supply hoses Water dispenser not lined up properly with the tub. Reassembly is very similar to
disassembly: When putting the main cover back, hook the front lip under the steel support
frame first. Then tilt it backwards onto the other sides of the support. Make sure the water
dispenser doesn't get caught up on the main cover. Reinstall the metal clips on top to hold the
cover in place. Reconnect the cable connector at the control panel. Flip the control panel back
down and fasten the screws at the back. Ensure your drain hose is still firmly connected at the
back. Reconnect your hot and cold water hoses. Luckily, the manufacturer has figured that you
might forget which one is which, and labelled them. This would be an excellent time to replace
them with new hoses if you haven't done that in the last 5 years. Drape all your hoses and cords
over the top of the washer so that you don't loose them and have to go fishing. Get your friend
to help you shimmy the washer back in to place. Check that the washer is level. If it isn't, check
if you can adjust the feet with a wrench, or shim something under the feet until it is. Check for
leaks. Plug in the washer. Run a test load of laundry, staying nearby to listen for any weird
noises and look for leaks. Did you make this project? Share it with us! I Made It! Answer Upvote.
How do you get the fabric softener holder on top of the agitater out so I can clean it? Reply
Upvote. LesiaH1 Question 2 years ago on Step 1. Is there a screen that i should clean? Here are
the diagrams and repair parts for Whirlpool GSQHQ0 washer, as well as links to manuals and
error code tables, if available. For DIY troubleshooting advice and repair guides, visit our repair
help section. Showing 10 of parts. Machine base Diagram. Water system Diagram. Gearcase
Diagram. Agitator, basket and tub Diagram. All parts Diagram. Wiring harness Diagram.
Controls and rear panel Diagram. Learn how to use a multimeter to check for wiring problems in
an appliance that's not working. There are a couple of ways to find the part or diagram you
need: Click a diagram to see the parts shown on that diagram. Washer bearing and seal kit Part
Add to cart. Washer siphon break kit Part Washer gear case oil seal Part Washer fabric softener
dispenser cup Part Washer screw Part Appliance spray paint gray primer Part Appliance spray
paint almond Part Washer cold water inlet valve wire connector Part Washer cancel relay Part
Washer water temperature sensor Part Recommended maintenance parts and accessories. In
Stock. Appliance Spray Paint Almond Part Appliance Spray Paint White Part Appliance
Touch-Up Paint, 0. Symptoms common to all washers. Choose a symptom to see related washer
repairs. View all. Won't drain. Read more. Won't start. Making noise or vibrating. Slow or no
agitation or spinning. Won't advance to next cycle or stops in mid-cycle. Not working at all.
Wrong water temperature. Won't fill. Articles and videos common to all washers. Use the advice
and tips in these articles and videos to get the most out of your washer. January 13,
Troubleshooting excessive vibration during spin cycle on a washer. How to repair broken or
damaged wires video. How to use a multimeter to test electrical parts video. Bottom-Mount
Refrigerator. GE Bottom-mount refrigerator Replacement Parts. Electric Range. Tappan electric
range parts. Freestanding Ice Maker. Kitchenaid Freestanding ice maker Repair Parts.
Front-Engine Lawn Tractor. Shop Craftsman front-engine lawn tractor parts , Craftsman
front-engine lawn tractor parts. Gas Chainsaw. McCulloch MAC gas chainsaw parts. Laundry
Center. Kenmore refrigerator parts , Kenmore refrigerator parts. Genie screw-drive garage door
opener error codes , How to Replace a Snowblower Auger Belt , Kenmore glass touch model
electric range error codes. Side-By-Side Refrigerator. Top-Mount Refrigerator. Reebok Parts
Treadmill. Water Pump. Water pump Parts Craftsman. Need help? Close Start Chat. To purchase
a water filter subscription, you must create an account or sign in to your existing account. Your
account allows you to track order history and provides for faster, easier purchasing and
customer assistance. Once your account is created, you will be returned to checkout to
complete your purchase. Forgot your Password? Whirlpool will be using the following
information we gathered from the external platform you selected to create your account. Where
is my model number? Go to Owner Center. Downloading manuals is also a convenient way of
obtaining a back-up in case your original document goes missing. These documents require
Adobe Reader to view. You can download the latest version of Adobe Reader for free. Subscribe
to Receive :. Total Price:. Our team is doing their best to resolve these issues and ensure a
positive shopping experience, and we appreciate your patience as we work diligently to address
these concerns. Continue Shopping. Session Timed Out Your session has expired. Kitchen
Appliances. Appliance IQ. Home Innovations. Explore Washers. Shop Washers. Explore Dryers.
Shop Dryers. Stacked Laundry Centers. Explore Top Load Laundry Set. Explore Front Load
Laundry Set. Commercial Laundry Equipment. Explore Small Space Laundry Appliances. Smart
Laundry Appliances. Home Solutions. Explore Refrigerators. Shop All Refrigerators. Shop
French Door. Shop Side-by-Side. Shop Top Freezer. Shop Bottom Freezer. Explore Ranges.
Shop Ranges. Explore Cooktops. Shop Cooktops. Wall Ovens. Explore Wall Ovens. Shop Wall

Ovens. Explore Microwaves. Shop Microwaves. Explore Dishwashers. Shop Dishwashers.
Explore Hoods. Shop Hoods. Shop Freezers. Ice Makers. Shop Ice Makers. Water Filters. Shop
Water Filters. Shop Compactors. Smart Kitchen Appliances. Explore 3rd Rack Dishwashers.
Explore Small Space Kitchen Appliances. Explore Smart Ranges. Explore Low Profile
Microwave Hood. Appliance Cleaners. Explore Connected Appliances. Voice Control. Works
with Yummly. Smart Integrations. Product Registration. Product Help. FAQs and Videos.
Connect Your Appliance. Contact Us. Schedule Service. Return Policy. Payment Options.
Extended Service Plans. Buying from Whirlpool. Sign In. Whirlpool Appliances. Explore
Washers Shop Washers. Explore Dryers Shop Dryers. Explore Ranges Shop Ranges. Explore
Cooktops Shop Cooktops. Explore Microwaves Shop Microwaves. Explore Dishwashers Shop
Dishwashers. Explore Hoods Shop Hoods. Create Your Account To purchase a water filter
subscription, you must create an account or sign in to your existing account. Link Example.
Sign in with Facebook. Yes, I'd like to receive occasional special offers, promotions, or other
e-mail marketing communications from Whirlpool and its affiliated brands. I agree to the Terms
of Use and Privacy Notice. For more information about our privacy practices and a list of
affiliated brands, please read out Privacy Notice. Create an Account. Whirlpool Brand U.
Services Manuals. Enter your model number in the search bar below to access Whirlpool
appliance manuals and literature. Quickly access material for your registered appliances. Need
Help? Item added to the compare list, you can find it at the end of this page. Comparing 0 Items.
Model: Color: Quantity: Subscribe to Receive :. Proceed to Cart Continue Shopping. When you
shut the lid on the washer, a tab on the lid pushes down the switch to let the washer know it can
fill with water, agitate and spin. A damaged switch could even keep the washer from draining.
Slide the washer forward about six inches. Look behind the control panel for the two screws at
each end of the panel. The screws set in channels at in the ends of the panel. Use a
magnetized-tip Phillips screwdriver to remove the screws so you can lift the screws from the
channels. Pull up on the front of the control panel. Push the end of a flat-head screwdriver into
the hole in the cabinet holding the spring clips. Continue to push the end of the screwdriver
down while pushing the handle of the screwdriver toward the rear cabinet wall. Grab the wire
harness with your fingers and pull it from the connector on the lid switch. Spread an old blanket
over the floor. Tilt the cabinet forward and slide it off the bottom support frame. Lay the front of
the cabinet on the old blanket. Look beneath the lid for a green ground wire attached to the
washer cabinet. Remove the screw holding the green wire to the cabinet. Place the screw in a
safe location. Open the lid and look for the two screws next to the lid switch opening. Remove
the two screws holding the screws. Place the lid switch screws in a safe location. Unsnap the
wires attached to the lid switch from the metal retainers along the edge of the cabinet. Use
pliers to squeeze the side tabs on the lid switch connector to release it from the hole in the
cabinet. Discard the old
volvo 240 cup holder
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lid switch. Snap the new lid switch connector into the opening in the cabinet. Secure the
lid-switch wires beneath the metal retainers along the edge of the cabinet. Hold the new switch
against the cabinet while you secure it with the lid switch screws. Use the screw you removed
from the green ground wire to secure the new ground wire to the washer cabinet. Reverse the
steps you used when disassembling the Whirlpool Ultimate Care II washer to reassemble it.
Push the washer back in its original position and plug it back into the wall outlet. Cecilia Harsch
has been writing professionally since She writes mainly home improvement, health and travel
articles for various online publications. She has several years of experience in the
home-improvement industry, focusing on gardening, and a background in group exercise
instruction. Harsch received her Certified Nurses Assistant license in She attended Tarrant
County College and studied English composition. By Cecilia Harsch. Related Articles.

